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Merrill Manufacturing Limited Warranty
To The Original Purchaser

Merrill Manufacturing Company (herein after called “Merrill”) warrants the yard hydrants and pitless
products manufactured by us to be free from functional defects for a period of SEVEN YEARS from the date
of shipment by Merrill to the ORIGINAL PURCHASER ONLY. Merrill pressure switches have a THREE YEAR
warranty. All other products are ONE YEAR. This warranty is applicable under normal use and service
provided its products are installed, used and maintained in accordance with Merrill instructions, limitations
issued by Merrill, and all applicable local codes. The obligation under this warranty is limited to replacing or
repairing, without charge, any part manufactured by Merrill proven to be defective at the time of shipment.
Immediate written notification must be given by the purchaser to Merrill upon discovery of alleged defect.
The company retains the right to have the product returned freight prepaid to establish a claim. All warranty
replacements or refunds will be issued to original purchaser only, unless specifically agreed to by

Merrill.

This warranty does not cover or apply to any products or material supplied by but not manufactured by
Merrill and is limited to actual warranty extended to Merrill by its supplier.

This warranty shall not apply if the product has been modified or altered in any way by others. Merrill will
make no allowance for such alterations unless authorized in writing by the company prior to such
alterations. In no event shall the company be liable for expenses necessary for the removal or reinstallation
of any product supplied by Merrill, or for any damages to other property or equipment resulting from the
removal or installation of such product.

The foregoing warranty is only applicable to manufactured products by Merrill and any previous
agreements, representations or warranties, oral or written are hereby canceled. No other express or
implied warranties shall apply, including but not limited to implied warranties of merchantability and fithess
to a particular use.

Merrill’s total responsibility for damages whether arising in contract or tort arising out of or relating to its
performance or the products covered hereunder, shall be limited to the contract price of the product. In no
event shall Merrill be liable for any incidental or consequential damages such as loss of profit, loss of use
of production or other facilities or equipment or any expenses incurred in reliance on the company’s
equipment whether suffered by the buyer or a third party. In no event shall Merrill be liable for expenses
necessary to remove or reinstall any product supplied by Merrill, or for any damages to other property or
equipment resulting from any such removal or reinstallation, without written consent from Merrill for a
specific installation prior to original installation. Nothing in this paragraph shall in any way be construed

to affect the liability the company may have for personal injury of any third party. Damages resulting from
improper storage, improper handling, freezing, improper installation, fire, or any act of God will not be
considered by Merrill as its liability. Merrill will not assume any expense or liability for repairs or
modifications made to its products outside its facilities, without a written consent. Equipment and
accessories used with the company product and supplies by other manufacturers are not warranted. Any
complaint, controversy, or claim arising out of or relating to this warranty, or the breach thereof, shall first be
communicated to Merrill's home office in Storm Lake, lowa.

Under no circumstances should Merrill frost proof yard hydrants be installed where the hydrant is
allowed to drain into a water well or the drain water is allowed to come into contact with any drinking water
supply. Merrill disclaims all liability of any kind and voids the hydrant warranty for installations of this
product where it can or could drain back into a drinking water supply.

Merrill products are not designed or engineered for use in a nuclear facility, or in conjunction with any
nuclear facility or support facility. Use of any Merrill products in any such applications is a misuse of these
products and voids all warranties contained herein, expressed and implied, of merchantability and fithess
for a particular purpose.

April 2024
1- P
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Merrill
Condensed Catalog Index

Merrill Product Page No.
Merrill Terms & Conditions............cccvvreiereienen. 6-7
Hide-Drant Yard Hydrant (Frost Proof) ............. 8-11
Yard Hydrant Parts Kits & Accessories.. 8-11,15-16
................................... 20-21,24,27,30,32,34,38-39
Any Flow® Yard Hydrant (Frost Proof)........... 12-16
Stainless Steel Any Flow® Yard Hydrant (FP) 13-14
No Lead Any Flow® Yard Hydrant (FP).......... 13-14
High Capacity Yard Hydrants (FP)............ 14,19, 23
No Lead Brass Vacuum Breaker... 211,15
............................................. 17,20,27-28,30,38-39
C-1000 Yard Hydrant (Frost Proof)................ 17-21
CNL-1000 No Lead Yard Hydrant (FP).......... 18-19
Stainless Steel C-1000 Yard Hydrant (FP) .... 18-19
R-6000 Yard Hydrant (Frost Proof)................ 22-24
RNL-6000 No Lead Yard Hydrant (FP)................ 23
Stainless Steel R-6000 Yard Hydrant (FP) ...
Yard Hydrant SIEVe ...
M-2000 Yard Hydrant (Frost Proof)................
E-5000 Yard Hydrant (Frost Proof) ...............
EM-5000 Yard Hydrant (Frost Proof) ..........c....... 29
ENL-5000 No Lead Yard Hydrant (FP)................. 29
EMNL-5000 No Lead Yard Hydrant (FP).............. 29
B-7000 Yard Hydrant (Frost Proof) ................ 31-32
BNL-7000 No Lead Yard Hydrant (FP)........... 31-32
Any Temp®/H-3000 Heated Hydrants (FP).... 33-34
Summer-Winter Water Lines...........ccccouvvrinnnnen.
Self-Closing Yard Hydrants (Frost Proof)..
Yard Hydrant ACCESSOMES.......c.evvrrrreeereicreenes
Imported Yard Hydrant Parts ..........ccccccoereueeeenes 40
Good,Best,Best Hydrants ...........ccoeeereerevrereenes 41
Custom Wrenches ... 42-44 47
SP TeSt FIXIUME. ... 42
SP PitlesS UNItS ..o 42-46
Pitless Connectors.. .44,48,50,53,58,65
SPP Pitless UNItS........ccvvverniiennrisiiiniinninas 47-49
SSMCU Pitless UNitS .........ccvveeverrineiirinnnnas 50-52
H20 Pitless Control Units...........cc.cocvvereienne. 54-65
H20 Bracket .56-57
H20 Pressure Switch Control Package................ 57
Anti-Seize/Gasket LUDE ............ccouuerieninnee 58,65-66
Thread Seal TAPe......cccovverrerneeereierieieinas 66,100
Thread Sealing Compound............ccccevee.. 66,94,100
SPK PitleSS KitS .......cveurieiierniieisrininieninns 67-69
MCK PItleSS KitS .......cvvreveecerrirererreeennns 70,72-73
MCKNL No Lead Bronze Pitless Kits 70-71,73
Pitless 5" Body with Tapping ...........ccoeeeeevrereenne 71
MCK/MCKNL & SMCK Parts ........c.ccovverreeneee 73,76
SMCK Pitless KitS........cvvverniirerinrisiirinninas 74-76
No Lead Brass Pitless Adapters ..........ccccocveueenee 77
Stainless Steel Pitless Adapters ... 78
Pitless Adapter Parts..........coverrnininenseneieens 79
Pitless or Well Caps & Parts...........cocoeeeeee 65,80-83
WEILOCALON ..o 82
Well Vents & Vent EllS..........ocooevvveiniciiininennnne 82
Watertight Cap Pars.........cccoeeeneereeneeneenenens 83
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Merrill Product Page No
Cast Iron Well Seals ..o 84
Steel Well SEalS........c.oveiviinininiecsieiieieins 84
Plastic Well SEalS .........cccomirinieninirnenieiieiennns 85
PlastiC FIOAtS.........ccvverrerierrineneinsinincrecsnieseessennns 86
Pressure TankS ........cocveveveveveveeieveeeereneenenas 65,87
Air Volume CONtrolS ..........cvveveerernrrnrenrenineninnenns 88
AINVAIVES ... nees 89
No Lead Air Valves, Bleeder Orifice & Tees......... 89
Plastic Float ValVeS..........ccorninincninininininns 90
No Lead Brass Tank TEES .........cccoveeeeeeuneenes 91-93
No Lead Brass Solder Unions............c..c....... 93,106
Stainless Steel Tank TEES........ccvevcrrerrviirriennnne 94
Galvanized Ductile Iron Tank TEes........c.cceveveeenne 95
Stainless Steel Compact Tank Tees............ccvenn. 96
No Lead Brass Compact Tank Tees............cccven.. 96
No Lead Brass Compact Off-the Floor Tank Tees96
Stainless Steel Tank Tee Packages.................. 96
No Lead Brass Tank Tee Packages...............
PVC Tank TEES .....vuevreiereinerneineineincsncrsnieneesseenns
Nipples, Galvanized, No Lead Brass..
Stainless Steel & PVC........cccovcvvienee.

Stainless Steel Elbows & Street Elbows.....100,141
Stainless Steel Union with O-Ring.............. 100,140
Manifold KitS ......ovevreveerieieireieieese s 101
Manifold Kits and Bracket .............ccocvrerrnininnn. 102
MaNIfOlAS.......coeveereieiee s 102
Manifold Bracket...... ....103
Pressure Relief Valves.................. 99-100,104-105
No Lead Boiler Drains............cccococvevnnee 99-100,106
AIr TESt GAUGE ... 107
Swivel Test Gauge Adapter............coveverernnnnes 107
Pressure Gauges.........covvvirenienieninnnnes 107-108
No Lead Pressure Gauges .........c.cveveevereenenes 108
Merrill Pressure SWItChes ..........ccocveeveveenee 109-111
Pulsation Plug.........cccovrmiiniennreneineinns 109,115
No Lead Swivel Unions...........cccceveviiennnnes 109,115
Heavy-Duty (Build) Standard Pressure Switches 110
Extra Heavy-Duty Pressure Switches. LG
Control SWItCheS..........ocvverienivcriniicrneis 112-114
CaPACILON.......coreirie et 113
Telemecanique Sensors Pressure Switches......115
Clear Splice Kits & Clear Shrink Tubing......116-118
Splice Kits & Shrink Tubing..........cccvcvveenece 116-120
Crimp Connectors & Splice Tubing............. 116-120
Multi-Size Wire CONNECLOrS .......c.vervrerrerieernes 116
Black Splice Kits & Black Shrink Tubing.................

............................................................ 116,119-120
Surge Protection Lightning Arrestors ................. 121
Torque Arrestors, Cable Guards & Ties..............122
Pump Guides & Safety ROpe........c.cocoveerirnnnnes
Well Drilling LUBFCants ..........ccoocrrvervcrencrcrinens
Pipe COUPINGS......couverreiririerinrirecneseierienines
No Lead Rope Adapters........c.ccovuerneine
PVC Drop Pipe Couplings.........cccrevveencererennnnes
Stainless Steel Drop Pipe Couplings...........c......
No Lead Brass Drop Pipe Couplings...
Merchant Pipe Couplings........c.cocrevneeveererinnnnes
WEII POINES ..o
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Merrill Product Page No.
Drive Caps & Couplings.........cccvcvveerecenne. 124-125
Pipe Lengths
Pump Rod & Rod Couplings...........cceeeneveerennen. 126
Cup & Valve Leathers .......cooeeverereerereeneenen. 127
Pitcher PUMPS.......ccveincneneeicnens 127
Sediment Filters & Parts .........cccoevuvinnnne 128-130
Curb Stop ValVeS ..o 131
Curb Stop Riser Pipe & Cap .......ccoccovvvrverinennans 131
Curb Stop Wrench
Ball Valves,

No Lead Brass, PVC & Stainless Steel......... 132
Flow Control Valves ...........ccocverinenerniens 133-134
Plastic Insert Fittings (Poly, Nylon, & PVC) 135-138
Steel InSert Fittings ........ccvevevreeereriniierinens 139
Stainless Steel Insert Fittings................ 15,20,24,28

.......................... 39,42-44,46-52,67,69,74,140-141
No Lead Brass Insert Fittings..........c.cveeereenen. 142
No Lead Bronze Insert Fittings ............. 15,20,24,27

........................................................ 30,39,143-144
Ground Source EIDOWS.........c.veeieriniicriniinans 145
Geo Thermal Union Adapters ...........cccvevneennes 145
Merrill USA Stainless Steel Clamps................... 146
Merrill Stainless Steel Clamps ...........cccoceveenen. 147
Ideal® Stainless Steel Clamps................... 148-149

No Lead MA & MAP Anti-Siphon Wall Faucets..150
No-Spin Poppet Check Valves151-154,156,159-160
No Lead Bronze Check & Foot Valves.
Submersible Check Valves..........c.cccovunee.

No Lead Bronze Control Valves.................

No Lead Brass & Foot Check Valves.................
No Lead Brass Tapped Check Valves................
Foot Valve Replacement Parts ...........ccccceveenee.
Check Valve Replacement Parts .............c.cc......
Stainless Steel Check & Foot Valves.................
VFC Variable Flow Check Valves ..............

Environmental Check & Foot Valves..........

Malleable Iron Check Valves...........cccoeevereennee
Plastic Check & Foot Valves. .
Multi-Size Plastic Foot Valve.............ccccerreneenee.
Flapper Style Check Valves...........ccccoccverrinennee.
Sump Pump Check ValVes ...
Sump Pump HOSe KitS........coovreveceriniicrineines
Water Systems Handbook ............cccceveriirrininee
Water Systems Membership.........ccccccveeneenn.
Water Well COmpOnents ..o
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Merrill Alphabetical
Product Index

Merrill Product Page No.

Adapters, HOSE .......covveneenienirniieeienns 11-12,16-17
................................... 21-22,24,27-28,30-32,36-40
Adapters, PItleSS ... 77
Adapters, Submersible Rope...........ccccou...
AN Charger.....cvueeeereeeeeireeieiese e
Air Release, Deep Well..........cccveveneninenininnens
Al TESE GAUGE ...
AN VaIVES ...
Air Volume Controls, L-Shallow Deep, DWJ
Deep Well & Brady ........ccovveeeveereeneinnennenns
Anti-Seize/Gasket LUDE ..........ccccovvrircrenee
Anti-Siphon Frost Proof Wall Faucet
Anti-Siphon Yard Hydrant ...........cccccvevnirinnns
Any Flow® Yard Hydrant (Frost Proof)...........
Any Flow® No Lead Yard Hydrant (FP)
Any Flow® Stainless Steel Yard Hydrant (FP) 13-14

Any Temp®/H-3000 Yard Hydrant (FP).......... 33-34
Arrestors, LIGhtning.........ocevvnsrerneneircineines 121
AITESLOrS, TOIQUE ..o 122
Automatic Drain Vacuum Breaker.............. 15,17,20
....................................................... 27-28,30,38-39
- B -
B-7000 Yard Hydrants...........ccoeeveererninenns 31-32
Ball Valves, (No Lead Brass, PVC.......ccccccovrvvennns
Stainless Steel)........ocvernirerinineineinens 132
Black Splice Kits & Black Shrink Tubing..................
............................................................ 116,119-120
Bleeder Orifice, Rubber & Stainless Steel............ 89
Bleeder Orifice Tees, No Lead Brass................... 89
BNL-7000 No Lead Yard Hydrant (FP) .......... 31-32
Bolier Drains ..........cocveeneeneeneeneencnennns 99-100,106
Boiler Sampling ValVves ..........ccovvveieiceineinennees 106
Bracket, H20 .........coovininininininieeieieenns 56-57
Bracket, Manifold ............cccovurirninieiiencnens 103
Brady Air Volume Controls...........cocveeneerieniinenns 88
Brass Ground Source EIDOWS............ccccceeennee. 145
BUSHINGS ..o
Butt Connectors
C-1000 Yard Hydrant (Frost Proof)................ 17-21
C-1000 Stainless Steel Yard Hydrant (FP) .... 18-19
Cable GUADS..........ccviveriireneieeissierieis 122
Cable, HEating ......c.cveveveereerieieneieiiniienines 33-35
Cable Ties..
CAPACHOT. ..o
Caps, Drive Well ........ccvvvivirnieieeeeeeeens 125
Caps, Watertight Well, Ventilated, Multi-Size...........
Well & Parts.......cooverininenesininns 65,80-83
Charger, Al ... 88
Check Valves, Flapper Style. ...162
Check Valves, PIaStiC...........ccocvrininininne 161-162
Check Valves, Control Center...........c.coe... 152-153
Check Valves, Environmental..................... 156,161
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Merrill Product
Check Valves, Malleable Iron.............cccccevvivennn
Check Valves, No Lead Bronze
Check Valves, No Lead Bronze Submersible ....152

Check Valves, No Lead Brass ............ccoveeennen. 154
Check Valves, Replacement Parts..........c..cc...... 155
Check Valves, Stainless Steel ............ccoveenne. 156
Check Valves, Submersible...............coceveee. 152,154
Check Valves, SUmMp PUMp ..o 162
Check Valves, Tapped ..........cc..... 152-154,156,160
Check Valves, VFC Variable Flow ............. 157-158
Clamps, Ideal® Stainless Steel.................. 148-149
Clamps, Merrill Stainless Steel............cccvvenne. 147
Clamps, Merrill USA Stainless Steel.. ....146
CNL-1000 No Lead Yard Hydrant (FP)........... 18-19
Cold Water Relief ValVes ...........cccceeeennen. 104-105
Compact Tank Tees, No Lead Brass..
Compact Tank Tees, Stainless Steel............c.......
Compression Splice KitS..........ovverinivnieennn.
Connectors, Pitless 44,48,50,53,58,65
Connectors, WIre ...........ocveeeveneeerneennennees 116-120
Control Center Check Valves.................... 152-153
Control SWItChES.......c..ccevveevreririierireiriies 112-114
Control Units, H20 PItIESS ........cocvereererecrnee. 54-65
Control Valves, FIOW .........ccccvvervienrirenenns 133-134
Cores, Air ValVe ..o 89
Couplings, DriVe.......ccovvvimerniirerrrienienene 124-125
Couplings, Drop Pipe (Galvanized, PVC..................

Stainless Steel, No Lead Brass)................. 124
Couplings, PUmp ROd........c.ccvvvnininiininieeens 126
Couplings, Stainless Steel Insert................ 140-141
Couplings, Steel INSert.........covvvivrvrernieenne 139
Crimp CONNECLONS ... 116-120
CUP LEAHETS ... 127
Curb Stop Riser Pipe & Cap ....cc.ccovvrvrerrernrnns 131
Curb Stop ValVeS ........cvvivericneeeieineienines 131
Curb Stop Wrench ... ..131
Custom WIenches .........ccccevevevverevcnennen, 42-44 47
Cut-Off Switches, Low Pressure................. 109,115
Cycle Stop Valve

—D -

Deep Well Air REIBASE ..o 88
Drain, Boiler.
Drain Valves.........ccooeeeeneeneieieineenen.
Drilling Lubricants, Well ... 123
Drive Caps...........
Drive Couplings
Drive POINES.....ovveereeeeeireireneiseseseissieseeenis
Drop Pipe Couplings (Galvanized, PVC, ..

Stainless Steel, No Lead Brass) ..................
Ductile Iron Tank Tees, Galvanized.....................

—E -
E-5000 Yard Hydrant (Frost Proof) ................ 28-30
Elbows, Brass Ground SOUrce...........ccceeevernee 145
Elbows, Hydrant.................... 15,17,20,22,24,27-28
.............. 30,39,42-44,46-52,67,69,74,141-142,144

Elbows, Plastic Insert (Poly, Nylon, PVC).. 136-137
Electrical Controls, Merrill ...........cccocvevvrnnee 109-114
Electrical Controls, Telemecanique................... 115
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Merrill Product Page No
EM-5000 Yard Hydrant ...........ccccovevevneerncerniennnne 29
EMNL-5000 No Lead Yard Hydrant...................... 29
ENL-5000 No Lead Yard Hydrant............ccccvenne 29
Environmental Check Valves............c.cc.cc.... 156,161
Environmental Foot Valves ... 161
Extra Heavy-Duty Pressure Switches................ m
—F —
Faucets, Wall ... 150
Filters, Sediment ........ccovvrinrninirnnnnns 128-130
Fittings, No Lead Brass...........ccccveveeneeneenienennes 142
Fittings, No Lead Bronze............. 15,20,24,27,30,39
.................................................................. 143-144
Fittings, Plastic Insert (Poly, Nylon, PVC).. 135-138
Fittings, Brass Geo Thermal ..........ccoccovvevninnes 145
Fittings, Stainless Steel Insert.......... 15,20,24,27,39
............................... 42-44,46-52,67,69,74,140-141
Fittings, Steel INSert......ccccvvvevverrenereienininnees 139
Flapper Style Check Valves........c.cccocovvernnnnes 162
Float Valves, Plastic...
Float SWItChes.........ccuvvrieererereieieene
Floats, Tank (Air Separators) .........coeererereenns 86
Flow Control Valves

Foot Valves, Plastic
Foot Valves, Environmental ............ccocovrievennee.
Foot Valves, No Lead Brass .
Foot Valves, No Lead Bronze

Foot Valves, Plastic Multi-Size............c.ccccninnes 162
Foot Valves, Replacement Parts..........c..cccvvene. 155
Foot Valves, Stainless Steel ...........c.ccovverninnes 156
Frost Proof Wall Faucets ............cocovevirernnnnes 150
Frost Proof Yard Hydrants ........... 8-24,26-32,36-38
Full-Port Ball ValVe.........ccccoocevvenenenininiins 132
-G -
Galvanized Ductile Iron Tank Tees...........ccoeeen. 95
Galvanized Tank Nipples ........c.ccvevnervirernnnnes 106
Galvanized Pipe Lengths.......c.cccvevnrienn. 125-126
Galvanized Tank TEES.......ccvuvivrrenirnirnernrnrieieenns 95
Gauges, Pressure.......ccovcvenecvnecnienns 107-108
Gauges, Large Diameter Pressure............. 107-108
Gauges, Liquid Filled Pressure.................. 107-108
Gauges, No Lead Pressure ..........ccocvevereenenns 108
Gauge, Air TESE .. 107
Gauge, Swivel Test Adapter........cocveveeerennenes 107
Geo Thermal Union Adapters ..........coceveereerenns 145
Ground Source Elbows, Brass..........ccceeveienes 145
Guards, Cable.......coceveverirenereeeeeee s 122
Guides, Submersible PUMP .......ccvvvveinirirnnines 122
—H-
H20 Bracket .......ccovvmeeeieenieerinsierneienees 56-57
H20 Pitless Control UNitS ...........coveveeveenenen. 54-65
H20 Pressure Switch Control Package................ 57
H-3000/Any Temp® Heated Hydrant (FP)...... 33-34
Handbook, Water Systems ...........ccccvereniereenns
Heat Shrink Sleeves,Tubing & Kits....
Heated RV Water CONNECtOr ........c.vcverevevenireenns
Heated Water Lines & Cable ...........cccveunee
Heavy-Duty (Build) Standard Pressure Switches 110
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Merrill Product Page No.
Heavy-Duty Check Valves ........c..cccocvennee. 151-152
Heavy-Duty Pressure Relief Valves................... 105
HexX BUShINGS........ocvvvininiieieieeene 100,141,143
Hide-Drant Yard Hydrant (Frost Proof) ............. 8-11
Hose AdAPLers ..o 11-12,16-17

................................... 21-22,24,27-28,30-32,36-40
Hose Clamps, Ideal® Stainless Steel......... 148-149
Hose Clamps, Merrill Stainless Steel................. 147
Hose Kits, SUmMp PUMP......ccovvniiineninniinennns 162
Hydrant Elbows & Tees......... 15,17,20,22,24,27-28

.............. 30,39,42-44,46-52,67,69,74,141-142,144
Hydrant Pars.........coocveveeeneennn. 8-11,15-16,20-21

...................... 24,27,30,32,34,38-39
Hydrant SIEEVE ..o 25
Hydrants, Heated & Non-Heated(Frost Proof)33-34
Hydrants, High Capacity Yard (FP) 14,19,23
Hydrants, Hide-Drant (Frost Proof)..........c..c..... 8-11
Hydrants, R-6000 Yard (Frost Proof .............. 22-24
Hydrants, RNL-6000 No Lead Yard Hydrant........ 23
Hydrants, Self-Closing (Frost Proof).............. 36-38
Hydrants, Thermoplastic Yard (Frost Proof)... 26-27
Hydrants, Yard (Frost Proof)........ 8-24,26-32,36-38

—| -
Ideal® Stainless Steel Clamps............co..... 148-149
Imported Yard Hydrant Replacement Parts ......... 40
Insert Fittings, No Lead Brass...........c.coucrveenee. 142
Insert Fittings, No Lead Bronze .......15,20,24,27,30

............................................................. 39,143-144
Insert Fittings, (Nylon, Poly, & PVC).......... 135-138
Insert Fittings, Stainless Steel.......... 15,20,24,27,39

............................... 42-44,46-52,67,69,74,140-141
Insert Fittings, Steel........coevereierererireieins 139
Insulated & Heated Hydrant (Frost Proof)...... 33-34
Insulated Water LiNes ..........ccocvevnrirnienrinnen. 33-35
Iron Galvanized Ductile Tank Tees...........ccccouuuuee 95

— J —
Jet Pump Pitless Adapter.........cccccovereinennns 71-78
— K=
Kits, Compression Splice..........cccvvvreneerienennn. 119
Kits, Hydrant Parts........c.ccooevevrenenen. 15-16,20-21

............................................. 24,27,30,32,34,38-39
Kits, Manifold ..., 101
Kits, Manifold with Bracket...............ccccuuuriennee. 102
KitS, PIIeSS ......oovvvireinisieiseeeene 67-76
Kits, Repair (Air Volume Control).............coueenenne 88
Kits, Splicing-Heat Shrink ...........c.ccocveveenee 116-120
Kits, Sump Pump HOSE.......cccvvvniviieiniiriininnns 162

—L -
Large Diameter Pressure Gauges............. 107-108
Leathers, Cup & ValVe ..., 127
Lightning Arrestors, Surge Protection................. 121
Liquid Filled Pressure Gauges.................. 107-108
Livestock Waterer, Hydrants (Frost Proof)..... 36-38
Low Pressure Cut-Off Switches................. 109,115
Lube, Anti-Seize/Gasket ...........cccceevrrnennn 58,65-66
Lube, Thread Sealing Compound............ 66,94,100
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Merrill Product Page No
Lubricant, Well Drilling .........ccoveerernrnernerennnns 123
—M -
M-2000 Yard Hydrant (Frost Proof)............... 26-27
Malleable Iron Check Valve .........ccccoovvvivirennee 160
Manifolds, No Lead Brass, Stainless Steel,PVC.102
Manifold KitS .......c.ovvverereineiniininiesieeeeeeeis 101
Manifold Kits with Bracket...........ccccocovrerreirennee 102
Manifold Bracket ...........cccverieninininrnieeeiennns 103
MCK PitleSs KitS .......ccvverieeirnrieiineieiies 70,72-73
MCKNL No Lead Bronze Pitless Kits........ 70,72-73
Merchant Pipe Couplings.........ccovveverrereerennes 124
Merrill Pressure SWItChes ...........ccovvevnenee 109-111
Merrill Stainless Steel Clamps............c.cocveenen. 147
Merrill USA Stainless Steel Clamps................... 146
Meter Couplings, PVC ......cccoovvvvrvrniererreireinns 124
Multi-Size Plastic Foot Valves.............cocovvennen. 162
Multi-Size Wire CONNECLOrS ......vvvvvreveererrrerennes 116
—N-=
Nipples, Galvanized, No Lead Brass................c.......
Stainless Steel, PVC.........cccccveunne. 65,99,106
No Lead Any Flow® Yard Hydrant (FP).......... 13-14
No Lead BNL-7000 Yard Hydrant (FP).......... 31-32
No Lead Boiler Drains.........cccocuveeneennn. 99-100,106
No Lead Brass Air Valves, Bleeder.............ccccuueuu..
Orifices & Tees.... .89
No Lead Brass Ball Valves...........cccccoeeeneirennee 132
No Lead Brass Check & Foot Valves................. 154
No Lead Brass Compact Tank Tees.... .96
No Lead Brass Drop Pipe Couplings.................. 124
No Lead Brass Insert Fitings.............ccveeneeenen. 142
No Lead Brass Pipe Nipple..... ...65,106
No Lead Brass Pitless Adapters ...........cccocvvurenes 7
No Lead Brass Sampling Valves...........cccc....... 106
No Lead Brass Solder Unions...............cc...... 93,106
No Lead Brass Tank TEes..........cccvevererriennne 91-93
No Lead Brass Tank Tee Packages.............. 97-98
No Lead Brass Vacuum Breaker................ 11,1517
.................................................. 20,27-28,30,38-39
No Lead Bronze Check & Foot Valves....... 152-153
No Lead Bronze Variable Flow Check Valves....158
No Lead CNL-1000 Yard Hydrant (FP).......... 18-19
No Lead EMNL-5000 Hydrant (FP)...........ccoccun. 29
No Lead ENL-5000 Hydrant (FP)...........ccoccveenne. 29
No Lead Pitless 5" Body with Tapping ................. 71
No Lead Pressure Gauges ..........cocvweereennen. 108
No Lead Pressure Relief Valves.......... 100,104-105
No Lead RNL-6000 Yard Hydrant (FP)................. 23
No Lead Wall Faucets.. ...150
Nylon Insert Fittings ........ccccveveveereereineuns 135-138
—pP-
Pex Anti-Siphon Wall Faucets..............cocoueennen.
Pipe Clamps, Ideal® Stainless Steel..........
Pipe Clamps, Merrill Stainless Steel..................
Pipe Couplings, (Galvanized, Stainless
Steel, PVC, No Lead Brass) .........ccccoeeevnee.
Pipe Lengths, Threaded, Galvanized.........
Pitcher Pumps
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Merrill Product
Pitless AdaPLers ........covvrirnricrnerecneienene

Pitless Adapter Parts
Pitless 5" Body with Tapping ..........ccocreereerienienenns 71
Pitless Connectors...........c.cvuenee. 44,48,50,53,58,65
Pitless Control Units, H20 ..........ccoovvvuninenns 54-65
PiIleSS KitS ....vuevueeeireeieneiseiseiseiseiseesesieiieenns 67-76
PitleSS UNItS ..o 42-52
Pitless Well Caps..........cccouvevrrenernrineenees 65,80-82
Plastic Air Volume Controls...........cccocevvvneenienens 88
Plastic Check ValVes..........c.cccouverveiriiennn.

PlastiC FIOAS........cvrururerrireirrisisiseissisnessesseenens
Plastic Float VaIVeS..........coccovvicrniireineirins
Plastic Foot Valves.....
Plastic Foot Valves, Multi
Plastic Insert Fittings..........ccoevereereneenienes
Plastic Meter Coupling...
Plastic Well Cap........ccovvereneniniereininenns
Plastic Well SEalS ...
Points, Well....
Poly Insert Fittings ........ccoocevnrvrerneerneinenns
Polypropylene ROpE..........ocuvveerniirnerneenienenen.
Pressure Gauges.........oovereeenreenenennns
Pressure Relief Valves................... 99-100,104-105
Pressure SWItChes..........ccovvevievrivennns 109-111,115
Pressure Switch Control Package, H20.............. 57
Pressure TankS ........cccceeereerievernciesseseienns 65,87
Protector, Cable ... 122
PTFE Teflon® Thread Seal Tape.........c..c...... 66,100
PulSation PlUg........cccvminininirneieieenee 109,115
PUMP GUILES ... 122
Pump Rod, Galvanized..........c.ccccoereververcircnnes 126
Pump Rod, Stainless Steel............c.counerienenen. 126
Pump Rod Coupling, Galvanized.............c......... 126
Pumps, PItCher.........ccovrvnrineiee s 127
PVC Drop Pipe Couplings...........couueeceneerniencnen. 124
PVC Foot Valves.... .
PVC Insert Fittings.........ccoocvevvrvrerneirecenns
PVC Manifolds ...........covereninrninneeieineineins
PVC Meter Couplings
PVC NIpPIES.....coieiiiiniiniiiieieeeeeieieene

PVC Sampling Valves.........ccovvnierrineinenns 106
PVC Tank Tees

R-6000 Yard Hydrant (Frost Proof)................
R-6000 Stainless Steel Yard Hydrant (FP) .........
Riser Pipe, Curb Stop .......coovvvveneirereincinens
RNL-6000 No Lead Yard Hydrant (FP)................

Safety ROPE ..o
Sampling ValVes ...
Sanitary Hide-Drant Yard Hydrant (FP) ...
Sediment FIters ...
Self-Closing Yard Hydrant (Frost Proof) ........
Shallow Well Air Volume Control
Sill Cocks, Frost Proof ...........ccveveeneeneierineins
Sleeve, Yard Hydrant.........cccocvevrvrennnennensennenns
SMCK PitleSs KitS....c.vererrerrerrrnrenrenernennennns
SNIftEr VAIVES .....cvvvvieice e
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Merrill Product Page No.
Solder No Lead Brass Unions............cc......... 93,106
Splice Kits, COMPression............cuceerveeirerenes 119
Splicing Kits, Heat Shrink............ccoocvveien 116-120
SP TeSt FIXIUIE.....ocvveiiieieieee e 42
Sta-Kon Connectors...........cooevveerieerinnns 116-120
Stainless Steel Ball ValVes..........c.cooovininennn. 132
Stainless Steel Bleeder Orifices............ccovnuunnen. 89
Stainless Steel Check ValVes .........c..cccovivennnes 156
Stainless Steel Clamps-ldeal®................... 148-149
Stainless Steel Clamps-Merrill..............cccvvvrnne. 147
Stainless Steel Clamps-Merrill USA.................... 146
Stainless Steel Compact Tank Tees...........cccueene. 96
Stainless Steel Elbows & Street Elbows.....100,141
Stainless Steel FOOt ValVes ..........ccccvvvivenines 156
Stainless Steel Hex Bushings..............cc..... 100,141
Stainless Steel Insert Fittings 15,20,24,27,39

............................... 42-44,46,52,67,69,74,140-141
Stainless Steel Manifold............cccoovivininennn. 102
Stainless Steel Nipples. ...106
Stainless Steel Pipe Couplings..........ccccvuvevnnee 124
Stainless Steel Pitless Adapters ............ocveenen. 78
Stainless Steel Pitless Kits............ccourrvninnne 74-76
Stainless Steel Pitless UNits ..........cccoevvnnnee 50-52
Stainless Steel Pump RO .........c.cocvvervinincnnnes 126
Stainless Steel Tank TEeS .........cvvvreevierrienennenen. 94
Stainless Steel Tank Tee Packages................... 96
Stainless Steel Union with O-Ring.............. 100,140
Stainless Steel Variable Flow Check Valves......158
Steel INsert Fittings ..o 139
Steel Well SEalS......cvvvereeeeereeicieie 84
Submersible Check Valves..........c.cccovvenenee 152,154
Submersible Pump Guide...........covcveerrrnivennnes 122
Submersible ROPE .......cvvvevniiieeinieiniienines 122
Submersible Rope Adapters.......c.covveven 124,144
Submersible Torque Arrestors..........ooerrrrennn. 122
Sump Pump Check Valves ..
Sump Pump HOSE KitS........covvvrevnienirniiniicnines
Surge Protection, Lightning Arrestors................. 121
Switches, CoNtrol..........ccoeeereereenee
Switches, Low Pressure Cut-Off.................
SWitches, Pressure .........ccoueveeniereninns
Switches, Telemecanigue Sensors ..

Switches, SUMP PUMP......covrniniieeene
Swivel Test Gauge Adapter...........ocveeevnivrennnes
Swivel No Lead Brass Unions.....................

R
TaNK ACCESSOMES .....vveieerrieririeieierie e

Tank Drain Valves.
Tank Tee Packages
Tank Floats, Plastic

Tank Nipples, Galvanized ..........c..coovrvrrernrninns 106
Tank, PrESSUIE ........cvvvvevveerireerivieisrieseseesesenens 65,87
TaNK TEES....cvevivevireriereiire e 91-93
Tapped Check Valves.................. 152-154,156,160
Tees, Galvanized Ductile Iron Tank...........c.c.c..... 95
Tees, No Lead Bleeder Orifice..........ccoveereirennee 89
Tees, Plastic INSErt........ccccereeeirerirennns 137-138
Tees, Stainless Steel........cccovvvieriiieiiesiens 94
Telemecanique Sensors, Pressure Switches.....115
Test GAUGE, Al ... 107
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Merrill Product Page No
TeSt FIXIUIE, SP.......ccovrieerrneseseeeeeenes 42
Thread Seal Tape.......ccccveveevienienenernieniininenns 66,100
Thread Sealing Compound............cc.eveue 66,94,100
Thermoplastic Yard Hydrant (Frost Proof) ..... 26-27
TOrQUE AITESLOrS. ... 122
TUDING oo 57

— U —
Unions, Tank Tees with Union.............c.cceeee. 93-94
Unions, Solder No Lead Brass.............cccee... 93,106
Unions, Swivel No Lead Brass.................... 109,115

— V —
Vacuum Breaker, Automatic Drain.............. 15,17,20
....................................................... 27-28,30,38-39
Vacuum Breaker, No Lead Brass.......... 11,15,17,20
....................................................... 27-28,30,38-39
ValVES, Al ...t 89
Valve, Cycle StOp.......ocverierierinisiseeeieeenis 57
Valve LEAthErS ........ocuuevviirrieeieeieieriseniees 127
Valves, Plastic Check & FOOL.........cccvvenee 161-162
Valves, Control Center Check.........c...cc..... 152-153
Valves, CUrb SEOP c..ovvveveeeeeeesese s 131
Valves, Environmental Check & Foot.......... 156,161
Valves, Malleable Iron Check...........cccvvvirininne 160
Valves, Multi-Size FOOL .........cccovevrieriirircines 162
Valves, No Lead Brass..........cccooeunee. 154
Valves, No Lead Bronze Check & Foot.............. 152
Valves, PIastic FIOat...........cocvveviniinininisiniins 90
Valves, PVC ChecK........couvivreninininininns 161-162
Valves, Pressure Relief................. 99-100,104-105
Valves, SamMPIiNg ........ccoeeveeeeneeneirneeerneiniees 106
Valves, Snifter.. .89
Valves, Stainless Steel Check & Foot................ 156
Valves, Sump Pump Check ..........ccocvvvnerririnns 162
Valves, Tapped Check ................. 152-154,156,160
VENEENS ..o 82
Vent, Well Seal.........ccvvveievieiesiceesies 84
Vents, Well Cap ... 82
VFC Variable Flow Check Valves .............. 157-158

—W =
Wall FAUCELS ... 150
Water Systems Council Handbook .................... 163
Water Systems Membership...........ccocvevininenns 163
Water Lines, Heated & Non-Heated .............. 33-35

Watertight Well Caps & Parts.........ccccoe.e. 65,80-83
Well Drilling LUDFCANLS .......coevnieeerieniieinieniininns 123
WEIILOCALON ...t 82
WEIIPOINES ..o 125
Well Seals, Cast Iron ... 84
Well Seals, PIASEIC .........cceevreeererecneiniinernnines 85
Well Seals, StEEL........coovvveiveieerceeeieis 84
Well Seal VENL.......ovvirireinisessssissiecessnseneens 84
WEIIVENLS ... senes 82
Winterize Kit, Any Temp®/H-3000 (FP).......... 34-35
Wrap Around Cable Guard..

Wrench, CUrb StOP ...

Wrenches, CUSIOM .......ccovveiereneircieines
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Merrill Product Page No
Yard Hydrant ACCESSONIES ......vvverererrrnrrerrersnnnns 39
Yard Hydrant Parts Kits.. rverennn. 15-16,20-21

............................................. 24,27,30,32,34,38-39
Yard Hydrants, Any Flow® (Frost Proof) ........ 12-16
Yard Hydrants, Any Flow® No Lead (FP)....... 13-14
Yard Hydrants, Any FIOW® ..........cccoeninenencneinns

Stainless Steel (Frost Proof)...........cccce.... 13-14
Yard Hydrants, Any Temp®/H-3000 (FP)........ 33-34
Yard Hydrants, B-7000 (Frost Proof) ............. 31-32
Yard Hydrants, BNL-7000 No Lead (FP) ....... 31-32
Yard Hydrants, C-1000 Series (FP) .............. 17-21
Yard Hydrants, CNL-1000 No Lead (FP)....... 18-19

Yard Hydrants, C-1000 Stainless Steel (FP).. 18-19
Yard Hydrants, E-5000 Series (Frost Proof) .. 28-30

Yard Hydrants, EM-5000 Series (FP) .........c....... 29
Yard Hydrants, EMNL-5000 No Lead (FP) ......... 29
Yard Hydrants, ENL-5000 No Lead (FP) ............ 29
Yard Hydrants, Hide-Drant (Frost Proof)........... 8-11
Yard Hydrants, M-2000 Thermoplastic(FP) ... 26-27
Yard Hydrants, Self-Closing (Frost Proof)...... 36-38
Yard Hydrants, R-6000 (Frost Proof)............. 22-24
Yard Hydrants, RNL-6000 No Lead (FP)............ 23
Yard Hydrants, R-6000 Stainless Steel (FP)....... 23
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MERRILL MANUFACTURING TERMS & CONDITIONS OF SALE

WHEN ORDERING MATERIAL: Please use Merrill Manufacturing Company (herein after called “Merrill”)
order numbers, size and any other definite information necessary. Merrill reserves the right to correct clerical errors
or omissions in quotations or other documents.

ACCEPTANCE OF ORDERS: All orders are subject to acceptance by Merrill's home office in Storm Lake,
lowa and to conditions stated herein. Merrill will not be bound by any terms or conditions on buyer’s order which is
different from or in addition to the terms and conditions of Merrill unless specifically accepted in writing by Merrill’'s
home office. No changes or additions to current orders will be accepted if placed less than 48 hours prior to shipment.
No additional items can be added to freight prepaid back orders.

PRICES AND QUOTATIONS: Orders will be invoiced at the price in effect at the time of shipment. Unless
otherwise specified, prices are F.O.B. point of shipment. All prices and quotations are subject to change without notice.
Items not listed in this catalog will be quoted on application.

CANCELLATION: Orders accepted by Merrill's home office in Storm Lake, lowa are not subject to cancellation.
But where cancellation is mutually agreed to, the purchaser will be billed for reasonable charges based on expenses
incurred or will occur due to commitments made by Merrill for the cancelled order.

SPECIAL PRODUCTS: Products made or ordered to customer’s specifications are not returnable or refund-
able. Requests for cancellation of such orders will not be granted if the manufacture of the product is in process, or
if the material necessary to manufacture the product has been purchased when the request reaches Merrill's home
office.

PRODUCT CHANGES: The right is reserved to make changes in pattern, design or materials when deemed
necessary without prior notice. Products which have become obsolete by reason of design change or discontinued
item for any reason, may not be returned for credit.

SHIPPING POLICY: Merrill may prepay and allow transportation charges to common carrier destinations within the con-
tinental United States or Canada, excluding Alaska and Hawaii, and pricing will be in accordance with the corresponding
freight policy outlined in the Merrill discount schedule. We reserve the right to ship VIA most economical transportation
means, routing of the shipment, and to select point of origin for the shipment. Additional Freight Charges: Addi-
tional fees for residential, remote areas, or any special circumstance deliveries from the freight company
will be the responsibility of the receiver of the shipment and a separate invoice will be issued upon receipt
of notification of such charges. This applies to freight prepaid and allowed, and FOB pricing. The receiver
of the shipment is to pay all additional fees. If special routing or method is requested, resulting in a higher rate,
the additional amount will be charged to the customer. Merrill will not be responsible for any extra charges, handling
or otherwise, arising out of possible misdirected shipments to any location. If the specific error was Merrill's, only the
additional freight charges involved in returning the shipment to Merrill, or the freight costs involved in forwarding the
shipment to another location or company will be paid by Merrill. If the error in shipment was not specifically an error
by Merrill, then no additional charges will be paid by Merrill.

A. Merrill shall not be responsible for delays resulting from strikes, accidents, negligence of carriers, or
any other causes beyond our control. Merrill may, during a period of shortage due to causes beyond its
control prorate the supply of its products among all of its customers in such a manner as may be deemed
equitable at the sole discretion of Merrill.

SAME DAY SHIPMENT POLICY: Any orders placed after 12:00 p.m. Central Time that must be shipped out
the same day will incur an additional $25.00 service charge and it must be shipped by next day air service (UPS,
FedEx, etc.).

MINIMUM INVOICE: Merrill has a $50.00 minimum invoice order amount. All accounts with an order of $50.00
net or under must be shipped with credit card payment or C.O.D., or extra amount added to total $50.00 with credit
account.

TAXES: Any taxes that may be imposed by law on the sale of articles made or sold by Merrill shall be added
to the sale price of such articles.

TERMS OF PAYMENT: 2% 15 Days, Net 30 Days from date of invoice, and subject to approval of Merrill credit
department.

-6-



TERMS & CONDITIONS OF SALE

INTEREST CHARGES: Merrill will add an 18% per annum handling charge, with a $2.00 per month minimum,
added to all invoices that are 15 days past due. All orders are held from shipment when any invoice on an account
becomes 15 days past due.

At 60 days from the invoice date, or 30 days past due, an account is considered severely past due and in
jeopardy of being placed for collection. If an account is placed for collection:

1. All future orders will be shipped on terms of prepay cash only. (CIA)

2. The dollar amount placed will include all collection agency fees and late charges.

3. An account will not be considered for open account status until the account is current

and the account has submitted an audited current financial statement and credit application.

THE BUYER AGREES THAT PAYMENT OF COLLECTION AND LEGAL FEES IN ADDITION TO ANY UNPAID
INVOICE AMOUNT IS REASONABLE IN LIGHT OF THE ANTICIPATED HARM THAT WOULD BE CAUSED BY THE
BUYER'S BREACH.

RETURNED GOODS: All following policies must be met—

1. Adetailed list of the material to be returned must be submitted, as well as supporting data as to when
purchased, dates, and invoice numbers if available. Prior approval must be received in writing from Merrill’'s
home office in Storm Lake, lowa before any material is to be returned.

2. Credit will be allowed only on material of our manufacture or sold by us, and must be resalable, otherwise
only scrap value will be issued.

3. Authorization and shipping instructions must be obtained from Merrill before returning any product. All
product being returned must be shipped with transportation charges prepaid.

4. Any material returned to our company and not proven to be a manufacturing defect or not meeting all
terms or policies for returned goods will carry a 25% restocking charge.

5. All returned material is subject to our plant count and inspection, and our inspection departments
determination will be final.

6. ONLY OUR ISSUED CREDIT MEMOS WILL BE HONORED. THERE SHOULD NOT BE ANY
DEDUCTION MADE BY ANYONE ON THEIR PAYMENTS AGAINST THEIR ACCOUNT WITHOUT OUR
CREDIT MEMO NUMBER. ANY SUCH DEDUCTION BEING MADE WILL BE DISREGARDED AND

WILL REMAIN OPEN ON THE ACCOUNT.

7. Merrill will not be responsible for any material returned without written authorization or total compliance
with the above terms or policies.

8. All claims must be made within 30 days from the invoice date of the product.

9. Credit for product warranty on items sold by Merrill, but not manufactured by Merrill, will be issued ONLY
after Merrill has been allowed credit by the manufacturer of the product in question. In most cases this may
cause some delay in credit being issued. Warranty determination is at the discretion of the original
manufacturer and not Merrill. Merrill can not issue credit on products that are old, abused, or where credit
is otherwise not allowed by the original manufacturer.

COMPLAINTS: Complaints, controversy, or claims arising out of or related to Merrill products should be made
at once to the Merrill's home office in Storm Lake, lowa. All reasonable efforts (as determined by Merrill) will be made by
Merrill management to correct or settle the complaints, controversy, or claims between directly involved parties without
third party, or legal involvement. Any complaint, controversy, or claim arising out of or related to Merrill product, this
contract, or the breach thereof, not settled between Merrill and claimant, shall be settled by arbitration, administered by
the American Arbitration Association in accordance with its credit account arbitration rules. The judgement on the award
rendered by the arbitrator may be entered in the lowa court having jurisdiction in the Merrill home office area thereof.

ERRORS, SHORTAGES, AND CLAIMS FOR DAMAGED OR LOST GOODS: All claims for shortages or errors
must be made within 30 days from the date of invoice and claims must be placed with the carrier or transporta-
tion company within 15 days for damaged or lost goods. Merrill is not responsible for goods after they have been
delivered in good condition to the carrier or transportation company. Merrill does not, unless under previous written
agreement, insure shipments beyond the point of delivery to such carrier.

IT IS THE CUSTOMER’S RESPONSIBILITY FOR ORDERING PROPER PRODUCT
TO MEET LOCAL, STATE AND FEDERAL CODE REGULATIONS.

1/3/2019
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MANUFACTURING

HIDE-DRANT SERIES & No-Lead
The Removable and Sanitary Hydrant

OMERRILL =

Can Attach
Features/Benefits Sprinkler
Head
1) Sanitary Yard Hydrant /
Al d in lllinois, Indiana, Michigan, Ohio, and Wisconsin - the T
pprove ) ) gan, )
toughest/ most restrictive states in the U.S.
Benefit — Only reasonably priced sanitary hydrant. Also the most
trouble free, no flow time required. ~— s
2) FrostProof /
When used correctly, simply turn counter-clockwise three turns to ¢ ¢
disconnect and remove stand pipe, then drain stand pipe for freezing \
temperatures.
Benefit — Very simple, no tools required to remove and reinstall
stand pipe.

8) Stop Valve At Bottom Of Hide-Drant
Is automatically opened when stand pipe is reinstalled. Seals between
stop valve and stand pipe holds water before valve is reopened. Stop
valve available in PVC or stainless steel.
Benefit — Very simple, reliable stop valve. One moving part,
stainless steel spring, also designed so field repairable.

4) Outlet Can Be In Any Direction
By simply pivoting outlet counter-clockwise to direction desired,
approximately three revolutions needed to remove stand pipe. Do NOT
over tighten stand pipe by forcing clockwise revolution of outlet. \
Benefit — Only hydrant that allows outlet to be in any direction, no

tools required — pivots by hand. Straight
. . (Irrigation)
5) Non-Corrosive Construction Yard Model
To insure a long operating life, stop valve available in PVC or stainless Hydrant

steel and other components are made of non-corrosive materials.

. Interchangeable
Benefit — Quality, non-corrosive construction for years of service. Model g

Bottom Case With
6) Bottom Case Stop Valve
Has one way flapper drain to remove any spilled water in case, plus * ASSE Approved Vacuum Breaker

cover over drain on outside of case protects drain from backfill.

Benefit — Helps bottom case and stop valve to stay sanitary. and Outlet Valve Included

. ¢ Ball Valve Included
7) No Tools Required (After initial installation)

Hydrant riser pipe can be removed and reinstalled in seconds with only
a few turns. Do not use tools.

Approved by states

8) Removable Riser Pipe that require the

So you can mow right over the bottom case and improves appearance |2aPproval for

of landscape for additional applications. sanitary hydrants
lllinois, Indiana,
9) No Lead Compliance Michigan, Ohio, =
Models available in both yard hydrant and straight models, that are and Wisconsin m
No-Lead.

10) Available In All Bury Depths From 1 Foot to 8 Foot  Call Merrill for applications you may need.
Custom models available.

_8_ Form No. 2110.17
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MANUFACTURING

HIDE-DRANT SERIES

Specifications For Stainless Steel

Standard 3/4"

Inlet-3/4" Female NPT Into Stainless Steel
Outlet-3/4" No-Lead Brass Vacuum Breaker

Stand Pipe 3/4" Galvanized Pipe

Bottom Case 1-1/2" Sch. 40 PVC-Includes:
Repairable Stainless Steel Stop Valve

Flow Rate: Standard 3/4" Hide-Drant With Vacuum Breaker

Specifications For Interchangeable

Inlet-3/4" Female NPT Into Stainless Steel
Outlet-Repairable Stainless Steel Stop Valve
Bottom Case 1-1/2" Sch. 40 PVC-Includes:
Repairable Stainless Steel Stop Valve
Ground Level Cap Attaches To 1-1/2" PVC

Specifications For Stainless Steel
Straight 3/4"

Inlet-3/4" Female NPT Into Stainless Steel
Outlet-3/4" No-Lead Brass Ball Valve

Stand Pipe 3/4" Galvanized Pipe

Bottom Case 1-1/2" Sch. 40 PVC-Includes:
Repairable Stainless Steel Stop Valve

Flow Rate: Straight 3/4" Hide-Drant With Ball Valve

WARNING: This hydrant must have the stand
pipe removed and water drained out of pipe
when freezing temperatures may be present.

Warranty does not cover damage due to
freezing temperatures or water frozen within
the product.

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Flow Rate: Standard 3/4" Hide-Drant Without Vacuum Breaker e

3/4" Bottom Case Stainless Steel Stop Valve

Outlet Valve

And
Vacuum
Breaker
Included

Outlet Ball
Valve Included

The Removable and Sanitary Hydrant With
Stainless Steel Stop Valve and Galvanized Pipe

Standanrd Stainless Steel/Galvanized 3/4"

Hide-Drant Complete

Order UPC Bar Code Inlet Bury Overall Approx.

No. (Qty.1) Size x Depth Length Wt./Lbs.
(% HIDESS27501 6 42367 10585 3 3/4"x 1' 40.0" 6.3
@ HIDESS27502 6 42367 10586 0 3/4"x 2' 52.0" 7.9
(=% HIDESS27503 6 42367 10587 7 3/4" x 3' 64.0" 9.5
@ HIDESS27504 6 42367 10588 4 3/4" x 4' 76.0" 11.1
(=% HIDESS27505 6 42367 10589 1 3/4" x 5' 88.0" 12.7
@ HIDESS27506 6 42367 10590 7 3/4" x 6' 100.0" 14.3
@ HIDESS27507 6 42367 10591 4 3/4"x T 112.0" 15.9
(% HIDESS27508 6 42367 10592 1 3/4" x 8' 124.0" 17.5

Interchangeable 3/4" Bottom Case with
Stainless Steel Stop Valve

Order UPC Bar Code Inlet Bury Overall Approx.

No. (Qty.1) Size x Depth Length Wt./Lbs.
@ HIDEBCS27501 6 42367 10593 8 3/4" x 1' 12.0" 1.4
@ HIDEBCS27502 6 42367 10594 5 3/4"x 2' 24.0" 1.9
@ HIDEBCS27503 6 42367 10595 2 3/4"x 3' 36.0" 2.4
@ HIDEBCS27504 6 42367 10596 9 3/4" x 4' 48.0" 29
(+% HIDEBCS27505 6 42367 10597 6 3/4"x 5' 60.0" 34
@ HIDEBCS27506 6 42367 10598 3 3/4"x 6' 72.0" 39
@ HIDEBCS27507 6 42367 10599 0 3/4" x 7' 84.0" 4.4
(4 HIDEBCS27508 6 42367 10600 3 3/4" x 8' 96.0" 4.9

Straight Stainless Steel/Galvanized 3/4" Inlet

Hide-Drant Complete

Order UPC Bar Code Inlet Bury Overall Approx.

No. (Qty.1) Size x Depth Length Wt./Lbs.
(% HIDETSS27501 6 42367 10601 0 3/4"x 1' 22.0" 4.3
@ HIDETSS27502 6 42367 10602 7 3/4"x 2' 34.0" 5.9
(% HIDETSS27503 6 42367 10603 4 3/4"x 3' 46.0" 75
(4 HIDETSS27504 6 42367 10604 1 3/4" x 4' 58.0" 9.1
@ HIDETSS27505 6 42367 10605 8 3/4"x 5' 70.0" 10.7
@ HIDETSS27506 6 42367 10606 5 3/4" x 6' 82.0" 12.3
(5 HIDETSS27507 6 42367 10607 2 314" x 7' 94.0" 13.9
(4 HIDETSS27508 6 42367 10608 9 3/4" x 8' 106.0" 15.5

Standard 3/4" Hide-Drant Galvanized Stand Pipe Only

Order UPC Bar Code Inlet Bury Overall Approx.
No. (Qty.1) Size x Depth Length Wt./Lbs.
@ HIDESPG201 6 42367 10609 6 3/4"x 1' 38.0" 4.9
(% HIDESPG202 6 42367 10610 2 3/4"x 2' 50.0" 6.0
@ HIDESPG203 6 42367 10611 9 3/4" x 3' 62.0" 7.1
(3 HIDESPG204 6 42367 10612 6 3/4" x 4' 74.0" 8.2
(3 HIDESPG205 6 42367 10613 3 3/4" x 5' 86.0" 9.3
(s HIDESPG206 6 42367 10614 0 3/4"x 6' 98.0" 10.4
@ HIDESPG207 6 42367 10615 7 34" x 7' 110.0" 115
(% HIDESPG208 6 42367 10616 4 3/4" x 8' 122.0" 12.6
Straight 3/4" Hide-Drant Galvanized Stand Pipe Only
Order UPC Bar Code Inlet Bury Overall Approx.
No. (Oty.1) Size x Depth Length Wt./Lbs.
(% HIDESPSG201 6 42367 10649 2 3/4"x 1' 21.0" 2.9
(% HIDESPSG202 6 42367 10650 8 3/4"x 2' 33.0" 4.0
@ HIDESPSG203 6 42367 10651 5 3/4" x 3' 45.0" 5.1
(% HIDESPSG204 6 42367 10652 2 3/4" x 4' 57.0" 6.2
@ HIDESPSG205 6 42367 10653 9 3/4" x 5' 69.0" 7.3
@ HIDESPSG206 6 42367 10654 6 3/4" x 6' 81.0" 8.4
(% HIDESPSG207 6 42367 10655 3 3/4"x 7' 93.0" 9.5
(s HIDESPSG208 6 42367 10656 0 3/4" x 8' 105.0" 10.6
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MANUFACTURING

HIDE-DRANT SERIES

& No-Lead

The Removable and Sanitary Hydrant - All PVC

Specifications For Standard 3/4"
Inlet-3/4" Female NPT Into Extra Heavy Wall PVC

gtU“eJ‘g_/“" g/c)‘{-l-'gaﬁ %SSF;SV\?CUU”‘ Breaker Order UPC Bar Code Inlet Bury Overall Approx.

and Pipe ch. .

Bottom Case 1-1/2" Sch. 40 PVC-Includes: No. (Oty.1) SizoxDopth | Length | Withs.

Repairable Stop Valve w/Stainless Steel Spring (5 HIDE27501 6 42367 10617 1 3/4"x 1 40.0 2.8

, Standard 34" Hide-Drant With v Break @ HIDE27502 6 42367 10618 8 3/4"x 2' 52.0" 35

Flow Rate: Standar " Hide-Drant With Vacuum Breaker e " . "

Flow Rate: Standard 3/4" Hide-Drant Without Vacuum Breaker e @ HIDE27503 6 42367 10619 5 3/4"x 3 64.0 4.3
@ HIDE27504 6 42367 10620 1 3/4" x 4' 76.0" 5.0
(s HIDE27505 6 42367 10621 8 3/4"x 5' 88.0" 5.8
@ HIDE27506 6 42367 10622 5 3/4" x 6' 100.0" 6.5
@ HIDE27507 6 42367 10623 2 314" x T 112.0" 7.3
(+% HIDE27508 6 42367 10624 9 3/4"x 8' 124.0" 8.0

with Stop Valve
Order UPC Bar Code Inlet Bury Overall Approx.
No. (Oty.1) Size x Depth Length Wt./Lbs.
@ HIDEBC27501 6 42367 10625 6 3/4"x 1' 12.0" 0.9
@ HIDEBC27502 6 42367 10626 3 3/4"x 2' 24.0" 14
(3 HIDEBC27503 6 42367 10627 0 3/4"x 3 36.0" 1.9
@ HIDEBC27504 6 42367 10628 7 3/4" x 4' 48.0" 24
@ HIDEBC27505 6 42367 10629 4 3/4"x 5' 60.0" 2.9
@ HIDEBC27506 6 42367 10630 0 3/4" x 6' 72.0" 3.4
Specifications For Interchangeable All PVC (4 HIDEBC27507 642367106317  3/4"x 7 84.0" 39
3/4" Bottom Case Only (6 HIDEBC27508 6 42367 10632 4 3/4" x 8' 96.0" 4.4

Inlet-3/4" Female NPT Into Extra Heavy Wall PVC
Outlet-Repairable Stop Valve w/Stainless Steel Spring

Bottom Case 1-1/2" Sch. 40 PVC-Includes: Order UPC Bar Code Inlet Bury Overall Approx.
Repairable Stop Valve w/Stainless S't'eel Spring No. (Oty.1) Size x Depth Length Wt./Lbs.
Ground Level Cap Attaches To 1-1/2" PVC 4 HIDET27501 6 42367 10633 1 34" X 1 22.0" 18
Specifications For Straight 3/4" (% HIDET27502 6 42367 10634 8 3/4"x 2' 34.0" 25
Inlet-3/4" Female NPT Into Extra Heavy Wall PVC @ HIDET27503 6 42367 106355 3/4" x 3' 46.0" 3.3
gttgr'%t'gi"‘; ';Xl(f gs:' \é%hgevc (% HIDET27504 6 42367 10636 2 34" x 4 58.0" 4.0
Bt asa 1.179" Seh. 40 PVC-includes: % HIDET27505 6 42367 10637 9 3/4"x 5 70.0" 48
Repairable Stop Valve w/Stainless Steel Spring (% HIDET27506 6 42367 10638 6 3/4" x 6' 82.0" 5.5
Flow Rate: Straight 3/4" Hide-Drant With Ball Valve % ::gi:z;:g; 2 1232; 1822(9) g gﬁ X ; 1904600 sg
;) "x 8 .0" ]

Order UPC Bar Code Inlet Bury Overall Approx.
No. (Oty.1) Size x Depth Length Wt./Lbs.

@ HIDESP201 6 42367 10641 6 3/4" x 1' 38.0" 1.9

% HIDESP202 642367 10642 3 3/4"x 2' 50.0" 2.2

Outlet Valve (% HIDESP203 6 42367 10643 0 3/4" x 3' 62.0" 24

v;z\:::m (5 HIDESP204 6 42367 10644 7 3/4" x 4' 74.0" 2.7

Breaker *3 HIDESP205 642367 10645 4 3/4"x 5' 86.0" 2.9

WARNING: This hydnant must have the stand Included (3 HIDESP206 642367 10646 1 3/4" x 6 98.0 3.2

pipe removed and watenr drained out of pipe (5 HIDESP207 6 42367 10647 8 34" X 7' 110.0" 34

when freezing temperatures may be present. @ HIDESP208 6 42367 10648 5 3/4" x 8' 122.0" 3.7

Warpranty does not cover damage due to ) . )

freezing temperatures or water frozen within Straight All PVC 3/4" Hide-Drant Stand Pipe Only
the product. Order UPC Bar Code Inlet Bury Overall Approx.
WARNING: This product can expose you to No: (Oty.1) Stze x De|?th Lengt"h wi./Lbs.

lead, which is known to the State of @ HIDESPS201 6 42367 10657 7 3/4" x 1 21.0 0.9

California to cause cancer, birth defects or B(T;‘\tlle‘it @ HIDESPS202 6 42367 10155 8 3/4" x 2' 33.0" 1.2

other reproductive harm. For more all Valve . "

information go to www,Pe5Warnings.ca.gov | Included (% HIDESPS203 6 42367 10659 1 3/4" x 3 45.0 1.4

@ HIDESPS204 6 42367 10660 7 3/4" x 4 57.0" 1.7

WARNING: This product meets Federal (% HIDESPS205 6 42367 10661 4 3/4" x 5' 69.0" 1.9

USA Drinking Water requirements but has @ HIDESPS206 6 42367 10662 1 3/4" x 6' 81.0" 2.2

not beenI sp;plflzall)éteste(; gr ?fpprqved (>3 HIDESPS207 6 42367 10663 8 3/4"x T 93.0" 2.4

- t tat .
as no-iead n the State of Laiornia ( HIDESPS208 6 42367 10664 5 34" x 8 108.0" 27

Standard All PVC 3/4" Hide-Drant Complete

Interchangeable All PVC 3/4" Bottom Case

Straight All PVC 3/4" Inlet Hide-Drant Complete

Standard All PVC 3/4" Hide-Drant Stand Pipe Only
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MANUFACTURING

¢ Notbead HIDE-DRANT PARTS

The expanded line of Hide-Drant has several improvements, and has changed to 1-1/2" PVC
bottom case, plus all PVC or stainless steel valve. Galvanized pipe models are now available.

Item |Panrt UPC Bar Code |Part
No. No. (Qty. 1) Description
% 2 HIDE202 6 42367 10744 4 Centering Collar For Pipe
% 3 BBDNL75FA 6 42367 41970 7 3/4" No-Lead Brass Outlet Valve
(%] 4 BVBNL75M 6 42367 41957 8 3/4" No-Lead Vacuum Breaker
(%] 5 HIDE205 6 42367 107451 Top Cap For 1-1/2" PVC
% 6 PVCBV75 6 42367 109356 3/4" PVC Ball Valve
% 7 BBVNL75 6 42367 41652 2 3/4" No-Lead Brass Ball Valve
8 Call For Application—Several Lengths
9 Call For Application—Several Lengths
i0 Call For Application—Several Lengths
i1 Call For Application—Several Lengths
12 Call For Application—Several Lengths
i3 Call For Application—Several Lengths
G 14 CBD75FA 6 42367 10249 4  3/4" Celcon Boiler Drain (Optional) (No Lead Compliance)
\ P2 7,
/ s / / — ke
4 ASSE-1011
a4 uPC
CSAB64.2.2

10 i1
8 9 / / 5\
2
e /
Bottom

2 12 2 i3 Case

14

Standard Standard Straight Straight
PVC Galvanized PVC Galvanized
Model Pipe Model Model Model

OM=ERRILL

MANUFACTURING

WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
___other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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MANUFACTURING

ANY FLOW® SERIES

NEW All-Weather
Powder-Coat Finish

k0 @ %

FROST PROOF YARD HYDRANT
FEATURES/BENEFITS

The Merrillz‘ﬁlyw Yard Hydrant gives year ‘round water service. It
drains below the frostline when shut off, and features a powder coated
head which enhances resistance to corrosion, UV and abrasion. The
7Py A hydrant has had only a few improvements since 1949.
These improvements, the exclusive features and benefits, and the
time-proven basic design, is why we believe the Ay A2 is the best
yard hydrant manufactured by anyone.

% (1) ALL-WEATHER POWDER-COAT FINISH LEVER CONTROL
operates by cam principle and provides variable flow from trickle to
full force.

BENEFIT: Variable flow with no lock that rusts in place.

DRAW STRAPS are made of 1040 hot rolled steel which is much
harder (Brinell 175/200) and stronger. Greatly reduces wear of
straps and eliminates side pull on operating rod.

BENEFIT: Longest operating life.

STAINLESS STEEL OPERATING STEM is ground and polished and
will not cut out packing and packing nut, like brass rod used by other
companies.

BENEFIT: Best material for longest operating life.

HEAVY-DUTY SOLID BRASS OR NO-LEAD BRASS HOSE ADAPTER
threaded for standard 3/4” hose coupling.
BENEFIT: Standard hose fitting readily available.

ALL-WEATHER POWDER-COAT FINISH EXTRA THICK WALLED
HEAD CASTING greatly reduces breakage and ensures longer life.
BENEFIT: Time-proven heavy-duty design takes years of abuse.

PIVOT CONNECTOR WITH TWO NUTS provides simple positive
adjustment and eliminates unreliable set screws.
BENEFIT: Adjustable for years, not like rusted in set screws.

NO EXPOSED THREADS on galvanized/stainless steel rod and
threads on galvanized/stainless steel pipe are coated with
bitumastic to prevent rusting and prolong life of hydrant.
BENEFIT: No exposed steel to rust.

EXTRA THICK WALLED VALVE BODY to ensure longer life and
trouble free service.
BENEFIT: Time-proven heavy-duty design.

SELF ADJUSTING PLUNGER ensures even flow from trickle to full
force. Closes drain at any flow rate and opens drain in off
position to prevent freezing.

BENEFIT: Longest operating life available in the industry by over
200%.

KRATON™ G CUP SEALS provides a much longer life than
leather, close tolerance uniformity, uneffected by chemicals and
passed a 1 million cycle test.

BENEFIT: Longest operating seals in the industry.

(11) 3/8L BEVELED BIBB WASHER made of SBR compound with 90
Durometer hardness, assures positive shut-off and longer life than
soft one piece plunger.

BENEFIT: Longer operating life than all competitors.

* (12) STAINLESS STEEL SPRING takes up slack of normal wear and
eliminates numerous adjustments of hydrant head linkage.
BENEFIT: Automatically adjusts for years of service.

* (18) SWIVEL PARTS permit withdrawal of moving parts without
digging up hydrant. Nothing in head assembly to disconnect or
adjust when removing. Simply unscrew entire head assembly from
galvanized pipe and pull up valve stem with plunger for inspection.
BENEFIT: If parts don't swivel, they could be unscrewed from rod
when taking off head above ground.

*EXCLUSIVE MERRILL QUALITY FEATURES

(2

*(3)

(4)

(8)

* (6)

@)

(®

*(9)

*(10)

#¥ny F2owd No-Lead Model
Certified to NSF/ANSI/CAN 372 Standanrd

Locking Eyelet
Padlock hole to
lock hydrant

Hydrant stands \@
about 34"
above ground
level
Ground Level
Stainless Steel
Pipe, Rod, and
Valve Body
Hydrant bury depth Available
or depth water lines
are buried e
underground

0 e
@/\@
Y

Merrill's AF7504 or 4' Bury Hydrant is about 6' - 9-1/2" long.
4' is buried and 34" is above ground.

-12-
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MANUFACTURING A Lead
& No-Lead
STANDARD 3/4" ANY FLOW® FROST PROOF YARD HYDRANTS
SPECIFICATIONS Order UPC Bar Pipe Connection Pipe Overall | Approx.
Standard 3/4" ANY FLOW® (AF) No. Code (Qty. 1) x Pipe Depth Size Length | Wt./Lbs.
Inlet - 3/4" NPT in Heavy Casting AF7501 6 42367 00738 6 3/4" x 1' BUI'y 1" Galv. 45.5" 13.5
ot o Tt i e T e
) ) . X ury V. . .
itat'”'esff S;ee”' 22.’3“:_'”9 g’ltem Thru Packing /N AF7504 642367007416  3/4"x 4’ Bury 1" Galv. 81.5" 19.5
utomatic Sei-AdUSting Flunger AF7505 642367007423  3/4"x 5 Bury 1"Galv. 935" 215
1* Galvanized Stand Pipe AF7506 642367007430  3/4"x 6 Bury 1"Galv.  105.5" 235
7/16" Galvanized Operating Rod AF7507 642367 00744 7 3/4" x 7' Bury 1" Galv. 117.5" 25.5
AF7508 642367 00745 4 3/4" x 8' Bury 1" Galv. 129.5" 275
AF7510 642367 00746 1 3/4" x 10' Bury 1" Galv. 153.5" 315

SPECIFICATIONS
Stainless Steel 3/4" ANY FLOW® (AFsS)

NO LEAD 3/4" ANY FLOW® (AFNL)
NSF/ANSI/CAN 372 Standard
Inlet - 3/4" NPT in Heavy No-Lead Casting
Outlet - 3/4" No-Lead Hose Thread Adapter
Stainless Steel Operating Stem Thru Packing
Automatic Self-Adjusting Plunger
No-Lead Brass Valve Body
1" Galvanized Stand Pipe
7/16" Galvanized Operating Rod

STAINLESS STEEL 3/4" ANY FLOW® FROST PROOF YARD HYDRANTS

NO-LEAD 3/4" ANY FLOW® FROST PROOF YARD HYDRANTS

Inlet - 3/4 ’:‘PT In Heavy Stainless Steel Casting Order UPC Bar Code | Pipe Connection Pipe Overall | Approx.
Outlet - 3/4" No-Lead Hose Thread Adapter . h
. . ; No. (Qty. 1) x Pipe Depth Size Length |Wt./Lbs.
Stainless Steel Operating Stem Thru Packing (% AFSS7501 642367442514  3/4"x 1' Bury 1" Stainless Steel 455" 14.0
Automatic Self-Adjusting Plunger (£ AFSS7502 642367440121  3/4"x2'Bury 1" Stainless Steel  57.5"  16.0
304 Stainless Steel Valve Body 9 AFSS7503 642367440138  3/4"x3'Bury 1" Stainless Steel  69.5" 18.0
1" Stainless Steel Pipe 5 AFSS7504 6 42367 44014 5 3/4" x 4' Bury 1" Stainless Steel ~ 81.5" 20.5
7/16" Stainless Steel Operating Rod (% AFSS7505 642367 44252 1 3/4" x 5' Bury 1" Stainless Steel 93.5" 22.5
(% AFSS7506 6 42367 44160 9 3/4" x 6' Bury 1" Stainless Steel 105.5" 24.5
9 AFSS7507 6 42367 44202 6 3/4" x 7' Bury 1" Stainless Steel 117.5" 27.0
(% AFSS7508 6 42367 44203 3 3/4" x 8' Bury 1" Stainless Steel 129.5" 29.0
(% AFSS7510 6 42367 442538 3/4" x 10'Bury 1" Stainless Steel  153.5" 33.0
SPECIFICATIONS
Stainless Steel Pipe 3/4" STAINLESS STEEL PIPE 3/4" ANY FLOW®
_ANY FLOW* (AFB) FROST PROOF YARD HYDRANTS
Inlet - 3/4" NPT in Heavy Casting Order UPC Bar Code |Pipe Connection Pipe Overall | Approx.
Outlet - 3/4" Hose Thread Adapter No. (Qty. 1) x Pipe Depth Size Length | Wt./Lbs.
Stainless Steel Operating Stem Thru Packing AFB7501 642367007478  3/4"x1'Bury 1" Stainless Steel 455" 14.0
Automatic Self-Adjusting Plunger AFB7502 6 42367 00748 5 3/4" x 2' Bury 1" Stainless Steel ~ 57.5" 16.0
1" Stainless Steel Pipe AFB7503 6 42367 00749 2 3/4" x 3' Bury 1" Stainless Steel 69.5" 18.0
7/16" Stainless Steel Operating Rod & AFB7504 6 42367 00750 8 3/4" x 4' Bury 1" Stainless Steel 81.5" 20.5
/\ AFB7505 6 42367 00751 5 3/4" x 5' Bury 1" Stainless Steel 93.5" 22.5
% AFB7506 6 42367 00752 2 3/4" x 6' Bury 1" Stainless Steel ~ 105.5" 24.5
AFB7507 6 42367 00753 9 3/4" x 7' Bury 1" Stainless Steel  117.5" 27.0
AFB7508 6 42367 00754 6 3/4" x 8' Bury 1" Stainless Steel ~ 129.5" 29.0
SPECIFICATIONS % AFB7510 6 42367 00755 3 3/4" x 10" Bury 1" Stainless Steel =~ 153.5" 33.0

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Order UPC Bar Pipe Connection Pipe Overall | Approx.

No. Code (Qty. 1) X Pipe Depth Size Length | Wt./Lbs.
(=% AFNL7501 6 42367 41806 9 3/4" x 1' Bury 1" Galv. 45.5" 13.5
(% AFNL75045 6 42367 42428 2 3/4" x 1-1/2' Bury 1" Galv. 51.5" 14.7
(% AFNL7502 6 42367 41807 6 3/4" x 2' Bury 1" Galv. 57.5" 155
(% AFNL7503 6 42367 41808 3 3/4" x 3' Bury 1" Galv. 69.5" 17.5
(% AFNL7504 6 42367 41809 0 3/4" x 4' Bury 1" Galv. 81.5" 19.5
(% AFNL7505 6 42367 418106 3/4" x 5' Bury 1" Galv. 93.5" 215
3 AFNL7506 6 42367 41811 3 3/4" x 6' Bury 1" Galv. 105.5" 23.5
(# AFNL7507 6 42367 418120 3/4" x 7' Bury 1" Galv. 117.5" 25.5
(% AFNL7508 6 42367 41813 7 3/4" x 8' Bury 1" Galv. 129.5" 27.5
(=5 AFNL7510 6 42367 41814 4 3/4" x 10' Bury 1" Galv. 153.5" 315
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ANY FLOW® HIGH CAPACITY SERIES

OMERRILL

MANUFACTURING

&4 No-Lead

SPECIFICATIONS

High Capacity 1" ANY FLOW® (AF)
Inlet - 1" NPT in Heavy Casting

Outlet - 3/4" Hose Thread Adapter

Stainless Steel Operating Stem Thru Packing
Automatic Self-Adjusting Plunger

1-1/4" Galvanized Stand Pipe

7/16" Galvanized Operating Rod

SPECIFICATIONS
High Capacity
Stainless Steel 1" ANY FLOWE® (AFB)

Inlet - 1" NPT in Heavy Casting
Outlet - 3/4" Hose Thread Adapter
Stainless Steel Operating Stem Thru Packing
Automatic Self-Adjusting Plunger
1-1/4" Stainless Steel Pipe
7/16" Stainless Steel Operating Rod

SPECIFICATIONS
No-Lead High Capacity
1" ANY FLOW® (AFNL)
Inlet - 1" NPT in Heavy No-Lead Casting
Qutlet - 3/4" No-Lead Hose Thread Adapter
Stainless Steel Operating Stem Thru Packing
Automatic Self-Adjusting Plunger
No-Lead Brass Valve Body
1-1/4" Galvanized Stand Pipe
7/16" Galvanized Operating Rod

SPECIFICATIONS - No-Lead

High Capacity

Stainless Steel 1" ANY FLOW® (AFBNL)

Inlet - 1" NPT in Heavy No-Lead Casting

Outlet - 3/4" No-Lead Hose Thread Adapter

Stainless Steel Operating Stem Thru Packing

Automatic Self-Adjusting Plunger

No-Lead Brass Valve Body

1-1/4" Stainless Steel Pipe

7/16" Stainless Steel Operating Rod

HIGH CAPACITY 1" ANY FLOW®
FROST PROOF YARD HYDRANTS

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Order UPC Bar Pipe Connection Pipe Overall Approx.
No. Code (Qty. 1) X Pipe Depth Size Length Wt./Lbs.
/\ AFi04 6 42367 00729 4 1" x 1' Bury 1-1/4" Galv. 45.5" 16.0
% AF102 6 42367 00730 0 1" x 2' Bury 1-1/4" Galv. 57.5" 18.5
AF103 6 42367 00731 7 1" x 3' Bury 1-1/4" Galv. 69.5" 21.0
/\ AF104 642367 00732 4 1" x 4' Bury 1-1/4" Galv. 81.5" 235
AF105 6 42367 00733 1 1" x 5' Bury 1-1/4" Galv. 93.5" 26.0
AF106 6 42367 00734 8 1" x 6' Bury 1-1/4" Galv. 105.5" 28.5
AF107 6 42367 00735 5 1" x 7' Bury 1-1/4" Galv. 117.5" 31.0
AF108 6 42367 00736 2 1" x 8' Bury 1-1/4" Galv. 129.5" 33.5
AF110 6 42367 00737 9 1" x 10' Bury 1-1/4" Galv. 153.5" 38.5
HIGH CAPACITY STAINLESS STEEL PIPE 1" ANY FLOW®
FROST PROOF YARD HYDRANTS
Order UPC Bar Code | Pipe Connection Pipe Overall | Approx.
No. (Qty. 1) X Pipe Depth Size Length | Wt./Lbs.
AFB101 642367 43486 1 1"x 1'Bury  1-1/4" Stainless Steel 45.5" 16.0
AFB102 642367 43487 8 1"x 2'Bury  1-1/4" Stainless Steel 57.5" 185
AFB103 642367 434885 1"x 3'Bury  1-1/4" Stainless Steel 69.5" 21.0
& AFB104 642367 43489 2 1"x 4'Bury  1-1/4" Stainless Steel 81.5" 23.5
AFB105 642367 43490 8 1"x 5'Bury  1-1/4" Stainless Steel 93.5" 26.0
AFB106 642367 434915 1"x 6'Bury  1-1/4" Stainless Steel 105.5" 28.5
AFB107 642367 43492 2 1"x 7' Bury  1-1/4" Stainless Steel 117.5" 31.0
% AFB108 642367 43493 9 1"x 8 Bury  1-1/4" Stainless Steel 129.5" 335
AFB110 642367 43494 6 1"x 10'Bury  1-1/4" Stainless Steel 153.5" 38.5
NO-LEAD HIGH CAPACITY 1" ANY FLOW®
FROST PROOF YARD HYDRANTS
Order UPC Bar Pipe Connection Pipe Overall Approx.
No. Code (Qty. 1) x Pipe Depth Size Length Wt./Lbs.
(4 AFNL101 642367 420710 1" x 1' Bury 1-1/4" Galv. 45.5" 16.0
4 AFNL102 642367 42072 7 1" x 2' Bury 1-1/4" Galv. 57.5" 18.5
@3 AFNL103 642367 42073 4 1" x 3' Bury 1-1/4" Galv. 69.5" 21.0
5 AFNL104 642367 42074 1 1" x 4' Bury 1-1/4" Galv. 81.5" 235
3 AFNL105 642367 42070 3 1" x 5' Bury 1-1/4" Galv. 93.5" 26.0
5 AFNL106 6 42367 420758 1" x 6' Bury 1-1/4" Galv. 105.5" 28.5
@5 AFNL107 642367 42076 5 1" x 7' Bury 1-1/4" Galv. 117.5" 31.0
5 AFNL108 642367 42077 2 1" x 8' Bury 1-1/4" Galv. 129.5" 335
(= AFNL110 6 42367 42078 9 1" x 10' Bury 1-1/4" Galv. 153.5" 38.5
NO-LEAD HIGH CAPACITY STAINLESS STEEL PIPE
1" ANY FLOW® FROST PROOF YARD HYDRANTS
Order UPC Bar Pipe Connection Pipe Overall| Approx.
No. Code (Qty. 1) X Pipe Depth Size Length | Wt./Lbs,
(5 AFBNL1O1 6 42367 43495 3 1" x1'Bury  1-1/4" Stainless Steel 45.5" 16.0
(% AFBNL102 6 42367 43496 0 1"x 2'Bury  1-1/4" Stainless Steel 57.5" 18.5
(% AFBNL103 6 42367 43497 7 1"x 3'Bury  1-1/4" Stainless Steel 69.5" 21.0
(% AFBNL104 6 42367 43498 4 1" x 4'Bury  1-1/4" Stainless Steel 81.5" 23.5
(% AFBNL105 6 42367 43499 1 1" x5'Bury  1-1/4" Stainless Steel 93.5" 26.0
5 AFBNL106 6 42367 43500 4 1"x 6'Bury  1-1/4" Stainless Steel 105.5" 28.5
(% AFBNL107 6 42367 43501 1 1"x 7' Bury  1-1/4" Stainless Steel 117.5" 31.0
(% AFBNL108 6 42367 43502 8 1"x 8 Bury  1-1/4" Stainless Steel 129.5" 335
(% AFBNL110 642367435035  1"x10'Bury 1-1/4" Stainless Steel 153.5" 385
Any Flow® Stainless St:ael High Capacity
Hydrant Any Flow® Any Flow*®
Hydrant Hydrant

-14-
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@ No-Lead & CA. Certified

OM=ERRILL

MANUFACTURING
A\ Lead

ANY FLOW®PARTS

ORDER NO. PKAF

&UPC Bar Code (Qty. 1)
6 42367 02213 6

PARTS KIT
PARTS KIT “AF” HIGH CAPACITY MODEL
| Qty. Part No. | | Qty. | Part No. |
G 1Pr. G-20 G5 1Pr. G-20
%] 1 G-25 (] 1 G-25
%] 1 G-30 (] 1 G-30
(%] 1 G-35 (] 1 G-35
A1 G-115 A 1 G-116
[z 1 OR110 [ 1 OR110

ORDER NO. PKA1F
UPC Bar Code (Qty. 1)
6 42367 41865 6

Any Flow® 3/4" Flow Rates

WATER

PRESSURE
SR

SYSTEM GALLONS PER MINUTE (GPM)

0] 5120

[15]20] 25] 30| 35]40]45 [ 50

20 Psi 18 GPM
30PsI 21 GPM @ 30 PSI

@20PSI

40Psl 24 GPM @ 40 PSI

€0 PSI 30 GPM @ 60 PSI
80PsI 34 GPM @ 80 PSI
100 PSI

40 GPM @ 100 PsI

NOTE: Most common 1/2 hp submersible pumps output is 10GPM.

Hydrants Available with Optional

No-Lead Vacuum Breakers
<*BVBADNL75 3/4" Hose
No-Lead Brass Finish

AUTOMATIC DRAIN - No-Lead
GSBVBNL75M 3/4" Hose % RBHENL75
No-Lead Brass Finish +% RBHENL100
MANUAL DRAIN - No-Lead +% RBHENL1000
BVBADNL75
o Marked % SSHE75
No-Lead BVBNL75M +* SSHE100
ASSNES-';OH Code Approved
UPC and Marked «* RBHTNL75
CSAB64.2.2 ASSE-1011 +% RBHTNL7510
CSAUI;SCél ’s +% RBHTNL1000
+3» SSHT75
+% SSHT7510
BVBADNL75 BVBNL75M

PARTS KIT “A”

Qty. | Part No. |

2 G-6

r. G-20
G-25
G-30
G-35
G-45
G-50
G-85

r. G-105

G-115

4 OR110

ORDER NO. PKA
AUPC Bar Code (Qty. 1)
6 42367 02212 9

4

P
1
3
4
4
3
8
6 P
2

®PePPOO®®®R

Any Flow® 1" Flow Rates

'WATER

PRESSURE

Tzl GALLONS PER MINUTE (GPM)

0] 5 [10]15]20 25 [30[35]40]45]50]55

10 PsI 15 GPM @ 10 PSI
20 Psl 20 GPM @ 20 PSI

30PsI 26 GPM @ 30 PSI

40 PSI 32 GPM @ 40 PSI

60 PsSI 40 GPM @ 60 PSI

80 PSI 46 GPM @ 80 PSI
100 PsI 54 GPM @ 100 PSI

NOTE: Most common 1/2 hp submersible pumps output is 10GPM.

1) Any Flow® Yard Hydrants are packaged 12 per master bundle.

2) Hydrants available with optional No-Lead Bronze or Stainless Steel
Hydrant Ells or Tees. Include number (i.e. RBHENL1000) after Order No.

No-Lead 3/4" NPT x 3/4" Plastic Pipe Elbow
No-Lead 3/4" NPT x 1" Plastic Pipe Elbow
No-Lead 1" NPT x 1" Plastic Pipe Elbow

Stainless Steel 3/4" NPT x 3/4" Plastic Pipe Elbow
Stainless Steel 3/4" NPT x 1" Plastic Pipe Elbow

No-Lead 3/4" NPT x 3/4" Plastic Pipe Tee
No-Lead 3/4" NPT x 1" Plastic Pipe Tee
No-Lead 1" NPT x 1" Plastic Pipe Tee

Stainless Steel 3/4" NPT x 3/4" Plastic Pipe Tee
Stainless Steel 3/4" NPT x 1" Plastic Pipe Tee

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

-15-
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OM=ERRILL (=

MANUFACTURING

A\ Lead @ N
o-Lead -
ANY FLOW® PARTS o
G155 —M G-11 G-15 \ /G-ii
— G-20 G-20/ G20
I C /
G-1/GNL-1 \ G-2/GNL-2
G-30 G-25 ——— 25
G-25 o~
- OR110 — T
_—G-35 \ G-30
G-30
OR110
G-65
/ OR110 AN .45
G-35 G-75 - G-35 ¥
G-6*/GNL-6 G-45 670 \ / / G-45
. & bui G-7**/GNL-7
G-60/B-60 Fo_r Any Flow built G110
prior to April 7, 2006 G111 —a50 G-61/B-61
** For Any Flow® built G-105
G-40/GNL-40/GSS-40M on or after April 7, 2006 G-106 \
G-110 ~
G-111
G-115/G-116—] .90 G-55/B-55 G-41/GNL-41
G-80
G-81
G-85
G-86
G-100—

ANY FLOW® 3/4" SIZE PARTS LIST

Onrden UPC Bar ANY FLOW?® 1" SIZE PARTS LIST
No. Code (Oty. 1) | Part Description Order UPC Bar - |
A\ a1 642367 014933 Head Casting (Includes G-6 & G-35) No. Code (Qty. 1) Part Description
(% GNL-1 642367424329 No-Lead Head Casting (Includes GNL-6 & casd G2 6 42367 01513 8 Head Casting (Includes G-7 & G-35)
A\, G6 642367 015435 Hose Thread Adapter g GNL-2 642367 424343 No-Lead Head Casting (Includes GNL-7 & G-35)
(% GNL-6 642367410483 No-Lead Hose Thread Adapter G7 642367 109929  Hose Thread Adapter™
(6 G-11 6 42367 09313 6 Lever Casting (4 GNL-7 642367 419851 No-Lead Thread Adapter
(4 G45 642367015060 Lever Bolt & Nut @9 G411 642367093136 Lever Casting
(= G-20 642367 01514 5 Draw Straps (per pair) 5 G-15 64236701506 0  Lever Bolt & Nut
G G-25 6 42367 01515 2  Pivot Connector & Nuts @ G20 642367 01514 5 Draw Straps (per pair)
(5 G-30 642367 01522 0  Packing Nut (4 G-25 642367 015152 Pivot Connector & Nuts
(% OR110 642367091200 O-Ring 5 G-30 642367 015220  Packing Nut
(% G35 642367015237 Valve Stem Packing (4 OR110 642367091200 O-Ring
@ G-40 6 42367 01524 4 Valve Body (% G-35 6 42367 01523 7 Valve Stem Packing
& GNL-40 642367416751 No-Lead Valve Body AN e P
(; GSS-40M 6 42367 435417 No-Lead Stainless Steel Valve Body % GNL-41 642367420796 No-Lead Valve Body
(= G45 642367 015312 Stainless Steel Stem (4] G-45 642367 015312 Stainless Steel Stem
G-50 642367 015336 Rod Reducer % G-50 642367 015336 Rod Reducer
% G-55 7/16" Galvanized Operating Rod G-55 7/16" Galvanized Operating Rod
(% B-55 7/16" Stainless Steel Operating Rod {4 B-55 7/16" Stainless Steel Operating Rod
@ G-60 1" Galvanized Pipe @ G-61 1-1/4" Galvanzied Pipe
B-60 1" Stainless Steel Pipe % B-61 1-1/4" Stainless Steel Pipe
% G-65 6 42367 01563 3  Plunger Bushing G-65 642367 01563 3  Plunger Bushing
G-70 6 42367 01564 0 Plunger Body G-70 6 42367 01564 0  Plunger Body
G-75 642367 01565 7  Plunger Bolt G-75 642367 01565 7  Plunger Bolt
/L G680 642367015763 Threaded Washer /\ @81 642367015770 Threaded Washer
A\ G-85 642367015787 3/8L Beveled Bibb Washer [\ 686 642367015794 3/4 Beveled Bibb Washer
5 G90 642367 01580 0  Stainless Steel Spring 5 G-90 642367 01580 0  Stainless Steel Spring
G4 G-100 642367014957 Retainer Screw (% G-100 642367014957 Retainer Screw _
(5 G-105 642367014964 Cup Leathers (per pair) (3 G106 642367014988 Cup Leathers (per pair)
A\ G-110 64236701500 8 Plunger Washer (per pair) G-111 642367 015015 Plunger Washer (per pair)
A\ G115 642367015022 Plunger Assembly - Parts No. G-116 642367 015039 Plunger Assembly - Parts No.
G-65, 70, 75, 80, 85, 90, 100, 105, 110 G-65, 70, 75, 81, 86, 90, 100, 106, 111
A G120 642367015046 Head Assembly - Parts No. /N G124 642367015053 Head Assembly - Parts No.
G-1, 6, 11, 15, 20, 25, 30, 35, 45, 50, OR110 G-2, 6, 11, 15, 20, 25, 30, 35, 45, 50, OR110
(% GNL-120 642367424336 No-Lead Head Assembly - Parts No. (% GNL-121 642367424350 No-Lead Head Assembly - Parts No.
GNL-1, GNL-6, G-11, 15, 20, 25, 30, 35, 45, 50, GNL-2, GNL-7, G-11, 15, 20, 25, 30, 35, 45,
OR110 50, OR110
(%5 A-250 642367 077204 Container of Silicone Lube (4 A-250 642367077204 Container of Silicone Lube

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov
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WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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NEW All-weather

OMERRILL

Powder-Coat Finish MANUFACTURING

% 9 @ % 1000 SERIES

FROST PROOF YARD HYDRANT
FEATURES/BENEFITS

*(1) ALL-WEATHER POWDER-COAT FINISH LEVER CONTROL
operates by cam principle and pulls straight up on operating rod.
Provides variable flow from trickle to full flow without lock to hold
lever.

BENEFIT: Variable flow with no lock that rusts in place.

C-1000 No-Lead Model
Certified to NSF/ANSI/CAN 372 Standard

Merrill C-1000 Series Yard Hydrant
Gives year 'round Water Service,
Drains Below Frost Line When Shut Off, and
features a Powder Coated Head which
enhances resistance to corrosion,

UV and abrasion.

The Merrill C-1000 Series, the most popular
and yet competitive line of yard hydrants, has
incorporated time-proven materials and the
small detail improvements discovered over the

last 75+ Years.

(2) DRAW STRAPS are made of 1040 hot rolled steel which is
much harder (Brinell 175/200) and stronger. Greatly reduces
wear of straps and eliminates side pull on operating rod.
BENEFIT: Longest operating life.

*(3) STAINLESS STEEL OPERATING STEM is ground and polished and
will not cut out packing and packing nut, like brass rod used by
other companies.

BENEFIT: Best material for operating life.

(4) HEAVY-DUTY SOLID BRASS OR NO-LEAD BRASS HOSE
ADAPTER threaded for standard 3/4" hose coupling.
BENEFIT: Standard hose fitting readily available.

(5) ALL-WEATHER POWDER-COAT FINISH HEAVY CAST IRON
HEAD with the same design Merrill has used for over seventy-five
years.

BENEFIT: Time-proven design takes years of abuse. Locking Eyelet

Padlock hole to

lock hydrant\

*(6) PIVOT CONNECTOR WITH TWO NUTS provides simple
positive adjustment and eliminates unreliable set screws used by
other companies.

BENEFIT: Adjustable for years, not like rusting set screw.

(7) NO-LEAD GALVANIZED PIPE OR STAINLESS STEEL PIPE coated
with asphalt paint to prevent rusting at the valve body end.

BENEFIT: No exposed steel on pipe to rust. Hydrant

stands about
33" above

(8) ONE PIECE PLUNGER uses double seal design to assure
ground level

positive shut-off even when foreign particles are present.
Plunger positively opens drain to prevent freezing, and
positively closes even at slow flow rates.

BENEFIT: Economical design that still closes drain hole.

O

{6 b

*(9) LONG LIFE PLUNGER is molded with ethylene propylene

material that is self-lubricating and will not bond to brass or

no-lead brass valve body like rubber plunger used by other

companies. BVBADNL75

BENEFIT: Longest operating life in one piece design. (Optional)
BVBADNL75

(10) DOUBLE BYPASS VALVE BODY provides a large volume of °°d‘; :/':P':‘:d

water and the time-proven design used for over seventy-five oL oad Ground Level

years. (High Capacity - 1" Inlet) NSF

BENEFIT: High water flow with economical design. Asii_éon
CSAB64.2.2

(11) LOCKING EYE on head and lever allows hydrant to be

padlocked shut when not in use.
BENEFIT: Protects from wasting of water.

Stainless Steel

Nes

Hydrant bury
depth
or depth water
lines are buried

*(12) SWIVEL PARTS permit withdrawal of moving parts without Pive. Rod. and undenground
digging up hydrant. Nothing in head assembly to disconnect or Ipe, kod, an
adjust when removing, simply unscrew entire head assembly V:NE?I Bg’ldy
vailable

from galvanized or stainless steel pipe and pull up valve stem
with plunger for inspection.
BENEFIT: Very simple repair easily done at ground level.

*EXCLUSIVE MERRILL QUALITY FEATURES

Hydrant Ells-Tees

) Merrill's C7504 or 4' Bury Hydrant is about 6' 8-1/2" long,
(Optional)

4'is buried and 33" above ground.

Form No. 2004.23
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MeErRILL

MANUFACTURING

g A

A\ Lead
C-1000 SERIES @ NorLeac
STANDARD 3/4" C-1000 FROST PROOF YARD HYDRANTS
SPECIFICATIONS Order UPC Bar Pipe Connection Pipe Overall | Approx.
Standard No. Code (Oty. 1) X Pipe Depth Size Length | Wt./Lbs.
C7504 6 42367 00988 5 3/4" x 1' Bury 1" Galvanized  44.5" 11.0
3/4" C-1000 (c) % C75015 642367009892  3/4"x 1-1/2'Bury 1" Galvanized 50.5" 12.0
Inlet - 3/4" NPT in Heavy Casting & C7502 6 42367 00991 5 3/4" x 2' Bury 1" Galvanized  56.5" 13.0
Outlet - 3/4" Hose Thread Adapter & C7503 6 42367 00993 9 3/4" x 3' Bury 1" Galvanized  68.5" 15.0
Stainless Steel Operating Stem Thru Packing /\ C7504 6 42367 00995 3 3/4" x 4' Bury 1" Galvanized  80.5" 17.0
Self-Lubricating Plunger /1 C7505 6 42367 00997 7 3/4" x 5' Bury 1" Galvanized  92.5" 19.0
1" Galvanized Stand Pie /I\ C7506 6 42367 00998 4 3/4" x 6' Bury 1" Galvanized 104.5" 21.0
. ) p /I\ C7507 6 42367 00999 1 3/4" x 7' Bury 1" Galvanized 116.5" 23.0
3/8" Operating Rod [\ C7508 6 42367 01000 3 3/4" x 8' Bury 1" Galvanized 128.5" 25.0
/\ C7510 6 42367 01001 0 3/4" x 10" Bury 1" Galvanized 152.5" 29.0

STAINLESS STEEL 3/4" CSS-1000

SPE(_:IFICATIONS FROST PROOF YARD HYDRANTS
Stainless Steel Order UPC Bar Pipe Connection Pipe Overall | Approx.
3/4" CSS-1000 (css) No. Code (Qty. 1) x Pipe Depth Size Length |Wt./Lbs.
Inlet - 3/4" NPT in Stainless Steel Casting 3 CSS7501 642367 44258 3 3/4"x 1'Bury 1" Stainless Steel  44.5" 12.0
Outlet - 3/4" No-Lead Hose Thread Adapter (5 CSS75015 642367442590  3/4"x 1-1/2'Bury 1"Stainless Steel 50.5"  13.1
Stainless Steel Operating Stem Thru Packing (5 CSS7502 642367 44260 6 3/4"x 2'Bury 1" Stainless Steel  56.5" 14.3
Self-Lubricating Plunaer (3 CSS7503 642367 44261 3 3/4"x 3'Bury 1" Stainless Steel  68.5" 16.7
- 9 |g e Bod (% CSS7504 642367442620  3/4"x4'Bury 1" Stainless Steel  80.5"  19.0
304 Stainless Steel Valve Body (% CSS7505 642367 44263 7 3/4"x 5 Bury 1" Stainless Steel  92.5"  21.3
1" Stainless Steel Stand Pipe (5 CSS7506 642367 44264 4 3/4"x 6'Bury 1" Stainless Steel 104.5"  23.7
3/8" Stainless Steel Operating Rod (% CSS7507 642367 44265 1 3/4"x 7' Bury 1" Stainless Steel 116.5" 26.0
% CSS7508 642367 44266 8 3/4"x 8 Bury 1" Stainless Steel 128.5" 28.3
(% CSS7510 642367 442675 3/4" x 10" Bury 1" Stainless Steel 152.5" 33.0
SPECIFICATIONS NO-LEAD 3/4" CNL-1000 FROST PROOF YARD HYDRANTS
NO LEAD Order UPC Bar Pipe Connection Pipe Overall | Approx.
" No. Code (Qty. 1) x Pipe Depth Size Length |Wt./Lbs
3/4" CNL-1000 (CNL) G4 ONL7501 642367108724  3/4"x L' Bury 1" Galvanized 445" 11.0
NSF/ANSI/CAN 372 Standard (% CNL75045 642367109035 3/4"x 1-1/2' Bury 1" Galvanized 50.5" 12.0
Inlet - 3/4" NPT in Heavy No-Lead Casting (# CNL7502 6 42367 10873 1 3/4" x 2' Bury 1" Galvanized 56.5" 13.0
Outlet - 3/4" No-Lead Hose Thread Adapter (>3 CNL7503 642367 10874 8 3/4" x 3' Bury 1" Galvanized 68.5" 15.0
Stainless Steel Operating Stem Thru Packing @ CNL7504 6 42367 10875 5 3/4" x 4' Bury 1" Galvanized 80.5" 17.0
Self-Lubricating Plunger (% CNL7505 642367 10881 6 3/4" x 5' Bury 1" Galvanized 92.5" 19.0
No-Lead Brass Valve Bod (*% CNL7506 6 42367 10882 3 3/4" x 6' Bury 1" Galvanized 104.5" 21.0
. - i y (% CNL7507 6 42367 10883 0 3/4" x 7' Bury 1" Galvanized 116.5" 23.0
1" Galvanized Stand Pipe (9 CNL7508 642367109042  3/4"x 8 Bury  1"Galvanized 1285"  25.0
3/8" Operating Rod (% ONL7510 642367109059 3/4"x10'Bury 1" Galvanized 152.5"  29.0
C-1000 3/4" Flow Rates
WATER
SYSTEM GALLONS PER MINUTE (GPM)
LESSURE
0] 5]10]15]20]25[30[35[40]45[50
20 PSI 18 GPM @ 20 PSI
3opsi 23 GPM @ 30 PSI
40Ppsl 27 GPM @ 40 PSI
eopsI 32 GPM @ 60 PSI
8opsl 37 GPM @ 80 PSI C-1000
100 PSI 42 GPM @ 100 PSI Standard
NOTE: Most common 1/2 hp submersible pumps output is 10GPM.

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Form No. 2004.8
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o WMe=RRIL L

MANUFACTURING

A Lead

ehotead  G-1000 HIGH CAPACITY SERIES
HIGH CAPACITY 1" INLET C-1000
SPECIFICATIONS FROST PROOF YARD HYDRANTS
ngh capacity Order UPC Bar Pipe f.)onnection Pi.pe Overall | Approx.
> No. Code (Qty. 1) X Pipe Depth Size Length | Wt./Lbs.
1" C-1000(c) c101 642367 113100 1"x1 Bury 1" Galanized 445" 110
Inlet - 1" NPT in Heavy Casting N\, C10i5 642367113117  1"x1-1/2'Bury 1" Galvanized 50.5" 12.0
Outlet - 3/4" Hose Thread Adapter C102 6 42367 11312 4 1" x 2' Bury 1" Galvanized 56.5" 13.0
Stainless Steel Operating Stem Thru Packing C103 6 42367 11313 1 1" x 3' Bury 1" Galvanized 68.5" 15.0
Self-Lubricating Plunger ci04 6 42367 11314 8 1" x 4' Bury 1" Galvanized 80.5" 17.0
1" Galvanized Stand Pipe C105 642367 11315 5 1" x 5' Bury 1" Galvanized 92.5" 19.0
3/8" Operating Rod c1i06 6 42367 11316 2 1" x 6' Bury 1" Galvan?zed 104.5" 21.0
C107 642367 11317 9 1" x 7' Bury 1" Galvanized 116.5" 23.0
ci08 6 42367 11318 6 1" x 8' Bury 1" Galvanized 128.5" 25.0
A\ cii0 6 42367 11319 3 1" x 10' Bury 1" Galvanized 152.5"  29.0

SPECIFICATIONS
High Capacity Stainless Steel

HIGH CAPACITY STAINLESS STEEL 1" INLET CSS-1000
FROST PROOF YARD HYDRANTS

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

" _ Order UPC Bar Pipe Connection Pipe Overall | Approx.
Inlet - 1" NF-:!-I' . csssl’ 120?(:(0‘_38) No. Code (Qty. 1) X Pipe Depth Size Length |Wt./Lbs.
niet - I"NPT In Stainless Steel Casting (4 CSS101 642367442682  1'x 1'Bury 1" Stainless Steel 445"  12.0
Outlet - 3/4" No-Lead Hose Thread Adapter (% ©SS102 642367442699  1"x2'Bury  1"Stainless Steel 565" 143
Stainless Steel Operating Stem Thru Packing (& ©SS103 642367442705 1"x3'Bury 1" Stainless Steel  68.5"  16.7
Self-Lubricating Plunger (% CSS104 6 42367 44271 2 1" x 4' Bury 1" Stainless Steel  80.5" 19.0
304 Stainless Steel Valve Body (=3 CSS105 6 42367 44272 9 1" x 5' Bury 1" Stainless Steel  92.5" 21.3
1" Stainless Steel Stand Pipe (% CSS106 6 42367 44273 6 1" x 6' Bury 1" Stainless Steel 104.5" 23.7
3/8" Stainless Steel Operating Rod (= CSS107 6 42367 44274 3 1" x 7' Bury 1" Stainless Steel  116.5" 26.0
(= €SS108 6 42367 442750 1" x 8' Bury 1" Stainless Steel 128.5" 28.3
(3 CSS110 6 42367 44276 7 1"x 10'Bury 1" Stainless Steel 152.5" 33.0
NO-LEAD HIGH CAPACITY 1" INLET CNL-1000
SPECIFICATIONS FROST PROOF YARD HYDRANTS
: . Order UPC Bar Pipe Connection Pipe Overall | Approx.
No I:ead ngh Capaclty No. Code (Qty. 1) X Pipe Depth Size Length |Wt./Lbs.
1" CNL-1000 (CNL) % CNL101 6 42367 42111 3 1" x 1' Bury 1" Galvanized 445"  11.0
Inlet - 1" NPT in Heavy No-Lead Casting 5 CNL1015 642367421120 1"x1-1/2'Bury 1" Galvanized 50.5" 12.0
Outlet - 3/4" No-Lead Hose Thread Adapter (% CNL102 6 42367 42043 7 1" x 2' Bury 1" Galvanized 56.5" 13.0
Stainless Steel Operating Stem Thru Packing («% CNL103 6 42367 42042 0 1" x 3' Bury 1" Galvanized 68.5" 15.0
Self-Lubricating Plunger (4 CNL104 6 42367 42044 4 1" x 4' Bury 1" Galvanized 80.5" 17.0
No-Lead Brass Valve Body % CNL105 6 42367 42045 1 1" x 5' Bury 1" Galvanized ~ 925"  19.0
. . (% CNL106 6 42367 42113 7 1" x 6' Bury 1" Galvanized 104.5" 21.0
1" Gal d Stand P .
o Zva”'zt_e Raz 'pe (% ONL107 642367421144  1"x 7' Bury 1" Galvanized  116.5"  23.0
perating ko % CNL108 6 42367 42115 1 1" x 8' Bury 1" Galvanized  128.5"  25.0
% CNL110 6 42367 42116 8 1" x 10' Bury 1" Galvanized 152.5" 29.0
C-1000 1" Flow Rates
'WATER
SYSTEM GALLONS PER MINUTE (GPM)
PRESSURE
0] 5 [10]15]20 |25 |30 ]35[40]45]50]55
10 PSI 12 GPM @ 10 PSI
20 PSI 18 GPM @ 20 PSI
30 PsSI 24 GPM @ 30 PSI
40 PSI 30 GPM @ 40 PSI
60 PSI 38 GPM @ 60 PSI C-1000
80 PSI 45 GPM @ 80 PSI .
100 PSI 51 GPM @ 100 PSI ngh
NOTE: Most common 1/2 hp submersible pumps output is 10GPM. Capacity
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C-1000 PARTS

OM=RRILL (-

MANUFACTURING
@ No-Lead «» CA. Certified

PARTS KIT “CP” CONTAINS

PARTS KIT “CF” CONTAINS PARTS KIT “C” CONTAINS

Description | | Qty. |Par‘t No.

Hydrants Available with Optional
No-Lead Vacuum Breakers

3/4" Hose
No-Lead Brass Finish
AUTOMATIC DRAIN - No-Lead

+*BVBADNL75

(=3BVBNL75M 3/4" Hose
No-Lead Brass Finish
MANUAL DRAIN - No-Lead
BVBADNL75
Code Approved
and Marked
No-Lead
NSF
ASSE-1011 BVBNL75M
UPC (':odz| Appr;(m:'ed
and Marke:
CSAB64.2.2 No-Lead
ASSE-1011
UPC
CSAB64.2.2
BVBADNL75 BVBNL75M

| Qty. | Part No. Description | | Qty. | Part No. | Description
] 1 G-35 Valve Stem Packing & 1 Pr. G-20 Draw Straps 3 Pr. G-20 Draw Straps
%] 1 A-115 Plunger GG 1 G-25  Pivot Connector & Nuts &4 2 G-25  Pivot Connector & Nuts
w1 A-250 Silicone Lube @& 1 G-30 Packing Nut @ 3 G-30 Packing Nut
“ 1  ORI1O O-Ring @l 1 G-35  Valve Stem Packing & 3 G-35  Valve Stem Packing
ORDER NO. PKCP e 1 A-115 Plunger @ 1 G-45 Stainless Steel Rod
& Upc Bar Code (Q. 1) e 1 OR110 O-Ring @ 3 P-50 Rod Connector
642367 06513 3
@ ORDERNO. PKCF @ 3 A-115 Plunger
UPC Bar Code (Qty. 1) G5 5 OR110 O-Ring

6 42367 02216 7
ORDER NO. PKC
UPC Bar Code (Qty. 1)
642367 022150

1) C-1000 Yard Hydrants are packaged 12 per master bundle or 4 per box.

2) Hydrants available with optional No-Lead Bronze or Stainless Steel
Hydrant Ells or Tees. Include number (i.e. RBHENL1000) after Order No.

+*RBHENL75 No-Lead 3/4" NPT x 3/4" Plastic Pipe Elbow
+RBHENL100 No-Lead 3/4" NPT x 1" Plastic Pipe Elbow
+»RBHENL1000 No-Lead 1" NPT x 1" Plastic Pipe Elbow

+* SSHE75 Stainless Steel 3/4" NPT x 3/4" Plastic Pipe Elbow
+$* SSHE100 Stainless Steel 3/4" NPT x 1" Plastic Pipe Elbow
**RBHTNL75 No-Lead 3/4" NPT x 3/4" Plastic Pipe Tee
#*RBHTNL7510 No-Lead 3/4" NPT x 1" Plastic Pipe Tee
**RBHTNL1000 No-Lead 1" NPT x 1" Plastic Pipe Tee

+* SSHT75 Stainless Steel 3/4" NPT x 3/4" Plastic Pipe Tee
#* SSHT7510 Stainless Steel 3/4" NPT x 1" Plastic Pipe Tee

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Form No. 2004.2:
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OM=ERRILL ..

MANUFACTURING

@ No-Lead <« CA. Certified C' 1000 P ARTS
P-15 -
Standard \ — 7620 High Capacity
Model A G-25§ Model
ANL-:I.\ _G-30
_—ORi110
_— G-35
N P11 648
N\
“NnNL-e G-6 _ P50
GNL-6 P-60
/ B-60 P-56
A-40 ASS-40 /856 R RSS-40
ANL-40\ " \
/A-115
C-1000 3/4" SIZE PARTS LIST C-1000 1" SIZE PARTS LIST
Part UPC Bar Part UPC Bar
No. Code (Qty. 1) | Part Description No. Code (Qty. 1) | Part Description
A\ A1 6 42367 00715 7 Head Casting Includes G-6 & G-35 /AN A1 6 42367 00715 7 Head Casting Includes G-6 & G-35
(% ANL-1 6 42367 11064 2 No-Lead Head Casting Includes GNL-6,G-35 % ANL-1 6 42367 11064 2 No-Lead Head Casting Includes GNL-6,G-35
/\ G-6 642367 01543 5 Hose Thread Adapter MNace 6 42367 01543 5 Hose Thread Adapter
% NL-6 6 42367 10876 2 Nylon Hose Thread Adapter (4 NL-6 6 42367 10876 2 Nylon Hose Thread Adapter
% GNL-6 6 42367 41048 3 No-Lead Hose Thread Adapter (4 GNL-6 6 42367 41048 3 No-Lead Hose Thread Adapter
(e P-11 6 42367 09296 2 Lever Casting % p-11 642367 09296 2 Lever Casting
@ P-15 6 42367 01985 3 Lever Bolt & Nut @ P-15 6 42367 01985 3 Lever Bolt & Nut
=% G-20 6 42367 01514 5 Draw Straps (Per Pr.) (% G-20 6 42367 01514 5 Draw Straps (Per Pr.)
% G-25 6 42367 01515 2 Pivot Connector & Nuts (% G-25 6 42367 01515 2 Pivot Connector & Nuts
% G-30 6 42367 01522 0 Packing Nut % G-30 642367 01522 0 Packing Nut
(% OR110 642367 09120 0 O-Ring (% OR110 642367 09120 0 O-Ring
(% G-85 6 42367 01523 7 Valve Stem Packing (% G-85 6 42367 01523 7 Valve Stem Packing
A\ A-40 6 42367 00723 2 3/4" Valve Body /\ R-40 6 42367 11309 4 1" Valve Body
o ANL-40 642367 10901 1 3/4" No-Lead Valve Body +¢ BNL-40 642367 417802 1" No-Lead Valve Body
(5 ASS-40 642367 44084 8 No-Lead Stainless Steel Valve Body (=5 RSS-40 642367 43948 4 No-Lead Stainless Steel Valve Body
3 G-45 6 42367 01531 2 Stainless Steel Stem (5 G-45 642367 01531 2 Stainless Steel Stem
=% P-50 642367 01994 5 Steel Rod Connector (5 P-50 6 42367 01994 5 Steel Rod Connector
(=5 P-56 3/8" Operating Rod (= P-56 3/8" Operating Rod
(= B-56 3/8" Stainless Steel Operating Rod (5 B-56 3/8" Stainless Steel Operating Rod
4% P-60 1" No-Lead Galvanized Pipe (=5 P-60 1" No-Lead Galvanized Pipe
3 B-60 1" Stainless Steel Pipe (5 B-60 1" Stainless Steel Pipe
@ A-115 6 42367 00717 1 Plunger @ A-115 6 42367 00717 1 Plunger
& A-1241 6 42367 00720 1 Head Assembly & A-i21 6 42367 00720 1 Head Assembly
Parts No. A-1, G-6, 20, 25, 30, 35, Parts No. A-1, G-6, 20, 25, 30, 35,
45, OR110, P-11, P-15, P-50 45, OR110, P-11, P-15, P-50
(% ANL-121 6 42367 10902 8 No-Lead Head Assembly (% ANL-121 642367 10902 8 No-Lead Head Assembly
Parts No. ANL-1, GNL-6, OR110, G-20, Parts No. ANL-1, GNL-6, OR110, G-20,
25, 30, 35, 45, P-11, P-15, P-50 25, 30, 35, 45, P-11, P-15, P-50
% A-250 6 42367 07720 4 Container of Silicone Lube (=% A-250 6 42367 07720 4 Container of Silicone Lube
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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NEW All-weather

J M_QRILL Powder-Coat Finish
OM=RRILL % 9@ %

R-6000 & RNL-6000 HIGH CAPACITY SERIES

Industries Best - 75 years

FROST PROOF YARD HYDRANT Proven Performen
FEATURES/BENEFITS

(1) ALL-WEATHER POWDER-COAT FINISH HEAVY CAST IRON

Merrill R-6000/RNL-6000 Series
Frost Proof Yard Hydrant

HEAD with full flow design Gives year 'round Water Service,
BENEFIT: Stands up to abuse and has high flow rate Drains Below Frost Line When Shut Off, and
features a Powder Coated Head which
(2) DRAW STRAPS are made of 1040 hot rolled steel which is much enhances resistance to corrosion,

harder (Brinell 175/200) and stronger, greatly reduces wear of
straps and eliminates side pull on operating rod.
BENEFIT: Longest operating life.

UV and abrasion.

(8) ALL-WEATHER POWDER-COAT FINISH HEAVY CAST IRON ‘
HANDLE
BENEFIT: Easy to grip and longer life

(4) ROCKER ARM AND OPERATING ROD WITH TWO NUTS /G>
provides simple positive adjustment and eliminates
unreliable set screws used by other companies.
BENEFIT: Adjustable for years, not like rusting set screw.

®
(6) EASY TO ADJUST stainless steel operating stem
BENEFIT: Longest life - Quality material
Hydrant
(6) PACKING GLAND WITH PACKING stands about
34" above

BENEFIT: Non-corrosive packing gland with longest
lasting packing - A better quality packing than used by

others.
(7) EASY PLUNGER REPLACEMENT by removing packing gland

and lifting out plunger thru head assembly - No need to unscrew /@
head from riser pipe

BENEFIT: Quick plunger replacement e

ground level

(8) SCHEDULE 40 GALVANIZED RISER PIPE OR STAINLESS STEEL

BENEFIT: Long lasting riser pipe
9 9 PP Stainless Steel
(9) 1" VALVE INLET SIZE Pipe, Rod, and
BENEFIT: Easy installation and better flow rate Valve Body
Available
(10) ONE PIECE MOLDED PLUNGER WITH LUBRICANT uses double "
seal design to assure positive shut-off even when foreign _—————
particles are present. Plunger positively opens drain to prevent Ground Level A
freezing, and positively closes drain even at slow flow rates.
BENEFIT: Economical design that still closes drain hole
before flow starts. /@ Hydrant bury
depth
(11) LONG LIFE PLUNGER is molded with ethylene propylene or depth water
material that is self-lubricating and will not bond to valve body lines are buried
like rubber plunger used by other companies. underground
BENEFIT: Longest operating life in one piece design. @
(12) DOUBLE BYPASS VALVE BODY provides a large volume of @
water and the time-proven design used for over seventy-five @/
years.
BENEFIT: High water flow with economical design.
(13) HEAVY-DUTY SOLID BRASS OR NO-LEAD BRASS HOSE SPECIFICATIONS
ADAPTER threaded for standard 3/4" hose coupling. R-6000/RNL-6000 Series Yard Hydrant
BENEFIT: Standard hose fitting readily available. Inlet - 1" NPT Heavy Cast Iron Head
Outlet - 3/4" Hose Thread Adapter ~ Heavy Cast Valve Body
Stainless Steel Operating Stem with two flow ways
Packing Molded Rubber Plunger made of
Hydrant Ells-Tees 1" Galvanized Pipe self-lubricating material
(Optional)
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@ No-Lead

MeERrRRILL

MANUFACTURING

A\ Lead

R-6000 & RNL-6000 HIGH CAPACITY SERIES

-23-

NOTE: The length of hydrant you need depends on
the depth the water lines are buried in your area. HIGH CAPACITY R-6000
If water lines are buried 4' you need the R104 - 4' FROS_T PROOF HYDRANTS
bury below ground with 34" above ground or 6' - Order UPC Bar Pipe 9onnectlon Pl_pe Overall | Approx.
9-1/2". No. Code (Oty. 1) x Pipe Depth Size Length |Wt./Lbs.
% R1i01 6 42367 11763 4 1" x 1' Bury 1" Galvanized 46.5" 135
SPECIFICATIONS N\ R1015 642367117641  1"x1-1/2'Bury 1" Galvanized  52.5" 145
: = R102 6 42367 11765 8 1" x 2' Bury 1" Galvanized 58.5" 15.5
ngh Capamty % R103 6 42367 11766 5 1" x 3' Bury 1" Galvanized 70.5" 17.5
1"R-6000 (R) /\ Rioa 6 42367 11767 2 1" x 4' Bury 1" Galvanized  82.5" 19.5
Inlet - 1" NPT in Heavy Casting A R105 6 42367 11768 9 1" x 5' Bury 1" Galvanized 94.5" 21.5
Outlet - 3/4" Hose Thread Adapter R106 6 42367 11769 6 1" x 6' Bury 1" Galvanized  106.5" 23.5
Stainless Steel Operating Stem Thru Packing R107 6 42367 11770 2 1"x 7' Bury 1" GaIVan?Zed 117.5" 25.5
Self-Lubricating Plunger X R108 642367 117719 1 X 8"Bury 1 Ga:van!zed 130.5: 27.5
1" Galvanized Stand Pipe R110 6 42367 11772 6 1" x 10' Bury 1" Galvanized  154.5 315
3/8" Operating Rod
HIGH CAPACITY STAINLESS STEEL RNLSS-6000
FROST PROOF HYDRANTS
SPECIFICATIONS Order UPC Bar Pipe Connection Pipe Overall | Approx.
- : No. Code (Oty. 1) x Pipe Depth Size Length |Wt./Lbs.
ng.h Capacity G% RNLSS101 642367443085  1'x 1 Bury 1" Stainless Steel 465" 135
Stainless Steel % RNLSS1015 642367443002 1" x 1-1/2' Bury 1" Stainless Steel 525"  14.5
" - 4 RNLSS102 6 42367 44310 8 1"x 2'Bury 1" Stainless Steel 58.5" 15.5
1.. RN-LSS 6000 (RNLSS) (% RNLSS103 6 42367 443115 1"x 3'Bury 1" Stainless Steel 70.5" 17.5
Inlet - 1" NPT in Heavy No-Lead Casting ;
Outlet - 3/4" No-Lead H Thread Adant 6 RNLSS104 642367 443122 1"x 4'Bury 1" Stainless Steel 82.5" 19.5
utiet - o-Lead Hose Thread Adapter (% RNLSS105 642367 443139 1"x5' Bury 1" Stainless Steel 94.5" 215
Stainless Steel Operating Stem Thru Packing % RNLSS106 6 42367 44314 6 1"x 6'Bury 1" Stainless Steel 106.5"  23.5
Self-Lubricating Plunger (% RNLSS107 642367 44315 3 1"x7'Bury 1" Stainless Steel 117.5" 255
304 Stainless Steel Valve Body (>3 RNLSS108 6 42367 443160 1"x 8 Bury 1" Stainless Steel 130.5" 27.5
1" Stainless Steel Stand Pipe % RNLSS110 642367 44317 7 1" x 10'Bury 1" Stainless Steel 154.5" 315
3/8" Stainless Steel Operating Rod
NO-LEAD HIGH CAPACITY RNL-6000
FROST PROOF HYDRANTS
SPECIFICATIONS Order UPC Bar Pipe Connection Pipe Overall |Approx.
No-l_ead High Capacity No. Code (Oty. 1) x Pipe Depth Size Length Wt./Lbs.
" % RNL101 642367 41781 9 1" x 1' Bury 1" Galvanized  46.5" 135
1" BRNL-6000 (RNL) 3 RNL1015 642367417901 1"'x1-1/2'Bury 1"Galvanized 525" 145
Inlet - 1" NPT in Heavy No-Lead Casting % RNL102 642367417826 1" x 2' Bury 1" Galvanized 585" 155
Outlet - 3/4" No-Lead Hose Thread Adapter % RNL103 642367417833 1" x 3' Bury 1" Galvanized  70.5" 17.5
Stainless Steel Operating Stem Thru Packing 3 RNL104 6 42367 41784 0 1" x 4' Bury 1" Galvanized 82.5" 19.5
Self-Lubricating Plunger % RNL105 6 42367 41785 7 1" x 5' Bury 1" Galvanized 94.5" 215
No-Lead Valve Body % RNL106 6 42367 41786 4 1" x 6' Bury 1" Galvanized  106.5" 23.5
1" Galvanized Stand Pipe % RNL107 642367 41787 1 1 X 7: Bury 1 Galvan?zed 117.5"" 255
3/8" Operating Rod (% RNL108 6 42367 41788 8 1" x 8' Bury 1" Galvanized  130.5 27.5
perating 5 RNL110 642367417895  1"x10'Bury 1" Galvanized 1545" 315
R-6000/RNL-6000 Hydrant Flow Rates
b GALLONS PER MINUTE (GPM)
0] 5]10]15]20|25|30[35[40]45]50]55
20PsI | 20 GPM @ 20 PSI
30PSI 25 GPM @ 30 PSI
40 PSI 30 GPM @ 40 PSI
60 PsI 40 GPM @ 60 PSI
8opsl 48 GPM @ 80 PSI Stainless Steel No-Lead
100 PSI 53 GPM @ 100 PSI Model Model
NOTE: Most common 1/2 hp submersible pump output is 10GPM.
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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& No-Lead

% CA. Certified

R-6000 & RNL-6000 HIGH CAPACITY PARTS

PARTS LIST 11390 11535
& 11383
Pant UPC Bar R4 \ /&1:13::3
No. Code (Qty. 1) Part Description
3 RNL-1 6 42367 45218 6 Head Casting (Includes G-35) \
(4 11585 642367110147 Rocker Arm RNL-1 ~ R.20
=% 12482 6 42367 110154  Lever Arm ~
A G6 6 42367 11756 6 Hose Thread Adapter —_—
4 GNL-6 6 42367 41048 3  No-Lead Hose Thread Adapter G-45
=% R-20 6 42367 11757 3  Draw Straps (Per Pr.)
% G-25A 6 42367 117740  3/8" Jam Nut 14388
% 8/8washenr6 42367 117733  3/8" Washer (2 each) \
9 G-45 6 42367 11758 0  Stainless Steel Operating Stem R-15
/A R-40 6 42367 11759 7  Brass Valve Body G-6/GNL-6
#* RNL-40 642367417802 No-Lead Valve Body
% RSS-40 64236743948 4 No-Lead Stainless Steel Valve Body
@ G-30 642367 01522 0  Packing Nut P-60/B-60
3 OR110 642367 091200 O-Ring
3 G-35 642367 01523 7 Valve Stem Packing
A R-31 6 42367 117603 Packing Gland
(% OR215 6 42367 094614 O-Ring \
(% P-50 6 42367 01994 5 Steel Rod Connector R-40/RNL-40 12482
4 R-56 3/8" Operating Rod RSS-40
(% RSS-56 3/8" Stainless Steel Operating Rod
% P-60 1" No-Lead Galvanized Pipe
(% B-60 1" Stainless Steel Pipe
(% 11390 6 42367 11098 7  Pivot Pin (2 each)
¢4 R-15 6 42367 11776 4  Pivot Pin (1 each)
=% 11383 6 42367 11099 4  Retainer Clip (3 each)
% R-508 6 42367 11761 0 Sleeve
g A-115 6 42367 10212 8  Plunger / R-20
R-121 6 42367 117627 Complete Head Assembly g
G-6, RNL-1, R-31, 11390(2), 11535, R-20(2), G-25A(2), = 2°"-8 8W35he'<°3' 4
G-30, G-35, G-45, R-15, 12482, 11383(3), R-50S, P-50,
3/8washer(2), OR215, OR110
(% RNL-121 6 42367 424367 Complete No-Lead Head Assembly G30 ——M
GNL-6, RNL-1, R-31, 11390(2), 11535, R-20(2), -
G-25A(2), G-30, G-35, G-45, R-15, 12482, 11383(3), 09110/
R-50S, P-50, 3/8washer(2), OR215, OR110 G-35
/\ R-12iR 642367 126414 Complete Head Assembly Ritchie® Hydrants /
G-6, RNL-1, R-31, 11390(2), 11535, R-20(2), G-30, R-31
G-35, R-15, 12482, 11383(3), R-50S, 3/8washer(2), OR215 — 645
OR215, OR110 __—
5 RNL-121R 6 42367 44328 3 Complete No-Lead Head Assembly Ritchie® Hydrants
GNL-6, RNL-1, R-31, 11390(2), 11535, R-20(2), G-30, PARTS KIT CONTAINS
G-35, R-15, 12482, 11383(3), R-50S, 3/8washer(2), | Oty. |Pa|~t No. |
OR215, OR110 % 1 gr- 3/8R-20h P50
] washer -
_ _ _ _ @ 1 R50-S -
Hydrants available with optional Stainless Steel or No-Lead Bronze I 1 G-30
Hyc;lrant Elbows and Tees. Include number (i.e. SSHE100) after Order No. @ 1 G-35
. Stainless Steel o @ A115
0:0SSHE:I.00 3/4" NPT x 1" Plast!c P!pe Elbow & > G-25A
*.OSSHT7319(>) 3/4" NPT x 1" Plastic Pipe Tee & 1 OR110
No-Lead Bronze
#RBHENL100  3/4" NPT x 1" Plastic Pipe Elbow & u%gbsi? cl:\:)gé I(DQKRI; R-56/RSS-56
*%*RBHTNL7510 3/4" NPT x 1" Plastic Pipe Tee 6 42367 119292" )
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has A-115
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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YARD HYDRANT SLEEVE

TH E Concreting Around A Yard Hydrant

ANSWER neiiutain

Never Digging Up A Yard Hydrant Again

Fo R mum Universal For Any Yard Hydrant
Top Cap Mervrill Hydrant Sleeves
Order UPC Bar Code Inlet Size Overall Approx.
No. (Qty. 1) x Length Length Wt./Lbs.

(4 HS7501 6 42367 45532 3 3/4" x 1' Bury 17.5" 2.40

44 HS7502 6 42367 45533 0 3/4" x 2' Bury 29.5" 3.50

4 HS7508 6 42367 45534 7 3/4" x 3' Bury 41.5" 4.60

4 HS7504 6 42367 45535 4 3/4" x 4' Bury 53.5" 5.70

¢4 HS7505 6 42367 45536 1 3/4" x 5' Bury 65.6" 6.80

% HS7506 6 42367 45537 8 3/4" x 6' Bury 77.5" 7.90

3 HS7507 6 42367 45538 5 3/4" x 7' Bury 89.5" 9.10

% HS7508 6 42367 45539 2 3/4" x 8' Bury 101.5" 10.20

(< HS7510 6 42367 45540 8 3/4" x 10' Bury 125.5" 11.30

(i HS104 6 42367 45541 5 1" x 1' Bury 17.5" 2.70

G HS102 6 42367 45542 2 1" x 2' Bury 29.5" 3.80

2.1/2" (5 HS103 6 42367 45543 9 1" x 3' Bury 41.5" 4.90
PVC Pipe (4 HS104 6 42367 45544 6 1" x 4' Bury 53.5" 6.60
= HS105 6 42367 45545 3 1" x 5' Bury 65.5" 7.10

@ HS106 6 42367 45546 0 1" x 6' Bury 77.5" 8.20

(,:?s HS107 6 42367 45547 7 1" x 7' Bury 89.5" 9.40

= HS108 6 42367 45548 4 1" x 8' Bury 101.5" 10.5

(3 HS110 6 42367 45549 1 1" x 10" Bury 125.5" 11.6

NOTE: Top cap fits 1" galvanized pipe - check hydrant stand pipe
Merrill Hydrant Sleeve Panrts List

Order UPC Bar Code Panrts
No. (Qty. 1) Description
(i HSEL75 6 42367 45550 7 Stainless Steel Street Elbow
% HSTOP75 6 42367 45551 4 Molded Top Cap for 2-1/2" PVC
% HSCP75 6 42367 45552 1 Stainless Steel Hydrant Coupling
# HSC75 6 42367 45553 8 Stainless Steel Inlet Collar
Stainless 3 HSN100 6 42367 45554 5 Stainless Steel Inlet Nut
Steel Street % OR216 6 42367 42462 6 O-Ring on Hydrant Coupling
Elbow % OR4MS56 6 42367 45555 2 O-Ring on Top Cap
(% HS2.5PIPE 6 42367 45556 9 PVC 2-1/2" Sch. 40
(5 HSMC100 6 42367 45557 6 Stainless Steel 1" Merchant Coupling
WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov
WARNING: This product meets Federal
. USA Drinking Water requirements but has
Stainless Stainless Steel Stainless Steel not been specifically tested or approved
Steel Nut Collar Hydrant Coupling as no-lead in the State of California.
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MANUFACTURING

@

& No-Lead

M-2000 SERIES (ALL NO-LEAD)

* (@)

(2

*(3)

*(4)

*(5)

*(6)

@

8

*(9)

*(10)

(11)

*(12)

FROST PROOF YARD HYDRANT
FEATURES/BENEFITS

LEVER CONTROL operates by cam principle and pulls straight
on operating rod. Provides variable flow from trickle to full flow
without lock to hold lever.

BENEFIT: Variable flow with no lock that can rust in place.

DRAW STRAPS are made of 1040 hot rolled steel which is
much harder (Brinell 175/200) and stronger. Greatly reduces
wear of straps and eliminates side pull on operating rod.
BENEFIT: Longest operating life.

STAINLESS STEEL OPERATING STEM is ground and polished
and will not cut out packing and packing nut, like brass rod
used by other companies.

BENEFIT: Best material for operating life.

FIBER REINFORCED THERMOPLASTIC HEAD greatly reduces
breakage of brittle cast iron, eliminates machining, painting and
corrosion. Provides consistent, precise parts and a long life.
Made of Zytel® ST (supertough) by DuPont, one of the “World’s
Toughest Thermoplastic”

BENEFIT: Time proven design takes years of abuse.

NOZZLE ON HEAD has standard 3/4" hose thread molded on
the outside and has 3/8" NPT thread molded into the inside, or
an optional hose adapter is available.

BENEFIT: Standard hose fitting thread.

PIVOT CONNECTOR WITH TWO NUTS provides simple
positive adjustment and eliminates unreliable set screws used
by other companies.

BENEFIT: Adjustable for years, not like rusted in set screws.

GALVANIZED PIPE has no exposed threads subject to the
weather.
BENEFIT: No exposed steel on pipe to rust.

ONE PIECE PLUNGER uses double seal design to assure
positive shut-off even when foreign particles are present.
Plunger positively opens drain to prevent freezing, and
positively closes even at slow flow rates.

BENEFIT: Economical design that still opens and closes drain
hole.

LONG LIFE PLUNGER is molded with ethylene propylene
material that is self-lubricating and will not bond to brass
valve body like rubber plunger used by other companies.
BENEFIT: Longest operating life in one piece design.

HEAVY-DUTY CELCON® VALVE BODY eliminates corrosion in
any water condition and provides a long life. Celcon® has been
used in similar parts for over 40 years.

BENEFIT: High water flow with economical design.

LOCKING EYE on head and lever allows hydrant to be
padlocked shut when not in use.
BENEFIT: Protects from wasting of water.

SWIVEL PARTS permit withdrawal of moving parts without
digging up hydrant. Nothing in head assembly to disconnect or
adjust when removing, simply unscrew entire head assembly
from galvanized pipe and pull up valve stem with plunger for
inspection.

BENEFIT: Very simple repair easily done at ground level.

*EXCLUSIVE MERRILL QUALITY FEATURES

sinc® 798y

Merrill M-2000 Series Frost Proof
Yard Hydrant
Gives year 'round water service that drains
below the frost line when shut off.

Locking Eyelet
Padlock hole to
lock hydrant

— ©

A

Hydrant
stands about
32" above
ground level

IO

Notice:
Inside of nozzle
is 3/8" NPT \@
Ground Level

Hydrant bury depth
or depth water
lines are buried

underground

o

Merrill's MP7504 or 4' bury hydrant is 6' - 8' long,
4'is buried and 32" above ground.

SPECIFICATIONS
M-2000 Series Yard Hydrant
Zytel® ST Supertough Nylon Head
Celcon® Valve Body

Molded Rubber Plunger made of
self-lubricating material

Inlet - 3/4" NPT

Outlet - 3/4" Brass Hose Thread
Stainless Steel Operating Stem
Packing

1" Galvanized Pipe
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o . MANUFACTURING
s CA. Certified

M-2000 SERIES (»LL NO-LEAD)

FROST PROOF YARD HYDRANTS
STANDARD M-2000 HYDRANTS (NO-LEAD)

@ No-Lead

PARTS LIST — 7 %20

M-2000 Hydrant Flow Rates

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

P-15 G'25§ Order UPC Bar Pipe Connection Pipe Overall Approx
T~ No. Code (Oty. 1) x Pipe Depth Size Length | Wt./Lbs
P-1 _~PB-10 _~G-30 3 MP7501 642367 01930 3 3/4" x 1' Bury 1" Galv. 44" 8.0
\ ~_~ORi110 % MP75045 642367044602  3/4"x 1-1/2'Bury 1" Galv. 50" 9.0
G-35 G4 MP7502 642367019327  3/4"x2' Bury 1" Galv. 56" 10.0
/ G-45 G4 MP7508 642367 01934 1 3/4"x 3'Bury 1" Galv. 68" 12.0
/ @3 MP7504 642367 01936 5 3/4" x 4' Bury 1" Galv. 80" 14.0
% MP7505 642367 01938 9 3/4" x 5' Bury 1" Galv. 92" 16.0
\p_2 4 MP7506 642367 01940 2 3/4" x 6' Bury 1" Galv. 104" 18.0
P-50 4 MP7507 6 42367 01942 6 3/4" x 7' Bury 1" Galv. 116" 20.0
~ &% MP7508 6 42367 01944 0 3/4" x 8' Bury 1" Galv. 128" 22.0
HBA750 P-60 (% MP7510 642367 01946 4 3/4"x 10'Bury 1" Galv. 152" 25.0
/ P-56 M-2000 WITH HOSE ADAPTER
/ Order UPC Bar Pipe Connection Pipe Overall Approx.
No. Code (Oty. 1) x Pipe Depth Size Length Wt./Lbs.
3 MP7501A 6 42367 019310 3/4" x 1' Bury 1" Galv. 44" 8.0
% MP75015A 642367044596  3/4"x 1-1/2' Bury 1" Galv. 50" 9.0
/ ~ 3 MP7502A 642367 01933 4 3/4"x 2'Bury 1" Galv. 56" 10.0
P-40 P-115_ % MP7503A 642367 01935 8 3/4"x3' Bury 1" Galv. 68" 12.0
% MP7504A 642367 01937 2 3/4" x 4' Bury 1" Galv. 80" 14.0
Pant UPC Bar (% MP7505A 6 42367 01939 6 3/4"x 5 Bury 1" Galv. 92" 16.0
No. Code (Qty. 1) | Part Description (% MP7506A 642367 01941 9 3/4" x 6' Bury 1" Galv. 104" 18.0
@ P-1 642367 01978 5 Head @ MP7507A 642367 01943 3 3/4" x 7' Bury 1" Galv. 116" 20.0
(=5 P-2 642367 01988 4 Head Plug (% MP7508A 642367 01945 7 3/4" x 8' Bury 1" Galv. 128" 22.0
& HBA750 6 42367 016821 Hose Thread Adapter(optional)@ MP7510A 6 42367 05655 1 3/4" x 10" Bury 1" Galv. 152" 25.0
(3 PB-10 642367 45108 0 Lever Casting - Black NOTE: The length of hydrant you need depends on the depth the water lines are bur-
G4 P-15 6 42367 01985 3 Lever Bolt & Nut ied in your area. If water lines are buried 4' you need the MP7504 - 4' bury
(5 G-20 642367015145 Draw Straps (Per Pr.) below ground 32" above ground or 6'-8' total length.
(% G256 642367015152 Pivot Connector & Nuts PARTS KIT “MP” CONTAINS PARTS KIT “PF” CONTAINS PARTS KIT “B” CONTAINS
5 G830 642367015220 Packing Nut [_oty. [Partno. | [ oty. [partmo. | [ oty. [partno.
(% OR110 642367 091200 O-Ring 1 G-35 1Pr. G-20 &5 3Pr. G-20
(% G856 642367015237 Valve Stem Packing (] 1 P-115 ] 1 G-25 (% 2 G-25
(% P-40 642367019921 Valve Body e 1 A-250 ] 1 G-30 (] 3 G-30
(% G-45 642367015312 Stainless Steel Stem @ 1 OR110 %] 1 G-35 e 3 G-35
@ P-50 6 42367 01994 5 Steel Rod Connector ORDER NO. PKMP @ 1 P-115 @ 2 G-45
(5 P-60 1" Galvangd Pipe UPC Bar Code Qty. 1) (=) 1 OR110 (% 3 P-50
(43 P-56 3/8" Operating Rod 6 42367 08819 4 ORDER NO. PKPF 3 P-115
(% P-115 642367019822 Plunger &3 Upc Bar Code (Qty. 1) (% 3 OR110
(=% P-120 642367019846 Head Assembly 64236702217 4 ORDER NO. PKB
Parts No. P-1, 2, PB-10, P-15, UPC Bar Code (Qty. 1)
50, G-20, 25, 30, 35, 45,0R110 64236702214 3
@ A-250 642367 077204 Container of Silicone Lube

1) M-2000 Yard Hydrants packaged 12 per master bundle.

2) Hydrants available with optional Stainless Steel or
No-Lead Bronze Hydrant Elbows and Tees.
Include number (i.e. SSHE75) after Order No.
Stainless Steel

+%» SSHE75 3/4" NPT x 3/4" Plastic Pipe Elbow
+% SSHE100 3/4" NPT x 1" Plastic Pipe Elbow
+»SSHT75 3/4" NPT x 3/4" Plastic Pipe Tee
+%» SSHT7510 3/4" NPT x 1" Plastic Pipe Tee
No-Lead Bronze
+%*RBHENL75 3/4" NPT x 3/4" Plastic Pipe Elbow
+»RBHENL100  3/4" NPT x 1" Plastic Pipe Elbow BVBADNL75
+%*RBHTNL75 3/4" NPT x 3/4" Plastic Pipe Tee Code Approved
+»RBHTNL7510 3/4" NPT x 1" Plastic Pipe Tee anﬁ lvll_arl:jed
0-Leal
HYDRANTS AVAILABLE WITH OPTIONAL NSF
No-Lead Brass Vacuum Breakers Assuiéon
CSAB64.2.2

+«»BVBADNL75 3/4" Hose - No-Lead Brass -
AUTOMATIC DRAIN

(=BVBNL75M  3/4" Hose - No-Lead Brass Finish - MANUAL DRAIN

BVBNL75M
Code Approved
and Marked
No-Lead
ASSE-1011
UPC
CSAB64.2.2
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MANUFACTURING

E-5000 SERIES

NEW All-Weather
Powder-Coat Finish

k9@ %

"The Best of Both Worlds-Quality and Price"

FROST PROOF YARD HYDRANT
FEATURES/BENEFITS

* (1) ALL-WEATHER POWDER-COAT FINISH LEVER CONTROL
operates by cam principle and pulls straight up on operating rod.
Provides variable flow from trickle to full flow without lock to hold
lever.

BENEFIT: Variable flow with no lock that rusts in place.

(2) DRAW STRAPS are made of 1040 hot rolled steel which is much
harder (Brinell 175/200) and stronger. Greatly reduces wear of
straps and eliminates side pull on operating rod.

BENEFIT: Longest operating life.

(8) OPERATING ROD has smooth galvanized surface for maximum
packing life.
BENEFIT: Longer service life of seal around rod.

(4) HEAVY-DUTY SOLID BRASS OR NO-LEAD BRASS HOSE
ADAPTER threaded for standard 3/4" hose coupling.
BENEFIT: Standard hose fitting readily available.

(5) ALL-WEATHER POWDER-COAT FINISH HEAVY CAST IRON
HEAD with the same design Merrill has used for over seventy-five
years.

BENEFIT: Time-proven design takes years of abuse.

*(6) PIVOT CONNECTOR a 1/4" hex head bolt provides simple
positive adjustment and eliminates unreliable set screw used by
other companies.

BENEFIT: Adjustable for years, not like rusting set screw.

(7) TOUGH PACKING GLAND for easy plunger removal.
BENEFIT: Less time for plunger replacement.
Option: Metal packing gland available in EM-Series.

(8) NO-LEAD GALVANIZED PIPE has no exposed threads subject
to the weather.
BENEFIT: No exposed steel on pipe to rust.

(9) ONE PIECE PLUNGER uses double seal design to assure
positive shut-off even when foreign particles are present. Plunger
positively opens drain to prevent freezing, and positively closes
even at slow flow rates.
BENEFIT: Economical design that still closes drain hole.

*(10) LONG LIFE PLUNGER is molded with ethylene propylene material
that is self-lubricating and will not bond to brass or no-lead brass
valve body like rubber plunger used by other companies.
BENEFIT: Longest operating life in one piece design.

(11) DOUBLE BYPASS VALVE BODY provides a large volume
of water and the time-proven design used for over seventy years.
BENEFIT: High water flow with economical design.

(12) LOCKING EYE on head and lever allows hydrant to be
padlocked shut when not in use.
BENEFIT: Protects from waste of water.

* (18) SIMPLEST HYDRANT TO SERVICE no need to dig up hydrant
to inspect plunger. Shut off water supply. Remove lever handle,
loosen packing gland in head casting and pull up rod with plunger,
or simply unscrew head and pull out rod and plunger.
BENEFIT: Very simple repair, easily done at ground level.

* EXCLUSIVE MERRILL QUALITY FEATURES
NOTE: If hydrant is to be used in a high pressure application, please
contact the factory.

D e 199

< swes 1993 |

Mervrill E-5000 Series Yard Hydrant
Gives year 'round Water Service,
Drains Below Frost Line When Shut Off, and
features a Powder Coated Head which
enhances resistance to corrosion,

UV and abrasion.

o

Locking Eyelet
Padlock hole to
lock hydrant

Optional
Metal Packing
Gland and
Packing Nut
EM-5000 Series

Hydrant stands
about 28" above
ground level

N
BVBADNL75
(Optional)
Code Approved and Marked
No-Lead
NSF
ASSE-1011
UPC
CSAB64.2.2

Ground

N W/

>

Level

Hydrant bury depth
or depth of water

lines are buried
e /@ underground
19
Hydrant Ells-Tees
(Optional) RBHTNL RBHENL

Merrill E7504 or 4' Bury Hydrant is about
6'-3-1/2" long, 4' is buried and 28" above ground.

SPECIFICATIONS
E-5000/ENL-5000 Series
Inlet - 3/4" NPT in Casting Graphite Packing
Outlet - 3/4" Hose Thread Adapter 1" Galvanized Pipe
Brass or No-Lead Brass and Molded Rubber Plunger made of
self-lubricating material

-28-
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 OMERRILL

MANUFACTURING

E-5000/ENL-5000 & EM-5000/EMNL-5000 SERIES

E-5000 HYDRANTS

Order UPC Bar Pipe Connection Pipe Overall | Approx.
No. Code (Qty. 1) x Pipe Depth Size Length | Wt./Lbs.
& E7501 6 42367 05423 6 3/4" x 1' Bury 1" Galv. 39.5" 9.5
& E75015 6 42367 05424 3 3/4" x 1-1/2' Bury 1" Galwv. 45.5" 10.5
& E7502 6 42367 05425 0 3/4" x 2' Bury 1" Galv. 51.5" 11.5
% E7503 642367 05426 7 3/4" x 3' Bury 1" Galv. 63.5" 12.5
E7504 642367 05427 4 3/4" x 4' Bury 1" Galv. 75.5" 13.5
& E7505 642367 05428 1 3/4" x 5' Bury 1" Galv. 87.5" 145
& E7506 6 42367 05429 8 3/4" x 6' Bury 1" Galv. 99.5" 15.5
% E7507 642367 05430 4 3/4" x 7' Bury 1" Galv. 111.5" 16.5
E-5000 and E7508 642367 05431 1 3/4" x 8' Bury 1" Galv. 123.5" 17.5
ENL-5000 & E7510 642367 05432 8 3/4" x 10" Bury 1" Galv. 147.5" 195
Series NOTE: The length of hydrant you need depends on the depth the water lines are buried in your area. If
water lines are buried 4' you need the E7504 - 4' bury below ground with 28" above ground or 6'-3-1/2"
total length.
ENL-5000 NO-LEAD HYDRANTS
Order UPC Bar Pipe Connection Pipe Overall | Approx.
No. Code (Oty. 1) X Pipe Depth Size Length | Wt./Lbs.
(> ENL7501 6 42367 41824 3 3/4" x 1' Bury 1" Galv. 39.5" 9.5
(% ENL7502 6 42367 418250 3/4" x 2' Bury 1"Galv. 51.5" 11.5
3 ENL7503 6 42367 41826 7 3/4" x 3' Bury 1" Galv. 63.5" 12.5
% ENL7504 642367 41827 4 3/4" x 4' Bury 1" Galv. 75.5" 135
3 ENL7505 642367 41828 1 3/4" x 5' Bury 1" Galv. 87.5" 14.5
% ENL7506 6 42367 41829 8 3/4" x 6' Bury 1" Galv. 99.5" 155
% ENL7507 642367 41830 4 3/4" x 7' Bury 1"Galv.  111.5" 16.5
% ENL7508 6 42367 41831 1 3/4" x 8' Bury 1" Galv. 123.5" 17.5
8 ENL7510 642367 418335 3/4" x 10" Bury 1" Galv. 147.5" 19.5
NOTE: The length of hydrant you need depends on the depth the water lines are buried in your area. If
water lines are buried 4' you need the ENL7504 - 4' bury below ground with 28" above ground or
6'-3-1/2" total length.
EM-5000 HYDRANTS *
Order UPC Bar Pipe Connection Pipe Overall | Approx.
No. Code (Qty. 1) x Pipe Depth Size Length | Wt./Lbs.
& EM7501 642367 11794 8 3/4" x 1' Bury 1" Galv. 39.5" 9.5
/L\ EM75015 642367 117955 3/4"x 1-1/2' Bury 1" Galv. 45.5" 10.5
EM-5000 and /\ EM7502 642367 11796 2 3/4" x 2' Bury 1" Galv. 51.5" 11.5
EMNL-5000 % EM7503 642367 11797 9 3/4" x 3' Bury 1" Galv. 63.5" 12.5
Series EM7504 642367 11798 6 3/4" x 4' Bury 1" Galv. 75.5" 135
/\ EM7505 642367 11799 3 3/4" x 5' Bury 1" Galv. 87.5" 14.5
& EM7506 6 42367 11800 6 3/4" x 6' Bury 1" Galv. 99.5" 15.5
EM7507 6 42367 11801 3 3/4" x 7' Bury 1" Galv. 111.5" 16.5
% EM7508 6 42367 11802 0 3/4" x 8' Bury 1" Galv. 123.5" 17.5
& EM7510 6 42367 11803 7 3/4" x 10" Bury 1" Galv. 147.5" 19.5
* with metal packing gland
EMNL-5000 NO-LEAD HYDRANTS *
Order UPC Bar Pipe Connection | Pipe Overall | Approx.
E-5000 Hydra nt Flow Rates No. Code (Qty. 1) x Pipe Depth Size Length | Wt./Lbs.
WATER SYSTEM EMNL7501 6 42367 41834 2 3/4" x 1' Bury 1" Galv. 39.5" 9.5
ERESSURE GALLONS PER WINUTE (6P % EMNL75045 6 42367 427740 3/4" x 1-1/2' Bury 1" Galv. 455" 10.5
0 |5 [1o 15 |20 |25 [30 [35 [40 [45 [50 G5 pmmi7502 642367418359  3/4"x2'Bury  1"Galv. 515" 11.5
20 Psl 15.4 GPM @ 20 PSI (% EMNL7503 6 42367 41836 6 3/4"x 3'Bury 1" Galv. 63.5" 12.5
30 PSI 18 GPM @ 30 PSI (=i EMNL7504 6 42367 41837 3 3/4" x 4' Bury 1" Galv. 75.5" 135
40 PSI 22 GPM @ 40 PSI (% EMNL7505 6 42367 41838 0 3/4" x 5' Bury 1" Galv. 87.5" 14.5
(= EMNL7506 6 42367 41839 7 3/4" x 6' Bury 1" Galv. 99.5" 155
60 PSI 27 GPM @ 60 PSI m ' " "
(= EMNL7507 6 42367 41840 3 3/4" x 7' Bury 1" Galv. 111.5 16.5
80 PSI 32 GPM @ 80 PSI G4 EMNL7508 642367418410  3/4"x 8 Bury  1"Galv.  123.5" 17.5
100 PSI 36 GPM @ 100 PSI (= EMNL7510 6 42367 41842 7 3/4"x 10'Bury 1" Galv. 147.5" 19.5
NOTE: Most common 1/2 hp submersible pumps output is 10 GPM * with metal packing gland

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or

other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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E_5ooo PARTS @ No-Lead < CA. Certified

E-5000 & EM-5000 & PARTS LIST
PARTS ENL-5000 EMNL-5000 Part UPG Bar
G-20 G-20 No. Code (Qty. 1) | Part Description
LIST — A\ B4t 6 42367 05480 9 Head Casting (Includes G-6)
(5 BNL-AT 6 42367 42437 4 No-Lead Head Casting(Includes GNL-6)
P-15 (4 C-5 6 42367 03308 8 Stainless Steel 1/4" Hex Head Bolt
/N a6 6 42367 015435 Hose Thread Adapter
B-1T/BNL-1T (% GNL-6 6 42367 41048 3 No-Lead Hose Thread Adapter
AN G4 P-10 642367 01979 2 Lever Casting
\ G5 / @ P-15 6 42367 019853 Lever Bolt & Nut
B-25 \030 ZPS (4 G20 6 42367 01514 5 Draw Straps (Per Pr.)
-30 4 B-25 6 42367 57695 2 Pivot Connector
\C / (4 C-30 6 42367 05369 7 Packing Nut
\ \c31-zPs (& c-a1 6 42367 05370 3 Packing Gland
C-31 (% C80-ZPS 642367 117412 Metal Packing Nut
P-10 / (4 ©31-ZPS 642367 117405 Metal Packing Gland
\ \OR 116 (% C-35 642367 05476 2 Valve Stem Packing
c-60 G4 OR116 642367054816 O-Ring Seal
G-6/GNL-6 / /\ c-aq0T 642367 10044 5 Valve Body
o CNL-40T 642367 416959 No-Lead Valve Body
(4 C-57 5/16" Operating Rod
(@ ©-60 1" No-Lead Galvanized Pipe
(4 C-115 6 42367 00974 8 Plunger
c-57 /\ B-121 6 42367 05484 7 Head Assembly Parts No.
C-40T/CNL-40T / \ B-1T, B-25, C-5, C-30, C-31, C-35,
G-6, G-20, OR116, P-10 & P-15
(5 BNL-121 642367 424381 No-Lead Head Assembly Parts No.
BNL-1T, B-25, C-5, C-30, C-31, C-35,
GNL-6, G-20, OR116, P-10 & P-15
/\ BM-121 642367423605 Head Assembly Parts No.
B-1T, B-25, C-5, C30-ZPS, C31-ZPS,
©-115 C-35, G-6, G-20, OR116, P-10 & P-15
/ (¢ BMNL-121 6 42367 42439 8 No-Lead Head Assembly Parts No.
BNL-1T, B-25, C-5, C30-ZPS,
PARTS KIT “E” PARTS KIT “EM” C31-ZPS, C-35, GNL-6, G-20,
[_oty. [ partno. oty |Partno. | OR116, P-10 & P-15
(3 4 C-5 ] 4 C-5 4 c-181 6 42367 09912 1 Packing Gland Assembly
@ 3Pr. G-20 GG 3Pr G-20 C-30, C-31, C-35, OR116
(%] 2 B-25 (4 2 B-25 @4 ©181-ZPS 642367 117771 Packing Gland Assembly
a3 C-30 W3 C30-ZPS C30-ZPS, C31-ZPS, C-35, OR116
% g O(;iiG % g Cg;]_zlzs i A-250 6 42367 07720 4 Container of Silicone Lube
@ 3 C-35 @ 3 c-35 PARTS KIT “EF PARTS KIT “EFM
% 3 C-115 @ 3 Cc-115 | Qty. Part No. | Qty. Part No.
ORDER NO. PKE ORDER NO. PKEM @8 1 C-5 @ 1 C-5
(% UPC Bar Code (Qty. 1) (4 UPC Bar Code (Qty. 1) G4 1Pr G-20 @4 1P G-20
6 42367 06111 1 6 42367 11804 4 (7] 1 B-25 [ 1 B-25
Hydrants available with optional No-Lead Bronze (] 1 C-30 G4 1 C30-ZPS
Hydrant Ells/Tees. Include number (i.e. RBHENL100) (7 1 C-31 (] 1 C31-ZPS
after Order No. (7%} i OR116 (] 1 OR116
(7% 1 C-35 @ 1 C-35
No-Lead Bronze Hydrant Ells/Tees (] 1 C-115 (] 1 C-115
RBHENL75, RBHENL100, RBHTNL75, RBHTNL7510 ORDER NO. PKEF ORDER NO. PKEFM
@ UPC Bar Code (Qty. 1) UPC Bar Code (Qty. 1)
BVBADNL75 6 42367 05793 0 642367 11805 1
Code Approved and Marked BVBNL75M
No-Lead Code Approved and Marked PARTS KIT “EP”
Hydrants available with optional No-Lead Vacuum Breakers ASSNES-';OM AggEL_el%dl ) | aty. | Part No.
BVBADNL75 and BVBNL75M uPC UPC @ 1 C-35
CSAB64.2.2 CSAB64.2.2 o 1 C-115
WARNING: This product can expose you to WARNING: This product meets Federal @ OI;DER NoAp?(Sé)p
lead, which is known to the State of USA Drinking Water requirements but has (% UPC Bar Code (Qty. 1)
California to cause cancer, birth defects or not been specifically tested or approved 6 42367 07721 1
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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oo B-7000 & BNL-7000 SERIES
FROST PROOF YARD HYDRANT Mervrill B-7000 and BNL-7000 Series
FEATURES/BENEFITS - Frost Proof Yard Hydl‘ant -
Gives year 'round water service that drains
(1) HEAVY CAST IRON HEAD simple "on" flow design below the frost line when shut off.
BENEFIT: Stands up to abuse, "on" design has higher flow. Patent No. US 8,408,238

(2) ONELIFTING STRAP simple ribbed design /
BENEFIT: Ribbed design greatly increases strength and centered / ‘.
single strap eliminates side pull.

(8) HEAVY CAST IRON HANDLE simple oversized design
BENEFIT: Very easy to operate, extra room for big hands.

(4) NO ADJUSTMENT NEEDED patented design eliminates need for
adjustment (CAUTION: do not push clamp on pipe down - will

damage plunger.)
BENEFIT: Design of plunger and valve body @
automatically adjusts itself - no field guess work.

(5) NO PACKING GLAND REQUIRED simple fool proof design
BENEFIT: No packing or packing gland to service - on site field

work very simple.

Hydrant

(6) EASY PLUNGER SEAL REPLACEMENT only loosen one bolt. \@ st:nds
BENEFIT: O-ring seals very easy to replace when lift out 23",‘, a‘:)":ve

plunger. ground

level

(7) 1" GALVANIZED RISER PIPE WITH PVC INNER PIPE
BENEFIT: Sch. 80 PVC inner pipe strong - @/
non-corrosive.

(8) 4" VALVE INLET SIZE
BENEFIT: Easy installation and better flow rate.

volume of water and time-proven design for over
seventy-five years.

BENEFIT: High water flow with economical patented
design.

(9) DOUBLE BYPASS VALVE BODY provides a large \

>

Ground Level
(10) HYDRANT LOCKING EYE @

(11) LEVER STRAP BOLT

(12) ONE PIECE PLUNGER ASSEMBLY

Hydrant
bury depth
or depth
water
lines are
buried

under-
ground

(13) HOSE THREAD FITTING
(14) LEVER PIVOT BOLT \@
(15) LEVER STRAP PIVOT CONTROL

NOTE: This model of hydrant

_ i . SPECIFICATIONS

_pequmes more time to drain B-7000 Series Yard Hydrant
itself. If you turn the hydrant Inlet - 1" NPT
back on when it is still draining, Outlet - 3/4" Hose Thread
water will come out outlet AND Heavy Cast Iron Head

. . n 1" Galvanized Pipe
drain hole. Hydrant is working Heavy Cast Brass or No-Lead Brass Valve Body
nor-mally. with two flow ways Patented Double Cyclinder Valve Body
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@@ No-Lead + CA. Certified

B-7000 & BNL-7000 SERIES

PARTS LIST

FROST PROOF YARD HYDRANTS
STANDARD B-7000 HYDRANTS

£10 Order UPC Bar Pipe Connection Pipe Overall Approx.
No. Code (Qty. 1) X Pipe Depth Size Length Wt./Lbs.
B'i/BNL'i A Bi01i 6 42367 41329 3 1"x 1 BUl'y 1" Galv. 39.5" 11.0
/1, B102 6 42367 41330 9 1" x 2' Bury 1" Galv. 51.5" 13.0
/1\ B103 6 42367 41328 6 1" x 3' Bury 1" Galv. 63.5" 15.3
/\ Bi104 6 42367 41331 6 1" x 4' Bury 1" Galv. 75.5" 17.0
/N B105 642367 41332 3 1" x 5' Bury 1" Galv. 87.5" 19.0
/\ B106 6 42367 41333 0 1" x 6' Bury 1" Galv. 99.5" 21.0
% B107 642367 41334 7 1" x 7' Bury 1" Galv. 111.5" 23.0
B108 6 42367 41335 4 1" x 8' Bury 1" Galv. 123.5" 25.0
B-158 NOTE: The length of hydrant you need depends on the depth the water lines are
buried in your area. If water lines are buried 4' you need the B104 - 4' bury below
\ ground 28" above ground or 6'-4" total length.
ceANLE AN FROST PROOF YARD HYDRANTS
-6/GNL- B-20 NO-LEAD BNL-7000 HYDRANTS
Order UPC Bar Pipe Connection Pipe Overall Approx.
/ No. Code (Qty. 1) X Pipe Depth Size Length Wt./Lbs.
@ BNL101i 6 42367 42347 6 1" x 1' Bury 1" Galv. 39.5" 11.0
. B-15 \ (4 BNL102 642367423483 1" x 2' Bury 1" Galv. 51.5" 13.0
Optional B-4 (% BNLLO3 642367 423490 1" x 3' Bury 1" Galv. 63.5" 15.3
NL-6 (% BNL104 642367 42350 6 1" x 4' Bury 1" Galv. 75.5" 17.0
(>3 BNL105 6 42367 42351 3 1" x 5' Bury 1" Galv. 87.5" 19.0
/ (% BNL106 642367 423520 1" x 6' Bury 1" Galv. 99.5" 21.0
B35 (Ifeide) B-37 3 BNL107 642367 42353 7 1"x7'Bury  1"Galv.  111.5" 23.0
(% BNLLO8 642367 42354 4 1" x 8' Bury 1" Galv. 123.5" 25.0
NOTE: The length of hydrant you need depends on the depth the water lines are
B-40/BNL-40 buried in your area. If water lines are buried 4' you need the BNL104 - 4' bury below
\ ground 28" above ground or 6'-4" total length.
PARTS LIST
B-11i5R Part UPC Bar Part
ORii6 No. Code (Qty. 1) Description
\ & B-1 6 42367 41576 1 B-7000 Head Casting (Includes G-6)
(% BNL-1 6 42367 42440 4 B-7000 No-Lead Head Casting (Includes GNL-6)
& G-6 6 42367 11756 6 Hose Thread Adapter
/ @ NL-6 6 42367 10876 2 Nylon Hose Thread Adapter
ORi14 3 GNL-6 6 42367 41048 3 No-Lead Hose Thread Adapter
(% B-10 6 42367 41577 8 Lever Casting
B'7°00 & BNL'7°°° Hydl“ant FIOW Rate @ B-15S 6 42367 41578 5 Lever Bolt
S, GALLONS PER MINUTE (GPM) | & B35 642367 415792 Clarp Bols
o - | m
0] 5 [10]15]120]25]30]35]20[45]50 % b0 & 42367 41061 & Lifing Sirap
i0PSI | 4GPM @ 10 PSI % G-15A 6 42367 41582 2 Nuts for Clamp Bolt
20PSI | 10 GPM @ 20 PSI @ B-16 6 42367 41583 9 Lever Pivot Control
30PSI EPM @30PsI (% B-50 6 42367 41584 6 Plunger Coupling
— (5 B-115R 6 42367 45238 4 Replacement Plunger Assembly - Parts No.
40Psl| 15GPM@40PsI B-115, B-50(2), OR114(2), OR116(2), 1/2" PVC 80
60 PSI 20 GPM @ 60 PSI (% ORii4 6 42367 00113 1 Bottom Plunger O-Rings (Std. Size 114)
80 PSI 22 GPM @ 80 PSI g ORii6 6 42367 05481 6 Top Plunger O-Rings (Std. Size 116)
100 PSI B-40 6 42367 41586 0 Valve Body
26 GPM @ 100 PSI +* BNL-40 6 42367 42408 4 No-Lead Valve Body
NOTE: Most common 1/2 hp submersible pumps output is 10GPM. @ B-37 1" Galvanized Pipe
: % B-35 PVC Riser
WARNING: This product can expose you to
lead, which is known to the State of PARTS KIT “BF” CONTAINS
California to cause cancer, birth defects or |
other reproductive harm. For more Oty. Part Number
information go to www.P65Warnings.ca.gov % 1 B-20 Lifting Strap
(T 1 B-15S  Lever Bolt
USA Drinking Water recuirements but has o — — e
v ;] 2 G-15A  Nuts for Clamp Bolt
s nolead i the State of Caiforma. & upCBarcode(Qy.1) 3. 2 ORIl4 _Botiom Plunger O-Rings
6 42367 41598 3 % 2 OR116 Top Plunger O-Rings
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HAany Temte’| H-3000 SERIES

HEATED YARD HYDRANT
FEATURES/BENEFITS

The Auy Temp’| H-3000 Series Water Riser/Heated Hydrant gives

year ‘round water service with use of self-regulating heat
cable or by draining itself below frost line when shut off.

The Heated Hydrant is a simple unit designed to provide frost

*(1)

(2

(@)

* (4)

(5)

*(6)

@)

*(8)

*(9)

proof water service. It completes the sanitary installation
from buried water line to above ground water connection, or
supply pipe with shut-off valve, needed for each mobile or
manufactured home.

LOCKS OPEN OR CLOSED Simply turn clockwise to lock
hydrant open or closed and set screw lock provided so
hydrant can not be adjusted without a hex wrench.
BENEFIT: Prevent vandalism or accidental shut off of water.

OUTLET OF HYDRANT 3/4" pipe thread molded into Zytel®
Super Tough by DuPont, one of the world’s toughest
thermoplastic.

BENEFIT: Standard pipe size for connection and will not
corrode.

WATER FLOW thru plunger and galvanized pipe or 3/4" rigid
copper.

BENEFIT: Provides high flow rate needed without increasing
cost.

PLUNGER has (4) Ethylene Propylene quad ring seals which
never come out of adjustment, have longer life than O-rings
and withstand higher pressures.

BENEFIT: Longest operating life ring seals.

HEAVY MOLDED DELRIN® VALVE BODY Delrin® has been
used in valves for over forty years and is molded to close
tolerance.

BENEFIT: Will not corrode or rust out.

EXTRA HEAVY STEEL COLLAR at ground level to protect
hydrant from normal abuse when mowing grass or shoveling
snow.

BENEFIT: Hydrant will stand up to years of abuse.

SWIVEL PARTS permit withdrawal of all moving parts
without digging up hydrant. A 3/16" hex key will allow
disassembly of hydrant by simply removing the two cap
screws and pull up riser pipe with plunger for inspection.
BENEFIT: Very simple repair and taken apart with one tool.

ENERGY EFFICIENT HEATING CABLE A high technology
self-regulating cable that provides only the amount of heat
needed for the varying outdoor temperature and does not
waste electricity like the heat rod used by another company.
The heating cable has as long a life as any other on the
market today.

BENEFIT: Longest life and very low cost of operation.

HEATING CABLE BUILT INTO HYDRANT Can not be
stolen like heat rod used by another company, and no
electrical hazard since heating cable is not immersed in
water flow thru hydrant.

BENEFIT: Longest service life and no electrical hazard.

*EXCLUSIVE MERRILL QUALITY FEATURES

since 1986

Awgy Temp]| H-3000
Water Riser/Heated Hydrant
Gives year 'round water service that drains
below the frost line when shut off.
Protective Cover
%Piece Molded Polypropylene
Hydrant Head
1 Piece Molded Zytel®
Super Tough

A very high strength, high
impact nylon fiber reinforced

Strain Relief Bushin

Holds cord and protects

yeating cable from damage
Power Cord

UL Approved outdoor cordset

Top of hydrant
stands about
7" above
ground level

_X_

Electrical Splice
Insulated crimp connectors

covered with a waterproof
heat shrink sleeve

"~~~ Galvanized Pipe Coupling
1-1/2" Pipe x 4-1/2" long

Heating Cable
Self-regulating heating cable
Nominal rating of 5 Watts/Foot,
.025 Amps/Foot at 120 Volts

PVC Plastic Pipe
1-1/2" Schedule 80

Hydrant bury depth Thermal Insulation
or depth water lines Closed cell ethafoam insulation
are buried . !
underground Operating Pipe

Standard galvanized steel
pipe or 3/4" rigid copper

\ Valve Body

1 piece molded Delrin®
A high strength, high impact

\FDAapproved acetal resin
Plunger

1 piece part precision
machined to + - 0.002 inches

Plunger Seals
4 self lubricating ethylene

propylene quad ring seals
. Pipe Bushing

1-1/4" x 3/4" stainless steel
bushing

v

Recommended Maximum Operating
Pressure 60 psi
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Ay Temp'| H-3000 SERIES

@ No-Lead

—
Specifications Auny Temp’| H-3000 with Drain Back
Specify as follows: Order UPC Bar Inlet Size Riser Overall |Approx.
Water Connectors shall be Merrill #wy Zemp” No. Code (Oty. 1) X Length Pipe Length |Wt./Lbs.
Heated Hydrant ft. bury with Standard

5 watts/ft. self-regulating heating cable, (% H7504D 642367016586 3/4"x 1'Bury 1/2" Galv. Pipe 18" 4.2

Ethafoam insulation, simple sanitary straight (% H7502D 642367016616  3/4"x 2'Bury 1/2" Galv. Pipe 30" 5.7

line design. (3 H7508D 642367016647 3/4"x 3 Bury 1/2" Galv. Pipe 42" 7.2

__— H-2 (% H7504D 642367016678  3/4"x 4' Bury 1/2" Galv. Pipe 54" 8.8

H-ii (% H7505D 642367016708 3/4"x5'Bury 1/2" Galv. Pipe 66" 10.4

(4 H7508D 642367016739  3/4" x 6'Bury  1/2" Galv. Pipe 78" 12.0

\ (% H7507D 642367016753 3/4"x 7'Bury 1/2" Galv. Pipe 90" 13.6

H-1 (4 H7508D 642367016777  3/4"x 8 Bury 1/2" Galv. Pipe 102" 15.2

(% H7510D 642367016791 3/4"x 10'Bury 1/2" Galv. Pipe 126" 18.4

Deluxe

H-10 % DH7504D 642367011185  3/4" x 1' Bury 3/4" Copper 18" 4.0

\ 3 DH7502D 642367011208  3/4"x 2' Bury  3/4" Copper 30" 55

(% DH7503D 642367011222  3/4" x 3' Bury 3/4" Copper 42" 7.0

__— H-4 (% DH7504D 642367011246  3/4"x 4'Bury  3/4" Copper 54" 8.6

(% DH7505D 642367011260  3/4" x 5' Bury 3/4" Copper 66" 10.2

3 DH75086D 642367011284  3/4" x 6' Bury 3/4" Copper 78" 11.8

(% DH7507D 642367011307  3/4"X 7' Bury 3/4" Copper 90" 134

H-20 (% DH7508D 642367011321  3/4" x 8' Bury 3/4" Copper 102" 15.0

/ (% DH7510D 642367011345 3/4" x 10' Bury  3/4" Copper 126" 18.2

Heating Cable included. Insulation only (No Heating Cable) add “NC” after Order No.
Any Temp’| H-3000 for Municipal Water Systems

Order UPC Bar Inlet Size Pipe Overall |Approx.
H-10 / No. Code (Qty. 1) x Length Size Length |Wt./Lbs.
Standard
H-35 G4 H7501 642367016579  3/4"x1'Bury 1/2" Galv. Pipe 18" 4.2
(4 H7502 642367 016593  3/4"x 2'Bury 1/2" Galv. Pipe 30" 5.7
H-37 (% H7503 642367016623  3/4"x 3'Bury 1/2" Galv. Pipe 42" 7.2
(% H7504 642367 016654  3/4"x 4'Bury 1/2" Galv. Pipe 54" 8.8
(% H7505 642367 016685  3/4"x5'Bury 1/2" Galv. Pipe 66" 10.4
H-40 % H7506 642367 016715  3/4" x 6'Bury 1/2" Galv. Pipe 78" 12.0
\ (% H7507 642367 016746  3/4"x 7' Bury 1/2" Galv. Pipe 90" 13.6
H-41 (4 H7508 64236701676 0 3/4" x 8' Bury 1/2" Galv. Pipe 102" 15.2
/ (=% H7510 642367 016784  3/4" x 10' Bury 1/2" Galv. Pipe 126" 18.4
Deluxe
G4 DH7501 642367011178  3/4"x 1' Bury 3/4" Copper 18" 4.0
H-45X< (% DH7502 642367011192 3/4"x2'Bury  3/4" Copper 30" 5.5
(=6 DH7503 642367011215 3/4"x3'Bury  3/4" Copper 42" 7.0
(>3 DH7504 642367011239  3/4" x 4' Bury 3/4" Copper 54" 8.6
. (% DH7505 642367011253  3/4" x 5' Bury 3/4" Copper 66" 10.2
’M W / H-3000 Parts List (% DH7506 642367011277  3/4" x 6' Bury 3/4" Copper 78" 11.8
Order UPC Bar (% DH7507 642367011291  3/4"x7'Bury  3/4" Copper 90" 134
No. Code (Qty. 1) | Part Description (% DH7508 642367011314  3/4" x 8' Bury 3/4" Copper 102" 15.0
(4G H-1 6 42367 01606 7 Head Complete (% DH7510 642367011338 3/4"x10'Bury  3/4" Copper 126" 18.2
(8 H-11 64236701619 7  Self Tapping Insert for H1 With Heating Cable - No Drain Back. Insulation only (No Heating Cable) add “NC”
% H-2 642367 01621 0 Head Cover after Order Number. NOTE: If unit is shut off and unplugged - Winterize Kit needed.
H-4 642367 016418 Steel Collar ®
5 H-5 642367 016555 5/16" Socket Head Cap Screw WATER MW Flow Rates
(4 H-6 6 42367 01656 2 1/2" Self-Tapping Screw e GALLONS PER MINUTE (GPM)
(4 Y-8 6 42367 03100 8 ggpgg:i\flsv Socket Head 071012073040 [50]60] 70
G4 H-10 Heating Cable with Cord Set 20 PSI 30 GPM @ 20 PSI
(3 H-11 642367 01618 0  Strain Relief Bushing —
4 H-20 642367 06036 7 Ethafoam Insulation 30 PSI 36.5 GPM @ 30 PSI
G4 H-35 Galvanized Pipe - Copper Tube —
(4 H-37 1-1/2" Sch. 80 PVC Pipe 40 PSI 43.5 GPM @ 40 PSI
(6 SSHB125756 42367 121747 S.S. Hex Bushing
(5 H-40 642367 016425 Valve Body 60 PSI 61 GPM @ 60 PSI
(& H-40D 6 42367 01644 9 Valve Body with Drain Hole
(% H-41 642367 016517 Plunger Assembly with 4 Quad WARNING: This product can expose you to lead, which is known to the
Ring Seals State of California to cause cancer, birth defects or other reproductive
G4 H-45X 642367016531 Quad Ring Seals harm. For more information go to www.P65Warnings.ca.gov
(4 A-250 642367 077204 Container of Silicone Lube WARNING: This product meets Federal USA Drinking Water
(5 HBWK 642367 034313 Winterize Kit (for models with no requirements but has not been specifically tested or approved
drain holes) as no-lead in the State of California.
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i NO_LeadSUMMER AND WINTER WATER LINES
For Mobile / Manufactured Homes
Insulated only for warm climate or heated and insulated for cold climate.
Merrill's Water Line provides THE ANSWER for the outdoor water
connection from water riser or heated hydrant. The Water Line is a
complete factory assembled package with all the parts needed for a simple
installation of the main water supply to the Mobile/Manufactured home. /C@
Water Line Package contains:
® 3/4" Flexible Plastic Pipe  ® 3/4" Pipe Thread to Plastic Pipe Fittings
® Stainless Steel Pipe Clamp ® 1/2" Thick Foam Insulation
® Engery Efficient Heating Cable with UL Approved Outdoor Electrical Cord
All factory assembled for easy end connection. Insulation
*Ideal for Installation with Merrill 4«y 7emp ' [H-3000 ,ﬁ“t tofrtfor
illustration.
Heated Hydrants
A Frost Proof Riser Pipe and Shut-Off Valve for Connection to Buried Water
Line.
Heated Water Line with Swivel*
Order UPC Bar Pipe Pipe Approx. @
No. Code (Oty. 1) Size Length | Wt./Lbs.
=% HWLS6 6 42367 01702 6 3/4" 6' 2.6
(> HWLS8 6 42367 01703 3 3/4" 8' 2.8
=% HWLS10 6 42367 01697 5 3/4" 10' 3.0
@ HWLS12 6 42367 01698 2 3/4" 12 3.2
5 HWLS15 6 42367 01699 9 3/4" 15' 3.7
=% HWLS20 6 42367 01700 2 3/4" 20' 4.2
=% HWLS25 6 42367 01701 9 3/4" 25' 4.7
With 1/2" thick insulation and self-regulating heating cable. e
Standard Heated Water Line - . , . .
Orden UPC Bar Pipe Pipe AP 1) il:;t:::gﬁt-ﬁﬁm NPT pipe to 3/4" polyethylene acetal plastic
No. Code (Qty. 1) Size Length | Wt./Lbs. 9
& HWL6 6 42367 01693 7 3/4" 6' 2.3 2) Clamp - All stainless steel with 1/4" slotted hex head screw
&5 HWLS 6 42367 01694 4 3/4" 8 2.5 _ _
% HWL10 6 42367 01688 3 3/4" 10’ 2.7 8) Plastic Pipe - Flexible polyet.hylene pipe 3/4" - 160 PSI
=% HWL12 6 42367 01689 0 3/4" 12' 2.9 rated, approved by all plumbing codes (UPC, IAPMO,
@5 HWL15 6 42367 01690 6 3/4" 15' 3.2 CSA, etc.)
% :Wt:g 64236701691 3 gﬁ gg i; 4) Pipe Insulation - Flexible closed cell polyethylene foam
. T 6 42367 01692 0 . : : 1/2" thick (Shown cut for illustration purposes).
With 1/2" thick insulation and self-regulating heating cable.
Lengths other than listed available - Call for quote. 5) Heating Cable - Self-regulating heating cable, nominal
Insulated Water Line with Swivel* rating 5 watts/ft. at 120 volts
Order UPC Bar Pipe Pipe Approx. . } " .
No. Code (Oty. 1) Size Length | Wt./Lbs. 6) m fo?/:wi(\:/(;ﬁ)per tube clamped on to poly pipe
=% IWLS6 6 42367 01767 5 3/4" 6' 2.3
(=% IWLS8 6 42367 01768 2 3/4" 8' 25 7) Pipe Nipple - 3/4" pipe x 3" long for connection to water
(% IWLS10 6 42367 01762 0 3/4" 10 2.7 supply and swivel elbow
(=% IWLS12 6 42367 01763 7 3/4" 12' 2.9
3 IWLS15 6 42367 01764 4 3/4" 15' 3.2 8) Electrical Splice - Insulated crimp connectors covered
(5 IWLS20 6 42367 01765 1 3/4" 20' 3.7 with a waterproof heat shrink sleeve
(4 IWLS25 6 42367 01766 8 3/4" 25' 4.2 )
With 1/2" thick insulation - no heating cable. 9) Power Cord - UL ?A;f)é)roved outdoor cord 3 ft. long
Lengths other than listed available - Call for quote. Home
Standard Insulated Water Line
Order UPC Bar Pipe Pipe Approx. Water Line Water Riser
No. Code (Qty. 1) Size Length | Wt./Lbs. or Heated
& IWL6 6 42367 01760 6 3/4" 6' 2.0 / Hydrant
(= IWL8 6 42367 01761 3 3/4" 8' 2.2
G4 IWL10 6 42367 01755 2 3/4" 10’ 2.4 Ground Level
5 IWL12 6 42367 01756 9 3/4" 12' 2.6 . —
" \ WARNING: This product can expose you to lead, which is known to the
@ IWL15 6 42367 01757 6 3/4 15 2.9 State of California to cause cancer, birth defects or other reproductive
(4% IWL20 6 42367 01758 3 3/4" 20 34 harm. For more information go to www.P65Warnings.ca.gov
< IWL25 T 6 423_67 01759 0 ; 3/4 25 3.9 WARNING: This product meets Federal USA Drinking Water
With 1/2" thick insulation - no heating cable. requirements but has not been specifically tested or approved
Lengths other than listed available - Call for quote. as no-lead in the State of California.
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Y-1 SELF CLOSING SERIES

*(1)

(2

()

(4)

*(5)

(6)

@

(8

*(9)

FROST PROOF YARD HYDRANT
FEATURES/BENEFITS

Several important improvements have been made on the
self-closing hydrant over the years. These improvements and
the basic design are why we believe the self-closing is the best
hydrant of its type in the industry.

SELF-CLOSING Stainless steel spring and water pressure closes
hydrant.

BENEFIT: Hydrant shuts off so water is not wasted. |deal for
public use.

LOCKS OPEN OR CLOSED Simply push lock button to lock
hydrant open or closed. (Available WITHOUT locking pin - so
only open when the hydrant head is manually pushed down.)
BENEFIT: Hydrant can be locked to restrict use if needed.

BRASS OR NO-LEAD BRASS HOSE ADAPTER Heavy-duty hose
adapter for standard 3/4" hose coupling.

BENEFIT: Standard garden hose thread in long life
non-corrosive brass or no-lead brass.

EXTRA THICK WALLED HEAD CASTING greatly reduces break-
age and insures longer life.
BENEFIT: Withstands years of use and rough service.

FLOW CONTROL VALVE AVAILABLE Standard hydrant sold
without flow control valve, if wanted order separately. To
install simply remove top plug.

BENEFIT: Flow rate can be regulated easily.

CAP SCREWS Hydrants manufactured after 11/1/77 will have
3/8" x 5/16" self-locking socket head cap screws, and
assembled with a locking sealant.

BENEFIT: Provides strong hold for hydrant head to pipe for years
of service.

HIGH QUALITY GALVANIZED PIPE 1" extra heavy pipe on
outside and galvanized pipe on inside.
BENEFIT: Corrosion protected for long life.

NO EXPOSED THREADS on inside pipe or outside pipe.
BENEFIT: No uncoated metal to rust for longest life.

CAST IRON BODY WITH STAINLESS STEEL SLEEVE for plunger
seals to travel in, and pressed into heavy cast iron valve body
for strength and economy.

BENEFIT: Economical smoother sealing surface for plunger
seals.

* (10) SOLID BRASS PLUNGER Hydrants manufactured after

11/1/78 will have (3) ethylene propylene quad ring seals,
self-lubricating and never come out of adjustment, have longer
life, and withstand higher pressures.

BENEFIT: Longest operating life plunger of its type.

* (11) SWIVEL PARTS permit withdrawal of all moving parts without

digging up hydrant. A 3/16" Hex Key will allow disassembly of
hydrant by simply removing two cap screws and pull up inside
pipe with plunger for inspection.

BENEFIT: Very easy to repair, simple reliable design.

*EXCLUSIVE MERRILL QUALITY FEATURES

~——— Flow Control
Valve Available*

(not shown,
placement only)

Self-Closing
Spring*
Outlet stands Brass or Extra Thick
about 27"  No-Lead Brass Walled Head
above ground Hose Adapter Casting
level
Locks Open or
Closed Cap Screws
A Ground Level
High Quality/
Galvanized
Pipe
Hydrant bury depth
or depth water lines
are buried
underground
No Exposed

Cast Iron Body

/ Threads
with Stainless
Steel Sleeve* \
\Solid Brass

Plunger*

Y-1 FLOW RATES

WATER
SYSTEM
PRESSURE

STD. 3/4" GALLONS PER MINUTE (GPM)

0] 5 J10]15]20 [ 25[30]35]40]45]50

20 PsI
30 Psl
40 Psi
60 PSI

15.2 GPM @ 30 PSI

13.6 GPM @ 20 PSI

18.8 GPM @ 40 PSI
23 GPM @ 60 PSI

Recommended Maximum Operating Pressure 60 psi

Most common submersible pump 1/2 hp, output 10 GPM.

(Due to Self-Closing Design)

Flow Control Valve Available.
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Y-2 SELF CLOSING SERIES

* (1)

(2

(®)

(4)

*(5)

(e)

@)

(®)

*(9)

FROST PROOF YARD HYDRANT
FEATURES/BENEFITS

Several important improvements have been made on the
self-closing hydrant over the years. These improvements and
the basic design are why we believe the self-closing is the best
hydrant of its type in the industry.

SELF-CLOSING Stainless steel spring and water pressure closes
hydrant.

BENEFIT: Hydrant shuts off so water is not wasted. Ideal for
public use.

LOCKS OPEN OR CLOSED Simply push lock button to lock hy-
drant open or closed.
BENEFIT: Hydrant can be locked to restrict use if needed.

BRASS OR NO-LEAD BRASS HOSE ADAPTER Heavy-duty hose
adapter for standard 3/4" hose coupling. Interchangeable with
head plug for easier plumbing attachment when needed.
BENEFIT: Standard garden hose thread in long life
non-corrosive brass or no-lead brass.

EXTRA THICK WALLED HEAD CASTING greatly reduces break-
age and insures longer life.
BENEFIT: Withstands years of use and rough service.

HEAD PLUG can be installed in front of head casting simply by
changing places with hose adapter.
BENEFIT: Provides easier plumbing attachment when needed.

CAP SCREWS Hydrants manufactured after 11/1/77 will have
3/8" x 5/16" self-locking socket head cap screws, and
assembled with a locking sealant.

BENEFIT: Provides strong hold for hydrant head to pipe for years
of service.

HIGH QUALITY GALVANIZED PIPE 1" extra heavy pipe on
outside and galvanized pipe on inside.
BENEFIT: Corrosion protected for long life.

NO EXPOSED THREADS on inside pipe or outside pipe.
BENEFIT: No uncoated metal to rust for longest life.

CAST IRON BODY WITH STAINLESS STEEL SLEEVE for plunger
seals to travel in and pressed into heavy cast iron valve body for
strength and economy.

BENEFIT: Economical, smoother sealing surface for plunger
seals.

* (10) SOLID BRASS PLUNGER Hydrants manufactured after

11/1/78 will have (3) ethylene propylene quad ring seals,
self-lubricating and never come out of adjustment, have longer
life and withstand higher pressures.

BENEFIT: Longest operating life plunger of its type.

* (11) SWIVEL PARTS permit withdrawal of all moving parts without

digging up hydrant. A 3/16" Hex Key will allow disassembly of
hydrant by simply removing two cap screws and pull up inside
pipe with plunger for inspection.

BENEFIT: Very easy to repair, simple reliable design.

*EXCLUSIVE MERRILL QUALITY FEATURES

Head Plug (Flow

A "~ Control Valve

Available, not

shown)
Brass or
No-Lead Brass Self-Closing*
Hose Adapter _
Extra Thick
Walled Head
Casting
NOTE:
3-1/2" \
Locks Open or
Closed Cap Screws
A Ground Level
High Quality
Galvanized
Pipe —_
Hydrant bury depth
or depth water lines
are buried
underground
No Exposed

___— Threads

Cast Iron Body

with Stainless
Steel Sleeve* \

Y-2 FLOW RATES

—— Solid Brass
Plunger*

WATER
SYSTEM
PRESSURE

STD. 3/4" GALLONS PER MINUTE (GPM)

0] 5 [10]15]20]25]30]35]40]45]50

20 PsI 13.6 GPM @ 20 PSI

30 PSI 15.2 GPM @ 30 PSI

40 PsI 18.8 GPM @ 40 PSI
60 PSI 23 GPM @ 60 PSI

Recommended Maximum Operating Pressure 60 psi
(Due to Self-Closing Design)

Most common submersible pump 1/2 hp, output 10 GPM.
Flow Control Valve Available.
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Y-1 AND Y-2 SELF CLOSING PARTS

A Lead

Y-1 Specifications
Inlet: 3/4" NPT Outlet: 3/4" Brass or No-Lead Brass Hose Thread —Y2
Self-Closing can be locked open or closed
Brass Plunger with three quad ring seals
1" Galvanized Pipe & Galvanized Internal Pipe Y-20
Oultlet stands 27" above ground level /Y'4
Y-1 SELF CLOSING - STANDARD 3/4" INLET G-6/GNL-6
Onrder UPC Bar Inlet Overall | Approx.
No. Code (Qty. 1) x Length Length | Wt./Lbs. — Y1
% Yi7501 642367 03038 4 3/4" x 1' Bury 40.3" 13.16
(% Y17502 642367030391  3/4"x 2' Bury 52.3" 15.70 1/8x3/8MDK—— Y-3
% Y17503 642367030407 3/4" x 3' Bury 64.3" 18.24 Y-2A — /
& Y17504 642367 03041 4 3/4" x 4' Bury 76.3" 20.78 TECTM125ACUT
& Y17505 642367030421 3/4" x 5' Bury 88.3" 23.32 —
(% Y17606 642367030438  3/4"x6'Bury  100.3"  25.86 Y-7 (no longer
€% Y17507 642367030445 3/4" x 7' Bury 112.3" 28.40 _~available)
% Y17508 6 42367 03045 2 3/4" x 8' Bury 124.3" 30.94 \Y-S
3 Y17510 642367 03046 9 3/4" x 10' Bury 148.3" 33.48
Y-2 Specifications
Inlet: 3/4" NPT Outlet: 3/4" Brass or No-Lead Brass Hose Thread
Self-Closing can be locked open or closed /Y'37
Brass Plunger with three quad ring seals
1" Galvanized Pipe & Galvanized Internal Pipe Y-35
Outlet stands 3-1/2" above ground level T
Y-2 SELF-CLOSING STANDARD 3/4" INLET
Order UPC Bar Inlet Size Overall | Approx.
No. Code (Qty. 1) x Length Length | Wt./Lbs.
5 Y27502 6 42367 03054 4 3/4" x 2' Bury 29" 10.10
% Y27503 6 42367 03055 1 3/4" x 3' Bury 41" 12.64
3 Y27504 642367 03056 8 3/4" x 4' Bury 53" 15.18 Y-41B
(5 Y27505 642367030575 3/4" x 5' Bury 65" 17.72 \
& Y27506 642367 03058 2 3/4" x 6' Bury 77" 20.26 Y-45X
(% Y27507 642367 03059 9 3/4" x 7' Bury 89" 22.80 \
% Y27508 6 42367 03060 5 3/4" x 8' Bury 101" 25.34
(% Y27510 642367030612  3/4"x 10' Bury 125" 27.88 Y-40
Y-1 AND Y-2 PARTS LIST —
Order UPC Bar Parts
No. Code (Qty. 1) | Description
A\ Y1 642367 030353 Head Complete-Part No. Y-2A, Y-4, G-6, 1/8x3/8MDK ~ HYDRANTS AVAILABLE WITH OPTIONAL
A\ Y2 642367030520 Head Complete-Part No. Y-2A, Y-4, G-6, 1/8x3/8MDK No-Lead Brass Vacuum Breakers
3 Y-2A 642367 030629 Lock Pin +*BVBADNL75 3/4" Hose - Brass Finish -
; AUTO DRAIN - No-Lead
5 1/8x3/8MDK 642367000516 Roll Pin - GHBVBNL7SM 34" Hose - Brass Finish -
9 v-3 6 42367 03068 1 Compression Spring MANUAL DRAIN - No-Lead
% TECTM125ACUT 642367 100148 Spring Retainer BVBADNL75 BVBNL75M
5 v-4 6 42367 03089 6 Countersunk Head Plug Code Approved Code Approved
and Marked and Marked
& G-6 6 42367 015435 Brass Hose Thread Adapter No-Lead No-Lead
3 GNL-6 642367 41048 3 No-Lead Hose Thread Adapter Asemom AssELOL
8 Y7 1/4" x 1/4" Socket Head Cap Screw (no longer available) UPC CSAB64.2.2
(used before 11/1/77) BVBADNL75 “>AB%22  gyBNL75M
5 Y-8 642367 031008 3/8" x 5/16" Self-Locking Socket Head Cap Screw
(used ater LT e o o e you'o
=5 Y-20 6 42367 03053 7 Flow Control Valve (Optional) California to cause cancer, birth defects or
g z-:g i'/'g('_;,fljgln?:;zdeg’i?epe infor%tgﬁcr)r:egpcﬁgm?gé%a'r:r?irn?s%:aov
=5 Y-40 642367 03090 2 Valve Body with Stainless Steel Insert WARNING: This product meets Federal
4 Y-41B 642367 03096 4 Plunger with Seals USA Drinking Water requirements but has
. not been specifically tested or approved
=5 Y-45X 642367 03098 8 Quad Ring Seals (used after 11/1/78) as no-lead in the State of California.
G4 A-250 642367 07720 4 Container of Silicone Lube
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& No-Lead
Hose Thread Bibb Adapters No-Lead Bronze Hydrant Ells and Tees
po; Oadalenyd) Resonlption * Flat bottom for better installation
A HBA750 642367 01682 1 3/4" male hose x 3/4" female hose « Will not break by ground settling like plastic fittings
. : ) :
Optional for M-2000 Series Yard Hydrants. Orden UPC Bar Insent mip| ctn. | Approx.
/\\ HBA5000rG-6 642367 015435 3/4" hose x 1/2" NPT No. Code (Oty. 1)| Size x size | oty. | Wt./Lbs.
® Replacement hose bibb adapter for Any Flow, Self Closing and +% RBHENL75 6 42367 12520 2 3/4" x 314" 10 0.42
C-1000 Series Yard Hydrants. 0? RBHENL100 6 42367 12521 9 1"x 3/4" 10 0.52
A 67 642367 10992 9 3/4" hose x 3/4" NPT :g: EE:E;':‘_';:: 6 42367 12522 6 111/X 3/ 41 150 g'g(l)
6 42367 12526 4 -1/4" x 1" 5
@ GNL-7 6 42367 41985 1 No-Lead Brass 3/4" hose x 3/4" NPT ,f, RBHENL1000 642367 12523 3 1" x )1( 10 0.58
% NL-6 6 42367 10876 2 Nylon 3/4" hose x 1/2" NPT % RBHELNL1000 6 42367 12524 0 1"x 1" 10 0.62
9 GNL-6 6 42367 41048 3 No-Lead Brass 3/4" hose x 1/2'NPT  +3 RBHENL125 6 42367 12525 7 1-1/4" x 1-1/4" 5 0.86
+% RBHTNL75 6 42367 12533 2 3/4" x 3/4" 10 0.48
+%» RBHTNL7510 642367 12534 9 1" x 3/4" 10 0.63
o RBHTNL1000 642367 125356 1"x 1" 10 0.72
HBA750 HBA500 G7 NL-6 GNL6
or G6
No-Lead Vacuum Breakers
RBHENL100 RBHENL1000
Order UPC Bar Ctn. |Approx
No. Code (Qty. 1) Description Qty. |Wt./Lbs
«» BVBADNL75 6 42367 124700 3/4" hose thread 6 0.33
no-lead brass finish
AUTOMATIC DRAIN - No-Lead RBHTNLL000
N6 BVBNL75M 642367 41957 8 3/4" hose thread 20 0.22 RBHTNL75
no-lead brass finish .
MANUAL DRAIN - No-Lead Stainless Steel Hydrant Ells and Tees
« Full length set of insert barbs
BVBADNL75 BVBNL75M * Solid casting for strength and economy
Code Approved Code Approved « Flat sides for wrench
a",\‘l* 'VI'_a"'fjed and Ma"‘ffd « Flat bottom for better installation
ep eyl « Will not break by ground settling like plastic fittings
Asi'i,'(l:on cs Augei 22 Order UPC Bar Insert MIP Ctn. | Approx.
CSAB64.2.2 o No. Code (Oty. 1) Size x Size Qty. | Wt./Lbs.
BVBADNL7 BVBNL75M
5 #* SSHE75 6 42367 41160 2 3/4" x 3/4" 10 0.5
Merrill Universal Yard Hydrant - Parts Kit "U" < ssHE100 642367 121198 1" x 3/4" 10 0.7
o% SSHE1000 642367 12117 4 1"x 1" 10 0.6
Part . Hydrant Part (4 SSHE1025 642367 43281 2 1-1/4" x 1" 5 0.8
No. | Description Used In Oty. o SSHE125 642367121150 1-1/4" x 1-1/4" 5 0.9
A\ 66— Hose Adapter Any Flow, C-1000 2 49 SSHT75 6 42367 41871 7 3/4" x 3/4" 10 0.5
(6 G-20  Draw Straps Any Flow, C-1000, M-2000 3 DPI. s SSHT7510 642367 418724 1" x 3/4" 10 0.6
(% G-25  Pivot Connector & Nuts Any Flow, C-1000, M-2000 2 o SSHT100 642367 41873 1 1"x 1" 10 0.7
@ G-80 Packing Nut Any Flow, C-1000, M-2000 3
4 G-45 Stainless Steel Rod Any Flow, C-1000, M-2000 2
G-50 Brass Reducer (3/8" - 7/16") Any Flow 2
3 P-50  Steel Connector (3/8" - 3/8") C-1000, M-2000 2
G-85  3/8" Leather Beveled Bibb Washer Any Flow 3
i G-105 Cup Leathers Any Flow 3 pr. SSHE1000 SSHE125
G-115 Plunger Assembly Any Flow 2
(s A-115 Plunger C-1000 2
(6 P-115 Plunger M-2000 2
[order No. UPC Bar Code (Qty.1) | Weight | SSHTL00
A\UPK 6 42367 02834 3 3.0 Ibs. SSHT75
WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
UPK other reproductive harm. For more
information go to www.P65Warnings.ca.gov
WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Form No. 2010.21
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/A MHCYHH

Handle Casting
Bar Code (Qty.1)
6 42367 10147 3

/A MHCYHHD

Head Casting
Bar Code (Qty.1)
6 42367 10148 0

/A\ MHCYHBA

Bar Code (Qty.1)
6 42367 10144 2

% MHCYHP

/Valve Plunger

Bar Code (Qty.1)
6 42367 10151 0

/A MHCYHCR

Clevis Rod
Bar Code (Qty.1)
6 42367 10146 6

OM=ERRILL

MANUFACTURING

Low Quality
Product Sold By
Others

Lower Valve Assembly

Imported China Frost Proof Yard Hydrant A icad
Replacement Parts List*

@ No Lead

Lever Bolt & Nut

Draw Straps

Set Screw

Pivot Connector

Packing Nut

Valve Stem Packing

Y

Brass Clevis Rod

Hose Thread Adapter

Stand Pipe

—

—

e

Plunger Rod

Plunger

Lower Valve Body

/)

An Extra Merrill Customer Service.
We have competitors (low end) Yard Hydrant

Panrts in stock for repair

needs on old hydrants

- eliminate your panrts problems and buy only
quality Merrill Yard Hydrants.

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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[A YARD HYDRANT FOR EVERYONE FROM 0

@ Main/International No. (712) 732-2760

|
J M — p R I I I ® U.S. and Canada No. (800) 831-6962
® U.S. Fax No. (800) ANY FLOW

MANUFACTURING @ www.merrillmfg.com
B-7000 E-5000 M-2000 R-6000 C-1000 ANYFLOW®
Series Series Senries Senries Series Series
Economy Economy Only No-Lead Easy To High Quality Highest Quality
and Quality and Quality  Noncorrosive Operate Reasonable Price Most Benefits
No-Lead Plastic/Metal Hydrant HighFlow  Stainless Pipe, Built-In
Available Packing Gland Rate No-Lead and Stainless Pipe
No-_Lead No-Lead High Capacity No-Lead also
Available Available also Available Available

SPECIALTY HYDRANTS FOR OTHER INSTALLATIONS

HIGH CAPACITY ANY TEMP®/ HIDE-DRANT  Y-1 Series Y-2 Series

Senries H-3000 Series
. For Mfd. Homes or Removable Self-Closing Self-Closing
For High Flow - . .
Heated Always On Sanitary Yard For Public Areas For Automatic
Rate Demands L No-Lead
No-Lead Available Applications Hydrant Waterers

No-Lead No-Lead No-Lead

THE LARGEST SELECTION AND ONLY NAME YOU
\_ NEED TO KNOW FOR YARD HYDRANTS )
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SP PITLESS UNITS @ otea

AMERRILL

MANUFACTURING

'A

s CA. Certified

Protect your precious water supply with a Merrill Pitless Unit. The highest quality installation pMepnill SP pmess Units are Centified

plus the best for water safety and sanitation. They save the contractor installati

servicing headaches, and give the well owner years and years of long trouble-free service.

FEATURES/BENEFITS SINCE 1952

(1) CERTIFIED WATERTIGHT PITLESS UNITS & CAPS Tested and approved

by Pitless Adapter Standard PAS-1, PAS-2, PAS-97(2019)(R 2023), ASSE

Standard #1093-2019(R 2023) and lllinois Code.

BENEFIT: Approved by all stringent state well codes.

100% PRESSURE TEST OF ALL UNITS* at factory to insure seal to

discharge plus parts are pinned in place.

BENEFIT: Guarantees pitless unit lines up and seals when servicing well.

POSITIVE MECHANICAL SEAL* By simply turning the stainless steel

adjusting nut at the top of the well. Custom wrench available from the factory.

BENEFIT: Easy to work on and will not rust.

FULL DIAMETER ACCESS TO WELL No obstructions that may need to be

removed before working on well, common to pitless adapters.

BENEFIT: Eliminates extra work when re-working or re-drilling well.

RECESSED SEALING SURFACE* in discharge outlet to insure an

undamaged sealing surface when pump is pulled or well is re-worked.

Pitless units by OTHER companies do not have a protected sealing surface

and use carbon steel or gray iron which corrodes and deteriorates. Merrill

uses stainless steel.

BENEFIT: Reccessed out of well so it can not be damaged and is made of

quality material.

STAINLESS STEEL DISCHARGE AND STAINLESS STEEL ELBOW*

(CAST IRON ELBOW on 8" UNIT) to insure a long life, and easy disengaging

for future work on pump or well. Outside of pitless casing is painted, not

standard with other companies.

BENEFIT: Long service life, easy service for years to come.

ONE-STANDARD O-RING to assure a safe and simple installation, and easy

servicing.

BENEFIT: Can be found in most local areas.

MALE THREAD, PLAIN END, OR COMPRESSION* available on end of

pitless casing for connection to well.

BENEFIT: Easy connection to well casing for all installations.

SUPPORT PLATE HOLDS WEIGHT* Minimize danger of losing pump or

pipe down well.

BENEFIT: Will support more weight.

(10) CABLE SLOT IN SUPPORT PLATE allows you to install and service pump
without a splice in submersible cable.

BENEFIT: Splice in cable could be eliminated.

(11) GROUND SCREW IN SUPPORT PLATE* provides a simple and easily
accessible connection for the electrical ground of the pump cable.
BENEFIT: Easy connection for ground wire.

(12) SIMPLE DISENGAGEMENT FOR SERVICE* By simply turning the
stainless steel adjusting nut, the entire water system outside the well can be
drained WITHOUT pulling the pump (impossible with other pitless units).
BENEFIT: Simple answer for seasonal homes.

(13) WATERTIGHT CAPS ARE AVAILABLE
BENEFIT: A well cap for all well codes.

(14) STAINLESS STEEL ELBOW FITTING availabe for discharge

Specifications

Complete pitless units - casing, discharge outlet, internal parts complete with

(2

()]

(4)

(5)

(e)

@)

(®)

(9)

on and

Pull
Coupling*
A Screened \g/atemgrg:
Air Vent emovable
Cap

Stainless

Steel

Adjusting Nut*
on

Safety Clip
Holds
adjustable rod
with slide plates
when pulling

¥ pump.

A=

A Ground

Adjusting

Unit Casing
~~

Pull Pipe

\ﬂ:RRlLL s

Guide Plate

\

A

Sealing EII*
R Stainless Steel
Cast Iron >
Elbow Discharge Elbow
(8" Unit) SSHE1000
‘ SSHE125
DropPipe __—— Standard Neoprene
to Pump O-Ring

pull pipe, and watertight or ventilated caps. Full diameter access in well with no

obstructions and recessed stainless steel sealing surface or stainless steel
discharge. Corrosion free or corrosion protected parts - stainless steel elbow
(cast iron elbow on 8" unit), galvanized pipe, stainless steel adjusting nut,
painted casing. Support plate at top of unit holds weight to take stress off
internal parts, and ground screw included for electrical pump cable.

* Exclusive MERRILL Quality Features

** NOTE: Length of internal parts are bury depth plus 12 inches for well codes, or
4 ft. bury is approximately 5.5 ft. long.
Custom wrenches for stainless steel adjusting nut available from Merrill.
Stainless Steel Elbow Discharge Fittings Custom Wrenches

Well Casing =

e Simple way to flush and test a well
o Fits SP4 and SP5

S

Rod \

**Bury Depth \

S~

Stainles/
Steel

Wire Entrance

Wire to
Submersible
Pump

Level
SP Elbow
Tapping

Available for

Pressure
Transducer

Add "T" to

Order No.

Stainless Steel
Discharge

SP Unit Test Fixture

Part UPC Bar Code Pipe
No. (Qty. 1) Connection
(% SPTF125 6 42367 117825 1-1/4"

Order UPC Bar Insert MIP Ordenr UPC Bar
No. Code (Qty. 1) Size x Size No.
4 SSHE1000 6 42367 12117 4 1"x 1" (4 SP46WR 6 42367 41178
¢+ SSHE125 642367121150 1-1/4" x 1-1/4" (& SPBWR 642367 05413

Casting
Code (Oty. 1)| Size

WARNING: This product can expose you to lead, which
is known to the State of California to cause cancer, birth
defects or other reproductive harm. For more
information go to www.P65Warnings.ca.gov

7 4"x6"
7 8"

WARNING: This product meets Federal USA Drinking
Water requirements but has not been specifically tested
or approved as no-lead in the State of California.
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SP PITLESS UNITS
NOTE Product I.D. Well Size Bury Depth Well Cap Options

Order No. Breakdown SP for Sub Pitless

4 for 4" |.D. Casing

04 for 4' Bury Depth

WC Watertight Cap CC40 Compression Coupling

Two Well Cap Models Available — WC or WCB for Watertight Cap

Drop WC-Series Approx. WCB-Series Complete
Order UPC Bar Well Bury Pipe & Order UPC Bar Wt./Lbs. Order UPC Bar Inside
No. Code (Qty. 1) |Size & Depth |Discharge No. Code (Qty. 1) [w/WC Cap No. Code (Qty. 1) Assembly
SP400 Series
(3SP401 642367024598 4"x 1' 1-1/4" (% SPA0AWC 642367024628 45 (4SPA0AWCB 642367058180 (SP401CIA
(% SP402 642367 024642 4"x2' 1-1/4" (% SP402WC 642367024673 56 (SP402WCB 642367058197 (©SP402CIA
(- SP403 642367024697 4"x3' 1-1/4" (4 SPAOBWC 642367024741 67  (;SP40BWCB 642367 058203 (SP403CIA
@ SP404 642367 024765 4" x 4' 1-1/4" @ SP404WC 6 42367 02479 6 78 @SP404WCB 6 42367 05821 0 @SP404CIA
@ SP405 642367 024819 4"Xx5' 1-1/4" @ SP405WC 6 42367 02484 0 89 @ SP405WCB 6 42367 05822 7 @SP4050IA
@ SP406 642367 02486 4 4" X 6' 1-1/4" @ SP406WC 642367024895 100 @ SP406WCB 6 42367 05823 4 @SP4OGCIA
@ SP407 642367 024918 4"Xx 7' 1-1/4" @ SP407WC 6 42367 02494 9 111 @ SP407WCB 6 42367 05824 1 @SP407CIA
(:SP408 642367024963 4"x §8' 1-1/4" (% SPAOBWC 642367024994 122 (SP408WCB 642367 058258 (SP408CIA
WC Series Watertight Cap - Cable Entrance = 1" Vent Included = 1/2"
WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
NOTE: Compression couplings available for SP4. Add CC40 to Order No. (See Below)
SP500 Series
(s SP50114 6 42367 057985 5"x 1' 1-1/4" (SP501WC14 642367058142 53 (3SP501WCB14 6 42367 058265 (:SP50114CIA
(s SP50214 6 42367 05799 2 5"x2' 1-1/4" @SP502W014 6 42367 05815 9 71 @SP502WCB14 6 42367 05827 2 (;SP50214CIA
@ SP50314 6 42367058005 5"x 3 1-1/4" @ SP503WC14 6 42367 025137 89 @SPSOSWCB:IA 6 42367 05828 9 @SP50314CIA
@ SP50414 6 42367 05801 2 5"x 4 1-1/4" @SP504W014 6 42367 02518 2 111 @SP504WCB14 6 42367 05829 6 @SP50414CIA
@ SP50514 6 42367 058029 5"x5' 1-1/4" @ SP505WC14 642367025236 129 @SPSOSWCB:IA 6 42367 05830 2 @SP50514CIA
@ SP50614 642367 058036 5"x6' 1-1/4" @SP506W014 642367 037314 140 @SPSOGWCB14 6 42367 04324 7 @SPSOG:IACIA
@ SP50714 6 42367 058043 5"x 7' 1-1/4" @ SP507WC14 642367058166 159 @SP507WCB14 6 42367 05831 9 @SP50714CIA
@ SP50814 6 42367058050 5"x 8 1-1/4" @SP508W014 642367 058173 177 @SP508WCB14 6 42367 05832 6 @SP50814CIA
@ SP5012 642367 05833 3 5"x 1 2" @ SP501WC2 6 42367 05690 2 63 @SPSO!.WCBZ 6 42367 05852 4 @SP5012CIA
% SP5022 642367058340 5"x2' 2" @ SP502WC2 6 42367 05849 4 81 @SPSOZWCBZ 6 42367 05853 1 @SP5022CIA
@ SP5032 642367058357 5"x3' 2" @ SP503WC2 6 42367 05728 2 97 @SPSOSWCBZ 6 42367 05854 8 @SP5032CIA
@ SP5042 642367058364 5"x4' 2" @ SP504WC2 6 42367 05704 6 116 @SP504WCB2 6 42367 05856 2 @SP5042CIA
@ SP5052 642367058371 5"x5' 2" @ SP505WC2 642367056919 132 @SPSOSWCBZ 6 42367 05857 9 @SP50520IA
@ SP5062 642367058388 5"x6' 2" @ SP506WC2 642367057053 150 @SPSOGWCBZ 6 42367 05858 6 @SPEOGZCIA
@ SP5072 642367 05839 5 5"x 7 2" @ SP507WC2 6 42367 05850 0 168 @SP507WCBZ 6 42367 05859 3 @SP5072CIA
(=3 SP5082 6 42367 05840 1 5"x8' 2" (; SP508WC2 642367058517 186 (»;SP508WCB2 6 42367 058609 («3SP5082CIA

WC Series Watertight Cap - Cable Entrance = 1"
WCB Series Watenrtight Cap - Cable Entrance = 1-1/2" Vent Not Included
NOTE: Compression couplings available for SP5. Add CC50 to Order No. (See Below)

Vent Included = 3/4"

SP Pitless Units Extra Options Available

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

for stainless
steel adjusting
nut available

from Merrill.

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Add “T” to Order No. Pressure transducer connection 3/8" tapped hole on elbow of SP Unit
Add “H” to Order No. Hole in support plate for tube to chlorinate well
Add “XD” to Order No. Water return line, extra stainless steel discharge on 3" larger SP Unit
Add “CC” to Order No. Compression Coupling for quick connection to casing

Add “P” to Order No. Plain end to weld SP Unit casing - Standard SP has threaded end

*SP Units are also available with special bury depths (Available by quote per application)
**SSP Pitless Units - All 304 Stainless steel including S.S. Well Casing, S.S. Internal parts, and S.S. Discharge (available by quote per application)

Custom wrench

SSHE1000

Custom Wrenches

Order UPCBar |[Casting
No. Code (Qty. 1)| Size
3 SPABWR 642367411787 4" X 6"
(% SPBWR 642367054137 8"
Stainless Steel Elbow Discharge Fittings
Order UPC Bar Insert MIP
N No. Code (Oty. 1) Size x Size
*:* SSHE1000 6 42367 12117 4 1"x 1"
*%* SSHEi25 642367121150  1-1/4" x 1-1/4"
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NOTE Product I.D. Well Size Bury Depth Well Cap Options
Order No. Breakdown SP for Sub Pitless 4 for 4" 1.D. Casing 04 for 4' Bury Depth WC Watertight Cap CC40 Compression Coupling

Two Well Cap Models Available — WC or WCB for Watenrtight Cap

Drop WC-Series Approx. WCB-Series Complete
Order UPC Bar Well Bury Pipe & Order UPC Bar Wt./Lbs. Order UPC Bar Inside
No. Code (Qty. 1) | Size & Depth | Discharge No. Code (Qty. 1) | w/WC Cap No. Code (Qty. 1) Assembly
SP600 Series
(% SP601 642367 025380 6"x1' 2" (SPB01WC 6 42367 025410 70 (% SP601WCB 6 42367 05861 6 (>:SP601CIA
(3 SPB02 642367025427 6"x2' 2" (SPBO2WC 6 42367 02545 8 93 (< SP602WCB 6 42367 05862 3 (>SP602CIA
(= SP603 642367 025465 6"x3 2"  (SPBO03WC 642367 025496 114 (3 SPEOSWCB 6 42367 05863 0 @SP603GIA
(=3 SP604 642367025502 6"x4' 2" ;SPB04WC 642367 025533 139 (3 SPE04WCB 6 42367 05864 7 @SPGO4OIA
(=3 SP605 6 42367 025540 6" x5’ 2" (3 SP60SWC 6 42367 025571 158 (s SP605WCB 6 42367 05865 4 @SPGOSCIA
(= SP606 6 42367 025588 6" x6' 2" (% SP60BWC 6 42367 025618 181 (= SP606WCB 6 42367 05866 1 @SPGOGCIA
(= SP607 642367 025625 6"x 7' 2"  (SPB07WC 6 42367 025656 202 (3 SP607WCB 6 42367 05867 8 @SP607CIA
(- SP608 6 42367 025663 6"x &' 2" («3SPB08BWGC 642367 025694 224 (= SP6OBWCB 6 42367 05868 5 (:;SP608CIA
WC Series Watertight Cap - Cable Entrance = 1-1/4" Vent Included = 3/4"
WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
NOTE: Compression couplings available for SP6. Add CC60 to Order No. (See Below)
SP800 Series
(s SP801 6 42367 058692 8"x1' 3"  (SP801WC 6 42367 025724 159 4 SP801WCB 6 42367 45414 2 (- SPS801CIA
(> SP802 642367058708 8"x2' 3"  (;SP802WC 6 42367 025748 194 % SP802WCB 6 42367 45415 9 (>3 SP802CIA
(% SP803 642367 058715 8"x3' 3" @SPSOSWC 642367 02576 2 228 (< SP803WCB 6 42367 45416 6 @SP803GIA
[} SP804 6 42367 058722 8"x 4 3" @SP804WC 6 42367 025786 264 (% SP804WCB 6 42367 45417 3 @SP804OIA
(% SP805 642367 037321 8"x5' 3" @SPBOSWC 642367 025809 299 (% SP8OSWCB 6 42367 45418 0 @SPBOSCIA
(%] SP806 642367 058739 8"x6' 3" @SPBOGWC 6 42367 025823 334 (i SP8O6WCB 6 42367 45419 7 @SPSOGCIA
= SP807 6 42367 058746 8"'x 7 3" @SP807WC 642367 025847 369 (% SP807WCB 6 42367 45420 3 @SP807CIA
(_SP808 642367058753 8"x 8 3"  («SP808WC 642367025861 404 % SPSOBWCB 6 42367 45421 0 (=< SP808CIA

WC Series Watertight Cap - Cable Entrance = 1-1/2" Vent Included = 1"

SP Pitless Units Extra Options Available
Add “T” to Order No. Pressure transducer connection 3/8" tapped hole on elbow of SP Unit
Add “H” to Order No. Hole in support plate for tube to chlorinate well
Add “XD” to Order No. Water return line, extra stainless steel discharge on 3" larger SP Unit
Add “CC” to Order No. Compression Coupling for quick connection to casing
Add “P” to Order No. Plain end to weld SP Unit casing - Standard SP has threaded end
*SP Units are also available with special bury depths (Available by quote per application)
**SSP Pitless Units - All 304 Stainless steel including S.S. Well Casing, S.S. Internal parts, and S.S. Discharge (available by quote per application)

NOTE: SP UNITS ARE AVAILABLE AT SPECIAL BURY DEPTHS BY QUOTE PER APPLICATION.
NOTE: All pitless units listed above have passed the pitless adapter standard PAS-1, PAS-2, PAS-97(2019)(R 2023),
ASSE Standard #1093-2019(R 2023) and lllinois Code.

Pitless Unit Casing Connectors Available ] o
Custom wrenches for stainless steel adjusting nut

® Rubber Compression Couplings: CC440, CC450, CC550, and CC660 ilable f Merrill
® Threaded Merchant Couplings: BC4, BC5, and BC6 avatiable from Merrill.
® Half Weld X Threaded Couplings: HW4, HWXL4, HW5, HWXL5, HW6, and HWXL6 Custom Wrenches
® Heavy-Duty Cast Threaded X Compression Couplings: CC40, CC50, CC60 Order UPCBar |Casting
(APC Series threaded on unit at factory) No. Code (Qty. 1)| Size
(3 SPA6WR 642367411787 4" X 6"
(% SPBWR 642367054137 8"
) Stainless Steel Elbow Discharge Fittings
Compre_ssmn R . Order UPC Bar Insert MIP
Rubber Threac_ied Half V\/_eld Couplln_g WC Series WCB Series No. Code (Oty. 1) Size x Size
Coupling Coupling Coupling (APC Series) Watertight Cap ~ Watertight Cap +* SSHE1000 642367 12117 4 1" x 1"

+ SSHE125 642367121150 1-1/4" x 1-1/4"

WARNING: This product can expose you to WARNING: This product meets Federal

lead, which is known to the State of USA Drinking Water requirements but has SSHE1000
California to cause cancer, birth defects or not been specifically tested or approved

other reproductive harm. For more as no-lead in the State of California.

information go to www.P65Warnings.ca.gov
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MANUFACTURING

@ No-Lead SP 3" PITLESS UNITS
s
FEATURES/BENEFITS SINCE 1952 Mervrill SP3 Pitless Units are Cenrtified
(1) 100% PRESSURE TEST OF ALL UNITS* at factory to insure seal to discharge plus Pull Coupling* Watertight
parts are pinned in place. —‘ —— Removable
BENEFIT: Guarantees pitless unit lines up and seals when servicing well.
(2) POSITIVE MECHANICAL SEAL* By simply turning the stainless steel adjusting nut Cap
at the top of the well. Custom wrench available from the factory. Wire
BENEFIT: Easy to work on and will not rust. _ 12" Screened \Entrance
(8) FULL DIAMETER ACCESS TO WELL No obstructions that may need to be removed Air Vent
before working on well, common to pitless adapters. PVC Well
BENEFIT: Eliminates extra work when re-working or re-drilling well. Stainless Steel Cap Adapter
(4) STAINLESS STEEL DISCHARGE AND STAINLESS STEEL ELBOW* to insure a Adjusting Nut*
long life, and easy disengaging for future work on pump or well. Outside of pitless —
casing is painted, not standard with other companies. AGround Level
BENEFIT: Long service life, easy service for years to come. Adiustin Safety Clip
(5) SUPPORT PLATE HOLDS WEIGHT* Minimize danger of losing pump or pipe down :?od 9 Holds adjustable
well. rod with slide
BENEFIT: Will support more weight. I Pi plates when pulling
(6) CABLE SLOT IN SUPPORT PLATE allows you to install and service pump without Pull Pipe pump.
a splice in submersible cable. *% )
BENEFIT: Splice in cable could be eliminated. Bury Depth T~ Wire to
(7) GROUND SCREW IN SUPPORT PLATE* provides a simple and easily accessible s Submersible
connection for the electrical ground of the pump cable. oty Pump
BENEFIT: Easy connection for ground wire. ~ . )
*Exclusive MERRILL Quality Features Unit Casing
SP300 Series - With 3" Steel casing, internal parts and cap Guide Plate
Orden UPCBar |WellSizex | Drop & | w/WC Cap UPCBar |Wt./Lbs.
No. Code (Qty. 1) |Bury Depth| Discharge| Order No.| Code (Qty. 1) | w/Cap Stainless Stainless
(4 SP301 642367123062 3" X 1' 1-1/4" (4SP30i1WGC 642367123161 37.0  |Steel Sealing Steel
(4 SP302 642367123079 3" X 2 1-1/4" (3SP302WC 642367 123178  46.0 El\ Discharge
(% SP303 642367123086 3" x 3' 1-1/4" (&5SP303WGC 642367 123192  55.0 A
Wy i Drop Pipe Standard
(% SP304 642367123093 3"x 4 1-1/4" SP304WGC 642367 122690 64.0 4 Drop Pip N
(4 SP305 642367123109 3" X 5' 1-1/4" GHSP305WC 642367123208 73.0 "0 Pump \ g‘_’girs”e
(5 SP306 642367 123116 3" X 6' 1-1/4" SP306WC 642367 123215 82.0 ! “*NOTE: Len g?h of
(% SP307 642367123123 3"x 7' 1-1/4" 5SP307WC 642367 123222 91.0 internal parts are bury
(4 SP308 642367123130 3" X 8 1-1/4" (3SP308WC 642367 123239 100.0 Well depth plus 12 inches
WC Series Watertight Cap - Cable Entrance = 1" - Vent Included = 1/2" Casmg\ for well codes, or 4 ft.
Note: Operation of adjusting rod assembly is the opposite of other SP units bury is approximately
Diagram A - Disengaged: NOTE ] _— Pull Coupling — Panrts List 55 ft. long.
"low" position of adjusting rod threads ™4 o
through adjusting nut. fi ——— Stainless Steel _ A . = UPGC Bar Code
Diagram B - Sealed: Turning Adjusting Nut Deschription Part No. (aty. 1)
adjusting nut clockwise puts threads (=6 WC Cap Cover 401 6 42367 00215 2
in "high" position, engages seal. (+6 WC Cap Bolts (4) 402 6 42367 00216 9
. . DIAGRAM C Support (& WC Cap Top O-Ring OR249 642367 00217 6
SP3 Installation Instructions Plate T 4 Casti o e
NOTE: All Merrill Pitless Units are pressure G we cap Bo, ACESUNY il st d
tested to insure seal, and all inside Adiustin (4 Screened Air Vent 405 642367 00219 0
assemblies are drilled and pinned after test, ~———— :Q r 9 (% WC Cap Casing O-Ring OR349 642367 00220 6
to guarantee alignment and seal for years. 0 (6 WC Cap Clamping Ring 407 6 42367 00221 3
A) Before lowering inside assembly into well (#4 Head Ring Bolts (4) 408 6 42367 00222 0
casing of unit, thread pipe to pump into (43 Stainless Steel Adjusting Nut 309 6 42367 12137 2
stainless steel sealing ell by putting pipe Guide Plate 4 Pull Coupling GDC100 6 42367 05400 7
wrench on pipe and sealing ell, NOT % Support Plate 314 642367 12267 6
assembly pipe above ell. “0" Ring (4 Support Lock Nut 315 642367123147

B) To Install:

1) Apply Anti-Seize/Gasket Lube to O-ring,
plus slot and back edges of guide plates,
then lower parts into well.

2) Fit rib on support plate into notch in unit
casing (see Diagram C)

8) Turn adjusting nut clockwise all the way
so rod threads are up.

C) To Puill:

1) Turn adjusting nut counter-clockwise as
far as possible so rod threads all the way
down, then clockwise 1/2 turn.

2) Connect to pull coupling and lift.

(= Pull Pipe

/ Apply AN

Seize/Gasket

PRICE ON APPLICATION

@ Stainless Steel Sealing Elbow 312
(#4 Discharge O-Ring

OR220

642367 12219 5
6 42367 00256 5

Lube

\stainless Steel/

Elbow

DIAGRAM A
DISENGAGED

DIAGRAM B
SEALED

@ Adjusting Rod w/guide plates?
(3 3" Well Cap Adapter PVC4X3B 642367 123154

WARNING: This product can expose you to lead, which
is known to the State of California to cause cancer, birth
defects or other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal USA Drinking
Water requirements but has not been specifically tested
or approved as no-lead in the State of California.
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OMERRILL

MANUFACTURING

SP PITLESS UNITS o tored
SP Installation Instructions Pull Coupling —— WC Cap
NOTE: All Merrill Pitless Units are pressure tested to insure seal, and all inside assemblies are \ Cover
drilled and pinned after test, to guarantee alignment and seal for years. \
A) Before lowering inside assembly into well casing of unit, thread pipe to pump into stainless / WC Cap
steel sealing ell by putting pipe wrench on pipe and sealing ell, NOT assembly pipe above ell. Screened Air Body
B) To Install: Vent Casting
1.) Apply Anti-Seize/Gasket Lube to O-ring, plus slot and back edges of guide plates, then . WC Cap
lower parts into well. Stainless Casing
2.) Fit rib on support plate into notch in unit casing (see Diagram C) Ste_-el . O-Ring
3.) Turn adjusting nut counter-clockwise all the way so rod threads are down. ﬁﬁjtustlng C Cap
C) To Pulll: o . . Clamping
1.) Turn adjusting nut clockwise as far as possible so rod threads all the way up. Ring
2.) Connect to pull coupling and_lift. ~PULL COUPLIN Support
|- STAINLESS Lock Nut Support Plate
Diagram A - Disengaged: STEEL
NOTE “high” position of adjusting rod DJUSTING NU \Galvanized
threads through adjusting nut. J SUPPORT Pull Pipe
Diagram B - Sealed: PLATE
Turning adjusting nut counter-clockwise ~—
uts threads in “low” position, engages i i
geaL P 9 Nfr' ADJUSTING | Adjusting Rod Sealing
ROD NOTE: / Elbow
400 Series numbers are for 4" units
GUIDE PLATE 500 Series numbers are for 5" units
. 600 Series numbers are for 6" units
O"RING 800 Series numbers are for 8" units \
APPLY
POSITIVE . AN?T_’;ETZE/ NOTE: When ordering complete inside SSHE
POSITION AT GASKET assembly, use order number for F't_tmg
SSEJAFL_IIE%GB?(?\:gxéﬁ- LUBE standard SP Pitless Unit (less WCB or Available
NII»'A\‘Tl(J)II\—‘iIILgARSIg\‘gN STAINLESS STEEL J’ WC) and Add “CIA” to order number. Discharge
SUPPORT PLATE ELBOW Example: SP404CIA O_Rlng
DIAGRAMC DIAGRAM A DISENGAGED DIAGRAM B SEALED
Part 4" Part 5" Part 5" - Part No. w/2" 6" Panrt 8" Panrt
Description No. No. Drop & Discharge No. No.
(3 WC Cap Cover 401 501 501 601 801
6 42367 00215 2 6 42367 00315 9 6 42367 00315 9 6 42367 00437 8 6 42367 00652 5
@ WC Cap Bolts (4) 402 402 402 402 802
6 42367 00216 9 6 42367 00216 9 6 42367 00216 9 6 42367 00216 9 6 42367 00653 2
@ WC Cap Top O-Ring OR249 OR257 OR257 OR262 OR270
6 42367 00217 6 6 42367 00324 1 6 42367 00324 1 6 42367 00439 2 6 42367 00654 9
@ WC Cap Body Casting 404 504 504 604 804
6 42367 00218 3 6 42367 00327 2 6 42367 00327 2 6 42367 00440 8 6 42367 00655 6
(# Screened Air Vent 405 505 505 505 805
6 42367 00219 0 6 42367 00331 9 6 42367 00331 9 6 42367 00331 9 6 42367 00656 3
@ WC Cap Casing O-Ring OR349 OR433 OR433 OR439 OR446
6 42367 00220 6 6 42367 00334 0 6 42367 00334 0 6 42367 00442 2 6 42367 00657 0
(%3 WG Cap Clamping Ring 407 507 507 607 807
6 42367 00221 3 6 42367 00335 7 6 42367 00335 7 6 42367 00443 9 6 42367 00658 7
@ Head Ring Bolts (4) 408 408 408 408 808
6 42367 00222 0 6 42367 00222 0 6 42367 00222 0 6 42367 00222 0 6 42367 00659 4
@ Stainless Steel Adjusting Nut 409 409 409 409 809
6 42367 00223 7 6 42367 00223 7 6 42367 00223 7 6 42367 00223 7 6 42367 00660 O
@ Pull Coupling GDC100 GDC100 GDC125 GDC125 813
6 42367 05400 7 6 42367 05400 7 6 42367 05401 4 6 42367 05401 4 6 42367 00663 1
@ Support Plate 414 514 514X2 614 814
6 42367 00227 5 6 42367 00343 2 6 42367 05699 5 6 42367 00451 4 6 42367 00664 8
(5 Support Lock Nut 415 415 615 615 815
6 42367 00229 9 6 42367 00229 9 6 42367 00454 5 6 42367 00454 5 6 42367 00676 1
@ Pull Pipe PRICE ON APPLICATION
@ Sealing Elbow 1 412 512 512X2 612 812
6 42367 00224 4 6 42367 00339 5 6 42367 05683 4 6 42367 00446 0 6 42367 00661 7
@ Discharge O-Ring OR220 OR220 OR326 OR326 OR333
6 42367 00256 5 6 42367 00256 5 6 42367 00480 4 6 42367 00480 4 6 42367 00693 8
(s Adjusting Rod w/guide plates 2

1 Sealing Elbows - Stainless Steel

WARNING: This product can expose you to

(8" Units - Cast Iron Elbow)
2 When ordering Adjusting Rod and Unit
Casing, indicate model number and bury depth

lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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MANUFACTURING

SPP PITLESS UNITS

Protect your precious water supply with a Merrill Pitless Unit. The highest Merrill SPP Pitless Units are Certified
quality installation plus the best for water safety and sanitation. They save
the contractor installation and servicing headaches, and give the well owner
years and years of trouble-free service.

FEATURES/BENEFITS SINCE1972 Stainless Stee\l

& No-Lead

(1) CERTIFIED WATERTIGHT PITLESS UNITS & CAPS Tested and Adjusting Nut* ___________\évear:qe (;t\;g?)}e
approved by Pitless Adapter Standard PAS-1, PAS-2, PAS-97(2019) \ Well Cap*
(R 2023), ASSE Standard #1093-2019(R 2023) and lllinois Code. P
BENEFIT: Approved by most all well codes. Ny
*(2) 100% PRESSURE TEST OF ALL UNITS at factory to insure seal to
discharge, plus parts are pinned in place. .
BENEFIT: Guarantees pitless unit lines up and seals when servicing Pull Coupling
well. S . Support
! . . afety Clip N
* (8) POSITIVE MECHANICAL SEAL by simply turning the stainless steel Plate
adjusting nut at the top of the well.
BENEFIT: Easy to work on and will not rust. 12" Support Lock Nut
(4) FULLDIAMETER ACCESS TO WELL No obstructions that may need to
be removed before working on well, common to pitless adapters.
BENEFIT: Needed when reworking or drilling well.
(5) LARGE SPUD GASKET SEAL on discharge ell assures watertight seal
around hole cut in casing, and separates discharge elbow and casing,
to eliminate corrosion that can make removal difficult. \
BENEFIT: Insures seal to inside of casing. ‘GW Lovel

» (6) MALE THREAD, PLAIN END, OR COMPRESSION COUPLING
available on end of pitless casing for connection to well.
BENEFIT: Easy connection to well casing for all installations.

Pull Pipe
* (7) SUPPORT PLATE HOLDS WEIGHT Minimize danger of losing pump or _—
pipe down well.
BENEFIT: Will support more weight.

pump without a splice in submersible cable.
BENEFIT: Splice in cable could be eliminated.

+ (11) GROUND SCREW IN SUPPORT PLATE provides a simple and easily ~ **Bury Depth
accessible connection for the electrical ground of the pump cable.
BENEFIT: Easy connection for ground wire.

* (12) SIMPLE DISENGAGEMENT FOR SERVICE By simply turning the
stainless steel adjusting nut, the entire water system outside the well
can be drained WITHOUT pulling the pump (impossible with other
pitless units).

(8) CABLE SLOT IN SUPPORT PLATE Allows you to install and service / Pitless Casing

Adjusting

BENEFIT: Simple answer for summer homes. Rod with C.l. Sealing
(13) WATERTIGHT CAPS ARE AVAILABLE Guide Plates Elbow
BENEFIT: A well cap for all well codes. )
Sealing Elbow
(14) STAINLESS STEEL ELBOW FITTING available for discharge \ Spud Gasket*
Specifications
Complete pitless units - casing, discharge outlet, internal parts complete Stainless
with pull pipe and watertight or ventilated caps. Full diameter access in Steel
well with no obstructions. Corrosion free or corrosion protected parts - / Discharge
galvanized elbow and pipe, stainless steel adjusting nut, painted casing. \
Support plate at top of unit holds weight to take stress off internal parts, and —
ground screw included for electrical pump cable. 1
* Exclusive Mervrill Quality Features
**NOTE: Length of internal parts are bury depth plus 12 inches for well " .
codes, or 4 ft?bury is approgimately 5.5 1¥t Ioﬁg. P 6 Stainless Steel
! Discharge Elbow
WARNING: This product can expose you to r——— — 9 SSHE1000
lead, which is known to the State of Y SSHE125
California to cause cancer, birth defects or _l .
_ other reproductive harm. For more | | Drop Pipe
information go to www.P65Warnings.ca.gov Custom wrenches for L To Pump
WARNING: This product meets Federal stal_nle_ss steel Custom Wrenches J\ Coupling Or
USA Drinking Water requirements but has adjusting nut Order UPCBar |Casting| Casing
not been specifically tested or approved | available from Merrill. SP46WR No. Code (Oty. 1)| Size Connector
as no-lead in the State of California. SPSWR (4 SPABWR 642367411787 4" X 6"
(¢4 SP8BWR 642367054137 8"
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ottom of Page SPP PITLESS UNITS @ No-Lead <« CA. Certified

NOTE Product I.D. Well Size Bury Depth Well Cap Options
Order No. Breakdown SPP For Sub Pitless 4 For 4" 1.D. Casing 04 For 4 Bury Depth WC watertight Cap CC40 compression Coupling
Two Well Cap Models Available — WC or WCB for Watenrtight Cap
Drop WC-Series Approx. WCB-Series

Order UPC Bar Well  Bury Pipe & Order UPC Bar Wt./Lbs. Order UPC Bar

No. Code (Qty.1) | Size &Depth | pischarge No. Code(Oty.1) | w/Wccap No. Code (Oty. 1)

SPP400 Series
(4 SPP401 6 42367 05547 9 4"x1' 1-1/4" (% sPP40LWC 6 42367 05590 5 47.5 (% SPP401WCB 6 42367 05608 7
(% SPP402 6 42367 05548 6 4" x 2 1-1/4" (4 sppao2we 6 42367 05591 2 58.5 (% sPP402WCB 6 42367 05609 4
(4 SPP403 6 42367 05188 4 4"x 3 1-1/4" (%' sppa03WeC 642367 05592 9 69.5 (% SPP403WCB 6 42367 05610 0
(=% SPP404 6 42367 05549 3 4" x 4 1-1/4" 4 sppaoawc 6 42367 05283 6 80.5 (% SPP404WCB 6 42367 05611 7
(s SPP405 6 42367 05550 9 4" x5' 1-1/4" (< SPP405WC 6 42367 05045 0 91.5 (% SPP405WCB 6 42367 05612 4
(% SPP406 6 42367 05551 6 4" x 6' 1-1/4" (4 sppaoeWC 6 42367 02726 1 102.5 (>3 SPP406WCB 6 42367 05613 1
(4 SPP407 6 42367 05552 3 4" X7 1-1/4" % sppao7WC 6 42367 05593 6 113.5 (% SPP407WCB 6 42367 05614 8
(% SPP408 6 42367 05553 0 4"x g 1-1/4" % SPP40BWG 6 42367 05594 3 1245 (% sPP4a0swcB 6 42367 05615 5

WC Series Watertight Cap - Cable Entrance = 1" Vent Included = 1/2" WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
NOTE: Compression couplings available for SPP4. Add CC40 to Order No. (See below)

SPP500 Series
(3 SPPBO1 642367 05554 7 5"x1' 1-1/4" or 2" (s SPP501WC 6 42367 05595 0 56.0 (% SPP501WCB 6 42367 05616 2
(% SPP502 642367 05555 4 5" x 2" 1-1/4" or 2" (% SPP502WC 6 42367 05596 7 74.0 (% SPP502WCB 6 42367 05617 9
@ SPP503 6 42367 05556 1 5"x 3 1-1/4" or 2" @SPP503WC 6 42367 05597 4 92.0 @ SPP503WCB 6 42367 05618 6
(% SPP504 642367 05557 8 5" x 4' 1-1/4" or 2" (34 SPP504WC 6 42367 05598 1 114.0 (% SPP504WCB 6 42367 05619 3
@ SPP505 6 42367 05558 5 5"x 5' 1-1/4" or 2" @SPP505WC 6 42367 05599 8 132.0 @ SPP505WCB 6 42367 05620 9
@ SPP506 6 42367 05559 2 5"x 6' 1-1/4" or 2" @ SPP506WC 6 42367 02728 5 143.0 @ SPP506WCB 6 42367 05621 6
@ SPP507 6 42367 05560 8 5"x7 1-1/4" or 2" @SPP507WC 642367 05600 1 162.0 @ SPP507WCB 6 42367 05622 3
(3 SPP508 642367 05561 5 5" X 8' 1-1/4" or 2"  (#% SPP508WC 6 42367 05601 8 180.0 3 SPP508WCB 6 42367 05623 0

WC Series Watertight Cap - Cable Entrance = 1" Vent Included = 3/4" WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
NOTE: Compression couplings available for SPP5. Add CC50 to Order No. (See below)

SPPG600 Series
(s SPPE01 642367 05562 2 6"x 1 1-1/4" or 2" {34 SPP601WC 6 42367 05602 5 70.5 (s SPP601WCB 6 42367 05624 7
@ SPP602 6 42367 05563 9 6"x 2' 1-1/4" or 2" @ SPP602WC 6 42367 05603 2 93.5 @ SPP602WCB 6 42367 05625 4
@ SPP603 6 42367 05564 6 6" x 3' 1-1/4" or 2" @ SPP60O3WC 6 42367 05203 4 114.5 @ SPP6O03WCB 6 42367 05626 1
(% SPPE04 642367 05565 3 6" x 4' 1-1/4" or 2" (% SPPE0AWC 6 42367 05604 9 1395 (3 SPP604AWCB 6 42367 05627 8
@ SPP605 6 42367 05566 O 6"x5' 1-1/4" or 2" @ SPP6O5WC 6 42367 05605 6 158.5 @ SPP6O5WCB 6 42367 05628 5
(>3 SPPB06 642367 05567 7 6" x 6' 1-1/4" or 2" (3% SPPGOBWC 6 42367 05606 3 1815 (3 SPPGOGWCB 6 42367 05629 2
(% SPPB07 642367 05568 4 6"x 7' 1-1/4" or 2" (% SPPEO7WC 642367 05474 8 2025 (% SPPE0O7WCB 6 42367 05630 8
@ SPP608 6 42367 05569 1 6"x 8 1-1/4" or 2" @ SPPG60O8S8WC 6 42367 05607 0 224.5 @ SPP60SWCB 6 42367 05631 5

WC Series Watertight Cap - Cable Entrance = 1-1/4" Vent Included = 3/4" WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
NOTE: Compression couplings available for SPP6. Add CC60 to Order No. (See below)

Pitless Unit Casing Connectors Available: WC Series WCB Series
Rubber Compression Couplings: CC440, CC450, CC550, and CC660 Watertight Cap Watertight Cap
Threaded Merchant Couplings: BC4, BC5, and BC6 w/1" Conduit w/1-1/2" Conduit
Half Weld X Threaded Couplings: HW4, HWXL4, HW5, HWXL5, HW6, Tapped Tapped
and HWXL6 I e )

® Heavy-Duty Cast Threaded X Compression Couplings: CC40, CC50, CC60
(APC Series) threaded on unit at factory

NOTE: All pitless units listed above have passed the Pitless Adapter
Standard PAS-1, PAS-2, PAS-97(2019)(R 2023), ASSE Standard
#1093-2019(R 2023) and lllinois Code.

NOTE: SPP Units WARNING: This product can expose you to
Rubbenr Threaded Half Weld Compression are available lead, which is known to the State of
Coupling Coupling Coupling Coupling at special bur California to cause cancer, birth defects or
(APC Series) P Y other reproductive harm. For more

depths by quote information go to www.P65Warnings.ca.gov
per application.

Stainless Steel Elbow Discharge Fittings )
WARNING: This product meets Federal

Order UPC Bar In_ser-t 'Y"P USA Drinking Water requirements but has
, [INo: Code(Oty.1) | Size x Size not been specifically tested or approved
** SSHE1000 6 42367 12117 4 1"x 1"

as no-lead in the State of California.

SSHE1000 %¢ SSHE125 642367 121150  1-1/4" x 1-1/4"
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SPP Installation Instructions ~—_ Watertight
NOTE: All Merrill Pitless Units are pressure tested to insure seal, and all inside : Well Cap
) . . ; Pull Coupling
assemblies are drilled and pinned after test, to guarantee alignment and seal for years.
A) Before lowering inside assembly into well casing of unit, thread pipe to pump gtalnlle?
into sealing elbow by putting pipe wrench on pipe and elbow, NOT assembly pipe above teel Adj. Nut
elbow. Safety Clip
B) To Install:
1.) Apply Anti-Seize/Gasket Lube to spud gasket, plus slot and back edges of Support Plate
guide plates, then lower parts into well.
2.) Fit rib on support plate into notch in adapter casing (see Diagram C) Support \ )
3.) Turn adjusting nut counter-clockwise all the way so rod threads are down. Lock Nut Pull Pipe
C) To Pull:
1.) Turn adjusting nut clqckwise gs far as possible so rod threads all the way up. \Pitless Casing
2.) Connect to pull coupling and lift. PULL COUPLING
zloafga:: Ah Dolzi'iir;iagfe:c.i'ustin STAINLESS \ Adjusting C.l. Sealin
g p aay 9 S — STEEL — Rod with Ellb. 9
rod threads through adjusting nut. ADJUSTING NUT Guide Plates ow
Diagram B - Sealed: Turning
e ; SUPPORT
adjusting nut counter-clockwise PLATE
puts threads in “low” position, /XDNF:rLlV Sealing
- i
ADJUSTING
engages seal. GASKET / ROD Elbow Spud
LUBE Gasket
GUIDE PLATE NOTE:
— \ 400 Series for 4" units Stainless Steel
SPUD 500 Series for 5" units Discharge
GASKET 600 Series for 6" units —
/ \ Stainless Steel
POSITIVE APPLY Discharge Elbow
POSITION AT ANTI-SEIZE SSHE1000
SEALING POINT IGASKET
ASSURED BY NOTCH T LUBE SSHE125
IN UNIT CASING
“gﬁf;gﬁ? EILiTOEN \ SEALING / Stainless Steel Elbow Discharge Fittings
ELBOW Order UPC Bar Insert MIP
DIAGRAM C No. Code (Qty. 1) | Size x Size
DIAGRAM A DIAGRAM B« "SSHE1000 642307 12117 4 T"x1" SSHE1000 or
DISENGAGED SEALED «*| SSHE125 642367121150 1-1/4" x 1-1/4" SSHE125
Parts 4" Units 5" Units 5" Units Part No. with 6" Units 6" Units Part No. with
Description Part No. Part No. 2" Drop & Discharge Part No. 2" Drop & Discharge
(=4 Stainless Steel Adj. Nut 409 409 409 409 409
6 42367 00223 7 6 42367 00223 7 6 42367 00223 7 6 42367 00223 7 6 42367 00223 7
&4 Pull Coupling GDC100 GDC100 GDCi125 GDC100 GDC125
6 42367 05400 7 6 42367 05400 7 6 42367 05401 4 6 42367 05400 7 6 42367 05401 4
(>4 Support Plate 414 514 514X2 614 614
6 42367 00227 5 6 42367 00343 2 6 42367 05699 5 6 42367 00451 4 6 42367 00451 4
(>3 Support Lock Nut 415 415 615 415 615
6 42367 00229 9 6 42367 00229 9 6 42367 00454 5 6 42367 00229 9 6 42367 00454 5
4 Pull Pipe PRICE ON APPLICATION
(% Pitless Casing PRICE ON APPLICATION
G4 Adjusting Rod w/guide plates 1 PRICE ON APPLICATION
(=% C.l. Sealing Elbow 412A 512A 512C 612A 612B
6 42367 00225 1 6 42367 00340 1 642367 00341 8 6 42367 00447 7 6 42367 00448 4
(% Sealing Elbow Spud Gasket 420 420 620B 420 620B
6 42367 00257 2 6 42367 00257 2 6 42367 00484 2 6 42367 00257 2 6 42367 00484 2
(% Stainless Steel Discharge PRICE ON APPLICATION
1 When 9rde_””9 Adjusting Rod and WARNING: This product can expose you to WARNING: This product meets Federal
Unit Casing, indicate model number lead, which is known to the State of USA Drinking Water requirements but has
and bury depth California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
e
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SSMCU pITLESS UNITS@ No- Lead % CA. Certified

Protect your precious water supply with a Merrill Pitless Unit.
The highest quality installation plus the best for water safety
and sanitation. They save the contractor installation and
servicing headaches and give the well owner years and years
of long trouble-free service. Units have a stainless steel pitless
body for long life.

FEATURES/BENEFITS
(1) CERTIFIED WATERTIGHT PITLESS UNITS & CAPS
Tested and approved by Pitless Adapter Standard PAS-1,
PAS-2, PAS-97(2019)(R 2023), ASSE Standard #1093-
2019(R 2023) and lllinois Code.
BENEFIT: Approved and recommended by all stringent
state well codes.

(2) 100% PRESSURE TEST OF ALL UNITS at factory to
insure seal to discharge.
BENEFIT: Guarantees pitless unit lines up and seals

when servicing well.

(3) POSITIVE MECHANICAL SEAL by simply turning the
stainless steel adjusting screw inside the pull pipe.
Custom wrench available from the factory.

BENEFIT: Easy to work on and will not rust.

FULL DIAMETER ACCESS TO WELL No obstructions
that may need to be removed before working on well,
common to pitless adapters.

BENEFIT: Eliminates extra work when re-working or
re-drilling well.

(4)

(5) STAINLESS STEEL PITLESS BODY to insure a long life,
and easy disengaging for future work on pump or well.
Outside of pitless casing is painted, not standard with
other companies.

BENEFIT: Long service life, easy service for years to

come.

(6) EXTRA LARGE THICK O-RING SEAL assures watertight
seal to inside of casing and around discharge welded to

outside of casing.

—— |
- _
i T
| 1
: |
-
s Note: lllinois State
——
| Approved
I
|
Pitess Adapter Div. .
ﬂu_d S_talnless S_te_el
%“ E Discharge Fitting
P <7 Available
= Joo i
’ /4N S, [ TR
Pitless Adapter Div TN | IR
| [\— RAmh
- B VO \L L
I I
™ 7 M~NJr
Lo
L [0}
i i
) i SSHE1000
a1 1 B SSHE125

(9) GROUND SCREW IN SUPPORT BAR provides a simple
and easily accessible connection for the electrical ground
of the pump cable.

BENEFIT: Easy connection for ground wire.

(10) SIMPLE DISENGAGEMENT FOR SERVICE By simply
turning the stainless steel adjusting screw, the entire
water system outside the well can be drained WITHOUT
pulling the pump (impossible with other pitless units.)
BENEFIT: Simple answer for seasonal homes.

(11) WATERTIGHT CAPS ARE AVAILABLE BENEFIT: A well
cap for all well codes.

(12) STAINLESS STEEL ELBOW FITTING available for
discharge.
NOTE: Other drop pipe and discharge sizes and special bury
depths available. Prices quoted per application.
Stainless Steel Elbow Discharge Fittin&|

Order UPC Bar Insert MIP

o No. Code (Qty. 1) Size x Size
*%* SSHE1000 642367 12117 4 1"x 1"

SSHE1000 ¢ SSHE125 642367121150  1-1/4" x 1-1/4"

BENEFIT: Insures seal to inside of casing and will reseal
after removed for service.

(7) MALE THREAD, PLAIN END, OR COMPRESSION
COUPLING available on end of pitless casing for
connection to well.

BENEFIT: Easy connection to well casing for all

installation.

HEAVY DUTY GALVANIZED IRON SUPPORT BAR
HOLDS 160% MORE WEIGHT Minimize danger of losing
pump or pipe down well. The Merrill support bar is much
stronger than aluminum bar used by other manufacturers,
and holds more weight than slide together type pitless
adapters.

BENEFIT: Will support more weight.

®)

Pitless Unit Casing Connectors Available:

® Rubber Compression Couplings: No. CC440, CC450, CC550, and
CC660.

® Threaded Merchant Couplings: No. BC4, BC5, and BC6.

® Half Weld X Threaded Couplings: No. HW4, HW5, HW6, HWXL4,
HWXL5, and HWXL6.

® Heavy-Duty Cast Threaded X Compression Couplings:
No. CC40,CC50, CC60 (APC Series threaded on unit at factory)

-
Rubber Threaded Half Weld X Compression
Compression Merchant Threaded Coupling
Coupling Coupling Coupling (APC Series)

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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NOTE I Product I.D. Well Size I Bury Depth I Options I
Order No. Breakdown SSMCU 4 04 CC40
For Sub Pitless For 4" |.D. Casing For 4' Bury Depth Compression Coupling
Note: lllinois State Approved
. . . SMCK Pitless Kit with pull pipe included
Stainless Steel MCU Pitless Units inside 4", 5" or 6" steel casing with stainless
Drop steel discharge welded to steel casing.
Order UPC Bar Well Bury Pipe Approx.
No. Code (Qty. 1) Size & Depth Discharge Wt./Lbs. To Order Caps with SSMCU
(= SSMCU401 6 42367 06827 1 4" x 1 1" 27.0 Pitless Units.
(% SSMCU402 6 42367 06828 8 4" x 2' 1" 38.0 Add Cap to Order No.
(=% SSMCU403 6 42367 06829 5 4"x 3 1" 49.0
% SSMCU404 6 42367 06830 1 4" x 4' 1" 60.0 WC Series
% SSMCU405 6 42367 06831 8 4" x 5' 1 71.0 Watertight Cap
% SSMCU406 6 42367 06832 5 4" X 6' 1" 82.0 w/1" Conduit
4 SSMCU407 6 42367 06833 2 4"x T 1" 93.0 Tapped
(% SSMCU408 6 42367 06834 9 4" x 8' 1" 104.0
@ SSMCU40114 6 42367 06835 6 4" x 1 1-1/4" 27.0
¢4 sSMCU40214 6 42367 06836 3 4"x2 1-1/4" 38.0 WCB Serles
% SSMCU40314 6 42367 06837 0 4"x 3 1-1/4" 49.0 Watentight Cap
% SSMCU40414 6 42367 06838 7 4" x 4' 1-1/4" 60.0 w/1-1/2" Conduit
@ SSMCU40514 6 42367 06839 4 4" x 5' 1-1/4" 71.0 Tapped
(% SSMCU40614 6 42367 06840 O 4" x 6' 1-1/4" 82.0
@ SSMCU40714 6 42367 06841 7 4" x 7 1-1/4" 93.0
(4 SSMCU40814 642367 06842 4 4"x 8 1-1/4" 104.0 < ng‘osr:"i)es
& SSMCU501 6 42367 06843 1 5"x 1’ 1" 43.0 Watentigh¥0ap
3 SSMCU502 6 42367 06844 8 5"x 2' 1" 58.0 w/1" Conduit
@ SSMCU503 6 42367 06845 5 5"x 3 1" 73.0 ——— Tapped
3 SSMCU504 6 42367 06846 2 5"x 4' 1" 88.0
@ SSMCU505 6 42367 06847 9 5"x5' 1" 103.0
(% SSMCU506 6 42367 06848 6 5"x 6' 1" 118.0 WCO Series
% SSMCU507 6 42367 06849 3 5" x 7' 1" 133.0 Watertight Cap
(% SSMCU508 6 42367 06850 9 5"x8' 1" 148.0 S w/1" Conduit
(3 SSMCU50114 6 42367 06851 6 5" x 1" 1-1/4" 44.0 e Tapped
(> SSMCU50214 6 42367 06852 3 5"x2' 1-1/4" 59.0
5 SSMCU50314 642367 06853 0 5"x 3 1-1/4" 74.0 NOTE: Compnession couplings
(% SSMCU50414 642367 06854 7 5"x 4 1-1/4" 89.0 available. Add CC to Order No.
@ SSMCU50514 6 42367 06855 4 5"x 5 1-1/4" 104.0
% SSMCU50614 6 42367 06856 1 5" X 6' 1-1/4" 119.0 NOTE: Other Drop Pipe and Discharge
% SSMCU50714 6 42367 06857 8 5"x 7" 1-1/4" 134.0 Sizes and Special Bury Depths
(% SSMCU50814 6 42367 06858 5 5" x 8 1-1/4" 149.0 Available. Prices Quoted Per
Application.
% ::mgzgg; g jgzg 8;823 ;’ g i ; i ?gg S;ainless Steel Elbow Discharge Fittings
rder UPC Bar Insert MIP
3 SSMCU6E03 6 42367 07088 5 6" x 3' 1" 94.0 Lo Code (Qty. 1) | Size x Size
3 SSMCU604 642367 07089 2 6" x 4' 1" 113.0 %* SSHE1000 642367 12117 4 1"x 1"
@ SSMCUGBO05 6 42367 07090 8 6" x 5' 1" 132.0 %°* SSHE125 642367121150 1-1/4" x 1-1/4"
(% SSMCUB06 6 42367 07091 5 6" X 6' 1" 151.0
@ SSMCUG07 6 42367 07092 2 6" x 7' 1" 170.0 SSHE1000
(% SSMCUB08 6 42367 07093 9 6" x 8' 1" 189.0
(4 SSMCU60114 642367 07094 6 6"x 1" 1-1/4" 56.0 WARRING: This product cart expose you to
ead, which is known to the State of
% SSMcuU60214 6 42367 07095 3 6"x2' 1-1/4" 75.0 California to cause cancer, birth defects or
@ SSMCUG0314 6 42367 07096 0 6" x 3 1-1/4" 94.0 _ other reproductive harm. For more
@ SSMCUG0414 6 42367 07097 7 6" x 4" 1-1/4" 113.0 information go to www.P65Warnings.ca.gov
5 SSMCUE0514 642367 07098 4 6" x5' 1-1/4" 132.0 WARNING: This product meets Federal
(=% SSMCU60614 6 42367 07099 1 6" X 6' 1-1/4" 151.0 USA Drinking Water requirements but has
(% SSMCU60714 6 42367 07100 4 6"x 7' 1-1/4" 170.0 not been specifically tested or approved
as no-lead in the State of California.
@ SSMCU60814 6 42367 07101 1 6" x 8' 1-1/4" 189.0
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SSMCU PITLESS UNITS

INSTALLATION INSTRUCTIONS

(1) Cut a piece of 1/2" pipe (see chart) and flatten one end
to fit stainless steel screw inside pitless body, for custom e

SUPPORT BAR

wrench. (see custom tool shown below) PULL PIPE j]
(2) Thread pipe from pump to stainless steel pitless body by (included) \

putting wrench on pipe and pitless body, NOT pull pipe ~l\ |

above pitless body. B EXTRA

e " —l—\__ ——’\J- LARGE

(3) Apply Anti-Seize/Gasket Lube to O-ring seal and then STAINLESS STEEL — O-RING

lower into casing. PITLESS BODY "1 seaL
(4) When lowering unit into casing, line up mark on support

bar with notch or mark cut in top of casing. STAINLESS APPLY

N

(5) Turn stainless steel screw inside pitless body clockwise =~ STEEL SCREW ANTI-

using custom wrench until O-ring seals on inner wall of \, SEIZE/

casing. STAINLESS ‘ ) GASKET

LUBE
. . . . . STEEL PIN

(6) Complete installation by installing watertight cap on top of \

well casing, model depends on state well code. SSMCU STAINLESS Y

Pitless Unit is now |nstalleq. STEEL BACK \ Y *
(7) Pulling Pump - Before pulling pump make sure that the | gver

stainless steel screw on pitless body inside pull pipe is

turned (counter-clockwise), so the back lever can pivot in  yNnIT CASING

as far as necessary. (included) ——— | : §
(8) Connect to support bar center threads and lift.

_ PIPETOPUMP — 2| STAINLESS
Custom Tool available from B STEEL
factory, welds on to 1/2" pipe for DISCHARGE

turning stainless steel screw.

*
\ Stainless Steel Elbow Discharge Fittings

% { Part No. Order UPC Bar Insert MIP

o MCKADJTOOL oL No. Code (Oty. 1) | Size x Size

aw w 4 SSHE1000 642367 121174 T x1"

my SSHE1000 %* SSHEi25 642367121150  1-1/4" x 1-1/4"
Parts List
4" 5" 6"
Description Part No. Part No. Part No.

(=% Support Bar MCK4SB MCK5SB MCK6SB
(6 Thumb Screw - Stainless Steel MCKSS MCKSS MCKSS
4 Internal Pitless Body - 1" Stainless Steel SMCKB410 SMCKB510 SMCKB610
(=% Internal Pitless Body - 1-1/4" Stainless Steel SMCKB414 SMCKB514 SMCKB614
(=4 Flipper - Stainless Steel SMCKF400 SMCKF500 SMCKF600
(% Pivot Pin - Stainless Steel MCKPP MCKPP MCKPP
4 O-Ring Seal MCKOR MCKOR MCKOR

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or

___other reproductive harm. For more MCK4SB MCKSS SMCKB410 SMCKB514 MCKOR
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has

not been specifically tested or approved J _
as no-lead in the State of California. M = n n I I— I_

MANUFACTURING
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PITLESS CONNECTORS

MERRILL APC Pitless Connector

MERRILL APC Pitless Connector

® DUCTILE IRON Connector for threaded pitless to plain end casing.

MERRILL Black Coupling

MERRILL Half Weld Coupling

MERRILL Extra Long Half
Weld Coupling

MERRILL/CALDER Coupling

® Materials: (1) Ductile Iron Coupling
(2) Neoprene Gasket
(3) Ductile Iron Clamping Ring
Order UPC Bar Size Hex Head Approx.
No. Code (Qty. 1) Casing Bolts Wt./Lbs.
(% APC4 6 42367 00759 1 4" 1/2" x 3" 11.4
(< APC5 6 42367 00764 5 5" 1/2" x 3-1/2" 18.9
(s APC6 6 42367 00767 6 6" 1/2" x 3-1/2" 26.5
MERRILL APCGI Pitless Connectonr
® GRAY IRON Connector for threaded pitless to plain end casing.
® Materials: (1) Gray Iron Coupling
(2) Neoprene Gasket
(3) Gray Iron Clamping Ring
Order UPC Bar Size Hex Head Approx.
No. Code (Qty. 1) Casing Bolts Wt./Lbs.
(=3 APCEGI 642367 41956 1 6" 1/2" x 3-1/2" 26.5
MERRILL Black Coupling
¢ Steel Coupling with standard pipe thread.
Order UPC Bar Size Approx.
No. Code (Qty. 1) Casing Length Wt./Lbs.
(= BC4 642367 00892 5 4" 3.50 4.8
(4 BC5 6 42367 00893 2 54 3.75 7.1
@ BC6 6 42367 00894 9 6" 4.00 10.5

MERRILL Half Weld Coupling

® Steel Coupling with standard pipe thread and other end machined to fit over casing for easy

welding.

Order UPC Bar Size Approx.

No. Code (Qty. 1) Casing Length Wt./Lbs.
= HW4 6 42367 01685 2 4" 1.62 24
3 HWXL4 6 42367 06179 1 4" 3.50 4.1
(= HW5 6 42367 01686 9 5" 1.75 34
% HWXL5 6 42367 06180 7 5" 3.75 7.3
@ HW6 6 42367 01687 6 6" 1.87 4.4
5 HWXL6 6 42367 06181 4 6" 4.00 9.3

MERRILL/CALDER Coupling

® Solid Neoprene Coupling with two stainless steel hose clamps (5" and 6" Standard Sizes)
® Steel Washer furnished for 4" to 5" coupling.

Order UPC Bar Size Approx.

No. Code (Qty. 1) Casing Wt./Lbs.
(= CC440 6 42367 01004 1 4" to 4" 0.9
(=% CCA450 6 42367 01005 8 4" to 5" 1.6
(% CC550 6 42367 01009 6 5"to 5" 1.0
(% CC660 6 42367 01010 2 6" to 6" 1.0
(=% SW450 6 42367 02760 5 Steel Washer 0.7

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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H20 PITLESS CONTROL UNITS  “"*

At The Well Pump Control

Features/Benefits:
1) Connects to 4" - 5" - 6" or 8" Steel or PVC Well Casing.
Benefit: Easy attachment to the casing - sizes you need.

OM=RRILL =

2) Constant pressure controls can be mounted at the well.
Benefit: One universal plate holds VFD drive of all USA pump Co., and
VFD drive is now protected inside top of the well, out of the weather.

8) 12" pipe in galvanized steel or PVC at top of well contains everything.
Benefit: All needed connections for controls are designed to fit inside a 12"
casing - compact installation.

4) Expansion tank included inside H20 pitless control units.
Benefit: Small tank recommended for VFD drive installations is included
with the H20 pitless control unit.

5) Internal manifold of unit has pull strap for easy removal to service well.
Benefit: No special pulling tool needed for service work - pulling strap built in.

6) Internal manifold of unit has tappings for expansion tank, pressure
transducer, pressure relief valve and pressure gauge. Galvanized Steel Casing
Benefit: Minimum work required to complete the installation - all needed (shown featuring Stainless
tappings included. Steel components)

7) Stainless steel waterways, pitless adapter and internal manifold.
Benefit: In compliance with safe water drinking act for residential drinking
water supply.

8) Universal aluminum VFD mounting plate attached to top lid of watertight cap.
Benefit: VFD drive easily mounted for at the well control and out of the
weather.

9) Approved by Wisconsin DNR and Minnesota Department of Health and
several other states (code approved).
Benefit: Most all states that require a product to be code approved have
approved the H20 pitless control unit.

Watenrtight Cap With .
. ) . PVC Casing
Alumlnun_'l Universal Alun:llnurr! BOtto':n (shown featuring Stainless
Mounting Plate Cap Ring with O-Ring Steel components)

U.S. Patent # U.S. Patent #
6,592,342 7,118,357
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H20 PITLESS CONTROL UNITS

% No-Lead

Controls mounted on plate attached to lid

Galvanized Steel ]
Casing PVC Casing
(shown featuring (shown featuring
Stainless Steel Stainless Steel
components) components)
Galvanized Steel Bottom Casing Threads 1> wel Can
Mounting
Plate for Pull Strap
Pump
Control\
Ground Level
12" Steel
or PVC Conduit
Casing \
Pressure
Tank
Bury Depth
ipTi As Needed
Zip Tle\
Relief
Valve
\ Frost Line
Pressure _—"
Transducer
\ Pitless Adapter
4"-5"-6"-8" Steel bive to P
(Threaded) or PVC™~ Ipe to Fump
(Not Threaded) Casing
Connection
Lifting with Pull Strap PVC Casing with .
Steel Casing Pitless Adapter apart PCM for Variable Speed Pump

Steel or PVC Casing
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OMERRILL

MANUFACTURING

At The Well Pressure Switch Control

Included in Kit:

e Pressure Switch Bracket - Bolts to Pull
Coupling

e All Fittings Needed to Connect Pressure
Switch

e Tubing and Clamps to Connect Pressure
Switch

e Cycle Stop Valve - Directly Below Pitless
Adapter

(Not included in kit - can use any pressure
switch or heavy-duty MPSXHD or MCSHD
control switch)

Features/Benefits
1) Bracket for Mounting Pressure
Switch

2) Provides easy installation of
pressure switch inside the H20
Unit

8) The pressure switch is below the
tank and is still easily removed with
tank when needed

4) Expansion tank, fittings, piping
connections, and cycle stop valve
included and pressure switch to
complete installation of pump
control and provides serviceability

B) Easiest low cost answer

6) Everything fits inside 12" casing

Cycle Stop
P Valve
Directly
Below
Pitless
Adapter

Pressure
| Switch

Bracket

Pressure
Tank

Stainless
| Steel
Cross

Merrill
Pressure
[~ Switch or
Control
Switch

\ H20 Bracket with
Pressure Switch or
Control Switch installed
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OMERRILL

MANUFACTURING

H20 PITLESS UNIT COMPONENTS FOR

At The Well Pressure Switch Control

H20 At the Well Pressure Switch Control Parts List

Order UPC Bar

No. Code (Qty. 1) Description
(> H2PSB 6 42367 45349 7 Pressure Switch Bracket
(>3 H2PSFS 6 42367 45350 3 Fittings to Connect Pressure Switch
(>3 H2TAC 6 42367 45351 0 Tubing and Clamps to Connect Fittings
=% H2CSV 6 42367 45352 7 Cycle Stop Valve Install Below Pitless Adapter
&4 1/4"IDTUBE 6 42367 45445 6 1/4" Inside Diameter Braided Vinyl Tubing
=% RBNLHB7525 6 42367 45446 3 3/4" x 1/4" No Lead Red Brass Bushing
% MPSXHD - Merrill MPSXHD Pressure Switch (Not included)
(6 MCSHD - Merrill MCSHD Control Switch (Not included)

H2PSFS H2PSB
H2TAC

Merrill MPSXHD Pressure
Switch

H2CSV

Merrill H20 Pressure Switch Control Package Includes:
| Order No. H2OPSCP 642367 45453 1 |

e No-Lead Brass Bushing

e No-Lead Brass Fittings (Part No. H2PSFS)

e Reinforced Tubing and Stainless Steel Clamps (Part No. H2TAC)

e Pressure Switch Bracket (Part No. H2PSB)

e Cycle Stop Valve (Part No. H2CSV)

NOTE: This Package is to be used with a 6 gallon tank or larger

Merrill MCSHD Control
Switch

WARNING: This product can expose you to

The H20 Pressure Switch Control is recommended to be used with lead, which is known to the State of
. i . i California to cause cancer, birth defects or
Merrill MPSXHD Pressure Switch or Merrill MCSHD Control Switch other reproductive harm. For more

information go to www.P65Warnings.ca.gov

that eliminates the control box.

WARNING: This product meets Federal

. USA Drinking Water requirements but has

MPSXHD Switches - Are rated up to SHP not been specifically tested or approved
. -lead in the State of California.
MCSHD Control Switches - Are rated up to 5HP as no-iead in the State of talfornia
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MANUFACTURING

H20 PITLESS CONTROL UNITS  “™*

12" Galvanized Steel Uppenr Casing to 4" Well Casing

Order UPC Bar Casing Bury Discharge Tank Watertight Approx.

No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.

4" Casing Models
% PCM4302U 6 42367 43949 1 4" & 1" 2.1 Gallon With Plate ---
(>3 PCM4310U 6 42367 43950 7 4" 3 1-1/4" No Tank With Plate ---
(>3 PCM4312U 6 42367 43951 4 4" 3 1-1/4" 2.1 Gallon With Plate ---
= PCM4314U 6 42367 43952 1 4" 3 1-1/4" 4.5 Gallon With Plate ---
% PCM4318U 6 42367 43953 8 4" 3 1-1/4" 10 Gallon With Plate -
% PCM4402U 6 42367 43956 9 4" 4 1" 2.1 Gallon With Plate ---
% PCM4410U 6 42367 43880 7 4" 4' 1-1/4" No Tank With Plate 230.0
% PCM4412U 6 42367 43734 3 4" 4 1-1/4" 2.1 Gallon With Plate 236.5
= PCM4414U 6 42367 437350 4" 4' 1-1/4" 4.5 Gallon With Plate 238.0
=% PCM4418U 6 42367 43736 7 4" 4 1-1/4" 6 Gallon With Plate -
(=% PCM4502U 6 42367 43957 6 4" 5' 1" 2.1 Gallon With Plate ---
3 PCM4510U 6 42367 43881 4 4" 5' 1-1/4" No Tank With Plate 254.5
% PCM4512U 6 42367 43738 1 4" 5' 1-1/4" 2.1 Gallon With Plate 261.5
(=3 PCM4514U 6 42367 43739 8 4" 5' 1-1/4" 4.5 Gallon With Plate 263.0
% PCM4518U 6 42367 43740 4 4" 5' 1-1/4" 6 Gallon With Plate 268.0
(= PCM4602U 6 42367 43958 3 4" 6' 1" 2.1 Gallon With Plate ---
(% PCM4610U 6 42367 43959 0 4" 6' 1-1/4" No Tank With Plate ---
(% PCM4612U 6 42367 43960 6 4" 6' 1-1/4" 2.1 Gallon With Plate ---
(3 PCM4614U 6 42367 43961 3 4" 6' 1-1/4" 4.5 Gallon With Plate ---
(= PCM4618U 6 42367 43962 0 4" 6' 1-1/4" 6 Gallon With Plate -
% PCM4702U 6 42367 43965 1 4" 7 1" 2.1 Gallon With Plate ---
@3 PCM4710U 6 42367 43966 8 4" 7 1-1/4" No Tank With Plate ---
4 PCM4712U 6 42367 43967 5 4" 7 1-1/4" 2.1 Gallon With Plate ---
3 PCM4714U 6 42367 43968 2 4" 7 1-1/4" 4.5 Gallon With Plate ---
% PCM4718U 6 42367 43969 9 4" 7 1-1/4" 6 Gallon With Plate ---

12" Galvanized Steel Uppenr Casing to 5" Well Casing

Order UPC Bar Casing Bury Discharge Tank Watertight Approx.

No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.

5" Casing Models
% PCM5302U 6 42367 44015 2 5" 3] 1" 2.1 Gallon With Plate -
& pcM5310U 6 42367 44016 9 5" 3 1-1/4" No Tank With Plate -
% PCM5312U 6 42367 44017 6 5" 3 1-1/4" 2.1 Gallon With Plate ---
& PCM5314U 6 42367 44018 3 5" 3 1-1/4" 4.5 Gallon With Plate ---
3 PCM5318U 6 42367 44019 0 5" 8] 1-1/4" 6 Gallon With Plate -
% PCM5320U 6 42367 44020 6 5" 3 2" No Tank With Plate ---
3 PCM5328U 6 42367 44021 3 5" 3] 2" 6 Gallon With Plate -

MERRILL APC Pitless Connectors
® DUCTILE IRON Connector for threaded pitless to plain end casing with neoprene gasket

Extras for Easier and Better
Installation

NOTE: - Units come standard with an
Aluminum Well Cap

Order UPC Bar Size Hex Head Approx.

No. Code (Qty. 1) Casing Bolts Wt./Lbs.
(% APC4 6 42367 00759 1 4" 1/2" x 3" 11.4
(=i APC5 6 42367 00764 5 5" 1/2" x 3-1/2" 18.9
(% APC6 6 42367 00767 6 6" 1/2" x 3-1/2" 26.5

MERRILL APCGI Pitless Connector

® GRAY IRON Connector for threaded pitless to plain end casing with neoprene gasket
@ APCGGI 6 42367 41956 1 6" 1/2" x 3-1/2" 26.5

Anti-Seize/Gasket Lube ° Brush top can in economical/professional size

- May order without an Aluminum Well
Cap - Call for Price

WARNING: This product can expose
you to lead, which is known to the
State of California to cause cancer,
birth defects or other reproductive

harm. For more information go to
www.P65Warnings.ca.gov

WARNING: This product meets

Federal USA Drinking Water
requirements but has not been
specifically tested or approved as

Order UPC Bar Container Carton Approx.
No. Code (Qty. 1) Size Qty. Wt./Lbs.
(% PAL100 096542 71704 9 1lb. Can 12 1.0

no-lead in the State of California.
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MANUFACTURING

H20 PITLESS CONTROL UNITS

@ No-Lead

12" Galvanized Steel Upper Casing to 5" Well Casing (continued-)

Order UPC Bar Casing Bury Discharge Tank Watenrtight Approx.
No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.
5" Casing Models
3 PCM5402U 6 42367 44022 0 5" 4' 1" 2.1 Gallon With Plate ---
% PCM5410U 6 42367 43882 1 5" 4 1-1/4" No Tank With Plate 237.0
3 PCM54412U 6 42367 43742 8 5" 4' 1-1/4" 2.1 Gallon With Plate 229.0
(% PCM5414U 6 42367 43743 5 5" 4' 1-1/4" 4.5 Gallon With Plate 229.0
(% PCM5418U 6 42367 43744 2 5" 4' 1-1/4" 6 Gallon With Plate 233.0
(= PCM5420U 6 42367 43903 3 5" 4' 2" No Tank With Plate 231.0
(% PCM5428U 6 42367 43745 9 5" 4' 2" 6 Gallon With Plate 244.0
% PCM5502U 6 42367 44023 7 5" 5' 1" 2.1 Gallon With Plate ===
% pCM5510U 6 42367 43883 8 5" 5' 1-1/4" No Tank With Plate 255.5
&% PCM5512U 6 42367 43746 6 5" 5' 1-1/4" 2.1 Gallon With Plate ---
3 PCM5514U 6 42367 43747 3 5" 5' 1-1/4" 4.5 Gallom With Plate 264.0
% PCM5518U 6 42367 43748 0 5" 5' 1-1/4" 6 Gallon With Plate 269.0
% PCM5520U 6 42367 43884 5 5" 5' 2" No Tank With Plate 267.0
% PCM5528U 6 42367 43749 7 5" 5' 2" 6 Gallon With Plate 280.0
3 PCM5602U 6 42367 44024 4 5" 6' 1" 2.1 Gallon With Plate ---
% PCM5610U 6 42367 44025 1 5" 6' 1-1/4" No Tank With Plate 280.0
% PCM5612U 6 42367 43750 3 5" 6' 1-1/4" 2.1 Gallon With Plate 280.0
(4 PCM5614U 6 42367 43751 0 5" 6' 1-1/4" 4.5 Gallon With Plate 264.0
(% PCM5618U 6 42367 43752 7 5" 6' 1-1/4" 6 Gallon With Plate ===
% PCM5620U 6 42367 44026 8 5" 6' 2" No Tank With Plate
(% PCM5628U 6 42367 43753 4 5" 6' 2" 6 Gallon With Plate ---
4 pcM5702U 6 42367 44027 5 5" 7 1" 2.1 Gallon With Plate ---
& pcms710U 6 42367 44028 2 5" 7 1-1/4" No Tank With Plate
4 pcMms712U 6 42367 44029 9 5" 7 1-1/4" 2.1 Gallon With Plate —
& pocM5714U 6 42367 44030 5 5" 7' 1-1/4" 4.5 Gallon With Plate
& pcM5718U 6 42367 44031 2 5" 7 1-1/4" 6 Gallon With Plate ---
% PCM5720U 6 42367 44032 9 5" 7 2" No Tank With Plate
% pcM5728U 6 42367 44033 6 5" 7 2" 6 Gallon With Plate ---
12" Galvanized Steel Uppenr Casing to 6" Well Casing
Order UPC Bar Casing Bury Discharge Tank Watertight Approx.
No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.
6" Casing Models
% PCM6302U 6 42367 43972 9 6" 3 1" 2.1 Gallon With Plate
& pcMe310U 6 42367 43973 6 6" 3 1-1/4" No Tank With Plate
% PCM6312U 6 42367 43974 3 6" 3 1-1/4" 2.1 Gallon With Plate
4 PCM6314U 6 42367 43975 0 6" 3 1-1/4" 4.5 Gallon With Plate
% PCM6318U 6 42367 43976 7 6" 3 1-1/4" 6 Gallon With Plate
% PCM6320U 6 42367 43977 4 6" 3 2" No Tank With Plate
% PCM6328U 6 42367 43978 1 6" 3 2" 6 Gallon With Plate
& PCM6402U 6 42367 43979 8 6" 4 1" 2.1 Gallon With Plate
“ pcmea10U 6 42367 43980 4 6" 4' 1-1/4" No Tank With Plate
% pcmea12u 6 42367 43754 1 6" 4 1-1/4" 2.1 Gallon With Plate
% PCM6414U 6 42367 43755 8 6" 4' 1-1/4" 4.5 Gallon With Plate 260.0
% PCM6418U 6 42367 43756 5 6" 4' 1-1/4" 6 Gallon With Plate
3 PCM6420U 6 42367 43981 1 6" 4' 2" No Tank With Plate
% PCM6428U 6 42367 43757 2 6" 4 2" 6 Gallon With Plate

WARNING: This product can expose you to lead, which is known to the State | Extpas for Easier & Better Installation NOTE: Units come standard

of California to cause cancer, birth defects or other reproductive harm. For APC Pitless Connectors (Ductile Iron) APC4 with an Aluminum Well Cap
more information go to www.P65Warnings.ca.gov ’

— = — = APC5, APC6 - May order without an

WARNING: This product meets Federal USA Drinking Water requirements . . _

but has not been specifically tested or approved as no-lead in the AP(;Gl -PlﬂeSS Connectors (Gray Iron) APCEGI Alumlnum Well Cap Call
State of California. Anti-Seize/Gasket Lube - PAL100 for Price
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MANUFACTURING

H20 PITLESS CONTROL UNITS ™
12" Galvanized Steel Upper Casing to 6" Well Casing (continued)
Order UPC Bar Casing Bury Discharge Tank Watertight Approx.
No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.
6" Casing Models
4 PCM6502U 6 42367 43982 8 6" 5' 1" 2.1 Gallon With Plate
&3 PCM6E510U 6 42367 43983 5 6" 5' 1-1/4" No Tank With Plate -
% PCM6512U 6 42367 43758 9 6" 5' 1-1/4" 2.1 Gallon With Plate
= PCM6514U 6 42367 43759 6 6" 5' 1-1/4" 4.5 Gallon With Plate 260.0
% PCM6518U 6 42367 43760 2 6" 5' 1-1/4" 6 Gallon With Plate 276.9
@ PCM6520U 6 42367 43900 2 6" 5' 2" No Tank With Plate 255.5
% PCM6528U 6 42367 43761 9 6" 5' 2" 6 Gallon With Plate 281.0
@ PCM6602U 6 42367 43984 2 6" 6' 1" 2.1 Gallon With Plate ---
3 PCM6610U 6 42367 43985 9 6" 6' 1-1/4" No Tank With Plate
% PCM6612U 6 42367 43762 6 6" 6' 1-1/4" 2.1 Gallon With Plate 290.0
% PCM6614U 6 42367 43763 3 6" 6' 1-1/4" 4.5 Gallon With Plate 290.0
(>3 PCM6618U 6 42367 43764 0 6" 6' 1-1/4" 6 Gallon With Plate -
=% PCM6620U 6 42367 43986 6 6" 6' 2" No Tank With Plate 306.0
= PCM6628U 6 42367 43765 7 6" 6' 2" 6 Gallon With Plate 306.0
% PCM6702U 6 42367 43987 3 6" 7 1" 2.1 Gallon With Plate
% PCM6710U 6 42367 43988 0 6" 7' 1-1/4" No Tank With Plate 254.5
(>3 PCM6712VU 6 42367 43989 7 6" 7 1-1/4" 2.1 Gallon With Plate -
3 PCM6714U 6 42367 43990 3 6" 7 1-1/4" 4.5 Gallon With Plate -
(>3 PCM6718U 6 42367 43991 0 6" 7 1-1/4" 6 Gallon With Plate -
@ PCM6720U 6 42367 43992 7 6" 7 2" No Tank With Plate -
=% PCM6728U 6 42367 43993 4 6" 7 2" 6 Gallon With Plate
12" Galvanized Steel Upper Casing to 8" Well Casing
Order UPC Bar Casing Bury Discharge Tank Watertight Approx.
No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.
8" Casing Models
% PCM8312VU 6 42367 43994 1 8" 3 1-1/4" 2.1 Gallon With Plate -
@ PCM8314U 6 42367 43995 8 8" 3 1-1/4" 4.5 Gallon With Plate -
@ PCM8318U 6 42367 43996 5 8" 3 1-1/4" 6 Gallon With Plate -
3 PCM8322U 6 42367 43997 2 8" 3 2" 2.1 Gallon With Plate -
=% PCM8324U 6 42367 43998 9 8" 3 2" 4.5 Gallon With Plate
(3 PCM8328U 6 42367 43999 6 8" 3 2" 6 Gallon With Plate
(>4 PCM8412U 6 42367 43766 4 8" 4' 1-1/4" 2.1 Gallon With Plate -
@ PCM8414U 6 42367 43767 1 8" 4 1-1/4" 4.5 Gallon With Plate -
@ PCM8418U 6 42367 43768 8 8" 4' 1-1/4" 6 Gallon With Plate -
(>3 PCM8422U 6 42367 44000 8 8" 4 2" 2.1 Gallon With Plate -
@ PCM8424U 6 42367 44001 5 8" 4' 2" 4.5 Gallon With Plate 320.0
(>3 PCM8428U 6 42367 43769 5 8" 4 2" 6 Gallon With Plate -
@ PCM8512U 6 42367 43770 1 8" 5' 1-1/4" 2.1 Gallon With Plate -
@ PCM8514U 6 42367 43771 8 8" 5' 1-1/4" 4.5 Gallon With Plate -
@ PCM8518U 6 42367 437725 8" 5' 1-1/4" 6 Gallon With Plate -
(>3 PCM8522U 6 42367 44002 2 8" 5' 2" 2.1 Gallon With Plate -
(>3 PCM8524U 6 42367 44003 9 8" 5' 2" 4.5 Gallon With Plate -
(= PCM8528U 6 42367 43773 2 8" 5' 2" 6 Gallon With Plate 320.0
@ PCM8612U 6 42367 44004 6 8" 6' 1-1/4" 2.1 Gallon With Plate -
@ PCM8614U 6 42367 44005 3 8" 6' 1-1/4" 4.5 Gallon With Plate -
@ PCM8618U 6 42367 44006 0 8" 6' 1-1/4" 6 Gallon With Plate -
(>3 PCM8622U 6 42367 44007 7 8" 6' 2" 2.1 Gallon With Plate -
(>3 PCM8624U 6 42367 44008 4 8" 6' 2" 4.5 Gallon With Plate -
@ PCM8628U 6 42367 44009 1 8" 6' 2" 6 Gallon With Plate -
WARNING: This product can expose you to lead, which is known to the State | Extras for Easier & Better Installation NOTE: Units come standard
of California to cause cancer, birth defects or other reproductive harm. For | APC Pitless Connectors (Ductile Iron) APC4, with an Aluminum Well Cap
more information go to www.P65Warnings.ca.gov APC5, APC6 - May order without an
WARbNL'\:‘E;E’;‘fbgg:‘fter;:isl Ffed;:‘j' grszf D:(‘)'\‘/‘gg%‘s"/:;i;:jqﬂ';“;e“ts APCGI Pitless Connectors (Gray Iron) APC6GI Aluminum Well Cap - Call
! P Stat’é of Ca"fomi';'.) Anti-Seize/Gasket Lube - PAL100 for Price
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ovoled  H20 PITLESS CONTROL UNITS
12" PVC Upper Casing to 4" Well Casing
Order UPC Bar Casing Bury Discharge Tank Watertight Approx.
No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.
4" Casing Models
& PPCM4302U 6 42367 43774 9 4" 3 1" 2.1 Gallon With Plate 90.0
& PPCM4310U 6 42367 440411 4" 3' 1-1/4" No Tank With Plate
3 PPCM4312U 6 42367 43777 0 4" 3 1-1/4" 2.1 Gallon With Plate
% PPCM4314U 6 42367 43778 7 4" 3 1-1/4" 4.5 Gallon With Plate 90.0
(% PPCM4318U 6 42367 43779 4 4" 3 1-1/4" 6 Gallon With Plate
(= PPCMA4402U 6 42367 44043 5 4" 4' 1" 2.1 Gallon With Plate 90.0
(= PPCM4410U 6 42367 44044 2 4" 4' 1-1/4" No Tank With Plate
(= PPCM4412U 6 42367 44045 9 4" 4' 1-1/4" 2.1 Gallon With Plate
% PPCM4414U 6 42367 44046 6 4" 4' 1-1/4" 4.5 Gallon With Plate 90.0
(= PPCM4418U 6 42367 44047 3 4" 4 1-1/4" 6 Gallon With Plate
% PPCM4502U 6 42367 44050 3 4" 5' 1" 2.1 Gallon With Plate
% PPCM4510U 6 42367 44051 0 4" 5' 1-1/4" No Tank With Plate
(% PPCM4512U 6 42367 44052 7 4" 5' 1-1/4" 2.1 Gallon With Plate
% PPCM4514U 6 42367 44053 4 4" 5' 1-1/4" 4.5 Gallon With Plate 96.0
& PPCM4518U 6 42367 44054 1 4" 5' 1-1/4" 6 Gallon With Plate
(= PPCM4602U 6 42367 44057 2 4" 6' 1" 2.1 Gallon With Plate
(= PPCM4610U 6 42367 44058 9 4" 6' 1-1/4" No Tank With Plate
(= PPCM4612U 6 42367 44059 6 4" 6' 1-1/4" 2.1 Gallon With Plate
(= PPCM4614U 6 42367 44060 2 4" 6' 1-1/4" 4.5 Gallon With Plate
(= PPCM4618U 6 42367 44061 9 4" 6' 1-1/4" 6 Gallon With Plate
(= PPCM4702U 6 42367 44064 0 4" 7 1" 2.1 Gallon With Plate 90.0
(= PPCM4710U 6 42367 44065 7 4" 14 1-1/4" No Tank With Plate
(= PPCM4712U 6 42367 44066 4 4" 7 1-1/4" 2.1 Gallon With Plate
% PPCMA4714U 6 42367 44067 1 4" 7 1-1/4" 4.5 Gallon With Plate
(= PPCM4718U 6 42367 44068 8 4" T 1-1/4" 6 Gallon With Plate
12" PVC Upper Casing to 5" Well Casing
Order UPC Bar Casing Bury Discharge Tank Watertight Approx.
No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.
5" Casing Models
% PPCM5302U 6 42367 43781 7 " 3 1" 2.1 Gallon With Plate 90.0
% PPCM5310U 6 42367 44071 8 5" 3 1-1/4" No Tank With Plate 90.0
3 PPCM5312U 6 42367 43784 8 5" 3 1-1/4" 2.1 Gallon With Plate ==
(% PPCM5314U 6 42367 43785 5 5" 3' 1-1/4" 4.5 Gallon With Plate 90.0
(% PPCM5318U 6 42367 43786 2 " & 1-1/4" 6 Gallon With Plate 90.0
(>3 PPCM5320U 6 42367 44072 5 5" 3' 2" No Tank With Plate -
(% PPCM5328U 6 42367 43787 9 5" 3 2" 6 Gallon With Plate ==
(% PPCM5402U 6 42367 44073 2 5" 4' 1" 2.1 Gallon With Plate 229.0
3 PPCM5410U 6 42367 44074 9 5" 4' 1-1/4" No Tank With Plate 90.0
(= PPCM5412U 6 42367 44075 6 " 4' 1-1/4" 2.1 Gallon With Plate 90.0
(= PPCM5414U 6 42367 44076 3 5" 4' 1-1/4" 4.5 Gallon With Plate 90.0
(% PPCM5418U 6 42367 44077 0 " 4 1-1/4" 6 Gallon With Plate ==
(= PPCM5420U 6 42367 44078 7 5" 4' 2" No Tank With Plate -
(= PPCM5428U 6 42367 44079 4 5" 4' 2" 6 Gallon With Plate 90.0
WARNING: This product can expose you to lead, which is known to the State NOTE: Units come standard
of California to cause cancer, birth defects or other reproductive harm. For with an Aluminum Well Cap
more information go to www.P65Warnings.ca.gov - May order without an
WARNING: This product meets Federal USA Drinking Water requirements Aluminum Well Cap - Call
but has not been specifically tested'or a_pproved as no-lead in the for Price
State of California.

Form No. 2114.8
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H20 PITLESS CONTROL UNITS  ®Mote

12" PVC Upper Casing to 5" Well Casing (continued)

Order UPC Bar Casing Bury Discharge Tank Watenrtight Approx.

No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.

5" Casing Models
(% PPCM5502U 6 42367 44080 0 5" 5' 1" 2.1 Gallon With Plate 90.0
&3 PPCM5510U 6 42367 44081 7 5" 5' 1-1/4" No Tank With Plate 90.0
(% PPCM5512U 6 42367 44082 4 5" 5' 1-1/4" 2.1 Gallon With Plate 95.8
% PPCM5514U 6 42367 44083 1 5" 5' 1-1/4" 4.5 Gallon With Plate 90.0
(>3 PPCM5518U 6 42367 44085 5 5" 5' 1-1/4" 6 Gallon With Plate 90.0
=% PPCM5520U 6 42367 44086 2 5" 5' 2" No Tank With Plate 90.0
% PPCM5528U 6 42367 44087 9 5" 5' 2" 6 Gallon With Plate 90.0
% PPCM5602U 6 42367 44088 6 5" 6' 1" 2.1 Gallon With Plate ===
(% PPCM5610U 6 42367 44089 3 5" 6' 1-1/4" No Tank With Plate 96.6
(>3 PPCM5612U 6 42367 44090 9 5" 6' 1-1/4" 2.1 Gallon With Plate -
% PPCM5614U 6 42367 44091 6 5" 6' 1-1/4" 4.5 Gallon With Plate
(> PPCM5618U 6 42367 44092 3 5" 6' 1-1/4" 6 Gallon With Plate -
(= PPCM5620U 6 42367 44093 0 5" 6' 2" No Tank With Plate
=% PPCM5628U 6 42367 44094 7 5" 6' 2" 6 Gallon With Plate 121.2
% PPCM5702U 6 42367 44095 4 5" 7 1" 2.1 Gallon With Plate 169.1
(% PPCM5710U 6 42367 44096 1 5" 7 1-1/4" No Tank With Plate
% PPCM5712U 6 42367 44097 8 5" 7 1-1/4" 2.1 Gallon With Plate -
% PPCM5714U 6 42367 44098 5 5" 7 1-1/4" 4.5 Gallon With Plate
(> PPCM5718U 6 42367 44100 5 5" 7 1-1/4" 6 Gallon With Plate 175.7
(=% PPCM5720U 6 42367 44101 2 5" 7' 2" No Tank With Plate
=% PPCM5728U 6 42367 44102 9 5" 7 2" 6 Gallon With Plate -

12" PVC Upper Casing to 6" Well Casing

Order UPC Bar Casing Bury Discharge Tank Watertight Approx.

No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.

6" Casing Models
% PPCM6302U 6 42367 43788 6 6" 3 1" 2.1 Gallon With Plate 90.0
& PPCM6310U 6 42367 44103 6 6" 3 1-1/4" No Tank With Plate 71.5
4 PPCM6312U 6 42367 43791 6 6" 3 1-1/4" 2.1 Gallon With Plate
= PPCM6314U 6 42367 43792 3 6" 3 1-1/4" 4.5 Gallon With Plate
% PPCM6318U 6 42367 43793 0 6" 3 1-1/4" 6 Gallon With Plate 90.0
% PPCM6320U 6 42367 44104 3 6" 3 2" No Tank With Plate 90.0
% PPCM6328U 6 42367 43794 7 6" 3 2" 6 Gallon With Plate
(% PPCM6402U 6 42367 44105 0 6" 4 1" 2.1 Gallon With Plate 90.0
3 PPCM6410U 6 42367 44106 7 6" 4' 1-1/4" No Tank With Plate
(% PPCM6412U 6 42367 44107 4 6" 4 1-1/4" 2.1 Gallon With Plate 90.0
(=3 PPCM6414U 6 42367 44108 1 6" 4 1-1/4" 4.5 Gallon With Plate
(> PPCM6418U 6 42367 44109 8 6" 4 1-1/4" 6 Gallon With Plate
(= PPCM6420U 6 42367 44110 4 6" 4' 2" No Tank With Plate
% PPCM6428U 6 42367 44111 1 6" 4 2" 6 Gallon With Plate
(>3 PPCM6502U 6 42367 44112 8 6" 5 1" 2.1 Gallon With Plate
(>3 PPCM6510U 6 42367 44113 5 6" 5' 1-1/4" No Tank With Plate
(> PPCM6512U 6 42367 44114 2 6" 5 1-1/4" 2.1 Gallon With Plate
(= PPCM6514U 6 42367 44115 9 6" 5' 1-1/4" 4.5 Gallon With Plate
(>3 PPCM6518U 6 42367 44116 6 6" 5 1-1/4" 6 Gallon With Plate
(= PPCM6520U 6 42367 44117 3 6" 5' 2" No Tank With Plate
(= PPCM6528U 6 42367 44118 0 6" 5 2" 6 Gallon With Plate 114.0

WARNING: This product can expose you to lead, which is known to the State NOTE: Units come standard
of California to cause cancer, birth defects or other reproductive harm. For with an Aluminum Well Cap

more information go to www.P65Warnings.ca.gov

WARNING: Thi duct ts Federal USA Drinking Wat i t ) May order without an

: This product meets Federal rinking Water requirements . _

but has not been specifically tested or approved as no-lead in the Aluml_num Well Cap - Call
State of California. for Price
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eroted — H20 PITLESS CONTROL UNITS

12" PVC Upper Casing to 6" Well Casing (continued)

Onrder UPC Bar Casing Bury Discharge Tank Watenrtight Approx.

No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.

6" Casing Models
& pPCMeE602U 6 42367 44119 7 6" 6' 1" 2.1 Gallon With Plate ===
&% ppcMe610U 6 42367 44120 3 6" 6' 1-1/4" No Tank With Plate 90.0
% PPCM6E612U 6 42367 44121 0 6" 6' 1-1/4" 2.1 Gallon With Plate 104.9
% PPCM6E614U 6 42367 44122 7 6" 6' 1-1/4" 4.5 Gallon With Plate ---
% PPCM6E618U 6 42367 44123 4 6" 6' 1-1/4 6 Gallon With Plate =
3 PPCM6620U 6 42367 44124 1 6" 6' 2" No Tank With Plate 107.8
% PPCM6628U 6 42367 44125 8 6" 6' 2" 6 Gallon With Plate 90.0
(% PPCM6702U 6 42367 44126 5 6" 7 1" 2.1 Gallon With Plate ---
(% PPCM6710U 6 42367 44127 2 6" 7 1-1/4" No Tank With Plate ---
3 PPCM6712U 6 42367 44128 9 6" 7 1-1/4" 2.1 Gallon With Plate =
(= PPCM6714U 6 42367 44129 6 6" 7 1-1/4" 4.5 Gallon With Plate ---
(% PPCM6718U 6 42367 44130 2 6" 7 1-1/4" 6 Gallon With Plate ===
% PPCM6720U 6 42367 44131 9 6" 7 2" No Tank With Plate ---
(% PPCM6728U 6 42367 44132 6 6" 7 2" 6 Gallon With Plate ---

12" PVC Upper Casing to 8" Well Casing

Order UPC Bar Casing Bury Discharge Tank Watertight Approx.

No. Code (Qty. 1) Size Depth Size Size Cap Included Wt./Lbs.

8" Casing Models
3 PPCM8312U 6 42367 43806 7 8" 3 1-1/4" 2.1 Gallon With Plate 90.0
@ PPCM8314U 6 42367 43807 4 8" 3 1-1/4" 4.5 Gallon With Plate
3 PPCM8318U 6 42367 43808 1 8" 3 1-1/4" 6 Gallon With Plate
% PPCM8322U 6 42367 44133 3 8" 3 2" 2.1 Gallon With Plate
4 ppcm8s24u 6 42367 441340 8" 3 2" 4.5 Gallon With Plate 90.0
5 ppcms328U 6 42367 43809 8 8" 3 2" 6 Gallon With Plate 90.0
(% PPCM841i2U 6 42367 44135 7 8" 4 1-1/4" 2.1 Gallon With Plate
(= PPCM8414U 6 42367 44136 4 8" 4 1-1/4" 4.5 Gallon With Plate
(% PPCM8418U 6 42367 44137 1 8" 4 1-1/4" 6 Gallon With Plate
3 PPCM8422U 6 42367 44138 8 8" 4' 2" 2.1 Gallon With Plate
(>3 PPCM8424U 6 42367 44139 5 8" 4 2" 4.5 Gallon With Plate
4 PPCM8428U 6 42367 44140 1 8" 4 2" 6 Gallon With Plate
% PPCM8512U 6 42367 44141 8 8" 5 1-1/4" 2.1 Gallon With Plate
4 PPCM8514U 6 42367 44142 5 8" 5' 1-1/4" 4.5 Gallon With Plate
% PPCM8518U 6 42367 44143 2 8" 5' 1-1/4" 6 Gallon With Plate
& ppcM8522U 6 42367 44144 9 8" 5' 2" 2.1 Gallon With Plate
& pPPCM8524U 6 42367 44145 6 8" 5 2" 4.5 Gallon With Plate
% PPCM8528U 6 42367 44146 3 8" 5' 2" 6 Gallon With Plate
&3 PPCM8612U 6 42367 44147 0 8" 6' 1-1/4" 2.1 Gallon With Plate
% PPCM8614U 6 42367 44148 7 8" 6' 1-1/4" 4.5 Gallon With Plate
3 PPCM8618U 6 42367 44149 4 8" 6' 1-1/4" 6 Gallon With Plate
4 PPCM8622U 6 42367 441500 8 6' 2" 2.1 Gallon With Plate
% PPCM8624U 6 42367 44151 7 8" 6' 2 4.5 Gallon With Plate
3 PPCM8628U 6 42367 44152 4 8" 6' 2" 6 Gallon With Plate

- — NOTE: Units come standard
WARNING: This product can expose you to lead, which is known to the State ith Al . Well C
of California to cause cancer, birth defects or other reproductive harm. For with an um"']um e ap
more information go to www.P65Warnings.ca.gov - May order without an
Aluminum Well Cap - Call
for Price

WARNING: This product meets Federal USA Drinking Water requirements
but has not been specifically tested or approved as no-lead in the
State of California.
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H20 PITLESS CONTROL CENTERS ©Noead

12" PVC Upper Casing - Open Bottom Installed Outside Well

Order UPC Bar Bury Discharge Tank Watertight Approx.

No. Code (Qty. 1) Depth Size Size Cap Included Wt./Lbs.
@ PPCC12302VU 6 42367 44167 8 3 1" 2.1 Gallon With Plate ---
& PPCC12310U 6 42367 44168 5 3 1-1/4" No Tank With Plate -
@ PPCC12312U 6 42367 44169 2 3 1-1/4" 2.1 Gallon With Plate ---
@ PPCC12314U 6 42367 44170 8 3 1-1/4" 4.5 Gallon With Plate -
@ PPCC12318U 6 42367 441715 3 1-1/4" 6 Gallon With Plate —
@ PPCC12320U 6 42367 44172 2 3' 2" No Tank With Plate =
@ PPCC12328U 6 42367 44173 9 3 2" 6 Gallon With Plate ---
@ PPCC12402VU 6 42367 44174 6 4 1" 2.1 Gallon With Plate ===
@ PPCC12410U 6 42367 44175 3 4 1-1/4" No Tank With Plate -
@ PPCC12412U 6 42367 44176 0 4 1-1/4" 2.1 Gallon With Plate ===
@ PPCCi2414U 6 42367 44177 7 4' 1-1/4" 4.5 Gallon With Plate s
4 PPCC12418U 6 42367 44178 4 4 1-1/4" 6 Gallon With Plate ---
@ PPCC12420U 6 42367 44179 7 4 2" No Tank With Plate ---
@ PPCC12428U 6 42367 44180 7 4 2" 6 Gallon With Plate ===
@ PPCC12502U 6 42367 44181 4 5 1" 2.1 Gallon With Plate ===
@ PPCC12510U 6 42367 44182 1 5' 1-1/4" No Tank With Plate s
= PPCC12512U 6 42367 44183 8 5' 1-1/4" 2.1 Gallon With Plate ---
@ PPCC1i2514U 6 42367 44184 5 5' 1-1/4" 4.5 Gallon With Plate ---
@ PPCC12518U 6 42367 44185 2 5' 1-1/4" 6 Gallon With Plate ===
@ PPCC12520U 6 42367 44186 9 5' 2" No Tank With Plate -
@ PPCC12528U 6 42367 44187 6 5 2" 6 Gallon With Plate ===
& PPCC12602U 6 42367 44188 3 6' 1" 2.1 Gallon With Plate ---
@ PPCC12610U 6 42367 44189 0 6' 1-1/4" No Tank With Plate ---
@ PPCC1i2612U 6 42367 44190 6 6' 1-1/4" 2.1 Gallon With Plate ===
@ PPCC12614U 6 42367 44191 3 6' 1-1/4" 4.5 Gallon With Plate -==
@ PPCC12618U 6 42367 44192 0 6' 1-1/4" 6 Gallon With Plate ===
@ PPCC12620U 6 42367 44193 7 6' 2" No Tank With Plate s
% PPCC12628U 6 42367 44194 4 6' 2" 6 Gallon With Plate ---
@ PPCC12702VU 6 42367 44195 1 7 1" 2.1 Gallon With Plate ===
@ PPCC12710U 6 42367 44196 8 7 1-1/4" No Tank With Plate -
@ PPCC12712U 6 42367 44197 5 T 1-1/4" 2.1 Gallon With Plate ===
@ PPCC12714U 6 42367 44198 2 7 1-1/4" 4.5 Gallon With Plate nn
& PPCC12718U 6 42367 44199 9 7 1-1/4" 6 Gallon With Plate ---
@ PPCC12720U 6 42367 44200 2 7 2" No Tank With Plate ---
@ PPCC12728U 6 42367 44201 9 7 2" 6 Gallon With Plate ===

12" Aluminum Well Examples of Drive Pump
Cap with Mounting Controls that may be
Plate Mounted to Plate
WARNING: This product can expose you to lead, which is known to the State N.OTE: Units.come standard
of California to cause cancer, birth defects or other reproductive harm. For with an Aluminum Well Cap

more information go to www.P65Warnings.ca.gov - May order without an

WARNING: This product meets Federal USA Drinking Water requirements Aluminum Well Cap - Call

but has not been specifically tested or approved as no-lead in the for Price
State of California.
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enotead H2Q PITLESS CONTROL UNIT PARTS

H20 Panrts List STRAP41
Order UPC Bar
No. Code (Qty. 1) Description
(=% H2BVF12SS 6 42367 45494 4 1-1/4" 304 Stainless Steel Female Valve STRAP27
6 H2BVM125SS 642367 454951  1-1/4" Pull Pipe 304 Stainless Steel Male Valve
(% OR210 6 42367 43853 1 #210 O-Ring H2BVF12SS
(¢ STRAP27 6 42367 43832 6 1/4" x 1" x 27" Pull Strap
(=5 STRAP441 6 42367 43833 3 1/4" x 1" x 41" Pull Strap OR210 HOBVMI25SS
< STRAP53 6 42367 43834 0 1/4" x 1" x 53" Pull Strap
% STRAPE5 6 42367 43835 7 1/4" x 1" x 65" Pull Strap WCH12T
% STRAP77 6 42367 43836 4 1/4" x 1" x 77" Pull Strap
5 WCH12T 6 42367 43888 3 12" Aluminum Well Cap Cover
(% WCH12B 6 42367 43889 0 12" Aluminum Bottom Ring
(=4 H2UP 6 42367 43855 5 Aluminum Universal Plate
(>3 WCH1200 6 42367 43886 9 12" Well Cap and Bottom Ring Unit
(Tapped for mounting plate)
( WCH1200UB 6 42367 43890 6 12" Well Cap and Bottom Ring with Mounting Plate
@ OR457 6 42367 43816 6 12" Cover O-Ring
(; OR454 6 42367 438159 12" Bottom Ring O-Ring H2UP
@ SSMB125H2 6 42367 45496 8 Heavy-Duty Stainless Steel 1-1/4" Pitless Adapter WCH12B
(>3 MBNL300D 6 42367 43893 7 MBNL300 2" Discharge
(% SSP25 6 42367 45504 0 1/4" 304 Stainless Steel Square Plug
(=% SSN75015 6 42367 45497 5 3/4" x 1-1/2" Stainless Steel Nipple
(4 SSCT75 6 42367 45430 2 3/4" Stainless Steel Cross
3 CT66536 6 42367 43837 1 36" Cable Tie WCH1200
% H2PT2 6 42367 43896 8 2.1 Gallon Pressure Tank ORA457
(=% H2PT4 6 42367 43897 5 4.5 Gallon Pressure Tank
=% H2PT6 6 42367 45506 4 6 Gallon Pressure Tank
(= C5 6 42367 09463 8 Stainless Steel Pull Strap Bolt 1/4" x 1/2"
(% 3/4SCREEN 6 42367 05121 1 Vent Screen WCH1200UB
% GGS1i/4 6 42367 01602 9 Green Ground Screw
(5 SS1/4X5/8HCS 6 42367 41182 4 Stainless Steel Ring Bolt
4 s81/4X1-1/2 6 42367 41989 9 Stainless Steel Lid Bolt SSP25
(% SS1/4HN 6 42367 43854 8 Stainless Steel 1/4-20 Hex Nut OR454
Extras for Easier and Better Installation
MERRILL APC Pitless Connectors
® DUCTILE IRON Connector for threaded pitless to plain end casing with neoprene gasket
Order UPC Bar Size Hex Head Approx. SSMB125H2
No. Code (Qty. 1) Casing Bolts Wt./Lbs.
(=% APC4 6 42367 00759 1 4" 1/2" x 3" 1.4
@ APC5 6 42367 00764 5 5" 1/2" x 3-1/2" 18.9
G4 APCE 6 42367 00767 6 6" 1/2" x 3-1/2" 26.5 APC6 SSN75015
MERRILL APCGI Pitless Connectonr
® GRAY IRON Connector for threaded pitless to plain end casing with neoprene gasket MBNL300D
(> APCBGI 6 42367 41956 1 6" 1/2" x 3-1/2" 26.5
Anti-Seize/Gasket Lube ® Brush top can in economical/professional size
Order UPC Bar Container Carton Approx. SSCT75
No. Code (Qty. 1) Size Qty. Wt./Lbs. CT66536
(s PAL100 096542 71704 9 11b. Can 12 1.0 PAL100
C5 3/4SCREEN GGS1/4 SS1/4X5/8HCS
WARNING: This product can expose you to lead, which is known to the State SS1/4X1-1/2
of California to cause cancer, birth defects or other reproductive harm. For
more information go to www.P65Warnings.ca.gov
WARNING: This product meets Federal USA Drinking Water requirements
but has not been specifically tested or approved as no-lead in the SS1/4HN
State of California. H2PT2 H2PT4 H2PT6
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ANTI-SEIZE/GASKET LUBE,

THREAD SEALING COMPOUND AND TAPE

Premium Assembly

Gasket Lube for Sanitary Installation - Premium Assembly

Lubricant / Preservative Lubricant/Preservative

® USDA H-1 approved

® safe for drinking water or
incidental food contact

® Antibacterial / Antifungal
additive

® safe on metal, plastics and
most gaskets

PAL100

® |deal for Stainless Steel
® | ow Odor
® Non-Toxic
® | ead Free

Merrill Anti-Seize/Gasket Lube is specifically formulated to aid in the assembly and
preservation of pitless adapters in water well casing applications. It incorporates USDA H-1
food grade anti-seize technology with elastomer preservation technology.

Merrill Anti-Seize/Gasket Lube is formulated with a unique blend of synthetics and white oil
thickened with a food grade aluminum complex soap. The aluminum complex soap provides
the highest level of water resistance with thermal stability. The blend of USDA H-1 fluids were
carefully balanced to provide a wide range of gasket compatibility and lubricity.

The Antibacterial / Antifungal additive further extends life of the lubricant and reduces the
potential for contamination.

Specifically designed to aid in the installation of pitless adapters, Merrill Anti-Seize/Gasket
Lube can be used for other gasket installation applications. It can also be used for anti-seize
applications where drinking water or incidental food contact is likely.

Anti-Seize/Gasket Lube

Order UPC Bar Container Carton Approx.
No. Code (Qty. 1) Size Container Qty. Wt./Lbs.
@ PAL100 096542 71704 9 11b. Can 12 1.0

Brush top can in economical/professional size.

AQUA-SEAL Thread Sealing Compound - "To Eliminate Leaks"

MERRILL THREAD COMPOUND AQUA-SEAL is a slow drying, soft setting, non-hardening
pipe thread compound. Recommended for on-site or assembly line work. Lead free. Will not

® Heavy-Duty Industrial Grade harden in can. This compound is made with the highest quality materials and may be used

1G2

MASPO5 MASP1

for sealing threads on all metals, ABS, PVC, CPVC, nylon, and plastic piping systems. All
information provided is based on laboratory testing, independent laboratory test results, and
actual field experience.

Thread Sealing Compound

Thread Sealing Tape

Order UPC Bar Container Carton Approx.
No. Code (Qty. 1) Size Container Qty. Wt./Lbs.
= 162 6 88544 02003 8 2 oz. Tube 72 0.1
= MASPO5 6 42367 12953 8 8 oz. Can 24 0.9
G5 MASP1 6 42367 12952 1 16 oz. Can 12 1.8
PTFE Teflon® Thread Seal Tape - Be sure to ask for quality tape with Nickel
Order UPC Bar Carton| Approx.
No. Code (Qty. 1) Description Thickness Qty. | Wt./Lbs.
Gray Thread Seal Tape for Stainless Steel with Nickel - High Density
(> PTFEGSS50260 6 42367 42133 5 1/2" x 260" Long .004" 100 0.04
(>3 PTFEGSS50520 642367 42131 1 1/2" x 520" Long .004" 100 0.05
(% PTFEGSS75260 6 42367 43257 7 3/4" x 260" Long .004" 100 0.04
White Thread Seal Tape - High Density
% PTFEWHD50260 6 42367 42135 9 1/2" x 260" Long .0035" 100 0.03
3 PTFEWHD50520 6 42367 42136 6 1/2" x 520" Long .0035" 100 0.04
(+ PTFEWHD75260 6 42367 42137 3 3/4" x 260" Long .0035" 100 0.04
(% PTFEWHD75520 6 42367 42138 0 3/4" x 520" Long .0035" 100 0.05

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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SPK PITLESS KITS

FEATURES/BENEFITS

(1) CERTIFIED WATERTIGHT PITLESS KITS & CAPS - Tested and
approved by Pitless Adapter Standard PAS-1, PAS-2,
PAS-97(2019)(R 2023), ASSE Standard #1093-2019(R 2023)
and lllinois Code.

BENEFIT: Approved by all stringent state codes.

*(2) POSITIVE MECHANICAL SEAL by simply turning the stainless
steel adjusting nut at the top of the well.

BENEFIT: Positive operation after years of service.

(3) FULL DIAMETER ACCESS TO WELL - No obstructions inside
well that may need to be removed before working on well,
common problem to pitless adapters.

BENEFIT: Simple and fast installation.

* (4) LARGE SPUD GASKET SEAL on discharge ell assures watertight
seal around hole cut in casing, and separates discharge elbow
and casing, to eliminate corrosion that can make removal difficult. Ground
BENEFIT: Insures seal to inside of casing. Level

(5) DISCHARGE HUB CLAMPS AROUND CASING with a U-bolt and /
backstrap, to prevent distortion of plastic casing if overtightened.

s No-Lead

Note: lllinois State
—_— Approved
Stainless Steel
Adjusting Nut

/Galvanized Pull Coupling

[
Ground Screw

12" \Steel Support Plate*

Pull Pipe

Existing Well Casing

Adjusting Rod with

BENEFIT: Protects from installation mistakes. Guide Plates
(6) USE EXISTING CASING-PLASTIC OR STEEL - Low cost, and **Bury /
most of the advantages of pitless units. Depth C.I. Sealing Elbow

BENEFIT: No restriction on casing material.
* 8 PART KIT Consists of discharge hub, complete internal parts
with pull pipe, and watertight cap.
*(7) STEEL SUPPORT PLATE HOLDS WEIGHT, more weight than
pitless adapters, and minimizes danger of losing pump or pipe
down well. The weight of the pump, pipe, and water is supported —

with Neoprene
Spud Gasket*

by the plate which uses the strength of the entire top of the
casing, not just a small part of the side wall like pitless adapters.
BENEFIT: Safer and holds more weight.

(8) CABLE SLOT IN STEEL SUPPORT PLATE allows you to install
and service pump without a splice in submersible cable.
BENEFIT: Easier installation.

% (9) GROUND SCREW IN STEEL SUPPORT PLATE provides a simple
and easily accessible connection, for the electrical ground of the

*NOTE:
Length of
internal parts are bury
depth plus 12 inches
for well codes or
4 feet bury is
approximately 5 feet
long.

Stainless Steel
Discharge
Elbow
SSHE1000
SSHE125

Discharge Hub
with Neoprene
Spud Gasket

pump cable.
BENEFIT: Electrical safety.

* (10) SIMPLE DISENGAGEMENT FOR SERVICE by simply turning the
stainless steel adjusting nut at the top of well. Discharge
BENEFIT: Simple operation of kit. Hub

*(11) WATER SYSTEM EASILY DRAINED by turning the stainless
steel adjusting nut at the top of well, so entire water system
outside of well will drain WITHOUT PULLING THE PUMP,
impossible with most other pitless kits and pitless adapters.
BENEFIT: Simple answer to draining pipe.

*(12) SEASONAL HOMES - The perfect answer for a seasonal home,
simply turn off pump and turn stainless steel nut inside well cap at
top of well to drain entire water system - not possible from
any other company.

BENEFIT: Extra application to sell kit.
(13) STAINLESS STEEL ELBOW FITTING - available for discharge

Complete
Internal Assembly

Specifications:

Please specify when ordering Watertight Caps

3 PART KIT

Watertight
Cap

Complete pitless kits - discharge outlet, internal parts complete
with pull pipe, and watertight cap. Full diameter access in well
with no obstructions and extra large neoprene spud gasket
assures watertight seal. Corrosion free or corrosion protected

(WC-4", 5", 6", or 8")

(wcB-4", 5", 6", 8", or 10")

*Exclusive Mervrill Quality Features

parts - painted cast iron elbow and stainless steel adjusting nut.
Support Plate at top of unit holds weight to take stress off internal
parts, and ground screw included for electrical pump cable.

_67_ Form No. 2014.23
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SPK PITLESS KITS

Stainless Steel

Discharge

Fitting Available

@ No-Lead

NOTE Product I.D.

Well Size

Bury Depth

Well Cap

Discharge Option

Order No. Breakdown - SPK for Sub. Pitless

4 for 4" 1.D. Casing

04 for 4' Bury Depth
Two Well Cap Models Available — WC or WCB for Watertight Cap

WC watertight Cap

2 for 2" Discharge

Well _ Bury Drop Pipe WC Series Approx. WCB Series
Order UPC Bar Size *Depth & Order UPC Bar Wt./Lbs. Order UPC Bar
No. Code (Oty. 1) Discharge No. Code (Oty.1) | w/WC Cap No. Code (Oty. 1)
(i SPK401 6 42367 02600 4 4"x 1 1-1/4" (i SPK401WC 6 42367 02602 8 25.0 (i SPK401WCB 6 42367 05502 8
(i SPK402 6 42367 02603 5 4"x 2 1-1/4" \»"n- SPK402WC 6 42367 02605 9 29.0 (i SPK402WCB 6 42367 05503 5
(»_fg‘SPK403 6 42367 02606 6 4" x 3' 1-1/4" \n‘n SPK403WC 6 42367 02608 0 32.0 (.(n‘. SPK403WCB 6 42367 05504 2
(1SPK404 6 42367 02609 7 4" x 4' 1-1/4" \»_‘n- SPK404WC 642367 02611 0 36.0 6 42367 05505 9
p‘nSPK405 6 42367 02612 7 4"x 5' 1-1/4" >3 SPK405WC 6 42367 02614 1 39.0 6 42367 05506 6
o 642367 02615 8 4"x 6' 1-1/4" \"‘E SPK406WC 642367 02617 2 43.0 (i SPK406WCB 6 42367 05507 3
o 8 6 42367 02618 9 4" X7 1-1/4" \f"E SPK407WC 6 42367 02620 2 46.0 o § SPK407WCB 6 42367 05508 0
§ 'C \{ﬁSPK408 6 42367 02621 9 4"x 8' 1-1/4" (i SPK40BWC 6 42367 02623 3 50.0 (i SPK408WCB 6 42367 05509 7
o $ \/e_fE‘SPK451 6 42367 41725 3 4-1/2"x 1' 1-1/4"
» (i SPK452 6 42367 41726 0 4-1/2" x 2' 1-1/4"
\’»_féSPK453 6 42367 41727 7 4-1/2" x 3 1-1/4" NOT AVAILABLE NOT AVAILABLE
\’»_féSPK454 6 42367 41728 4 4-1/2" x 4' 1-1/4" WITH WITH
E§SPK455 6 42367 06639 0 4-1/2" x 5' 1-1/4" WC CAP WCB CAP
\/"58PK456 642367 41729 1 4-1/2" x 6' 1-1/4"
v‘“SPK457 6 42367 05916 3 4-1/2"x 7' 1-1/4"
(<iSPK458 6 42367 41730 7 4-1/2" x 8' 1-1/4"
WC Series Watertight Cap - Cable Entrance = 1" Vent Included = 1/2" WGCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
(i SPK501 6 42367 02625 7 5"x1' 1-1/4" \fr’g SPK501WC 6 42367 02628 8 34.4 (ﬁg SPK501WCB 6 42367 05510 3
@éSPKsoz 6 42367 02630 1 5"x2' 1-1/4" (ﬂg SPK502WC 6 42367 02633 2 37.4 \’ﬁg SPK502WCB 6 42367 05511 0
(i SPK503 6 42367 02635 6 5"x 3' 1-1/4" (3 SPK503WC 6 42367 02638 7 39.4 (3 SPK503WCB 6 42367 05512 7
(i SPK504 6 42367 02640 0 5"x 4' 1-1/4" (dn‘- SPK504WC 642367 02643 1 42.4 (i SPK5E04WCB 6 42367 05513 4
(»_":;‘SPKSOS 6 42367 02645 5 5"x 5' 1-1/4" 6 42367 02648 6 44.4 (4 SPK505WCB 6 42367 05514 1
o \’»_féSPKSOS 6 42367 02650 9 5"x 6' 1-1/4" \ﬂn SPK506WC 6 42367 02653 0 47.4 (i SPK506WCB 6 42367 05515 8
o 8 (»_iéSPK507 6 42367 02655 4 5"x 7' 1-1/4" (»fn‘- SPK507WC 6 42367 02658 5 49.4 \’»‘g SPK507WCB 6 42367 05516 5
g ra \EE‘SPKSOB 6 42367 02660 8 5"x8' 1-1/4" \»‘n SPK508WC 642367 02663 9 52.4 \’»‘2 SPK508WCB 6 42367 05517 2
[} 8 EﬁSPK5012 6 42367 05633 9 5"x1' 2" (> SPK501WC2 6 42367 02629 5 37.4 (4 SPK501WCB2 6 42367 05518 9
7] (i SPK5022 6 42367 05634 6 5"x2' 2" (Jn‘.SPK502W02 6 42367 02634 9 40.4 @;SPKSOZWCB2 6 42367 05519 6
\inSPK5032 6 42367 05635 3 5"x3' 2" (.(n‘.sszoswcz 6 42367 02639 4 42.4 (i SPK503WCB2 6 42367 05520 2
\""SPK5042 6 42367 05636 0 5"x 4' 2" (i SPKE04WC2 642367 02644 8 45.4 (i SPK504WCB2 6 42367 05521 9
v‘“SPK5052 6 42367 05637 7 5"x5' 2" @,‘-spksoswcz 6 42367 02649 3 47.4 EQSPK505W082 6 42367 05522 6
(iSPK5062 6 42367 05638 4 5"X 6' 2" (iSPK506WC2 6 42367 02654 7 50.4  (*iSPKS06WCB2 642367 05523 3
,_,_ESPK5072 6 42367 05639 1 5"x 7' 2" (g_f'n,“-SPK507W02 6 42367 02659 2 52.4 (A_fn,“-SPK507WCBZ 6 42367 05524 0
(i SPK5082 6 42367 05640 7 5" x 8' 2" (+iiSPK508WC2 6 42367 02664 6 55.4 (i SPK508WCB2 6 42367 05525 7

WG Series Watentight Cap - Cable Entrance = 1" Vent Included = 3/4"

WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included

@ﬁSPKGOi 6 42367 02666 0O 6" x 1' 1-1/4" & 2" \f»‘n:- SPK601iWC 6 42367 02669 1 39.6 \f»‘n:- SPK601WCB 6 42367 02671 4
GﬁSPKGOZ 642367 02672 1 6"x2' 1-1/4" & 2" \f“;ﬁ SPK6E02WC 6 42367 02675 2 41.6 \f“;ﬁ SPK602WCB 6 42367 02677 6
@ﬁSPKGOS 6 42367 02678 3 6" x 3' 1-1/4" & 2" \»‘n SPK603WC 6 42367 02681 3 44.6 \»‘n SPK603WCB 6 42367 02683 7
GﬁSPKGM 6 42367 02684 4 6" x 4' 1-1/4" & 2" \"" SPK604WC 6 42367 02687 5 47.6 \"" SPK604WCB 6 42367 02689 9
\/»_.-_;g‘SPKGOS 6 42367 02690 5 6" x 5' 1-1/4" & 2" 6 42367 02693 6 50.6 \ﬂ SPKGO5WCB 6 42367 02695 0O

o GﬁSPKGOG 6 42367 02696 7 6"x 6' 1-1/4" & 2" \"E SPK6E06WC 6 42367 02699 8 53.6 (i SPKEOBWCB 6 42367 02701 8
o 8 (»_fﬁSPK607 6 42367 02702 5 6"x 7' 1-1/4" & 2" \f“ﬁ SPK6E07WC 6 42367 02705 6 55.6 \f“E SPK607WCB 6 42367 02707 O
Q¢ ispkeos 6 42367 02708 7 6"x8 1-1/4" & 2" (i SPKEOBWC 642367 02711 7 58.6  (#i SPKEOBWCB 642367 02713 1
a $ GﬁSPK6012 6 42367 05641 4 6" x 1' 2"& 2" \f'__f-":'SPKGOI.WCZ 6 42367 02670 7 42.6 \f'__f-":'SPKGOI.WCBZ 6 42367 05526 4
2] \?E”SPKGOZZ 6 42367 05642 1 6"x2' 2"&2" QN,L-SPKGOZWCZ 6 42367 02676 9 44.6 QN,L-SPKGOZWCB2 6 42367 05527 1
\;DSPK6032 6 42367 05643 8 6" x 3' 2"&2" @“,L'SPKGOSWC2 6 42367 02682 0 48.6 @";SPKGOSWCB2 6 42367 05528 8
\P‘“SPKGMZ 6 42367 04334 6 6" x 4' 2"&2" @‘,L'SPKGO4W02 6 42367 02688 2 51.6 @‘,L'SPKGO4WOB2 6 42367 05529 5

6 42367 03733 8 6" x 5' 2"& 2" \f‘,_‘i":'SPKGOSWCZ 6 42367 02694 3 55.6 \f!_‘i“:'SPKGOSWCBZ 6 42367 05530 1

6 42367 05644 5 6" x 6' 2"&2" \f“"L'SPKGOGWCZ 6 42367 02700 1 58.6 \f““L'SPKGOGWCB2 6 42367 05531 8

6 42367 05645 2 6"x 7' 2"&2" \’“"SPK607WC2 6 42367 02706 3 61.6 \"“'SPKGO7WCB2 6 42367 05532 5

\"“SPKGOBZ 6 42367 05646 9 6" x 8' 2"&2" \’("'SPKGOBWOZ 6 42367 02712 4 64.6 \’(‘"SPKGOBWOB2 6 42367 05533 2

WC Series Watertight Cap - Cable Entrance = 1" Vent Included = 3/4" WGCB Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included

=] 6 42367 05536 3 8"x1' 3" (»ii SPK801WC 6 42367 027155 89.4 (#iSPK801WCB 6 42367 10672 0

6 42367 04883 9 8"x2' 3" \fﬁ‘ﬁ SPK802WC 6 42367 02716 2 100.4 (*iSPK802WCB 6 42367 10673 7

8 8 6 42367 05385 7 8"x3' 3" (Jn:- SPK803WC 6 42367 02717 9 109.4 \""SPKBOSWGB 6 42367 10674 4
[ ¢ 6 42367 05537 0 8"x 4' 3" (i SPK804WC 6 42367 02718 6 117.4 (3 SPK804WCB 6 42367 10675 1
E g \fr’é SPK805 6 42367 03734 5 8"x5' 3" i 6 42367 02719 3 125.4 (i SPK8O5WCB 6 42367 10676 8
(7] (x4 SPK806 6 42367 02720 9 8"x6' 3" 6 42367 02721 6 137.4 6 42367 10677 5
(ﬂé SPK807 6 42367 05538 7 8"x7 3" \ﬁ‘“ SPK807WC 6 42367 02722 3 144.4 6 42367 10678 2

(i SPK808 6 42367 05539 4 8" x 8' 3" (>3 SPK8BOBWC 6 42367 02723 0 152.4 *: SPK808WCB 6 42367 10679 9

WG Series Watertight Cap - Cable Entrance = 1" Vent Included 1" WOB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included

(i SPK1001 6 42367 05540 0 10" x 1 156.0 (i SPK1001WCB 6 42367 02590 8

o \/t‘ﬁ SPK1002 6 42367 02591 5 10" x 2' 3" 165.0 (i SPK1002WCB 6 42367 02592 2
on (n’g‘ SPK1003 6 42367 05541 7 10" x 3' 3" 174.0 (x4 SPK1003WCB 6 42367 02593 9
3 .“E’ \1‘9 SPK1004 6 42367 05542 4 10" x 4' 3" NOT AVAILABLE 182.0  (iSPK1004WCB 6 42367 02594 6
¥ 0 " 6 42367 05543 1 10" x 5' 3" WITH 191.0 (i SPK1005WCB 6 42367 02595 3
% O 6 42367 05544 8 10" x 6' 3" WC CAP 200.0  (»iSPK1006WCB 6 42367 02596 0
\f!‘ﬁ SPK1007 6 42367 05545 5 10" x 7' 3" 208.0 (i SPK1007WCB 6 42367 02597 7

(i SPK1008 6 42367 05546 2 10" x 8' & 217.0 (i SPK1008 WCB 6 42367 02598 4

WCB Series Watertight Cap - Cable Entrance = 1-1/2" Vent Not Included
WARNING: This product can expose you to lead, which is known to the State] NOTE: All Pitless Kits listed above have passed the pitless WC Series
of California to cause cancer, birth defects or other reproductive harm. For adapter standard PAS-1, PAS-2, PAS-97(2019)(R 2023), <, Watertight Cap
more information go to www.P65Warnings.ca.gov ASSE Standard #1093-2019(R 2023) Plus ILLINOIS CODE. ===
WARNING: This product meets Federal USA Drinking Water requirements #4‘2-‘-\ WCB Series
but has not been specifically tested or approved as no-lead in the === \Watertight Cap

State of California.
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MANUFACTURING Fitting Available

& No-Lead < CA. Certified SPK PITLESS KITS

Stainless Steel

INSTALLATION INSTRUCTIONS Adiusting Nut File Notch
1) Measure distance from bottom of support plate to center of Ground Galvanized Pull Coupling Directly Above
discharge ell, or use assembly as a measuring stick. Screw Steel Support Plate Discharge Hole
2) Drill hole in casing, the same measured distance as above. ~
Hole size should be same as discharge pipe size of kit o /
: " oo " Adjusting
(i.e. 1-1/4", 2" or 3") or smaller. Rod Lodk Nut
3) Notch or mark top of casing directly above discharge hole. Guide\ Same Distance
4) Clamp discharge fitting around casing to assure watertight Plates A
seal around discharge hole. Apply MeasUre Measure
5) Attach pump and drop pipe to inner pitless assembly, Anti-Seize/ Distance Distance
apply Anti-Seize/Gasket Lube to spud gasket, plus slot Gasket Lube Use SPK As Your
and back edges of slide plates and lower into casing. Measure Stick
6) Line up mark on support plate with notch cut in casing.
7) Turn stainless steel adjusting nut counter-clockwise until Aop] - ﬁ
spud gasket seals on inner wall of casing. \Ami.pspe%/ze/
i i installi i Atiach Gasket Lube  Drilled Hol
8) Complete installation by installing watertight cap on top of Drop Pipe asket Lube rilled Hole
well casing depending on state well code. SPK Adapter is From Pump Spud Gasket
; Here
now |nsta||ed.. ) ) Stainless Steel Elbow Discharge Fittings
NOTE: When puIIl_ng pump or |nst_a|||ng pump, make sure }hat the orden UPC Ban Insert MIP
stamles_s steel adjusting nut on p|tless adapter assembly is turned , LNo. Code (Oty. 1) | size x Size
(clockwise) so the threaded rod is pulled up as far as possible. 0{ SSHE1000 6 42367 12117 4 1" x 1"
. SSHE1000 ¢ SSHEi25 642367 121150  1-1/4" x 1-1/4"
Panrts List
Panrt Part Part No. - 5" Panrt Part No. - 6" Part Part
Description No. -4" No. - 5" w/2" Drop & Dis. No.-6" |w/2"Drop &Dis.| No.-8" No. - 10"
(5 Stainless Steel Adj. Nut 409 409 409 409 409 809 809
642367 00223 7 642367002237 642367002237 642367002237 642367 002237 642367 006600 6 42367 00660 0
(s Galvanized Pull Coupling GDC100 GDC100 GDC125 GDC100 GDC125 813 813
642367 05400 7 642367 05400 7 642367 05401 4 642367 05400 7 6 42367 054014 6 42367 006631 6 42367 00663 1
(5 Steel Support Plate 414A 514A 514AX2 614A 6i4s 814A 1014A
642367 00228 2 642367 003449 642367 101978 642367 00452 1 642367 004538 6 42367 006693 6 42367 00069 1
(s Support Lock Nut 415 415 615 415 615 815 815
642367 002299 642367002299 642367 004545 642367 002299 642367 004545 6 42367 00676 1 6 42367 00676 1
@ Pull Pipe Price on Application
@ Adj. Rod w/Guide Plates Price on Application
(% C.l. Sealing Elbow 412A 512A 512C 612A 612B 812A 1012A
642367 00225 1 64236700340 1 642367 003418 642367 00447 7 642367 00448 4 6 42367 006624 6 42367 00065 3
(% Sealing Ell. Spud Gasket 420 420 620B 420 620B 1020 1020
642367 00257 2 642367 00257 2 642367 004842 642367 00257 2 642367 004842 6 42367 000905 6 42367 00090 5 409
(% Discharge Hub w/ Gasket 421 521 521A 621 621 821 10241 809 GDC100
642367 00258 9 642367 003722 642367 003739 642367 004859 642367 004859 6 42367 006952 6 42367 00091 2 GDC125
813
|@ Discharge Hub Gasket 422 422 422 422 422 822 822
642367 00259 6 642367 00259 6 642367 00259 6 642367 00259 6 6 42367 00259 6 6 42367 006969 6 42367 00696 9
(% U-Bolts with Nuts 423 523 523 623 623 823 1023
6 42367 00260 2 642367 003753 642367 003753 642367 00487 3 642367 00487 3 6 42367 00697 6 6 42367 00093 6 {
414A \415
(# Back Strap 424 424 424 424 424 424 424 514A 615
642367 002619 642367 002619 642367002619 642367 002619 642367 002619 642367 002619 6 42367 00261 9514AX2 815
(4 Discharge Hub-Complete 425 525 525A 625 625 825 1025 gij’s*
642367 00262 6 642367 00376 0 642367 00377 7 642367 00488 0 642367 004880 642367 006983 642367000943 g} 40
- 421 1014A ElL,J:,LEL
WARNING: This product can expose you to ggz 521 -
lead, which is known to the State of 521A ADJ. ROD
: 424
Callifornia to cause cancer, birth defects or — — 621 W/GUIDE
other reproductive harm. For more 423 821 PLATES
information go to www.P65Warnings.ca.gov 523 1021 412A 420
623 425 551122cA _620B
WARNING: This product meets Federal ?523\ \525 612A 1020
USA Drinking Water requirements but has 525A 6128 \
not been specifically tested or approved S;g 812
as no-lead in the State of California. i
Discharge Hub 1025 1012A  Complete Internal Parts
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MCK BRASS/NO-LEAD BRONZE PITLESS KITS

CLEAR WELL PITLESS KITS

A quality pitless adapter kit. The flipper series and the wedge
series made of quality red brass/no-lead bronze castings and

stainless steel for years of service. MERRILL'S MCK/MCKNL Note: lllinois
Pitless Kits give you a clear well with no obstructions when State Approved
pulling pump. A True Quality Installation.

FEATURES/BENEFITS

(1) CERTIFIED WATERTIGHT PITLESS KITS AND CAPS Tested and
approved by Pitless Adapter Standard PAS-1, PAS-2,
PAS-97(2019)(R 2023), ASSE Standard #1093-2019(R 2023)
and lllinois Code.

BENEFIT: Approved and recommended by all stringent state
codes.

(2

~

POSITIVE MECHANICAL SEAL—by simply turning the stainless
steel screw.
BENEFIT: Positive operation after years of service.

(3) FULL DIAMETER ACCESS TO WELL—no obstruction inside well
that may need to be removed before working on well - common
problem with pitless adapters.

BENEFIT: Simple, fast installation plus no future digging to remove
adapters.

(4) LARGE THICK O-RING SEAL assures watertight seal around hole
cut in casing.
BENEFIT: Insures seal to inside of casing.

(5) DISCHARGE HUB CLAMPS AROUND CASING with U-Bolt and NOTE: Dual adhesive method used to adhere
back strap or all stainless steel U-Strap to prevent distortion of O-ring to discharge.
plastic casing if overtightened. Strong short term bond (current adhesive) holds
BENEFIT: Protects from installation mistakes. while strong long term "sticky" bond with new

. . ) adhesive cures.
(6) 3 PART KIT—consists of discharge hub, internal parts, and

ventilated or watertight cap.
BENEFIT: Complete - no cap to add - all in one box.

(7) USE EXISTING CASING—PLASTIC OR STEEL low cost and most
of the advantages of pitless units.
BENEFIT: No restriction on casing material.
MCKNL410 MCK614
(8) HEAVY DUTY GALVANIZED IRON SUPPORT BAR HOLDS 160% MCKNL414

more weight than aluminum support bars by others, more weight
than slide together type pitless adapters. It also minimizes danger
of losing pump or pipe down well. The weight of the pump, pipe,
and water is supported by the bar which uses the top of the
casing, not just a small part of the side wall like pitless adapters.
Merrill support bar also has a ground screw.

BENEFIT: Safer and holds more weight, if any questions on weight

limits for MCK/MCKNL Series—Call Merrill. MCKNL510 MCKNL520

. . MCKNL514 MCKNL620
(9) WATER SYSTEM EASILY DRAINED by turning the stainless steel

screw inside pull pipe, so entire water system outside well could
drain without pulling the pump, impossible with most other pitless
kits and pitless adapters.

BENEFIT: Simple answer to draining or seasonal use.

Pitless Adapter Div
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Watertight Cap
Tapped For 1" Conduit

S/

WCOP Series
Watertight Cap
Tapped For 1" Conduit

WCOPP Series
Watertight Cap
Plastic Top - PVC Base

WCP Series Cap

New Option:
5" Special no-lead heavy wall body available with extra top tapping
for pressure transducer, etc.

Supponrt Bar

Pitless Body

Discharge Hub and

U-Bolt Plus Backstrap

H===]

Piess Adapler Div

]

-2

Pitless Adapter Div

& No-Lead Approved
NOTE IPr-oduct 1.D. I Optional I Well Size I Drop/Discharge I Optional I
Order No. Breakdown MCK - Merrill S - Back 4 - For 4" 10 - For 1" S - Stainless
Clear Well Kit Strap I.D. Casing Drop and Steel U-Strap
~—— Discharge replace U-Bolt
WC Series MCKNL Pitless Kits
Watertight Cap
Tapped For 1" Conduit Order UPC Bar Code Well Size Drop Pipe Hole Approx.
P No. (Qty.1) .D./O.D. | &Discharge Saw Matenrial Wt./Lbs.
(3 MCKNL410 6 42367 43583 7 4.0"/4.5" 1" 1" No-Lead Bronze 8.9
(% MCKNL414 6 42367 43584 4 4.0"/4.5" 1-1/4" 1-1/4" No-Lead Bronze 8.4
(>3 MCKNL510 6 42367 43585 1 5.0"/5.6" 1" 1" No-Lead Bronze 10.3
- —w % MCKNL514 6 42367 43586 8 5.0"/5.6" 1-1/4" 1-1/4" No-Lead Bronze 10.1
WCB Series &3 MCKNL520 6 42367 43353 6 5.0"/5.6" 2" 2" No-Lead Bronze 13.7
Watertight Cap
Tapped ForL- U2 Condt I MIGKNL Pitless Kits with Back Strap on U-Bolt
(5 MCKNLS410 6 42367 43589 9 4.0"/4.5" 1" 1" No-Lead Bronze 9.2
(% MCKNLS414 6 42367 43590 5 4.0"/4.5" 1-1/4" 1-1/4" No-Lead Bronze 8.7
- (¢ MCKNLS510 6 42367 43591 2 5.0"/5.6" 1" 1" No-Lead Bronze 10.6
WCI Series ¢ MCKNLS514 642367435929 5.0"/5.6" 1-1/4" 1-1/4"  No-Lead Bronze  10.4
Watertight Cap
(for 6" only)
Tapped For 1" Conduit MCKNL Pitless Kits with Stainless Steel Strap, Nuts & Washers
(% MCKNLS410S 6 42367 43595 0 4.0"/4.5" 1" 1" No-Lead Bronze 8.7
@ MCKNLS414S 6 42367 43596 7 4.0"/4.5" 1-1/4" 1-1/4" No-Lead Bronze 8.2
(] MCKNLS510S 6 42367 43597 4 5.0"/5.6" 1" 1" No-Lead Bronze 10.1
(% MCKNLS514S 642367 43598 1 5.0"/5.6" 1-1/4" 1-1/4" No-Lead Bronze 9.9
VC Series @ MCKNLS520S 642367 43411 3 5.0"/5.6" 2" 2" No-Lead Bronze 13.6
Vent Cap % MCKNLS620S 642367 434120 6.0"/6.6" 2" 2" No-Lead Bronze 15.0
1" Conduit NOTE: Al Pitless Kits listed above have passed the Pitless Adapter Standard PAS-1, PAS-2, PAS-97(2019)(R 2023),
ASSE Standard #1093-2019(R 2023) and lllinois code.
NOTE: Call Merrill for any questions on weight limits for MCKNL Pitless Kits.
Sevenral Well Cap Models Available
Well Caps may be ordered to go along with MCKNL Pitless Kits to top off your well casing and ensure a
WOO Series sanitary seal. See photos at left or refer to the Well Cap literature pages.

5" No-Lead Pitless Body
with extra top tapping

Optional Stainless
Steel U-Strap

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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A\ Lead 7 M — n n I I I
++ Limited | il
i MANUFACTURING
Quantity Note: lllinois State
MCK BRASS PITLESS KITS Approved
Not Approved for Dr'inking Water in USA
NOTE [Productl.D. | Optional | WeliSize | Drop/Discharge | Optional |
Order No. Breakdown MCK - Merrill S - Back 4 - For 4" 10 - For 1" S - Stainless
Clear Well Kit Strap 1.D. Casing Drop and Steel U-Strap
e —= Discharge replace U-Bolt
WC Series . .
Watertight Cap MCK Pitless Kits
Tapped If:)r 1" Conduit Order No. UPC Bar Code Well Size Drop Pipe Hole Approx.
- Brass (Qty.1) L.D./O.D. | &Discharge Saw Material Wt./Lbs.
++/\ MCKeéi4 6 42367 04539 5 6.0"/6.6" 1-1/4" 1-1/4" Red Brass 10.7
o MCK Pitless Kits with Back Strap on U-Bolt
WOE Series : MCKS610 6 42367 04490 9 6.0"/6.6" i i Red Brass 11.9
Watertight Cap A\ McKse14 6 42367 04491 6 6.0"/6.6" 1-1/4" 1-1/4" Red Brass 11.0
Tapped For 1-1/2" Conduit
g,
- MCK Pitless Kits with Stainless Steel Strap, Nuts & Washers
MCKS414S 6 42367 06195 1 4.0"/4.5" 1-1/4" 1-1/4" Red Brass 8.2
_ A\ mckss14s 6 42367 06197 5 5.0"/5.6" 1-1/4" 1-1/4" Red Brass 9.9
WOl Series ++/\ MCKs610S 6 42367 09065 4 6.0"/6.6" 1" 1" Red Brass 11.4
Watertight Cap I\ McKse14s 6 42367 09066 1 6.0"/6.6" 1-1/4" 1-1/4" Red Brass 10.5
(for 6" only)

Tapped For 1" Conduit

VC Series
Vent Cap
1" Conduit

WCO Series
Watertight Cap
Tapped For 1" Conduit

B yig

WCOP Series
Watertight Cap
Tapped For 1" Conduit

WCOPP Series
Watertight Cap
Plastic Top - PVC Base

NOTE: All Pitless Kits listed above have passed the Pitless Adapter Standard PAS-1, PAS-2, PAS-97(2019)(R 2023),
ASSE Standard #1093-2019(R 2023) and lllinois code.
NOTE: Call Merrill for any questions on weight limits for MCK Pitless Kits.

Several Well Cap Models Available
Well Caps may be ordered to go along with MCK Pitless Kits to top off your well casing and ensure a
sanitary seal. See photos at left or refer to the Well Cap literature pages.

Discharge Hub and
U-Bolt Plus Backstrap

Optional Stainless

Support Bar Pitless Body Steel U-Strap

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

n -2 Certified Watertight

Pitless Adapter Div

WCP Series Cap

information go to www.P65Warnings.ca.gov

Form No. 2016.25
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@No-Lead MANUFACTURING Quantlty
MCK BRASS/NO-LEAD BRONZE PITLESS KITS
INSTALLATION INSTRUCTIONS SUPPORT BAR FILE NOTCH
(1) Cutand thread 1" pull pipe. (See chart for length). Assemble support ; NIRFCTLY ABOVE
bar, pull pipe, and pitless body. Be sure that arrow on support bar t DISCHARGE \HOLE
and discharge hole on pitless body are in line with each other. e ﬁ\}___
(2) Cut a piece of 1/2" pipe 3" longer than pull pipe and flatten one end ___.__J" i i
to fit stainless steel screw or weld on adjustment tool* to one end of b
1/2" pipe. . i |
(3) Measure distance from bottom of support bar to center of discharge P |
hub, or use assembly as a measuring stick. PULL PIF_’E\;* | Use
(4) Dirill hole in casing, the same measured distance as above: {not supplicd) P * assembly as
4" casing - 1-1/4" hole or smaller b MEASURE J— SAME =a measuring
" o " b ISTANCE DISTANGE
5" casing - 1-1/4" hole or smaller Lo stick
6" casing - 1-1/4" hole or smaller o .
NOTE: For 2" MCK/MCKNL models - 2" hole or smaller INTERMAL : ! * Measure dlSta.nce |
. . . : ) or use parts with
(5) Notch or mark top of casing directly above discharge hole. PITLESS 1 : . ‘
) ) ; BUDY" Lo : pipe as measure
(6) Clamp discharge hub around casing to assure watertight seal \\?:i | stick for hole. \
around discharge hole. ’L ‘7,7 1
(7) Attach pump and drop pipe to pitless body, apply Anti-Seize/Gasket i [ _ i _>O_
Lube to O-ring, and lower into casing. @[ ( |-
(8) Line up mark on support bar with notch cut in casing. * Adjustment APPLY HOLE GRILLED™| |
(9) Turn stainless steel screw clockwise until O-ring seals on inner wall Tool DROP PIPE ANTI-SEIZE/
A Part No. GASKET LUBE
of casing. MCKADJTOOL FROM PUMP
(10) Complete installation by installing watertight or ventilated cap on top Pull Pipe Desired Pull Pipe Desired
of well casing, depending on state well code. Length Bury Depth Length Bury Depth
MCK/MCKNL Pitless Kit is now installed. 2" T 70" 5
NOTE: When pulling pump or installing pump make sure that the stainless 34" 2 go" 6
steel screw on pitless body is turned (counter-clockwise), so the lever can be 46" 3 94" 7
pushed in as far as necessary. MCKSS MCKB410 5g" e 106" g
MCKOR - N MCKB510 MCKSS
424 \ e MCK4SB MCKB514 / . MCKeSB MCKH620
~ —=w - MCK5SB MCKPP / MCKB610 mgiwggg - i
MCKeSB MCKB614 ‘- =
— MCKH410 \ \ .
MCK40B S\ MCKH414 MCKWSW ~5
MCK5UB - MCKH510 — -
MCKBUB £ = == MCKH514 MCKF400 ~ MCKBNL520
US4ss "R MCKH610 MCKF500 MCKOR MCKBNL620 = N MCK5UB /
USESS ~ == MCKH614 MCKF600 - MCKOR MCK6UB —
Usess PARTS LIST
Red Brass No-Lead Bronze No-Lead Bronze
Pants MCK Flipper Series MCKNL Flipper Series MCKNL Wedge Series
Description 4" Part No. 5" Part No. I 6" Part No. 4"Part No. 5" Part No. 5" Part No. I 6" Part No.
@4 Support Bar MCK4SB MCK5SB MCK6SB MCK4SB MCK5SB MCK5SB MCK6SB
G4 Thumb Screw - Stainless Steel MCKSS MCKSS MCKSS MCKSS MCKSS MCKSS MCKSS
A\ Internal Pitless Body 1" ++ MCKB410 *ttMCKB510 *+MCKB610
A\ Internal Pitless Body 1-1/4" ++MCKB514 ++ MCKB614
G4 Internal Pitless NL Bronze Body 1" MCKBNL410 MCKBNL510
&4 Internal Pitless NL Bronze Body 1-1/4" MCKBNL414 MCKBNL514
G4 Internal Pitless NL Bronze Body 2" MCKBNL520 MCKBNL620
Flipper MCKF400 MCKF500 ++ MCKF600 MCKF400 MCKF500
G4 Pivot Pin - Stainless Steel MCKPP MCKPP MCKPP MCKPP MCKPP
Wedge 2" MCKW520 MCKW620
Brass Screw - Wedge MCKWSW MCKWSW
Discharge Hub w/O-Ring 1" ++ MCKH410 ++ MCKH510 ++MCKH610
Discharge Hub w/O-Ring 1-1/4" ++ MCKH414 ++ MCKH514 ++ MCKH614
Discharge Hub w/O-Ring 2" ++MCKH620
4 NL Bronze Discharge Hub w/O-Ring 1" MCKHNL410 MCKHNL510
«i NL Bronze Discharge Hub w/O-Ring 1-1/4" MCKHNL414 MCKHNL514
# NL Bronze Discharge Hub w/O-Ring 2" MCKHNL520
G4 O-Ring Seal MCKOR MCKOR MCKOR MCKOR MCKOR MCKOR MCKOR
U-Bolts w/Nuts MCK4uUB MCK5UB MCK6UB MCK4uUB MCK5UB
Back Strap 424 424 424 424 424
G4 Stainless Steel U-Strap w/Nuts uUs4ss US5SS US6SS Us4ss US5SS US5SS US6SS
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
e
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STAINLESS STEEL SMCK PITLESS KITS

CLEAR WELL PITLESS KITS - Since 1991
A quality pitless adapter kit. The flipper series is made of quality stainless steel for years of service. MERRILL'S
SMCK Pitless Kit gives you a clear well with no obstructions when pulling pump. A True Quality Installation. Note: lllinois
FEATURES / BENEFITS State Appr\oved

(1) CERTIFIED WATERTIGHT PITLESS KITS AND CAPS - Tested and
approved by Pitless Adapter Standard PAS-1, PAS-2,
PAS-97(2019)(R 2023), ASSE Standard #1093-2019(R 2023) and
lllinois Code.

BENEFIT - Approved and recommended by all stringent state codes.

(2) POSITIVE MECHANICAL SEAL by simply turning the stainless steel
screw.

BENEFIT - Positive operation after years of service.

(3) FULL DIAMETER ACCESS TO WELL - No obstructions inside well that
may need to be removed before working on well - common problem
with pitless adapters.

BENEFIT - Simple, fast installation plus no future digging to remove
adapters.

(4) LARGE THICK O-RING SEAL assures watertight seal around hole cut
in casing.

BENEFIT - Insures seal to inside of casing.

(5) DISCHARGE HUB CLAMPS AROUND CASING all stainless steel

U-Strap to prevent distortion of plastic casing if overtightened.

BENEFIT - Protects from installation problems. Stainless Steel
(6) 8 PART KIT consists of discharge hub, internal parts, and ventilated Discharge Fitting
or watertight cap. Available
BENEFIT - Complete - no cap to add - all in one box. SSHE1000 or SSHE125
(7) USEEXISTING CASING - PLASTIC OR STEEL - Low cost and most NOTE: Dual adhesive method used to adhere

of the advantages of pitless units.
BENEFIT - No restriction on casing material.

(8) HEAVY DUTY GALVANIZED IRON SUPPORT BAR Holds 160% more
weight than aluminum support bar by other manufacturers, and holds
more weight than slide together type pitless adapters. It also minimizes
danger of losing pump or pipe down well. The weight of the pump, pipe,
and water is supported by the bar which uses the top of the casing, not
just a small part of the side wall like pitless adapters. Merrill support bar
also has a ground screw.

BENEFIT - Safer and holds more weight, if you have any questions on
weight limits for the SMCK Series - Call Merrill.

(9) WATER SYSTEM EASILY DRAINED by turning the stainless steel SMCK410/414 SMCK510/514
screw inside pull pipe so entire water system outside well could drain
without pulling the pump, impossible with most other pitless kits and
pitless adapters.

BENEFIT - Simple answer to draining or seasonal use.
(10) STAINLESS STEEL ELBOW FITTING available for discharge

O-ring to discharge.

Strong short term bond (current adhesive) holds
while strong long term "sticky" bond with new
adhesive cures.

SMCK Stainless Steel Pitless Kits SMCK610/614
Order UPC Bar Code Drop Pipe Hole Well Size Approx.
No. (Oty. 1) & Discharge Saw Material 1.D./O.D. Wt./Lbs.
G4  SMCK410 6 42367 06742 7 1" 1" Stainless Steel 4.0"/4.5" 7.7
@ SMCK414 6 42367 06743 4 1-1/4" 1-1/4" Stainless Steel 4.0"/4.5" 7.5
@ SMCK510 6 42367 06745 8 1" 1" Stainless Steel 5.0"/5.6" 9.3
I SMCK514 6 42367 06744 1 1-1/4" 1-1/4" Stainless Steel 5.0"/5.6" 8.9
&  SMCKe610 6 42367 06988 9 1" 1" Stainless Steel 6.0"/6.6" 11.1
@  SMCKei4 6 42367 07000 7 1-1/4" 1-1/4" Stainless Steel 6.0"/6.6" 10.3

NOTE: All Pitless Kits listed above have passed the Pitless Adapter Standard PAS-1, PAS-2, PAS-97(2019)(R 2023), ASSE Standard
#1093-2019(R 2023) and Illinois code.
NOTE: Call Merrill for any questions on weight limits for SMCK Pitless Kits.

WARNING: This product can expose you to lead, which is known to the State . . .
of California to cause cancer, birth defects or other reproductive harm. For Stainless Steel Elbow D'SCha'“se Fittings
more information go to www.P65Warnings.ca.gov Order UPC Bar Insert MIP
WARNING: This product meets Federal USA Drinking Water requirements R g;-lEiOOO 22227(?;31'712 SIZﬁ )): ?.I,ze
but has not been specifically tested or approved as no-lead in the
P smé of Camomi’;’? SSHE1000 030 SSHE125 642367121150  1-1/4" x 1-1/4"
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STAINLESS STEEL SMCK PITLESS KITS

N NOTE | Product I.D. |standard |  Productl.D. | Drop/Discharge |
Onrder No. Breakdown SMCK - Merrill Clear Well Kit U-Strap 4 -For4"1.D.Casing 10 - For 1" Drop and Discharge
SMCK Stainless Steel Pitless Kits with WeII Cap
& Order UPC Bar Well Size
VG Series Vent Cap No. Code(Qty. 1) 1.D. Discharge Well Cap Included
1" Conduit (% SMCK410 6 42367 06742 7 4" 1" None
4 % % SMCK410VC 6 42367 06767 0 4" 1" VC Series Vent Cap
“ e % SMCK410WC 6 42367 06768 7 4" 1" WC Series Watertight Cap
E{ﬁ % SMCK410WCB 6 42367 06769 4 4" 1" WCB Series Watertight Cap
- (= SMCK410WCOS 6 42367 067717 4" 1" WCO Series Watertight Cap
W:‘t’;tisgi't'%sap (3 SMCK410WCOG 642367 06772 4 4" 1" WCO Series Watertight Cap with Ground
Tapped For 1" Conduit (% SMCK410WCOP 6 42367 06773 1 4" 1" WCOP Series Watertight Cap
- (s SMCK410WCO4P 6 42367 45234 6 4" 1" WCOPP Series Wateright Plastic Cap
@ SMCK414 6 42367 06743 4 4" 1-1/4" None
(= SMCK414VC 6 42367 06781 6 4" 1-1/4" VC Series Vent Cap
(3 SMCK414WC 6 42367 06782 3 4" 1-1/4" WC Series Watertight Cap
WGCB Series (% SMCK414WCB 6 42367 06783 0 4" 1-1/4" WCB Series Watertight Cap
Watertight Cap % SMCK414WCOS 6 42367 06785 4 4" 1-1/4" WCO Series Watertight Cap
Tapped For 1-1/2" Conduit | &% SMCK414WCOG 6 42367 06786 1 4" 1-1/4" WCO Series Watertight Cap with Ground
S 3 SMCK414WCOP 6 42367 06787 8 4" 1-1/4" WCOP Series Watertight Cap
(% SMCK414WCO4P 642367 45235 3 4" 1-1/4" WCOPP Series Watertight Plastic Cap
(% SMCKS45010B 6 42367 42324 7 4-1/2" 1" None
. . (% SMCKS45010P 6 42367 43345 1 4-1/2" 1" None (Deep Well 2,000+ Ibs.)
W(z:':pe?fif g.\./ itﬁl;t;ght # SMCKS45014B 6 42367 45257 5 4-1/2" 1-1/4" None
Tapped For 1" Conduit (% SMCKS45014P 6 42367 45412 8 4-1/2" 1-1/4" None (Deep Well 2,000+ Ibs.)
= SMCK510 6 42367 06745 8 5" 1" None
% SMCK510VC 6 42367 06795 3 5" 1" VC Series Vent Cap
% SMCK510WC 6 42367 06796 0 5" 1" WC Series Watertight Cap
(¢ SMCK510WCB 6 42367 06797 7 5" 1" WCB Series Watertight Cap
WCO Series {5 SMCK510WCOS 642367 06798 4 5" 1" WCO Series Watertight Cap
Watertight Cap (% SMCK510WCOG 6 42367 06799 1 D 1" WCO Series Watertight Cap with Ground
Tapped for 1" Conduit % SMCK510WCOP 6 42367 06800 4 5" 1" WCOP Series Watertight Cap
2 (% SMCK510WCOPG 6 42367 06801 1 5" 1" WCOP Series Watertight Cap with Ground
‘\ el (= SMCK510WCP 6 42367 06802 8 5" 1" WCP Series Watertight Cap
kST {( SMCK510WCO4P 6 42367 45236 0 5" 1" WCOPP Series Watertight Plastic Cap
= (% SMCK514 6 42367 06744 1 5" 1-1/4" None
WCOP Series (s SMCK514VC 6 42367 06811 0 5" 1-1/4" VC Series Vent Cap
Watertight Cap (% SMCK514WC 6 42367 06812 7 5" 1-1/4" WC Series Watertight Cap
Tapped For 1" Conduit R ¢4 SMCK514WCB 6 42367 06813 4 5" 1-1/4" WCB Series Watertight Cap
= SMCK514WCOS 6 42367 06814 1 5" 1-1/4" WCO Series Watertight Cap
 SMCK514WCOG 6 42367 06815 8 5" 1-1/4" WCO Series Watertight Cap with Ground
(# SMCK514WCOP 6 42367 06816 5 5" 1-1/4" WCOP Series Watertight Cap
WCOPP Series (i SMCK514WCOPG 6 42367 06817 2 5" 1-1/4"  WCOP Series Watertight Cap with Ground
Watertight Cap (# SMCK514WCP 6 42367 06818 9 5" 1-1/4" WCP Series Watertight Cap
Plastic Top - PVC Base (i SMCK514WCO4P 6 42367 45237 7 5" 1-1/4" WCOPP Series Watertight Plastic Cap
" (¢ SMCK610 6 42367 06988 9 6" 1" None
. % SMCKe610VC 6 42367 06989 6 6" 1" VC Series Vent Cap
G ’ % SMCK610WC 6 42367 06990 2 6" 1" WC Series Watertight Cap
- (% SMCK610WCB 6 42367 06991 9 6" 1" WCB Series Watertight Cap
WGP Series Cap % SMCK610WCI 6 42367 07012 0 6" 1 WCI Series Watertight Cap
% SMCK610WCOS 6 42367 06993 3 6" 1" WCO Series Watertight Cap
% SMCK610WCOG 6 42367 06992 6 6" 1" WCO Series Watertight Cap with Ground
3 SMCK614 6 42367 07000 7 6" 1-1/4" None
(% SMCK614VC 6 42367 07001 4 6" 1-1/4" VC Series Vent Cap
Support Bar % SMCK614WC 6 42367 07002 1 6" 1-1/4" WC Series Watertight Cap
(# SMCK614WCB 6 42367 07003 8 6" 1-1/4" WCB Series Watertight Cap
Pitless Body | (3 SMCK614WCI 6 42367 07014 4 6" 1-1/4" WCI Series Watertight Cap
Discharge Hub (# SMCK614WCOS 6 42367 07005 2 6" 1-1/4" WC_O Series Watertight F:ap
PlUS % SMCK614WCOG 6 42367 07004 5 6" 1-1/4" WCO Series Watertight Cap with Ground
Stainless Steel NOTE: Well Caps may be ordered to go along with SMCK Pitless Kits to top off your well casing and ensure a sanitary seal.
U-Strap Stainless Steel WARNING: This product can expose you to lead, which is known to the WARNING: This product meets Federal USA Drinking Water
U-Strap State of California to cause cancer, birth defects or other reproductive requirements but has no_t been specifically_ test_ed or approved
harm. For more information go to www.P65Warnings.ca.gov as no-lead in the State of California.
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STAINLESS STEEL SMCK PITLESS KITS
INSTALLATION INSTRUCTIONS FILE NOTGH
(1) Cutand thread 1" pull pipe. (See chart for length). FUPPORT BAR a’ggﬂ%éﬁ?‘%&
Assemble support bar, pull pipe, and pitless body. Be ; 1y

sure that arrow on support bar and discharge hole on ! I i VT
pitless body are in line with each other. Lo

(2) Cut a piece of 1/2" pipe 3" longer than pull pipe and | '
flatten one end to fit stainless steel screw or weld on PULL PIPE._ : Use

adjustment tool to one end of 1/2" pipe. tnot supplicd] % MEASURE s -asies";b'y
(3) Measure distance from bottom of support bar to center of L QISTANCE ™ DISTANCE “measuning
discharge hub, or use assembly as a measuring stick. : : Lo Measure distance stick.
(4) Drill hole in casing, the same measured distance as 'ETTEFE%L : ; or use parts with
above: BODY Lo ¢ Ppipe as measure
4" casing - 1-1/4" hole or smaller stick for hole.
4-1/2" casing - 1-1/4" hole or smaller N
5" casing - 1-1/4" hole or smaller - ‘;@)—
6" casing - 1-1/4" hole or smaller APPLY HOLE DRILLED] |
(5) Notch or mark top of casing directly above discharge DROP PIPE G/ZZEESTELILZJEB/E
hole. FOR PUMP
(6) Clamp discharge hub around casing to assure watertight Pull Pipe Desired Pull Pipe Desired
seal around discharge hole. Length Bury Depth Length Bury Depth
(7) Attach pump and drop pipe to pitless body, apply 22" r 70" 5
Anti Seize/Gasket Lube to O-Ring, and lower into 34" 2 82" 6'
casing. 46" 3 94" 7
58" 4 106" 8'

(8) Line up mark on support bar with notch cut in casing.

(9) Turn stainless steel screw clockwise until O-Ring seals

on inner wall of casing. Installation tool available

. . . , ) , at no charge to help make
(10) Complete installation by installing watertight or ventilated installation very easy. Part No.

cap on top of well casing, depending on state well code. MCKADJTOOL
SMCK Pitless Kit is now installed.

NOTE: When pulling pump or installing pump, make sure that

the stainless steel screw on pitless bodly is turned -2 &
(counter-clockwise) so the lever can be pushed in as far i Support Bar
as necessary. PARTS LIST
Parts Stainless Steel SMCK Flipper Series
Description 4" Part No. 5" Part No. 6" Part No.
% Support Bar MCK4SB MCK5SB MCK6SB
3 Thumb Screw - Stainless Steel MCKSS MCKSS MCKSS Pitless Body
@3 Internal Pitless Body - 1" Stainless Steel SMCKB410 SMCKB510 SMCKB610
&% Internal Pitless Body - 1-1/4" Stainless Steel SMCKB414 SMCKB514 SMCKB614
G4 Flipper - Stainless Steel SMCKF400 SMCKF500 SMCKF600 _
@3 Pivot Pin - Stainless Steel MCKPP MCKPP MCKPP . 4", 5" or 6"
(] Discharge Hub w/O-Ring - 1" Stainless Steel SMCKH410 SMCKH510 SMCKH610 ( "_Jl Stainless Steel
&% Discharge Hub w/O-Ring - 1-1/4" Stainless Steel SMCKH414 | SMCKH514 SMCKH614 &, A2==¥  UStrap
% O-Ring Seal MCKOR MCKOR MCKOR W
(% Stainless Steel U-Strap w/nuts Us4Ss US5SS US6SS
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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NO-LEAD and NO-LEAD BRONZE PITLESS ADAPTERS

24

QUALITY FEATURES/BENEFITS Note: lllinois State
Approved -
Merrill No-Lead Brass and No-Lead Bronze Pitless Adapters MBPNL100 and
have passed CERTIFIED WATERTIGHT STANDARDS PAS-1, MBPNL125
PAS-97(2019)(R 2023), ASSE Standard #1093-2019(R 2023)
established and regulated for the industry by the Pitless
Adapter Division of Water Systems Council.
(1) Feature - Bottom of male part of adapter is tapered.
Benefit - Easy connection of female and male parts.
(2) Feature - Top of female part is also tapered. MBNL50 MBNL200 MBNL225
Benefit - Tight connection and easy removal.
(3) Feature - Replaceable O-ring seal in solid no-lead brass
or no-lead bronze casting.
Benefit - Easily replaced, not a seal from factory only.
(4) Feature - Molded gasket for positive outside seal on
discharge, plus O-ring or gasket glued in place, for seal on
inside of casing.
Benefit - Glued gasket does not fall off during installation. MBNL250 MEBNL300 MEBNL400
(5) Feature - Solid no-lead brass or no-lead bronze collar
made for perfect fit and positive seal with molded gasket
between discharge and outside of casing.
Benefit - Insures sanitary watertight seal to casing.
(6) Feature - Extra-wide solid no-lead brass or no-lead
bronze nut.
Benefit - To accommodate wrench for easier installation. MBNL60 MBNL100 MBNL125
Order UPC Bar Drop & Discharge| Casing Will Hole |Carton| Approx. Model
No. Code (Qty. 1) Discharge Length Sizes |Support| Saw | QOty. | Wt./Lbs. Series
No-Lead Brass
+» MBNL50 6 42367 12295 9 1" 1.8"LM 5"-8" 300 1-3/4" 4 2.4 Imported 50 Series
+* MBNL200 642367 12388 8 1" 1.8"LM 5"-8" 400' 1-3/4" 4 2.8 Imported 200 Series
% MBNL225 642367 12445 8 1-1/4" 1.8"LM 5"-8" 300 2-1/8" 2 3.8 Imported 200 Series
No-Lead Bronze - Imported
% MBNL250 6 42367 42110 6 1-1/2" 21"LM  6"-12" 600' 2-3/8" 1 8.8 Imported 300 Series
+* MBNL300 642367 41870 0 2" 22"LM  6"-12" 600 3" 1 14.4 Imported 300 Series
+* MBNL400 642367 43614 8 1-1/4" x 1" 1.7" LM 5"-8" N/A  Hole Guide 1 8.5 Imported 400 Series
5* MBNL60 6 42367 41684 3 1" 1.8"LM 5"-8" 300 1-3/4" 1 2.6 Merrill 60 Series
%* MBNL100 6 42367 416850 1" 1.8"LM 5"-8" 400’ 1-3/4" 1 3.2 Merrill 100 Series
@%* MBNL1OON 6 42367 41686 7 1" 1.8"LM 5"-8" 400' 1-3/4" 1 25 Merrill 100 Series
%* MBPNL100 642367416874 1" lllinois Code  1.8"LM  5'- 8" 400! 1-3/4" 1 3.2 Merrill 100 Series
5% MBNL125 642367 41688 1 1-1/4" 1.8"LM 5"-8" 300 2-1/8" 2 5.0 Merrill 100 Series
5* MBNL125N 6 42367 41689 8 1-1/4" 1.8"LM 5"-8" 300 2-1/8" 1 3.9 Merrill 100 Series
%% MBPNL125 642367416904 1-1/4" lllinois Code 1.8"LM  5"-8" 300 2-1/8" 1 4.4 Merrill 100 Series
*When properly installed, MERRILL PITLESS ADAPTERS will support length of schedule 40 steel pipe full of water and pump.
Other companies may claim more support - but have little or no safety factor. LM = Long Model
Note: For use with Concrete Tile - no outside thread models. (MBN10 + MBC10 or MBN125 + MBC125)
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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STAINLESS STEEL PITLESS ADAPTERS

QUALITY FEATURES/BENEFITS Note: lllinols State

Merrill Stainless Steel Pitless Adapters have passed SSMEP z:;%p::::;ds M BP25
CERTIFIED WATERTIGHT STANDARDS PAS-1,

PAS-97(2019)(R 2023), ASSE Standard #1093-2019(R 2023)

established and regulated for the industry by the Pitless

Adapter Division of Water Systems Council.

(1) Feature - Bottom of male part of adapter is tapered.

Benefit - Easy connection of female and male parts.
(2) Feature - Top of female part is also tapered.

Benefit - Tight connection and easy removal.
(3) Feature - Replaceable O-ring seal in solid stainless steel

casting.

Benefit - Easily replaced, not a seal from factory only. SSMB50 SSMB200
(4) Feature - Molded gasket for positive outside seal on

discharge, plus O-ring or gasket glued in place, for seal on

inside of casing.

Benefit - Glued gasket does not fall off during installation.
(5) Feature - Solid stainless steel collar made for perfect fit

and positive seal with molded gasket between discharge

and outside of casing.

Benefit - Insures sanitary watertight seal to casing. SSMB225
(6) Feature - Extra-wide solid stainless steel nut.

Benefit - To accommodate wrench for easier installation.

Order UPC Bar Drop & Discharge| Casing Wwill Hole |Carton| Approx. Model

No. Code (Qty. 1) Discharge Length Sizes |Support| Saw | QOty. | Wt./Lbs. Senries

Stainless Steel (304 Stainless Steel)
+* SSMB50 6 42367 41093 3 1" 1.8"LM 5"-8 600’ 1-3/4" 4 2.4 Imported 50 Series
9 SSMB200 642367 41301 9 1" 1.8"LM 5" - 8" 800 1-3/4" 4 2.9 Imported 200 Series
(% SSMBP200 642367435813 1" lllinois Code  1.8" LM 5"-8" 800" 1-3/4" 4 2.9 Imported 200 Series
+* SSMB225 642367 41302 6 1-1/4" 1.8"LM 5"-8" 800’ 2-1/8" 2 4.7 Imported 200 Series
(¢ SSMBP225 6 42367 435820 1-1/4" lllinois Code 1.8" LM 5"-8" 800' 2-1/8" 2 4.7 Imported 200 Series

*When properly installed, MERRILL PITLESS ADAPTERS will support length of schedule 40 steel pipe full of water and pump.
Other companies may claim more support - but have little or no safety factor. LM = Long Model

E\N Stainless Steel (304 Stainless Steel) with Insert Barb Connections

+» SSMBI100 6 42367 44389 4 1" 1.8"LM 5"-8" 1400 1-3/8" 1 3.1
‘E\N Stainless Steel (304 Stainless Steel) with 1" Female NPT x 1" Insert Barb Connections
+%» SSMBIF100 6 42367 45448 7 1" 1.8"LM 5"-8" 1400 1-3/8" 1 2.9

When properly installed, the SSMBI100 & SSMBIF100 will support length of 160 psi poly pipe full of water and pump.

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
SSMBI100 not been specifically tested or approved

SSMBIF100 as no-lead in the State of California.
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e PITLESS ADAPTER PARTS
Merrill Exclusive Quality
7 5
| >
Male part of QualityAGm Extra thick v—vaT-
adapter rounded an(_j O-ring glued discharge thru
at bottom for in place for casing to hold
_ easiest proper seal weight & safety
installation. around discharge factor.
and casing.
Built-In Installation Tool
1. To Install 2.In Use
Top
Male Part Male Part O-Ring Female Panrt
MBMNL10 MBFNL10 ( m l ) ( ml l n
B y- Top
h
Female Part O-Ring  Gasket Collar Nut
MBFR20 MBG20 MBC10 MBN10
Model Order UPC Bar Approx. Model Order UPC Bar Approx.
No. No. Code (Qty. 1) Wt./Lbs. No. No. Code (Oty. 1) Wt./Lbs.
Male Part - No-Lead Brass Female Part O-Ring
MBNL50 ({ MBMNL50 6 42367 45400 5 0.90 MBNL50 (3 MBFG10 6 42367 01808 5 0.10
MBNL200 &% MBMNL20 6 42367 45401 2 1.20 MBNL60 (3 MBFG10 6 42367 01808 5 0.10
MBNL225 (% MBMNL22 6 42367 45402 9 1.40 MBNL100 (3 MBFR20 6 42367 01810 8 0.03
Male Part - No-Lead Bronze MBNL125 (3 MBFR12 6 42367 04665 1 0.03
MBNLE0 &5 MBMNL60 6 42367 41735 2 1.25 MBNL200 @+ MBFR12 6 42367 04665 1 0.03
MBNL100 &% MBMNL10 6 42367 41967 7 1.13 MBNL225 (3 MBFR12 6 42367 04665 1 0.03
MBNL125 % MBMNL12 6 42367 41898 4 1.80 MBNL250 (< MBFR12 6 42367 04665 1 0.03
MBNL300 &3 MBMNL30 6 42367 45403 6 5.50 MBNL300 (3 MBG30 6 42367 10134 3
MBNL400 &3MHMNL40 6 42367 45404 3 3.70 MBNL400 (¢ MBFG12 6 42367 01809 2 0.10
Male Part O-Ring (% MBFG10 6 42367 01808 5 0.10
MBNL50 (% OR222 6 42367 03495 5 0.01 Gasket
MBNL6O (& OR222 6 42367 03495 5 0.01 MBNL60 (3 MBG20 6 42367 01815 3 0.05
MBNL100 (% OR326 6 42367 00480 4 0.01 MBNL100 (i MBG20 6 42367 01815 3 0.05
MBNL125 (& OR326 6 42367 00480 4 0.01 MBNL125 (5 MBG12 6 42367 01814 6 0.05
MBNL200 (% OR326 6 42367 00480 4 0.01 MBNL250 (i MBG12 6 42367 01814 6 0.05
MBNL225 (% OR326 6 42367 00480 4 0.01 Collar
MBNL250 (% OR326 6 42367 00480 4 0.01 MBNLG0O MBC60 6 42367 04203 5 0.25
MBNL300 (3 OR332 6 42367 01909 9 0.13 MBNL100 MBC10 6 42367 01800 9 0.38
MBNL400 (¢ OR326 6 42367 00480 4 0.01 MBNL125 MBC125R 6 42367 11919 5 0.25
Female Part - No-Lead Brass Nut
MBNL50 (MBFNL50 6 42367 45405 0 1.30 MBNLGO MBNG60 6 42367 04206 6 0.25
MBNL200 &MBFNL20 6 42367 45406 7 1.50 MBNL100 MBN10 6 42367 01821 4 0.25
MBNL225 MBFNL22 6 42367 45407 4 2.30 MBNL125 MBN125 6 42367 11917 1 0.25
Female Part - No-Lead Bronze
MBNL60 (x; MBFNLGO 6 42367 41876 2 1.25 WARNING: This product can expose you to lead, which is known to the State
MENLL0O @ MBNLIO 6 42367 419653 087 o s spsnta e
mg:tgﬁg % mg:ﬁst;g 2 igzg; 32‘813; I ;38 WARNING: This product m_e_ets Federal USA Drinking Water req_uiremems I
but has not been specifically tested or approved as no-lead in the
MBNL400 (i MHFNL40 6 42367 45409 8 4.70 State of California.

Form No. 2017.27
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SANITARY (waterticHT) PITLESS OR WELL CAPS

All Caps Certified Watertight -
Pitless Adapter Standard PAS-2,

MERRILL WC SERIES SANITARY (WATERTIGHT) CAPS

For use with all Pitless Units and Adapters

PAS-97(2019)(R 2023), ASSE Standard Order UPC Bar Casing Casing Conduit Vent |Approx.

#1093-2019(R 2023) and lllinois Code. No. Code (Qty. 1) 1.D. Size 0.D. Size | Tap Size Size |Wt./Lbs.
(% WCB300 642367 41843 4 3" 4-1/2" 1" 1/2" 7.3
(% WGC400 6 42367 02863 3 4" 4-1/2" 1" 1/2" 9.5
@ WC500 6 42367 02865 7 5" 5-9/16" 1" 3/4" 11.7
(% WCB00 642367 02867 1 6" 6-5/8" 1-1/4" 3/4" 13.8
@ WC800 6 42367 02869 5 8" 8-5/8" 1-1/2" 1" 29.7

« Painted Cast Iron * Two Neoprene O-Rings
« Stainless Steel Bolts « Individually Boxed
» Galvanized Vent Ell with Stainless Steel Screen Included

WG Serles MERRILL WCI SERIES SANITARY (WATERTIGHT) CAPS
For use with all Pitless Adapters
Order UPC Bar Casing Casing Conduit Vent | Approx.
No. Code (Qty. 1) 1.D. Size 0.D. Size | Tap Size Size |Wt./Lbs.
& wcle 642367 02891 6 6" 6-5/8" 1" 3/8" Dia. 10.8
With 1" Top Tap
(4 WCIBT100 6 42367 45377 0 6" 6-5/8" 1" 3/8" Dia. 10.8
With Grounding Screw & Terminal Lugs
WCI Series &4 welge 6 42367 05885 2 6" 6-5/8" 1" 3/8" Dia. 10.9

« Plated Bolts
¢ Painted Cast Iron

» Wide Compression Gasket
* Individually Boxed

MERRILL WCP SERIES SANITARY (WATERTIGHT) CAPS

For use with all Pitless Adapters (Aluminum Top - PVC Bottom)

Order UPC Bar Casing Casing Conduit Vent | Approx.
No. Code (Qty. 1) 1.D. Size 0.D. Size | Tap Size Size |Wt./Lbs.
(% WCP500 642367 03865 6 5" 5-1/2" 1" 3/4" 2.4
- No Adapter for 1" NPT
WOP Series (WCPS500 Shown) &% WCPS500 642367 05887 6 5" 5-1/2" 1" 34" 24
WCOC With Grounding Screw & Terminal Lugs
shown &3 WCPG500 642367 05888 3 5" 5-1/2" 1" 3/4" 25
with top ¢ Aluminum Casting * Plated Bolts * Individually Boxed
tapping for * Bronze Screen Included * PVC Base
chlorination MERRILL WCO SERIES SANITARY (WATERTIGHT) CAPS
sampling. For use with all Pitless Adapters (All Aluminum Cap)
Order UPC Bar Casing | Casing Top |Conduit | Vent |Approx.
WCO Series (WCOC600 Shown) No. Code (Qty. 1) | L.D. Size |O.D. Size| Tapping| Tap Size | Size |Wt./Lbs.
Standard Aluminum Cap & 1" PVC Nipple
(6 WCOS400 642367 04447 3 4" 4-1/2" - 1" 1/2" 2.0
neos G4 WCOSB00 642367044480  5'  5-9/16" - 1" 34 24
with (% WCOS600 642367 04449 7 6" 6-5/8" - 1" 3/4" 29
grounding Aluminum Cap With Grounding Screw, Terminal Lugs & 1" PVC Nipple
SCrew. @ WCOG400 6 42367 04450 3 4" 4-1/2" - 1" 1/2" 2.0
3 WCOG500 6 42367 04451 0 5" 5-9/16" --- 1" 3/4" 2.4
@ WCOG6E00 6 42367 04452 7 6" 6-5/8" === 1" 3/4" 29
WCO Series (WCOG Shown) Aluminum Cap With Top Tapping & 1" PVC Nipple
- % WCOC400 6 42367 04453 4 4" 4-1/2" 1" 1" 1/2" 1.9
A Product can oXpose YU 0| G4 WCOCB00 642367044541  5'  5:9/16" 14" 1" 34" 24
California to cause cancer, birth defects or | (% WCOCB00 6 42367 04455 8 6" 6-5/8" 1-1/4" 1" 3/4" 2.8

other reproductive harm. For more
information go to www.P65Warnings.ca.gov

Aluminum Cap With Grounding Screw, Terminal Lugs, Top Tapping & 1" PVC Nipple

% WCOGC400 6 42367 04456 5 4" 4-1/2" 1" 1" /2" 2.0
WARNING: This product meets Federal (% WCOGC500 6 42367 04457 2 5" 5-9/16" 1-1/4" 1" 3/4" 2.4
USA Drinking Water requirements buthas | o2 \w60GC600 642367044589 6" 6-5/8" 1-1/4" 1" 34" 2.9

not been specifically tested or approved
as no-lead in the State of California.

» Gasket Seal « Acorn Nut Protects Threads

* Individually Boxed

e Aluminum Casting
* Bronze Screen Included
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SANITARY (waterTicHT) PITLESS OR WELL CAPS

All Caps Certified Watertight -
Pitless Adapter Standard PAS-2,
PAS-97(2019)(R 2023), ASSE Standard
#1093-2019(R 2023) and lllinois Code.

WCOP Series (WCOP Shown)
WCOP shown with PVC base

WCOPP Series (WCOP504P Shown)

WCOPP Series (WCOP403P Shown)

WCH Series

= .

WCB Series

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

MERRILL WCOP SERIES SANITARY (WATERTIGHT) CAPS

For use with all Pitless Adapters

Order UPC Bar Casing Casing | Conduit | Vent | Approx.
No. Code (Qty. 1) I.D. Size | O.D. Size | Tap Size | Size | Wt./Lbs.
With PVC Base and Aluminum Top Cap
(>3 WCOP400 6 42367 06153 1 4" 4-1/2" 1" 1/2" 1.6
(% WCOP500 642367 06154 8 5" 5-9/16" 1" 3/4" 1.9
With PVC Base and Aluminum Top Cap with 1-1/4" Top Tap
(i WCOPC400 642367 06174 6 4" 4-1/2" 1" 1/2" 1.6
(% WCOPC500 6 42367 45386 2 5" 5-9/16" 1" 3/4" 1.9
With Grounding Screw & Terminal Lugs in PVC Base - Added
@ WCOPG400 6 42367 06266 8 4" 4-1/2" 1" 1/2" 1.6
@ WCOPG500 6 42367 06267 5 5" 5-9/16" 1" 3/4" 2.0
« Aluminum Top Casting * Gasket Seal « Acorn Nut Protects Threads

« Bronze Screen Included « Individually Boxed

MERRILL WCOPP SERIES SANITARY (WATERTIGHT) CAPS

For use with all Pitless Adapters

Order UPC Bar Casing Casing | Conduit | Vent |Approx.
No. Code (Qty. 1) I.D. Size | O.D. Size | Tap Size | Size |Wt./Lbs.
With PVC Base - Molded Plastic Top Case with 4 Bolt Holes
(5 WCOP404P 6 42367 44245 3 4" 4-1/2" 1" 1/2" 1.0
(3 WCOP504P 6 42367 44246 0 5" 5-9/16" 1" 5/8" 1.3
4 Bolt Hole Cap With Grounding Screw & Terminal Lugs in PVC Base - Added
(>3 WCOPG404P 6 42367 44247 7 4" 4-1/2" 1" 1/2" 1.1
(=3 WCOPG504P 6 42367 44248 4 5’ 5-9/16" 1" 5/8" 1.4
With PVC Base - Molded Plastic Top Case with 3 Bolt Holes
(5 WCOP403P 6 42367 44037 4 4" 4-1/2" 1" 1/2" 1.0
(% WCOP503P 642367 44038 1 5" 5-9/16" 1" 5/8" 1.3
» Molded Plastic Top (uV Resistant) » Gasket Seal
» Acorn Nut Protects Threads (Do Not Rust) » Stainless Steel Screen Included

» Room for Wrench Around the Bolts for Easier Use

» Cap Bolts Do Not Fall Out of PVC Bottom Ring - O-ring holds in place

» Ground Screw Model - Brass Insert in the PVC Bottom Ring with a Green Ground
Screw and 2 Terminal Lugs

MERRILL WCH SERIES SANITARY (WATERTIGHT) CAPS

Order UPC Bar Casing Casing Conduit Vent |Approx.

No. Code (Qty. 1) | I.D. Size 0.D. Size | Tap Size Size |Wt./Lbs.
% WCH1200 6 42367 43886 9 12" 12-3/4" 1-1/4" 3/4" 10.2

¢ Cast Aluminum * Two Neoprene O-Rings

« Stainless Steel Bolts « Stainless Steel Screen Included

MERRILL WCB SERIES SANITARY (WATERTIGHT) CAPS

For use with all Pitless Units and Adapters

Order UPC Bar Casing Casing | Conduit Vent |Approx.

No. Code (Qty. 1) I.D. Size | O.D. Size | Tap Size | Tap Size |Wt./Lbs.
(% WCB400 642367 028718 4" 4-1/2" 1-1/2" 1" 14.3
(3 WCB500 642367 028725 5" 5-9/16" 1-1/2" 1" 15.9
(>3 WCBB00 6 42367 02873 2 6" 6-5/8" 1-1/2" 1-1/4" 24.1
(% WCB800 6 42367 02890 9 8" 8-5/8" 1-1/2" 2" 39.3
(6 WCB100 642367 02870 1 10" 10-3/4" 3" 2-1/2" 58.6

With Grounding Screw
(% WCBGA400 6 42367 09681 6 4" 4-1/2" 1-1/2" 1" 14.3
(% WCBG500 6 42367 41883 0 5" 5-9/16" 1-1/2" 1" 15.9
(% WCBGB00 6 42367 06327 6 6" 6-5/8" 1-1/2" 1-1/4" 24.1
(*3 WCBGS800 6 42367 06328 3 8" 8-5/8" 1-1/2" 2" 39.3
3 WCBGL100 6 42367 08020 4 10" 10-3/4" 3" 2-1/2" 58.6

* Painted Cast Iron » Wide Compression Gasket

* Plated Bolts « Individually Boxed
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VENT CAPS AND ACCESSORIES ~™"*"
The watertight well cap provides protection
to the exposed portion of the well casing by WATERTIGHT WELL CAPS - ABS RESIN
being tamper-resistant, forming a protective For use with SP Pitless Units and SPK Pitless Kits
cover from the elements, and being resistant Order UPC Bar Casing Casing | Conduit Vent | Approx.
to the entry of vermin or contaminants. No. Code (Qty. 1) | I.D. Size | O.D. Size | Tap Size Size | Wt./Lbs.
Quality watertight well caps of various (5 WCABS400 6 42367 10565 5 4" 4-1/2"  1-1/4"IPS  7/16" 2.2
designs are listed by Water Systems Council (% WCABS600 6 42367 08944 3 6" 6-5/8" 1-1/4"IPS  7/16" 4.0
as approved under standard PAS-97(2019) * Cap fits 6" IPS casing with 1-1/4" IPS conduittap  « Watertight
(R 2023) and ASSE Standard #1093-2019(R * Hi-impact ABS resin * Vermin Proof
2023). The listed well caps have been » Formulated for outdoor weatherability

tested by an independent laboratory and

certified to have passed the testing standard MERRILL VC SERIES VENT CAPS

PAS-97(2019)(R 2023) and ASSE Standard For use with Pitless Adapters (All Aluminum)
#1093-2019(R 2023). Order UPC Bar Casing Casing | Conduit | Approx. DPM
No. Code (Qty. 1) | I.D.Size |O.D. Size Size Wt./Lbs. No.
(=% VC400 6 42367 02841 1 4" 4-1/2" 1" 1.0 C4
@ VC500 6 42367 02842 8 5" 5-9/16" 1" 15 C5
(4 VvC558 642367 028435  5-5/8" 6-1/4" 1" 1.8 C56
@ VC600 6 42367 02844 2 6" 6-5/8" 1" 1.9 C6
# vCc700 642367 028459  6-3/8" 7" 1 2.1 C7
(% VC800 64236702846 6 8" 8-5/8" 1" 2.6 cs
¢ Aluminum Casting ¢ 2-Cup Point Socket Head Set Screws

MERRILL VCMI MULTISIZE VENT CAP

For use with Pitless Adapters

= Order UPC Bar Casing Conduit Approx.
= = =4 No. Code (Qty. 1) Sizes Size Wt./Lbs.
s~ & vemie 6 42367 02851 0 5-5/8" thru 6-1/4" 3/4" 4.2
VC Series * Painted Heavy Cast Iron * 4 Hex Head Cap Screws

« Individually Boxed

SCREENED WELL VENT - MUSHROOM STYLE

Order UPC Bar Thread Vent Fits Approx.
No. Code (Qty. 1) Size Baker Cap Wt./Lbs.
@ WV75 6 42367 42155 7 3/4" N/A 0.3
VCMI Series 4 WV100 6 42367 03026 1 1" WCM6, WCB400, WCB500 0.3
T & WV125 642367030278  1-1/4" WCB600 0.5
V7 | (4 WV200 642367030285 2" WCB800 1.0
[ f’ « Galvanized Casting « Bronze Screen
wVvi1i00 GALVANIZED VENT ELL - WITH STAINLESS STEEL SCREEN
Order UPC Bar Thread Vent Fits Approx.
No. Code (Qty. 1) Size MERRILL WC Wt./Lbs.
& 405 642367002190  1/2" NPT WC400 0.2
— (% 505 642367 003319  3/4" NPT WC500, WC600 0.4
405 & 805 642367006563 1" NPT WC800 0.6
WELL LOCATOR
Order UPC Bar Approx.
No. Code (Qty. 1) Description Wt./Lbs.
G4 wiLd 642367 11839 6 Magnet with handle 1.5
» Handle marks where the well is « Center rig up to the well, quick and easy
WL1 » Backing up is no longer a guess « Magnetic pick up tool
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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WATERTIGHT CAP PARTS

WC Series Watertight Cap

WCB Series Watenrtight Cap

Order UPC Bar Parts Approx.
No. Code (Oty. 1) Description Wt./Lbs.
WCB400 Parts - 4"

WCB401 6 42367 03843 4 Cap Casting 13.00
38X200S 6 42367 429157  Square Head Bolt w/Nut(ea) 0.09
1"PLUG 6 42367 03105 3 Square Head Plug - 1" 0.23
WCB400PG 6 42367 03840 3 Flat Gasket 0.04
WCB404 6 42367 03846 5 Retainer Ring Casting 3.14
38X350S 6 42367 42916 4  Square Head Bolt w/Nut(ea) 0.12
WCB400RG 6 42367 03842 7 Rubber Gasket 0.26
WCB406 6 42367 03850 2 Clamping Ring Casting 3.06
38X250S 642367 429171  Square Head Bolt w/Nut(ea) 0.10
WCB500 Parts - 5"

WCB501 6 42367 03854 0 Cap Casting 6.09
38X200S 6 42367 429157  Square Head Bolt w/Nut(ea) 0.09
1"PLUG 6 42367 03105 3 Square Head Plug - 1" 0.23
WCB500PG 6 42367 03851 9 Flat Gasket 0.05
WCB504 6 42367 03857 1 Retainer Ring Casting 3.31
38X400S 6 42367 42918 8  Square Head Bolt w/Nut(ea) 0.12
WCB500RG 6 42367 03853 3 Rubber Gasket 0.39
WCB506 6 42367 03861 8 Clamping Ring Casting 3.46
38X250S 642367 429171  Square Head Bolt w/Nut(ea) 0.10
WCB600 Parts - 6"

WCB601 6 42367 02879 4 Cap Casting 12.49
1-1/4PLUG 6 42367 00023 3 Square Head Plug 1-1/4" 0.36
WCB600OPG 6 42367 02875 6 Flat Gasket 0.06
WCB604 6 42367 02883 1 Retainer Ring Casting 3.96
38X400S 6 42367 42918 8  Square Head Bolt w/Nut(ea) 0.12
WCB60ORG 6 42367 02877 0 Rubber Gasket 0.50
WCB606 6 42367 02887 9 Clamping Ring Casting 4.79
38X250S 642367 429171  Square Head Bolt w/Nut(ea) 0.10

WCO Series Watertight Cap

| Order
No.

Order UPC Bar Parts Approx.
No. Code (Oty. 1) Description Wt./Lbs. |
WC400 Parts - 4"
401 6 42367 00215 2 Cap 1.90
402 6 42367 42902 7 Cap Screws(4) 0.06
OR249 6 42367 00217 6 Cap O-Ring 0.01
404 6 42367 00218 3 Adapter Head Casting 4.49
405 6 42367 00219 0 Screen Air Vent 0.22
OR349 6 42367 00220 6 Head O-Ring 0.02
407 6 42367 00221 3 Clamping Ring 1.38
408 6 42367 42903 4 Head Ring Screws(4) 0.06
WC500 Parts - 5"
501 6 42367 00315 9 Cap 3.18
402 6 42367 42902 7 Cap Screws(4) 0.06
OR257 6 42367 00324 1 Cap O-Ring 0.01
504 6 42367 00327 2 Adapter Head Casting 5.30
505 6 42367 00331 9 Screen Air Vent 0.38
OR433 6 42367 00334 0 Head O-Ring 0.03
507 6 42367 00335 7 Clamping Ring 1.72
408 6 42367 42903 4 Head Ring Screws(4) 0.06
WCG600 Parts - 6"
601 6 42367 00437 8 Cap 4.08
402 6 42367 42902 7 Cap Screws(4) 0.06
OR262 6 42367 00439 2 Cap O-Ring 0.01
604 6 42367 00440 8 Adapter Head Casting 6.39
505 6 42367 00331 9 Screen Air Vent 0.38
OR439 6 42367 00442 2 Head O-Ring 0.03
607 6 42367 00443 9 Clamping Ring 1.54
408 6 42367 42903 4 Head Ring Screws(4) 0.06
WC800 Parts - 8"
801 6 42367 00652 5 Cap 8.73
802 6 42367 42904 1 Cap Screws(4) 0.06
OR270 6 42367 00654 9 Cap O-Ring 0.02
804 6 42367 00655 6 Adapter Head Casting 15.28
805 6 42367 00656 3 Screen Air Vent 0.45
OR446 6 42367 00657 0 Head O-Ring 0.04
807 6 42367 00658 7 Clamping Ring 3.37
808 6 42367 42905 8 Head Ring Screws(4) 0.08
WCI6 Series Watertight Cap
Order UPC Bar Parts Approx.
No. Code (Oty. 1) Description Wt./Lbs.
WCI601 6 42367 42906 5 Cap Casting 6.60
wcCIeG 6 42367 02894 7 Rubber Gasket 0.10
WCI6S 6 42367 02896 1 Rubber Seal 0.61
WcCl604 6 42367 42907 2 Clamping Ring Casting 3.26
38X250 6 42367 42908 9 Hex Bolt with Nut(5) 0.10
WCI605 6 42367 42909 6 Bronze Screen 0.01
GGS1i/4 6 42367 01602 9 Grounding Screw 0.02
WCMG6 Series Watertight Cap
Order UPC Bar Parts Approx.
No. Code (Oty. 1) Description Wt./Lbs.
WCM601 6 42367 42911 9 Cap Casting 10.00
WCcCI6G 6 42367 02894 7 Rubber Gasket 0.10
WCM6S 6 42367 04461 9 Rubber Seal 0.61
WCM604 6 42367 42912 6 Clamping Ring Casting 3.26
38X250 6 42367 42908 9 Hex Bolt with Nut(5) 0.10
1"PLUG 6 42367 03105 3 Square Head Plug - 1" 0.23
WCP500 Series Watenrtight Cap -5 "
Order UPC Bar Parts Approx.
No. Code (Oty. 1) Description Wt./Lbs.
WCP501 6 42367 03934 9 Cap Casting 1.65
WCP502 6 42367 03960 8 Bottom Ring (PVC) 0.59
25X100 6 42367 42914 0 Hex Bolt with Nut (4) 0.02
WCP503 6 42367 04462 6 Conduit Adapter 0.09
13/16SCREEN 6 42367 07602 3 Screen 0.01
WCP505 6 42367 04254 7 Snap Ring 0.01
GGS1/4 6 42367 01602 9 Grounding Screw 0.02

WARNING: This product can expose you to lead, which is known to the State
of California to cause cancer, birth defects or other reproductive harm. For
more information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal USA Drinking Water requirements
but has not been specifically tested or approved as no-lead in the
State of California.

UPC Bar

WCO0400 Parts - 4"

Parts

Approx.
Code (Oty. 1) Description Wt./Lbs.|

wco4Tt 6 42367 04613 2 Cap Casting 1.07
WCO04B 6 42367 04621 7 WCO4 Bottom Ring 0.31
WCOoP4B 6 42367 064754  WCOP400 Plastic Bottom 0.41
WCO04M 6 42367 07202 5 WCO4 Middle Ring 0.55
WCO04G 6 42367 04567 8 Gasket 0.05
5/8SCREEN 6 42367 04610 1 Vent Screen 0.01
5/8SNAPRING 6 42367 04611 8 Snap Ring 0.01
1/4X7/8HHCS 6 42367 00049 3 Hex Head Cap Screw w/Nut(ea) 0.01
1/4X1-1/2 6 42367 05416 8 1/4" Cap Screw(ea) 0.02
1/4-20ACORN 6 42367 04608 8 1/4" Acorn Nut (ea) 0.01
GGS1/4 6 42367 01602 9 Ground Screw 0.02
PVCN1002GRAY 6 42367 11742 9 1"x1"x2" LG PVC Nipple 0.05
Pi5A 642367 01986 0  1/4-20 Plated Hex Nut(ea)  0.01
OR009 6 42367 04612 5 O-Ring(ea) 0.01
WCO500 Parts - 5"

WCO5T 6 42367 04629 3 Cap Casting 1.37
WCO5B 6 42367 04635 4 WCO5 Bottom Ring 0.38
WCOP5B 6 42367 06476 1  WCOP500 Plastic Bottom 0.60
WCO5M 6 42367 07203 2 WCO5 Middle Ring 0.60
WCO5G 6 42367 04568 5 Gasket 0.07
38/4SCREEN 6 42367 05121 1 Vent Screen 0.01
3/4SNAPRING 6 42367 05118 1 Snap Ring 0.01
1/4X7/8HHCS 6 42367 00049 3 Hex Head Cap Screw w/Nut(ea) 0.01
1/4X1-1/2 6 42367 05416 8 1/4" Cap Screw(ea) 0.02
1/4-20ACORN 6 42367 04608 8 1/4" Acorn Nut(ea) 0.01
PVCN1002GRAY 6 42367 11742 9 1"x1"x2" LG PVC Nipple 0.05
Pi5A 642367 01986 0  1/4-20 Plated Hex Nut(ea)  0.01
OR009 6 42367 04612 5 O-Ring(ea) 0.01
WCO0600 Parts - 6"

WCO6T 6 42367 04630 9 Cap Casting 1.62
WCo6B 6 42367 04636 1 Bottom Ring 0.45
WCO06G 6 42367 04574 6 Gasket 0.09
WCO6M 6 42367 07204 9 Middle Ring 0.68
1/4X1-1/2 6 42367 05416 8 1/4" Cap Screw(ea) 0.02
1/4-20ACORN 6 42367 04608 8 1/4" Acorn Nut(ea) 0.01
PVCN1002GRAY 6 42367 11742 9 1"x1"x2" LG PVC Nipple 0.05
Pi5A 642367 01986 0  1/4-20 Plated Hex Nut(ea)  0.01
OR009 6 42367 04612 5 O-Ring(ea) 0.01
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Cast Iron Single Drop Pipe
Split Top Plate

WS400125 WS600100

Steel Single Drop Pipe
Solid Top Plate

WS450100S WS600150S

Cast Iron Double Drop Pipe
Split Top Plate

WS622525 WS625251

Well Seal Vent

WARNING: This product can expose
you to lead, which is known to the State
of California to cause cancer, birth
defects or other reproductive harm.

For more information go to
WWW.P65!

\Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

& No-Lead
Single Drop Pipe - Split Top Plate
® 3/4" Thick Rubber Packer ® Individually Boxed and Labeled
® Painted Cast Iron
Onrdenr UPC Bar Well Drop Cable Vent Approx.
No. Code (Qty. 1) Size I.D. Pipe Tapping Tapping | Wt./Lbs.
(% WS400100 642367 02929 6 4 1" 1" 1/2" 2.8
(% WS400125 642367 02931 9 4" 1-1/4" 1" 1/2" 2.6
(% WS400150 642367 02986 9 4" 1-1/2" 3/4" 1/4" 3.2
(% WS400200 642367 02987 6 4 2" 1/2" 1/4" 2.6
(% WS40010075 6 42367 12438 0 4" 1" 3/4" 1/2" 2.8
(4 WS40012575 642367 12439 7 4" 1-1/4" 3/4" 1/2" 33
(% WS500100 6 42367 02994 4 5" 1" 1" 1/2" 47
(% WS500425 642367 02996 8 5" 1-1/4" 1" 1/2" 4.6
(% WS500150 642367 02998 2 5" 1-1/2" 1" 1/2" 4.4
(% WS500200 642367 03000 1 5" 2" 1" 1/2" 41
(% WS5584100 6 42367 03003 2 5-5/8" 1" 3/4" 1/2" 7.5
(% WS558125 642367 03004 9 5-5/8" 1-1/4" 3/4" 1/2" 7.4
(% WS600100 642367 02944 9 6" 1" 1" 1/2" 7.4
(% WS600125 642367 02946 3 6" 1-1/4" 1" 1/2" 6.8
(% WS600200 642367 030100 6" 2" 1" /2" 6.4
(4 WS625125 642367 04519 7 6-1/4" 1-1/4" 1" 1/2" 8.7
(4 WS625200 642367 03015 5 6-1/4" 2" 1" 1/2" 6.6
(% WS8004100 642367 03019 3 8" g g 1/2" 14.3
(4 WS800125 642367 03020 9 8" 1-1/4" 1" 1/2" 14.1
(4 WS800200 642367 03022 3 8" 2" 1" 1/2" 14.8
(% WS800300 642367 03024 7 8" 3" 1" 1/2" 13.1
3 WS800400 642367 03025 4 8" 4" 1" 1/2" 1.2
3 WS100300 642367 02975 3 10" 3" 3/4" 1/2" 28.6
% WS100500 6 42367 02977 7 10" 5 3/4" 1/2" 21.8
@ WS120300 642367 02982 1 12" 3" 3/4" 1/2" 43.2
% WS120400 642367 02983 8 12" 4" 3/4" 1/2" 405
3 WS120500 642367 02984 5 12" 5" 3/4" 1/2" 36.3
Single Drop Pipe - Solid Top Plate
® 3/4" Thick Rubber Packer ® Individually Boxed and Labeled
® Painted Steel
Order UPC Bar Well Drop Cable Vent Approx.
No. Code (Qty. 1) Size I.D. Pipe Tapping Tapping | Wt./Lbs.
(% WS450125S 6 42367 45339 8 4-1/2" 1-1/4" 1" 1/2" 43
(% WS450100S 6 42367 45340 4 4-1/2" 1" 3/4" 1/2" 4.2
(% WS558200S 6 42367 45364 0 5-5/8" 2" 3/4" 1/2" 3.4
(% WS600150S 642367 45341 1 6" 1-1/2" 1" 1/2" 6.8
(% WS625100S 6 42367 45342 8 6-1/4" 1" 1" 1/2" 8.0
(*% WS800300S 6 42367 45343 5 8" 3" iy 1/2" 13.1
(% WS100200S 6 42367 45344 2 10" 2" 3/4" 1/2" 29.6
(% WS100300S 6 42367 45411 1 10" 3" 1-1/4" 3/4" 20.0
(>3 WS100400S 6 42367 45345 9 10" 4" 3/4" 1/2" 26.0
Double Drop Pipe - Split Top Plate
® 3/4" Thick Rubber Packer ® Individually Boxed and Labeled
® Painted Cast Iron
Order UPC Bar Well Drop Vent Approx.
No. Code (Qty. 1) Size I.D. Pipe Tapping | Wt./Lbs.
G4 WS422510 642367 029326 4" 1-1/4" x 1" 1/2" 2.4
G4 WSB522510 642367 03001 8 5" 1-1/4" x 1" 1/2" 5.3
3 WS622510 642367 02953 1 6" 1-1/4" x 1" 1/2" 6.9
(% WS622525 642367 030117 6" 1-1/4" x 1-1/4" 1/2" 7.9
(4 WS625251 642367 02960 9 6-1/4" 1-1/4" x 1° 1/2" 7.3
% WSE52525 642367 03017 9 6-1/4" 1-1/4" x 1-1/4" 1/2" 6.8
Well Seal Vent
Order UPC Bar Approx.
No. Code (Qty. 1) Size Wt./Lbs.
(=% WSV50 6 42367 04303 2 1/2" x 3-3/4" .06
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WSP SERIES PLASTIC WELL SEALS

WSP - Series
Plastic Well Seals

SINGLE OR DOUBLE
DROP PIPE
SOLID TOP PLATE

WS400125P

* Not for use with SDR17
casing

* Molded from Hi Impact ABS

for extra strength and
endurance

* Extra Thick Rubber Packer

¢ Individually Boxed and
Labeled

WS422510P

DPOOOIORROIOOIROOOOIOIOOO®

OOO®O®®

WSP Series Plastic Well Seals
Single Drop Pipe - Solid Top Plate

Order UPC Bar Well Drop Cable Vent Approx.

No. Code (Qty.1) Size I.D. Pipe Tapping | Tapping | Wt./Lbs.
WS200100P 642367 071110 2" 1" —_ _— 0.3
WS300100P 6 42367 07207 0 3" 1" 3/8" 1/4" 1.0
WS400100P 6 42367 03879 3 4" 1" 3/4" 1/2" 1.5
WS400125P 6 42367 02985 2 4" 1-1/4" 3/4" 1/2" 15
WS400200P 6 42367 07605 4 4" 2" 3/4" 1/2" 1.8
WS450100P 6 42367 05345 1 4-1/2" 1" 3/4" 1/2" 1.8
WS500100P 6 42367 02995 1 5" 1" 3/4" 1/2" 2.0
WS500125P 6 42367 02997 5 5" 1-1/4" 3/4" 1/2" 2.0
WS500150P 6 42367 02999 9 5" 1-1/2" 3/4" 1/2" 2.0
WS500200P 6 42367 05714 5 5" 2" 1" 1/2" 2.0
WS600000P 6 42367 05955 2 6" Blank 3/4" 1/2" 3.0
WS600100P 6 42367 03006 3 6" 1" 3/4" 1/2" 3.0
WS600125P 6 42367 03007 0 6" 1-1/4" 3/4" 1/2" 3.0
WS600150P 6 42367 03009 4 6" 1-1/2" 1" 1/2" 3.0
WS600200P 6 42367 05715 2 6" 2" 3/4" 1/2" 2.2
WS625100P 6 42367 03012 4 6-1/4" 1" 3/4" 1/2" 3.3
WS625125P 6 42367 10861 8 6-1/4" 1-1/4" 1" 1/2" 3.3
WS800000P 6 42367 09554 3 8" Blank 1" —_— 5.0
WS800100P 6 42367 07066 3 8" 1" 1" 1/2" 5.0
WS800200P 6 42367 09290 0 8" 2" 1" 1/2" 5.0
WS800300P 6 42367 07219 3 8" 3" 1" 1/2" 5.0

WSP Series Plastic Well Seals
Double Drop Pipe - Solid Top Plate

Order UPC Bar Well Drop Vent Approx.

No. Code (Qty.1) Size 1.D. Pipe Tapping Wt./Lbs.
WS422510P 6 42367 09884 1 4" 1-1/4" x 1" 1/2" 1.5
WS450251P 6 42367 07846 1 4-1/2" 1-1/4" x 1" 1/2" 1.8
WS522510P 6 42367 09353 2 5" 1-1/4" x 1" 1/2" 2.0
WS622510P 6 42367 08843 9 6" 1-1/4" x 1" 1/2" 3.3
WS625251P 6 42367 11389 6 6-1/4" 1-1/4" x 1" 1/2" 3.3

OMERRILL

MANUFACTURING

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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& No-Lead
PLASTIC FLOAT AIR VOLUME CONTROL
An Air Volume Control System Only Merrill has a foldable float with
With Over Sixty Years of Service. balanced buoyancy and can be
Proven performance by inserted into a pressure tank through
Independent testing Laboratonry. the pipe connection hole.
A Merrill-Float is a barrier to absorption of air by water Merrill-Float is made of durable plastic approved by
under pressure. Merrill-Float assures a smooth U.S. Food and Drug Administration, for the interior of
working water system by separating the volume of air containers carrying liquids for human consumption.

from the water within the pressure tank.
Only Merrill-Float will stay level on top of water to separate air from water in tank

Carton Master Bulk Bulk

Order UPC Bar Dia. | Carton | Approx. Order UPC Bar Dia. | Carton | Approx.

No. Code (Qty. 1) Size Qty. Wt./Lbs. No. Code (Qty. 1) Size Qty. Wt./Lbs.
&3 PFCi2 6 42367 02182 5 12" 12 0.6 3 PFB12 6 42367 02175 7 12" 20 0.3
% pFci6 6 42367 02183 2 16" 12 1.0 % PFB16 642367 02177 1 16" 40 0.5
@ PFC20 6 42367 02185 6 20" 12 1.6 & PFB20 6 42367 02178 8 20" 40 0.8
% PFC24 6 42367 02186 3 24" 12 2.0 4 PFB24 6 42367 02179 5 24" 20 1.0
& PFC30 6 42367 02187 0 30" 12 3.3 3 PFB30 6 42367 02180 1 30" 12 1.6
& pPFcae 6 42367 02188 7 36" 12 4.3 % PFB36 6 42367 02181 8 36" 12 2.1

FEATURES/BENEFITS

(1) SIMPLE ECONOMICAL way to minimize water-logging of
pressure tanks.
BENEFIT: Most economical long life air volume control for
tanks.
(2) PLASTIC FLOATION RING forms a seal between water and
air inside pressure tanks. The air-water seal is assured by AIR
Merrill's Exclusive "Wiper Blade."
BENEFIT: Effective water/air volume separation in the tank.

Exclusive Wiper Blade action Side View
maintains air-water separation
at all levels within the tank.

Merrill-Float

(3) ELIMINATES OTHER AIR VOLUME CONTROLS or the Merrill-Float is
need for air-charger, bleeder valves, or air-release valves, MERRILL-FLOAT available in the
and headaches caused by corrosion of these parts. following diameter
BENEFIT: Merrill-Float will not corrode and is not effected sizes:
by chlorine. 12", 16", 20", 24",

(4) FLOAT'S BALANCED BUOYANCY is assured by a sealed, 30", and 36"
crush-proof flotation ring within the float even if the tank
drains. Merrill-Float resumes its floating position when water
returns.

BENEFIT: Balanced buoyancy insures float will maintain flat
horizontal position on top of water.

(5) MERRILL-FLOAT IS BUILT FOR PERMANENT SERVICE,
yet this water-log barrier can be inserted into place in
minutes. The 12" through 20" sizes are flexible enough for
insertion through a 1-1/4" tank opening. The 24" size will
require a 1-1/2" opening. The 30" and 36" size require a 2"
tank opening. Merrill-Float recovers its stable circular shape
and assumes its proper position after insertion in tank.

BENEFIT: Can be inserted in existing or new tanks.

WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
_ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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MERRILL PRESSURE TANKS

% No-Lead

Features:

Why buy a pallet of tanks, order any quantity you need from
Merrill. We pass on the manufactured price - any quantity
with other Merrill products.

1) Connection: stainless steel 3/4" male pipe thread

2) Maximum working pressure: 150 psi

8) For domestic water systems: lead free

4) Precharge: 35 psi

5) Cold rolled carbon steel: triple layer electrostatic paint

6) Water chamber: 100% butyl rubber, lined with polypropylene

7) Warranty: six years

Merrill Pressure Tanks

Order UPC Bar Approx.
No. Code (Qty. 1) Description Wt./Lbs.
=% H2PT2 6 42367 43896 8 2.1 Gallon Pressure Tank 45
% H2PT4 6 42367 43897 5 4.5 Gallon Pressure Tank 8.0
% H2PT6 6 42367 45506 4 6 Gallon Pressure Tank 8.0
H2PT2 H2PT4 H2PT6
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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A\ Lead
++ Limited Quantity

AIR VOLUME CONTROLS

& No-Lead

« Diaphragm - type air volume control used in jet pump water systems to maintain the correct proportion of air and
water in the pressure tank.
* Individually cartoned. Merrill/Brady Non-Repairable Air Volume Controls
Order UPC Bar Maximum Tank Ctn. Approx.
No. Code (Qty. 1) Tank Size Conn. Qty. Wt./Lbs.
(45 « AVA5F 039172 00016 7 80 1/4" MIP 24 0.7
5 « AVA10OF 039172 00018 1 120 3/8" MIP 24 0.7
* Thread for tubing connection to control 1/8" pipe (not 7/16" - 24)
Merrill/Brady Non-Repairable
Air Volume Controls Brady Repairable Air Volume Controls
Order UPC Bar Maximum Tank Ctn. Approx.
No. Code (Qty. 1) Tank Size Conn. Qty. Wt./Lbs.
@ AV30 039172 00010 5 42 1/4" MIP 24 0.5
@ AV42 039172 00011 2 70 1/4" FIP 24 1.0
% AV80 039172 00012 9 120 1/4" FIP 6 1.1
Brady Repairable Air Volume Controls & AvVi20 03917200014 3 2 il & a0
Brady Installation Kit for Air Volume Controls
Order UPC Bar Approx.
No. Code (Qty. 1) Wt./Lbs.
@3 UK4i 039172 00009 9 0.4
Brady Installation Kit for Ain Brady Air Volume Control Repair Kits
Volume Controls Order UPC Bar For Control Approx.
No. Code (Qty. 1) No. Wt./Lbs.
G4 AV303A 039172 00001 3 AV30 0.1
(5 AV423A 039172 00002 0 AV42 0.2
(% AVS803A 039172 00003 7 AV80 0.2
% AV1203A 039172 00004 4 AV120 0.2
Brady Air Volume Control Repair Kits Shallow Well Air Volume Controls
® Ametek brand furnished with 48" air tube and fittings.
® Body threaded 1-1/4" pipe, has 1/4" tap for gauge.
® Individually cartoned.
Order UPC Bar Approx.
No. Code (Qty. 1) Brand Wt./Lbs.
Shallow Well Air Volume Controls @ swi 642367 02761 2 Ametek 0.9
Deep Well Air Volume Controls
® Body threaded 1-1/4" pipe, has 1/4" tap for gauge.
® Individually cartoned.
Onrder UPC Bar Approx.
No. Code (Qty. 1) Brand Wt./Lbs.
Deep Well Air Volume Controls & pwy 6 42367 01368 4 Ametek 1.0
(% DWJP 6 42367 01369 1 Johnson 0.4
(>4 AE10 6 42367 00728 7 Merrill 0.4
Mervrill Air Charger Tubing Kit
Order UPC Bar Approx.
No. Code (Qty. 1) Wt./Lbs.
AE10 Air Volume Control ~ ++/\ MAC1K 64236701783 5 03
Contains: Tubing - 1/4" O.D. x 60" ---- Male Adapter - 1/8" NPT x 1/4" Compression to tubing
Brass Nipple - 1/4" x 3" ---- Elbow - 1/4" NPT x 1/4" Compression to tubing
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
Merrill Air Chargenr Tubing Kit information go to www.P65Warnings.ca.gov
Form No. 2023.23
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TANK ACCESSORIES

A\ Lead

++ Limited Quantity

No-Lead Air Valves

Air Valves

Air Valve Core/Caps

Bleeder Orifices

Bleeder Orifice Tee

Air Valves

Tank Valve Stems — Complete with valve core and plastic cap. Provides method of injecting and holding
air in pneumatic water systems. The National Pipe Thread used to attach the stem to the pressurized
container is at the bottom of the valve stem, providing minimum protrusion within the container.

No-Lead Merrill Bleeder Orifices
Molded rubber flapper valve to allow air into the pipe to recharge air volume in tanks.

Order UPC Thread Cap Packaged Approx.
No. Bar Code (Qty. 1) Size Included Qty. Wt./Lbs.
No-Lead Air Valve - with STD. Core Spring
(% SVNL125 6 42367 41459 7 1/8" Yes 50 3.0 Ibs./100
(% SVNL250 6 42367 41460 3 1/4" Yes 50 5.0 Ibs./100
No-Lead Snifter Valve - with Light Core Spring
% SVSNL125 6 42367 41461 0 1/8" Yes 50 3.0 Ibs./100
% SVSNL250 6 42367 41462 7 1/4" Yes 50 6.0 Ibs./100
Snifter Valve - with Light Core Spring
A\ svs125 6 42367 02756 8 /8" Yes 50 3.0 Ibs./100
Snifter Valve - with no Core Spring
o SvVsci2s 6 42367 02578 2 1/8" Yes 50 4.0 Ibs./100
A SVSC250 6 42367 02759 9 1/4" Yes 50 6.0 Ibs./100
No-Lead Snifter Valve - with No Core Spring - Long Type
¥ SVSCNL125L 6 42367 42407 7 1/8" Yes 50 4.0 Ibs./100
= SVSCNL250L 6 42367 42929 4 1/4" Yes 50 6.0 Ibs./100
Air Valve Extras
(= SVCS 6 42367 02753 7 Core with No Spring
(=3 SVAC18 6 42367 02750 6 Brass Coupling - Air Valve Cap Thread to 1/8" NPT
(% SVCP 6 42367 12873 9 Plastic Cap for Air Valves
(% SVCM 6 42367 12874 6 Metal Cap for Air Valves

Order UPC Bar Thread Ctn. Approx.

No. Code (Qty. 1) Size Material Qty. Wt./Lbs.
(4 BO1 6 42367 00929 8 1" NPT Molded Rubber 50 0.08
(. BBONL75 6 42367 43076 4 3/4" NPT No-Lead Brass 48 0.19
% SSBO75 6 42367 41270 8 3/4" NPT Stainless Steel 48 0.30

No-Lead Bleeder Orifice Tees

Order UPC Bar Insert Approx.

No. Code (Qty. 1) Size Material Wt./Lbs.
{3 BOTFNL100 6 42367 41740 6 1" Plastic Pipe No-Lead Insert Tee w/BO1 1.2
(i BOTFNL2510 6 42367 41741 3 1-1/4" Plastic Pipe No-Lead Insert Tee w/BO1 1.3

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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PLASTIC FLOAT VALVE ASSEMBLY

4 No-Lead

Flow Rates
1/2", 3/4" (45 psi Max)

PVC Tank Valves with stainless steel bolts, pins, and float rods.

The float balls are a polyethylene material.
® These valves are available in 1/2", 3/4", 1", 1-1/4", 1-1/2", & 2" NPT sizes,

60 with flow rates up to 230 gpm at 30 psi.
g %0 ¢ Uses are livestock tank fill valves and cooling tower fill valves as well For Economy
%" ‘3‘8 as many other applications where automatic tank filling is required. and Corrosion
g2 Plastic Float Valve Resistant
10 Order UPC Bar Pipe Rod Approx.
0 o 5 10 15 20 25 30 35 No. Code (Qty. 1) Size Diameter Wt./Lbs.
Flow Rate, GPM (>3 PFV50 6 42367 12296 6 1/2" 1/4" 0.2
(>3 PFV75 6 42367 09598 7 3/4" 1/4" 0.2
1" (45 psi Max) (= PFV100 6 42367 09599 4 1" 1/4" 0.4
60 (% PFV125 6 42367 09600 7 1-1/4" 5/16" 1.1
= 50 (= PFV150 6 42367 09601 4 1-1/2" 5/16" 1.2
g 40 4 PFV200 6 42367 12297 3 2 7/16" 2.2
é ;g NOTE: PFV Float Valves - 1/2" thru 1" - Use 1/4" Float Rods and 5" thru 8" Float Balls
10 NOTE: PFV Float Valves - 1-1/4" and 1-1/2" - Use 5/16" Float Rods and 8" x 5/16" Float Ball
0 NOTE: PFV Float Valve - 2" - Use 7/16" Float Rod and 10" Float Ball
0 OB ey % stainless Steel Float Rod
Order UPC Bar Length x Approx.
No. Code (Qty. 1) Rod Diameter Wt./Lbs.
1-1/4", 1-1/2"" (45 psi Max) =%  FRO6025 6 42367 09602 1 6" x 1/4" 0.1
60 (%  FRO8025 6 42367 09603 8 8" x 1/4" 0.1
2 ig % FR10025 6 42367 09604 5 10" x 1/4" 0.1
£ (% FR12025 6 42367 09605 2 12" x 1/4" 0.1
8 20  14036SSRTOE 6 42367 41952 3 36" x 1/4" 0.9
& 10 (% 14048SSRTOE 6 42367 41953 0 48" x 1/4" 1.2
0 o 0w o = 1o o & FR10516 6 42367 12300 0 10" x 5/16" 0.2
Flow Rate, GPM (s FR14516 6 42367 09606 9 14" x 5/16" 0.2
(<« FR16516 6 42367 09607 6 16" x 5/16" 0.2
(< FR18516 6 42367 09608 3 18" x 5/16" 0.2
2" (45 psi Max) G FR12716 6 42367 12301 7 12" x 7/16" 0.4
gig Float Ball
@ 40 Order UPC Bar Size Ball x Approx.
é gg No. Code (Qty. 1) Rod Diameter Wt./Lbs.
x 10 %  FB04025 6 42367 09609 0 4" x 5" x 1/4" 0.1
o o o % FB0B025 6 42367 09610 6 6" x 1/4" 0.3
Flow Rate, GPM (% FB08025 6 42367 09611 3 8" x 1/4" 0.8
Laboratory testing data, actual value may @ FBO8516 BR2800a 0120 8" x 5/16" 0.5
vary by pump, installation, etc. %  FB10716 6 42367 12299 7 10" x 7/16" 0.8
Caution: Float valves not
recommended for use with
water supply above 45psi, or float
arm may not stop leaking against
high water pressure
Plastic Float Valve Stainless Steel Float Rod Float Ball

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

PFV100 PFVi25
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& No-Lead
1" NO LEAD BRASS TANK TEES
Tank Conn. - 1" FIP
Tank Conn. - 1" MIP Lateral - 1" MIP & 3/4" FIP
Lateral - 1" MIP & 3/4" FIP Drain Hole (Qty/Size) - (2) 1/2"
Drain Hole (Qty/Size) - (1) 1/2" Length - 5" Long
Length - 11" Long +J» BATNL1002SF (cast)
(+ BATNL100 (fabricated)

o3 BATNL104C (cast)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (1) 1/2"
Length -11" Long

(% BATNL1002
(fabricated)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length -11" Long

+% BATNL100B (cast)

Tank Conn. - 1" MIP x Solder
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (1) 1/2"
Length - 2-1/2" Long

3¢ BATNL100C (cast)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 11" Long

Tank Conn. - 1" MIP x Solder
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 2-1/2" Long

% BATNL1002B (cast)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 4-1/2" Long

43 BATNL100CS (cast)

Tank Conn. - 1-1/4" MIP & 1" FIP
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (1) 3/4"
Length - 5" Long

+%» BATNL1025 (cast)

Tank Conn. - 1" MIP

Lateral - 1-1/4" MIP x 1" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 2-1/2" Long

Tank Conn. - 1-1/4" MIP & 1" FIP
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 5" Long

o3 BATNL10252 (cast)

Tank Conn. - Quick Connect
Lateral - 1" MIP & 3/4" FIP

O;?zigg Drain Hole (Qty/Size) - (2) 1/2"
OR220 Length-4-1/2" Long

State of California.

< BATI\(I‘I:_:.SOt())CXS o BATNLL00GC (cast) Quick Connect end for WELLMATE® Tanks
1" No Lead Brass Tank Tees

Tank Conn. - 1" MIP Ordenr UPC Bar Ctn. | Approx.

Lateral - 1" MIP & 3/4" FIP No. Code (Qty. 1) Type Qty. | Wt./Lbs.
Drain Hole (Qty/Size) - (1) 1/2" (= BATNL100 6 42367 41742 0 FAB 20 1.5
@B(:: Il::::ag;' Length - 14" Long +% BATNL10iC 6 42367 125516 CAST 2 2.1
(% BATNL1002 6 42367 417482  FAB 20 1.4
+* BATNL100C 642367 122911 CAST 2 2.0
Tank Conn. - 1" MIP :E: BATNL100CS 6 42367 125493 CAST 5 1.2
Lateral - 1" MIP & 3/4" FIP s* BATNL100CXS 6 42367 430832 CAST 4 1.2
Drain Hole (Qty/Size) - (2) 1/2" (% BATNL100L 6 42367 41743 7 FAB 10 1.7
(3 BATNL1002L Length - 14" Long @ BATNL1002L 6 42367 41744 4 FAB 10 1.6
(fabricated) ‘:’ BATNL1002SF 6 42367 410759 CAST 5 1.4
WARNING: This product can expose you to lead, which is known to the State .:. BATNL100B 642367412951 CAST 4 1.0
of Califorr'wia to cause cancer, birth defects or otyher reproductive harm. For ’:’ BATNL1002B 6 42367 41296 8 CAST 4 1.0
more information go to www.P65Warnings.ca.gov %* BATNL1025 642367 412999 CAST 4 1.4
WARNING: This product meets Federal USA Drinking Water requirements ’:’ BATNL10252 6 42367 12547 9 CAST 4 1.3
but has not been specifically tested or approved as no-lead in the 0:0 BATNL100QC 6 42367 41676 8 CAST 2 1.2
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MANUFACTURING

@ No-Lead +* CA. Certified

1-1/4" NO LEAD BRASS TANK TEES

(% BATNL125X
(fabricated)

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (1) 3/4"
Length - 14" Long

o3¢ BATNL125X2B (cast)

Tank Conn. - 1-1/4" MIP x Solder
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 3" Long

+%* BATNL125XC (cast)

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (1) 3/4"
Length - 14" Long

+% BATNL125CXS
(cast)

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (1) 3/4"

Tank Conn. - 1-1/4" MIP & 1" FIP
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 2-1/2" Long

o3 BATNL125 (cast)

Tank Conn. - 1-1/4" MIP & 1" FIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (1) 3/4"
Length - 4" Long

GABATNL125XL Length - 16" Long
(fabricated)
Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
BATNL125X2 "
@ (fabricated) Length - 14" Long

o% BATNL1252 (cast)

Tank Conn. - 1-1/4" MIP & 1" FIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 4" Long

0:0 BATNL1252XC

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 14" Long

‘:’ BATNL1252SF (cast)

Tank Conn. - 1-1/4" FIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 4-1/2" Long

Tank Conn. - Quick Connect

cast
(east Lateral - 1-1/4" MIP & 1" FIP
O-RiNg ' ppain Hole (Qty/Size) - (2) 3/4"
o?ézo Length - 4-1/2" Long
Tank Conn. - 1-1/4" MIP Quick Connect end for WELLMATE® Tanks
Lateral - 1-1/4" MIP & 1" FIP O:OBATNL:I.ZSQC (cast)
Drain Hole (Qty/Size) - (2) 3/4"
3 1-1/4" No Lead Brass Tank Tees
Length - 16" Long
Order UPC Bar Ctn. | Approx.
@B%-L'::i:iﬁ;' 2 No. Code (Oty. 1) Type Qty. | Wt./Lbs.
5 BATNL125X 6 42367 41844 1 FAB 10 2.1
0:0 BATNL125XC 6 42367 41078 0 CAST 2 3.4
Tank Conn. - 1-1/4" MIP x Solder @ BATNL125XL 6 42367 41845 8 FAB 10 2.3
Lateral - 1-1/4" MIP & 1" EIP @ BATNL125X2 6 42367 41752 9 FAB 10 2.3
Drain Hole (Qty/Size) - (1) 3/4" %* BATNL1252XC 6 42367 12550 9 CAST 2 3.4
Length - 3" Long @ BATNL125XL2 642367 41846 5 FAB 10 25
o 4¢ BATNL125XB 6 42367 41297 5 CAST 4 1.4
%+ BATNL125XB (cast) o3 BATNL125X2B 642367 412982  CAST 4 15
WARNING: This product can expose you to lead, which is known to the State ‘:’ BATNL125CXS 6 42367 43280 5 CAST 4 1.2
of California to cause cancer, birth defects or other reproductive harm. For %* BATNLi25 6 42367 41077 3 CAST 4 14
more information go to www.PESWarnings.cagov %+ BATNL1252 6 42367 123727  CAST 4 1.7
e ey o s upe || BATNLIZSREF  64z367 413002 CAST 4 18
State of California. 4%°* BATNLi25QC 6 42367 41677 5 CAST 2 1.7
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MANUFACTURING

NO LEAD BRASS UNION TANK TEES

1" NO LEAD BRASS TANK TEE with UNION

O-Ring
Union

(3 BATNL100U (fabricated)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (1) 1/2"
Length - 13" Long

1-1/4" NO LEAD BRASS TANK TEE with UNION

{4 BATNL125XU
(fabricated)

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (1) 3/4"
Length - 16" Long

O-Ring
Size
OR215
+% BATNL100UC (cast)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (1) 1/2"
Length - 11" Long

+%* BATNL125XUC
(cast)

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (1) 3/4"
Length - 14" Long

(6 BATNL125XU2
(fabricated)

O-Ring
Union

Tank Conn. - 1" MIP
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 16" Long

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 14" Long

+% BATNL1002UC (cast)

Length - 11" Long

(3 BATNL1002U Length - 13" Long
(fabricated) o
4* BATNL1252XUC (cast)
Tank Conn. - 1" MIP
O-Ring Lateral - 1" MIP & 3/4" FIP RN
Size Drain Hole (Qty/Size) - (2) 1/2" +* BATNL1252UCS
OR215 (cast)

1-1/4" No Lead Brass Tank Tees with Union

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 5-1/2" Long

O-Ring
Size
OR215

0:0 BATNL1001UCS (cast)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (1) 1/2"
Length - 5-1/2" Long

O-Ring
Size
OR215

‘:‘ BATNL1002UCS (cast)

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 5-1/2" Long

Heavy-duty Swivel
Nut O-Ring Seal

% BATNL1002UCG
(cast) grounded
metal to metal union

Tank Conn. - 1" MIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 11" Long

1" No Lead Brass Tank Tees with Union

O-Ring Size OR212

Order UPC Bar Ctn. | Approx.

No. Code (Qty. 1) Type Qty. | Wt./Lbs.
% BATNL125XU 6 42367 418472  FAB 10 3.0
#* BATNL125XUC 6 42367 418496  CAST 2 3.2
(% BATNL125XU2 6 42367 41848 9 FAB 10 33
oJ» BATNL1252XUC 6 42367 123734  CAST 2 3.2
o% BATNL1252UCS 642367 125530 CAST 4 2.9

NO LEAD BRASS TANK TEE with SWIVEL NUT

+% BATNL1002UN (cast) | Tank Gonn. - 1" NPT

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2" FIP
Length - 4" Long

Heavy-duty Swivel
Nut O-Ring Seal
O-Ring Size OR320

% BATNL125UN (cast) | Tank Conn. - 1-1/4" NPT

No Lead Brass Tank Tees with Swivel Union Nut

Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4" FIP
Length - 4" Long

Order UPC Bar Ctn. | Approx. Orden UPC Bar ctn. | Approx.
No. Code (Oty. 1) Type Oty. | Wt./Lbs. No. Code (Qty. 1) Type oty. | Wt./Lbs.
&3 BATNL100U 642367417451  FAB 10 21 I$BATNL1002UN 642367418502 CAST 4 13
»* BATNL10OUC 642367125547 CAST 2 25 LBATNL125UN 642367418519 CAST 4 18
(>3 BATNL1002U 6 42367 41746 8 FAB 10 2.1
% BATNL1002UG 642367 125554  CAST 2 25 SOLDER NO LEAD BRASS UNIONS
:’ BATNL1001UCS 6 42367 410766  CAST 4 1.7
% BATNL1002UGCS 642367 125523  CAST 4 1.7 SBUNL100 SBUNL125
3 BATNL1002UCG 6 42367 434212  CAST 2 25 .
: —_ Solder No Lead Brass Unions (sweat x sweat)
WARNING: This product can expose you to lead, which is known to the State
of California to cause cancer, birth defects or other_ reproductive harm. For Order UPC Bar Ctn. Approx.
more information go to www.P65Warnings.ca.gov No. Code (Oty. 1) Size Oty. Wt./Lbs.
WARNING: This product m_e_ets Federal USA Drinking Water req_uirements % SBUNL100 6 42367 41223 4 1" 1 0.6
but has not been specifically tested or approved as no-lead in the *
State of California. Q:QSBUNL125 6 42367 41222 7 1-1/4" 1 0.8
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STAINLESS STEEL TANK TEES

All Cast 304 Stainless Steel

Tank Conn. - 1" MIP
Lateral - 1" MIP & 3/4" FIP

Oé?zlzg Drain Hole (Qty/Size) - (2) 1/2"
OR216 Length - 5-1/2" Long

«* SSAT1002UCS

All Cast 304 Stainless Steel

Tank Conn. - 1-1/4" MIP
Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 5-1/2" Long

O-Ring
Size
OR220

$*SSAT1252UCS

All Cast 304 Stainless Steel
Tank Conn. - 1-1/4" MIP

O-Rin
All Cast 304 Stainless Steel Sizeg Lateral - 1-1/4" MIP & 1" FIP
OR220 Drain Hole (Qty/Size) - (2) 3/4"
Tank Conn. - 1" MIP Length - 14" Long
O-Ring Lateral - 1" MIP & 3/4" FIP +» SSAT1252XUC
Size Drain Hole (Qty/Size) - (2) 1/2" All Cast 304 Stainless Steel
OR216 Length - 11" Long Tank Conn. - 1-1/4" MIP
+*SSAT1002UC Lateral - 1-1/4" MIP & 1" FIP
Drain Hole (Qty/Size) - (2) 3/4"
Length - 5-1/2" Long
All Cast 304 Stainless Steel
9 SSAT12528
Tank Conn. - 1" MIP All Cast 304 Stainless Steel
Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2" Tank Conn. - 1-1/4"MIP
. Lateral - 1-1/4" MIP & 1" FIP
Length - 4-1/2" Long 5 .
Drain Hole (Qty/Size) - (2) 3/4"
*SSAT1002S *¥SSAT1252 Length - 14" Long
All Cast 304 Stainless Steel Fabricated All 304 Stainless Steel
Tank Conn. - 1-1/4" FIP
Tank Conn. - 1" MIP Lateral - 1-1/4" MIP & 1" FIP
Lateral - 1" MIP & 3/4" FIP Drain Hole (Qty/Size) - (2) 3/4"
Drain Hole (Qty/Size) - (2) 1/2" G4 ssAT1252sF Length - 6-1/2" Long
+*SSAT1002 Length - 11" Long

Fabricated All 304 Stainless Steel

Tank Conn. - 1" FIP

Lateral - 1" MIP & 3/4" FIP
Drain Hole (Qty/Size) - (2) 1/2"
Length - 6" Long

(% SSAT1002SF

1-1/4" Stainless Steel Tank Tees

Order UPC Bar Ctn. | Approx.

No. Code (Oty. 1) Type Qty. | Wt./Lbs.
’:’ SSAT1252UCS 642367 128197 CAST 4 2.6
«* SSAT1252XUC 642367 128203  CAST 2 41
‘:‘ SSAT1252S 6 42367 12825 8 CAST 4 2.1
’:’ SSAT1252 6 42367 12822 7 CAST 4 3.6
@ SSAT1252SF 6 42367 417390 FAB 4 2.9

1" Stainless Steel Tank Tees

Order UPC Bar Ctn. |Approx.

No. Code (Oty. 1) Type Qty. |Wt./Lbs.
+* SSAT1002UCS 642367 128166  CAST 4 1.9
+* SSAT1002UC 6 42367 128234  CAST 2 2.7
«}» SSAT1002S 6 42367 128241  CAST 4 14
+%» SSAT1002 642367 128210  CAST 2 2.3
(% SSAT1002SF 6 42367 41738 3 FAB 4 2.2

WARNING: This product can expose you to lead, which is known to the State
of California to cause cancer, birth defects or other reproductive harm. For
more information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal USA Drinking Water requirements
but has not been specifically tested or approved as no-lead in the
State of California.

NOTE: For leak proof threads with stainless steel

Be sure to use MERRILL AQUA-SEAL THREAD

SEALING COMPOUND AND PTFE TAPE WITH NICKEL
MERRILL THREAD COMPOUND AQUA-SEAL is a slow drying, soft
setting, non-hardening pipe thread compound. Recommended for
on-site or assembly line work. Lead free. Will not harden in can. This
compound is made with the highest quality materials and may be used
for sealing threads on all metal, ABS, PVC, CPVC, nylon, and plastic
piping systems. All information provided is based on laboratory testing,
independent laboratory test results, and actual field experience.

Thread Sealing Compound

Onrder UPC Bar Container|Approx.

No. Code (Qty. 1) Size |Wt./Lbs.
(% MASPO5 642367129538 80z 0.9
(% MASP1 642367129521 16 0z. 1.8
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MANUFACTURING
& No-Lead
s = - ® Galvanized Ductile Iron - For Economy and Strength
L RN f '.,. . ® Tappings For Pressure Switch and Gauge are 1/4" NPT
. };-'“ \‘ ® Chamfered Threads For Easy Pipe Connection
IATLXE JATI00XE Galvanized Tank Tees - No Nipples Included
- = Order UPC Bar Tank Overall | Drain Ctn. | Approx.
" - ] [ bl No. Code (Qty. 1) | Conn. |[Lateral | Length | Hole Qty. | Wt./Lbs.
s o o
‘”‘9' ‘Q\ / (% IATiXB 642367017187 1" 1" 3-3/4" 172 25 1.9
il et (% 1AT751XB 642367017309 1" 1" 3-3/4" 3/4" 25 2.0
IAT125XB IAT100B (>3 1AT100XB 642367017088 1-1/4" 1 3-3/4" 1/2" 25 1.6
- P (% IAT75100XB 642367017224 1-1/4" 1" 3-3/4" 3[4 25 2.0
e = ﬁ{-—‘l‘_ "; (>3 1AT125XB 642367017149 1-1/4"  1-1/4" 4" 1/2" 25 2.4
- £ = (% IAT75125XB 642367017262 1-1/4" 1-1/4" 4" 3/4" 25 25
m \ e " " " "
~=r # (#4+ IAT100B 642367 01706 4 1-1/4 1 4 1/8 25 15
|AT125B AT751002B @* IAT125B 6 42367 017125 1-1{4 1—1I/'4 4" 1/8 : 25 1.7
= (4 AT751002B 642367101244 1 1 3 (2 1/2" 48 2.0
%ﬂ (% AT751252B 642367 101251 1-1/4" 1-1/4" 3-1/2" (2)3/4" 24 2.7
= =4 . .
“e Galvanized Tank Tee Kits _
- Two Nipples Included For Connection To Tank and Pressure Switch
AT751252B IAT1X Order UPC Bar Tank Galv. |Drain |Overall|Ctn.| Approx.
IAT751X No. Code (Qty. 1) |Conn.| Lateral| Nipples | Hole |Length|Qty.| Wt./Lbs.
- (=5 1AT1X 642367017170 1" 1" 1"x8" 1/ 115" 12 3.2
M ».'; " 1/4" x 3"
) IAT754X 642367017293 1" 1" 1"x 8" 4" 115" 1 5
¥ 5 8 3 2 3
- 1/4" x 3"
IATAXL IAT1XS @3 1ATIXL 642367017194 1" 1" 1"x11" 12" 145" 12 4.0
IAT751XL IAT751XS 1/4" x 3"
= (% IAT754XL 642367017316 1" 1" 1"x11" 34" 145" 12 4.0
e i 1/4" x 3"
o i
— =5 1AT1XS 642367017200 1" 1" 1"x3" 12" 65" 12 25
ar 1/4" x 3"
(% IAT751XS 642367017323 1" 1" 1"x3" 34" 65" 12 25
1AT102X IAT102XL 1/4" x 3"
IAT75102X IAT75102XL (% 1AT102X 642367017095 1-1/4" 1" 1-1/4"x11" 1/2" 145" 12 45
H & 1/4" x 3"
N = (% IAT75102X 642367017231 1-1/4" 1" 1-1/4"x 11" 3/4" 145" 12 45
&L 7 1/4" x 3"
= (% IAT102XL 642367017101 1-1/4" 1" 1-1/4"x14" 1/2" 18" 12 51
1/4" x 3"
IAT100X IAT125X — =2 =
IAT7B6100X IAT75126X (4 IAT75102XL 6 42367 017248 1-1/4 1 1-11//4 - ;( 314 3/ 18 12 5.1
[
i % 1ATI00X 642367017071 1-1/4" 1" 1-1/4"x3" 1/2" 65" 12 2.3
; R 1/4" x 3"
o @ IAT75100X 642367 017217 1-1/4" 1" 1-1/4"x 3" 3/4" 6.5" 12 25
1/4" x 3"
IAT125XL IAT125XS G4 IATA25X 642367017132 1-1/4" 1-1/4" 1-1/4" x 11" 1/2" 15" 12 45
IAT75125XL IAT75125XS 1/4" x 3"
] a (4 IAT75125X 642367017255 1-1/4" 1-1/4" 1-1/4" x 11" 3/4" 15" 12 45
_n_.’l 1/4" x 3"
s (9 IATA25XL 642367017156 1-1/4" 1-1/4" 1-1/4"x 14" 1/2" 18" 12 5.6
14" x 3"
(5 IAT75125XL 642367017279 1-1/4" 1-1/4" 1-1/4" x 14" 3/4" 18" 12 5.6
IAT125 14" x 3"
WARNING: This product can expose you o % IAT125XS 642367017163 1-1/4" 1-1/4 1-1/4} X 3 1/2 7 12 3.0
lead, which is known to the State of 1/4"x 3
California to cause cancer, birth defects or (% IAT75125XS 6 42367 01728 6 1-1/4" 1-1/4" 1-1/4"x 3" 3/4" 7 12 3.0
other reproductive harm. For more 1/4" x 3"
information 9o to www.PeSWarnings ca.gov G9x1ATI00 642367017057 1-U4" 1'  1'x3" 1™ 65 12 25
WARNING: This product meets Federal " v 1/4 X 3 s v
USA Drinking Water requirements but has (5 *IAT125 642367017118 1-1/4" 1-1/4" 1-1/4"x 3" 1/8 6.8" 12 25
not been specifically tested or approved 1/4" x 3"
as no-lead in the State of California. *1/8" NPT is for air valves used with galvanized tanks
R

Form No. 2068.14
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MANUFACTURING .
@ No-Lead < CA. Certified

COMPACT TANK TEES & S.S. TANK TEE PACKAGES

Stainless Steel and No-Lead Brass Compact Tank Tees

@ SSBD50 - 1/2" MIP Stainless Steel Boiler Drain
@ SSPRV50100 - 1/2" S.S. Pressure Relief Valve
® SSN2503 - 1/4" x 3" Stainless Steel Nipple
0 IG2 - AQUA-SEAL Thread Seal Compound Tube
@ TPSS1002UC4 6 42367 45135 6
@ SSBD50 - 1/2" MIP Stainless Steel Boiler Drain
@ SSPRV50100 - 1/2" S.S. Pressure Relief Valve
@ SSN2503 - 1/4" x 3" Stainless Steel Nipple
@ |G2 - AQUA-SEAL Thread Seal Compound Tube
(x5 TPSS1252XUC 6 42367 45136 3
@ SSBD75 - 3/4" MIP Stainless Steel Boiler Drain
@ SSPRV75100 - 3/4" S.S. Pressure Relief Valve
® SSN2503 - 1/4" x 3" Stainless Steel Nipple
@ SSBV125 - 1-1/4" Stainless Steel Ball Valve
® MPS3050 - 30/50 Pressure Switch
(3 TPSS1252XUC4 6 42367 451370
@ SSBD75 - 3/4" MIP Stainless Steel Boiler Drain
@ SSPRV75100 - 3/4" S.S. Pressure Relief Valve
® SSN2503 - 1/4" x 3" Stainless Steel Nipple
@ SSBV125 - 1-1/4" Stainless Steel Ball Valve
® MPS4060 - 40/60 Pressure Switch

Order UPC Bar Tank Overall | Drain Ctn. | Approx.
No. Code (Qty. 1) | Connection | Lateral |Length Hole Material Qty. | Wt./Lbs. SSCT125
(% SSCT100 6 42367 06140 1 1" FIP 1" FIP 2.5" (1) 1/2"  Stainless Steel 5 0.8
(> SSCT125 642367 061425  1-1/4"FIP 1-1/4"FIP  2.9" (1) 3/4"  Stainless Steel 5 1.0
o BCTNL100 6 42367 41665 2 1" FIP 1" FIP 25" (1) /2" No-Lead Brass 5 0.7
o» BCTNL125 642367416669 1-1/4"FIP 1-1/4"FIP  2.9" (1) 3/4" No-Lead Brass 5 0.9 BCTNL125
No-Lead Brass Compact Off-The-Floor Tees
Why pay for high cost brass union and copper tube when you can use PVC pipe with a no-lead brass
compact tee for a fraction of the cost of all copper/brass
Order UPC Bar Tank Overall | Offset | Ctn. | Approx.
No. Code (Qty. 1) | Connection | Lateral Length | Height | Qty. | Wt./Lbs.
No-Lead Brass Compact Tank Tee With PVC Pipe/Fittings
% BCOF100M 6 42367 05086 3 1" MIP 1"FIP 16-3/4" 9" 1 2.0 BCOF100F BCOFU100F
(% BCOF100F 6 42367 05087 0 1" FIP 1" FIP 9-1/4" 9" 1 1.8
(% BCOF125M 642367 050887  1-1/4"MIP  1-1/4"FIP  16-3/4" 10-1/2" 1 2.6
(% BCOF125F 6 42367 05089 4 1-1/4" FIP 1-1/4" FIP 9-1/4" 10-1/2" 1 2.1
With Union
% BCOFUL00M 6 42367 05656 8 1" MIP 1"FIP 16-3/4" 9" 1 1.9
% BCOFU100F 6 42367 05657 5 1" FIP 1" FIP 9-1/4" 9" 1 1.7 _...| 5" |..'_
(% BCOFU125M 642367056582  1-1/4"MIP 1-1/4"FIP 16-3/4" 10-1/2" 1 27  BCOFTL00F
3 BCOFU125F 6 42367 05659 9 1-1/4" FIP 1-1/4" FIP 9-1/4" 10-1/2" 1 25
With Tee And Boiler Drain Valve
% BCOFT100M 6 42367 05660 5 1" MIP 1" FIP 16-3/4" 9" 1 2.2
% BCOFT100F 6 42367 05661 2 1" FIP 1" FIP 9-1/4" 9" 1 2.0
(% BCOFT125M 6 42367 05662 9 1-1/4"MIP 1-1/4"FIP  16-3/4" 10-1/2" 1 2.9
(¢ BCOFT125F 6 42367 05663 6 1-1/4" FIP 1-1/4" FIP 9-1/4" 10-1/2" 1 2.7
1" & 1-1/4" Stainless Steel Tank Tee Packages l—— Overall Length —~|
Ordenr UPC Bar Tank Approx.
No. Code (Qty. 1) Tee Wt./Lbs.
(= TPSS1002UC 6 42367 45134 9 SSAT1002UC with Union 7.7

® PGLNL100 - 0-100 psi No-Lead Liquid Filled Pressure Gauge
@ CVS100 - 1" Stainless Steel Check Valve @ SSBV100 - 1" Stainless Steel Ball Valve
® SSMA100 - 1" Stainless Steel Insert Fitting @ MPS3050 - 30/50 Pressure Switch
o PTFEGSS50260 - 1/2" x 260" Gray Teflon® Thread Tape
SSAT1002UC with Union 7.7
® PGLNL100 - 0-100 psi No-Lead Liquid Filled Pressure Gauge
o CVS100 - 1" Stainless Steel Check Valve @ SSBV100 - 1" Stainless Steel Ball Valve
® SSMA100 - 1" Stainless Steel Insert Fitting @ MPS4060 - 40/60 Pressure Switch
o PTFEGSS50260 - 1/2" x 260" Gray Teflon® Thread Tape
SSAT1252XUC with Union 10.6
® PGLNL100 - 0-100 psi No-Lead Liquid Filled Pressure Gauge
o CVS125 - 1-1/4" Stainless Steel Check Valve
® SSMA125 - 1-1/4" Stainless Steel Insert Fitting
o PTFEGSS50260 - 1/2" x 260" Gray Teflon® Thread Tape
@ |G2 - AQUA-SEAL Thread Seal Compound Tube
SSAT1252XUC with Union 10.6
® PGLNL100 - 0-100 psi No-Lead Liquid Filled Pressure Gauge
o CVS125 - 1-1/4" Stainless Steel Check Valve
® SSMA125 - 1-1/4" Stainless Steel Insert Fitting
o PTFEGSS50260 - 1/2" x 260" Gray Teflon® Thread Tape
0 |G2 - AQUA-SEAL Thread Seal Compound Tube

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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NO-LEAD BRASS TANK TEE PACKAGES

®

®

®

®

®

Competitive no-lead brass tank tee kit and several combinations of components as
indicated below. STAINLESS STEEL, GALVANIZED and PVC tank tee packages available

Tank fitting packages can be packaged in any combination of components to answer the needs of
your customers. Simply tell us what you want included and Merrill will supply it.

1" No-Lead Brass Tank Tee Packages

No-Lead Cast Tank
Tee with Union
BATNL1002UC

Order UPC Bar Tank Approx.
No. Code (Qty.1) Tee Wt./Lbs.
TPBNL1002UC10 6 42367 45120 2 BATNL1002UC with Union 7.0

@ BBDNL50MS - 1/2" MIP No-Lead Boiler Drain

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve
© BNNL2503 - 1/4" x 3" No-Lead Nipple

@ BBVNL100 - 1" No-Lead Ball Valve

® MPS3050 - 30/50 Merrill Pressure Switch

TPBNL1002UCA4 642367 45121 9 BATNL1002UC with Union 7.0

© BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain ® PGNL100 - 0-100 psi No-Lead Pressure Gauge

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve e CVNL100 - 1" No-Lead Check Valve

® BNNL2503 - 1/4" x 3" No-Lead Nipple © IBMANL100 - 1" No-Lead Brass Insert Fitting

o BBVYNL100 - 1" No-Lead Ball Valve o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
o MPS4060 - 40/60 Merrill Pressure Switch

TPBNL1002UCB 6 42367 45122 6 BATNL1002UC with Union 6.0

© BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain o MPS3050 - 30/50 Merrill Pressure Switch

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve e PGNL100 - 0-100 psi No-Lead Pressure Gauge

® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
@ BBVNL100 - 1" No-Lead Ball Valve

TPBNL1002UCB4 6 42367 45123 3 BATNL1002UC with Union 6.0

@ BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain ® MPS4060 - 40/60 Merrill Pressure Switch

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge

® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
o BBVNL100 - 1" No-Lead Ball Valve

TPBNL1002UCC 6 42367 45124 0 BATNL1002UC with Union 5.0

© BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain o MPS3050 - 30/50 Merrill Pressure Switch

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge

® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
TPBNLi0O2UCC4 642367 45125 7 BATNL1002UC with Union 5.0

© BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain ® MPS4060 - 40/60 Merrill Pressure Switch

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge

® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
TPBNL100CCO7 6 42367 45126 4 BATNL100C 45

© BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain o MPS3050 - 30/50 Merrill Pressure Switch

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge

© BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
TPBNL100CC4 642367 45127 1 BATNL100C 4.5

© BBDNL50OMS - 1/2" MIP No-Lead Boiler Drain o MPS4060 - 40/60 Merrill Pressure Switch

o PRVNL50100 - 1/2" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge

® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape

© PGNL100 - 0-100 psi No-Lead Pressure Gauge

o CVNL100 - 1" No-Lead Brass Check Valve

© IBMANL100 - 1" No-Lead Brass Insert Fitting

o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape

White Teflon® Thread Tape
1/2" x 260"
PTFEWHD50260

No-Lead Cast Tank Tee
BATNL100C

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

No-Lead Boiler Drain
BBDNL50MS

No-Lead Brass
Pressure Relief Valve
PRVNL50100

No-Lead Brass Nipple
BNNL2503

No-Lead Brass Ball Valve
BBVNL100

Merrill Pressure Switch
MPS3050/MPS4060

No-Lead Pressure
Gauge
PGNL100

No-Lead Brass Check
Valve
CVNL100

No-Lead Brass
Insert Fitting
IBMANL100
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NO-LEAD BRASS TANK TEE PACKAGES

1-1/4" No-Lead Brass Tank Tee Packages

Order UPC Bar Tank Approx.
No. Code (Qty.1) Tee Wt./Lbs.
(% TPBNL1252XUCA 642367 45128 8 BATNL1252XUC with Union 8.5
o BBDNL75MS - 3/4" MIP No-Lead Boiler Drain ® PGNL100 - 0-100 psi No-Lead Pressure Gauge
® PRVNL75100 - 3/4" No-Lead Pressure Relief Valve @ CVNL125 - 1-1/4" No-Lead Brass Check Valve
® BNNL2503 - 1/4" x 3" No-Lead Nipple ® IBMANL125 - 1-1/4" No-Lead Brass Insert Fitting No-Lead Boiler Drain
© BBVNL125 - 1-1/4" No-Lead Ball Valve o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape BBDNL75MS

® MPS3050 - 30/50 Merrill Pressure Switch

(% TPBNL1252XUCA4 6 42367 45129 5 BATNL1252XUC with Union 8.5
® BBDNL75MS - 3/4" MIP No-Lead Boiler Drain ® PGNL100 - 0-100 psi No-Lead Pressure Gauge
o PRVNL75100 - 3/4" No-Lead Pressure Relief Valve o CVNL125 - 1-1/4" No-Lead Brass Check Valve
® BNNL2503 - 1/4" x 3" No-Lead Nipple o IBMANL125 - 1-1/4" No-Lead Brass Insert Fitting
o BBVNL125 - 1-1/4" No-Lead Ball Valve o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape No-Lead Brass

. . Pressure Relief Valve
® MPS4060 - 40/60 Merrill Pressure Switch PRVNL75100

(5 TPBNL1252XUCB 6 42367 45130 1 BATNL1252XUC with Union 7.0
© BBDNL75MS - 3/4" MIP No-Lead Boiler Drain o MPS3050 - 30/50 Merrill Pressure Switch
® PRVNL75100 - 3/4" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge
© BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape

o BBVNL125 - 1-1/4" No-Lead Ball Valve
No-Lead Brass Nipple
BNNL2503

(% TPBNL1252XUCB4 6 42367 45131 8 BATNL1252XUC with Union 7.0
® BBDNL75MS - 3/4" MIP No-Lead Boiler Drain ® MPS4060 - 40/60 Merrill Pressure Switch
o PRVNL75100 - 3/4" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge
© BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape
o BBVNL125 - 1-1/4" No-Lead Ball Valve

(% TPBNL1252XUCC 6 42367 45132 5 BATNL1252XUC with Union 5.4
© BBDNL75MS - 3/4" MIP No-Lead Boiler Drain ® MPS3050 - 30/50 Merrill Pressure Switch No-Lead Brass Ball Valve
o PRVNL75100 - 3/4" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge BBVNL125
® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape

% TPBNL1252XUCC4 6 42367 45133 2 BATNL1252XUC with Union 5.4
o BBDNL75MS - 3/4" MIP No-Lead Boiler Drain ® MPS4060 - 40/60 Merrill Pressure Switch
o PRVNL75100 - 3/4" No-Lead Pressure Relief Valve @ PGNL100 - 0-100 psi No-Lead Pressure Gauge
® BNNL2503 - 1/4" x 3" No-Lead Nipple o PTFEWHD50260 - 1/2" x 260" White Teflon® Thread Tape

Merrill Pressure Switch

MPS3050/MPS4060
No-Lead Cast Tank No-Lead Brass
BTTEN\TEsUzr;%nc White Teflon® Thread Tape Insert Fitting
1/2" x 260" IBMANL125
PTFEWHD50260
No-Lead Brass Check
Valve
WARNING: This product can expose you to WARNING: This product meets Federal CVNL125 No-Lead Pressure
lead, which is known to the State of USA Drinking Water requirements but has Gauge

California to cause cancer, birth defects or not been specifically tested or approved PGNL100

~ other reproductive harm. For more as no-lead in the State of California.

information go to www.P65Warnings.ca.gov
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@ Heavy-duty body - sch. 120 PVC coupling material- machined (not molded)
® PVC tees have two 1/4" top tappings
@ Reinforcing sch. 40 sleeve across inside of tee connection provides super strength at joints of
heavy-duty PVC tees
@ Manifolds can have threaded connections or SLIP (glue) connections ... can be completely
PVGAT100C customized to your own specifications
PVC Tank Tees - Sch. 80 PVC (Dark Gray)
Order UPC Bar Tank Overall Drain Approx.
No. Code (Qty. 1) | Connection Lateral Length Hole(s) Wt./Lbs.
(% PVCAT100C 6 42367 11390 2 1" MIP 1" MIP & 3/4" SLIP 11" (2) 1/2" 0.6
PVCAT100CS  PVCAT100CSF (i PVCAT100CS 642367 12136 5 1"MIP 1" MIP & 3/4" SLIP 5" 2) 1/2" 0.4
(i PVCATi100CSF 642367 121419 1" FIP 1" MIP & 3/4" SLIP 5" (2) 1/2" 0.5
(+3 PVCAT1025CSF 6 42367 12395 6 1-1/4" FIP 1" MIP & 3/4" SLIP 5" (2) 1/2" 0.5
Tank Tees - Made of Sch. 120 PVC Material
PVCAT10250SF | Order UPC Bar Tank Overall Drain Approx.
Heavy Duty PVC No. Code (Qty. 1) Connection Latenral Length Hole(s) Wt./Lbs.
% PVCHDT100 6 42367 07293 3 1" FIP 1" FIP 5" ) 1/2" 0.6
&3 PVCHDT100M 6 42367 07294 0 1" MIP 1" FIP 6" (1) 172" 0.7
@ PVCHDT1075 6 42367 07729 7 1" FIP 1" FIP 5" (2) 3/4" 0.6
% PVCHDT1075M 6 42367 07730 3 1" MIP 1" FIP 6" (2) 3/4" 0.7
&% PVCHDT1002 6 42367 07732 7 1" FIP 1" FIP 5" (2) 1/2" 0.8
% PVCHDT1002M 6 42367 07733 4 1" MIP 1" FIP 6" (2) 1/2" 0.9
Tank Tees (Plus PVG Nipples) = PVCHDT10275 642367 077358 1"FIP 1" FIP 5" (2) 3/4" 0.8
% PVCHDT10275M 642367 077365 1" MIP 1" FIP 6" (2) 3/4" 0.9
NOTE: Other sizes of tees and configurations can be made per request.
PVC Manifolds - Sch. 120
Order UPC Bar Top Front Overall Drain Approx.
No. Code (Qty. 1) Conn. Lateral | Tapping | Length Hole(s) | Wt./Lbs.
(% PVCM125754 642367 117214 (2) 3/4"FIP 1-1/4"MIP  1/4" FIP 13-3/4"  (2) 3/4" FIP 1.2
PVCM125754 (% PVCM100754 642367117221 (2)3/4"FIP  1"FIP  14"FIP  13-1/2" (2)3/4"FIP 1.3
Tank Manifolds — replaces tank tees or humerous pipe fittings
Order UPC Bar Code Main Branch Overall | Overall | Drain | Approx.
[ No. Code (Qty. 1) Connection | Connection | Height(A) Length(B) | Hole | Wt./Lbs.
(% PVCTMTL0050 6 42367 08934 4 1" FIP 1" FIP 8" 9" (1) 1/2" 1.0
(A) (% PVCTMT10075 6 42367 08935 1 1" FIP 1" FIP 8" 9" (2) 3/4" 1.0
PVC Pressure Relief Valve (Dark Gray)
®) Order UPC Bar Ctn. Ctn.
No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
Tank Manifolds %+ PVCPRV50 6 42367 11391 9 1/2" MIP x 1/2" FIP 1 20
(Vertical Installation) * A perfect companion to Merrill PVC Tank Tees 100C, 100CS, 100CSF, and 1025CSF.
PVC Boiler Drain with Hose Bibb
Order UPC Bar Code Thread Ctn. Approx.
No. (Qty. 1) Size Description Qty. Wt./Lbs.
(% PVCBD75 6 42367 11071 0 3/4" MIP White PVC 1 13
PVCPRV50 (% PVCBD50G 6 42367 12593 6 1/2" MIP Gray PVC Sch 80 1 .13
% PVCBD75G 6 42367 12594 3 3/4" MIP Gray PVC Sch 80 1 13
PVC Pipe Nipples
Order UPC Bar Code Ctn. Approx.
No. (Qty. 1) Material Size x Length Qty. Wt./Lbs.
% PVCN2503 6 42367 07806 5 PVC Sch 80 1/4" x 3" 1 0.02
PVCBDS0G  PVCBD75 (4 pycN1002 6 42367 07697 9 PVC Sch 80 1"x 2" 1 0.05
\ WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
e California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
PVCN2503 information go to www.P65Warnings.ca.gov
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MANIFOLD ACCESSORIES

PTFE Teflon® Thread Seal Tape - Be sure to ask for quality tape with Nickel
Onrder UPC Bar Carton| Approx.
No. Code (Qty. 1) Description Thickness Qty. | Wt./Lbs.
Gray Thread Seal Tape for Stainless Steel with Nickel - High Density
Thread Sealing Tape (% PTFEGSS50260 6 42367 42133 5 1/2" x 260" Long 004" 100 004
(> PTFEGSS50520 642367 42131 1 1/2" x 520" Long .004" 100 0.05
i PTFEGSS75260 6 42367 43257 7 3/4" x 260" Long .004" 100 0.04
White Thread Seal Tape - High Density
% PTFEWHD50260 6 42367 42135 9 1/2" x 260" Long .0035" 100 0.03
MASP1 sxﬁ:g"gimpoufdz & PTFEWHD50520 6 42367 42136 6 1/2" x 520" Long .0035" 100 0.04
MERRILL THREAD COMPOUND & PTFEWHD75260 6 42367 42137 3 3/4" x 260" Long .0035" 100 0.04
AQUA-SEAL is a slow drying, soft (¢ PTFEWHD75520 6 42367 42138 0 3/4" x 520" Long .0035" 100 0.05
setting,non-hardening pipe thread compound.
Recommended for on-site or assembly line — AQUA-SEAL Thread Sealing Compound - "To Eliminate Leaks"
work. Lead free. Will not harden in can. This -
compound is made with the highest quality bl il e Sl Approx.
materials and may be used for sealing threads No. Code (Qty. 1) Size Container Oty. Wt./Lbs.
on all metals, ABS, PVC, CPVC, nylon, and &4 1G2 6 88544 02003 8 2 0z. Tube 72 0.1
plastic piping systems. All information 4 MASPO5 6 42367 12953 8 8 oz. Can 24 0.9
provided is based on laboratory testing, = MASP1 6 42367 12952 1 16 oz. Can 12 1.8
:ﬂﬁgfﬁgﬁ%ﬁiﬂfﬁgg test results, and Stainless St_eel Street EIb_ows
Hex Bushings - Stainless Steel e Female Iron Pipe to Male Iron Pipe
Order UPC Bar Ctn. | Approx.
Order UPC Bar Ctn. | Approx. FSTEHOO No. Code (Qty.1) | FIPxMIP | aty. | wt./Lbs.
_ o Code (Oty. 1) M'? = F":: aty. | Wt/Lbs. (% SSTEL100 642367 41859 5 1"x1" 50 0.6
@ SSHB7525 642367120208 3/"x 1/4" 200 01 (4 SSTEL125 642367418601 1-1/4"x 1-1/4" 20 1.0
(% SSHB7550 642367124540  3/4" x 1/2" 50 0.1 .
; . . Pressure Relief Valves
? SSHB10025 642367415266 1" X 1/4 50 0.3 No-Lead Brass and Stainless Steel
% SSHB10050 642367125639  1"x 1/2" 300 0.3 oraen e eticance
(4 SSHB10075 642367415259  1"x 3/4" 50 0.3 No. Code(Qty.d) | outlet |aty. |wt/Lbs.
(3 SSHB12510 642367061845 1-1/4"x 1" 120 0.3 No-Lead Brass
4 SSHB12575 642367121747 1-1/4"x 3/4" 120 0.3 +%* PRVNL50 642367088859 1/2"x1/2" 10 35
% PRVNL75 642367088866  3/4"x 1/2" 10 3.8
No-Lead Brass - Set at 100 PSI
SSHB7525 SSHB10025 SSHB10075 ssHB12575 ¢ PRVNL50100 642367124717  1/2"x1/2" 10 3.5
SSHB7550 SSHB10050 SSHB12510 @ PRVNL75100 6 42367 12472 4 3/4" x 1/2" 10 35
Stainless Steel Union with O-Ring Stainless Steel
e Female Iron Pipe to Female Iron Pipe % SSPRV50 642367122898 1/2"x 1/2" 10 3.0
Order UPC Bar Ctn. | Approx. =% SSPRV75 642367122904  3/4"x 1/2" 10 5.0
No. Code (Qty. 1) FIP x FIP Qty. | Wt./Lbs. Stainless Steel - Set at 100 PSI
(>3 SSUN100 6 42367 41855 7 1" x1" 50 0.7 % SSPRV50400 642367 129422  1/2" x 1/2" 10 3.0
(3 SSUN125 642367 41856 4 1-1/4" x 1-1/4" 30 0.8 i SSPRV75100 642367129439  3/4" x 1/2" 10 5.0
Stainless Steel 90 Degree Elbows
e Female Iron Pipe to Female Iron Pipe
Order UPC Bar Ctn. | Approx.
No. Code (Qty. 1) FIP x FIP Qty. | Wt./Lbs.
(i SSEL100 6 42367 41857 1 1"x 1" 60 0.4 SSUN100 PRVNL75 SSPRV50 BBDNL5OMA SSBD75
(3 SSEL125 642367 418588 1-1/4" x 1-1/4" 35 0.7 Boiler Drains with Hose Bibb-No-Lead Brass & S.S.
- Order UPC Bar Thread | Ctn. | Approx.
A ar s s o ey codo(atys) | sizo | aty. | wevs.
California to cause cancer, birth defects or No-Lead Brass
other reproductive harm. For more )
information go to www.P65Warnings.ca.gov (% BBDNLGOMA 642367 412715  1/2" MIP 12 5.9
_— el % BBDNL7BMA 642367 412722  3/4"MIP 12 6.1
USA Drinking Water requirements but has SSEL100  Stainless Steel
not been specifically tested or approved +» SSBD50 642367122836 1/2"MIP 12 6.0
as no-lead in the State of California. o
%* SSBD75 642367 122843  3/4" MIP 12 6.0
R
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oo MANIFOLD KITS
Manifold Kits (Any kit combination available upon request)
Order UPC Bar Overall Drain Approx.
No. Code (Qty.1) Length Description Hole Wt./Lbs.
(% SSMK12510 6 42367 12452 6 13-5/8" Stainless Steel (4) 3/4" 4.9
® SSM12510754 - 1-1/4" x 1" Stainless Steel Manifold with 3/4" x 1/2" Bushing
® SSBD75 - 3/4" Stainless Steel Boiler Drain
SSMK12510 © PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
(>3 SSMK12510TS 6 42367 12982 8 13-5/8" Stainless Steel (4) 3/4" 5.4
® SSM12510754 - 1-1/4" x 1" Stainless Steel Manifold with 3/4" x 1/2" Bushing
® SSBD75 - 3/4" Stainless Steel Boiler Drain
® PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
SSMK12510TS ® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
0 |G2 - Thread Sealing Compound 2 oz. Tube
o PTFEGSS50260 - PTFE Teflon® Thread Seal Tape - 1/2" x 260"
(% SSMK12510752 6 42367 41065 0 13-1/2" Stainless Steel (2) 1" & (2) 3/4" 4.9
@ SSM12510752 - 1-1/4" x 1" Stainless Steel Manifold with 1" x 1/2" Bushing
@ SSBD75 - 3/4" Stainless Steel Boiler Drain
o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
SSMK125101752 % SSMK121752TS 6 42367 41066 7 13-1/2" Stainless Steel  (2) 1" & (2) 3/4" 5.4
® SSM12510752 - 1-1/4" x 1" Stainless Steel Manifold with 1" x 1/2" Bushing
® SSBD75 - 3/4" Stainless Steel Boiler Drain
® PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
0 |G2 - Thread Sealing Compound 2 oz. Tube
o PTFEGSS50260 - PTFE Teflon® Thread Seal Tape - 1/2" x 260"
SSMK121752TS
(% SSMK20010 6 42367 12560 8 13-1/2" Stainless Steel (2) 3/4" & (2) 1" 8.1
® SSM20010752 - 2" x 1-1/2" Stainless Steel Manifold with 1" x 1/2" Bushing
@ SSBD75 - 3/4" Stainless Steel Boiler Drain
o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
(3 SSMK20010TS 642367 12983 5 13-1/2" Stainless Steel (2) 3/4" & (2) 1" 8.6
SSMK20010 ® SSM20010752 - 2" x 1-1/2" Stainless Steel Manifold with 1" x 1/2" Bushing
@ SSBD75 - 3/4" Stainless Steel Boiler Drain
o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
0 |G2 - Thread Sealing Compound 2 oz. Tube
® PTFEGSS50260 - PTFE Teflon® Thread Seal Tape - 1/2" x 260"
SSMK20010TS (% PVCMK125753 6 42367 41063 6 13-5/8" Sch. 120 PVC (3) 3/4" & (1) 1/2" 1.8
o PVCM125754 - 1-1/4" MIP PVC Manifold
o PVCBD75G - 3/4" PVC Boiler Drain
o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® PVCPRV50 - 1/2" PVC Pressure Relief Valve
(% PVCMK100753 6 42367 41064 3 13-1/2" Sch. 120 PVC (3) 3/4" & (1) 1/2" 1.9
PVCMK125753 e PVCM100754 - 1" FIP PVC Manifold
o PVCBD75G - 3/4" PVC Boiler Drain
o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® PVCPRV50 - 1/2" PVC Pressure Relief Valve
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
PVCMK100753 information go to www.P65Warnings.ca.gov
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MANIFOLD KITS WITH MANIFOLD BRACKET

Manifold Kits with Manifold Bracket

(Custom Kits available upon request) Thread Sealant Available Add "TS" to Order No.

Order UPC Bar Overall Drain Approx.
No. Code (Qty.1) Length Description Hole Wt./Lbs.
(% SSMK12510C 6 42367 12720 6 13-5/8" Stainless Steel (4) 3/4" 10.9
® SSM12510754 - 1-1/4" x 1" Stainless Steel Manifold with 3/4" x 1/2" Bushing
SSMK12510C ® SSBD75 - 3/4" Stainless Steel Boiler Drain

o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
o MBRCL - Manifold Bracket with Cushion Clamps and Bolts

(% SSMK1251752C 6 42367 41067 4 13-1/2" Stainless Steel  (2) 1" & (2) 3/4" 10.9
® SSM12510752 - 1-1/4" x 1" Stainless Steel Manifold with 1" x 1/2" Bushing
® SSBD75 - 3/4" Stainless Steel Boiler Drain
SSMK1251752C o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
o MBRCL - Manifold Bracket with Cushion Clamps and Bolts

(% SSMK20010C 6 42367 127213 13-1/2" Stainless Steel  (2) 3/4" & (2) 1" 14.1

® SSM20010752 - 2" x 1-1/2" Stainless Steel Manifold with 1" x 1/2" Bushing

® SSBD75 - 3/4" Stainless Steel Boiler Drain

® PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
SSMK20010C ® SSPRV75100 - 3/4" Stainless Steel Pressure Relief Valve (100 PSI)
o MBRCL - Manifold Bracket with Cushion Clamps and Bolts

(% PVCMK125753C 6 42367 41061 2 13-5/8" Sch.120 PVC (3) 3/4"& (1) 1/2" 7.8
o PVCM125754 - 1-1/4" MIP PVC Manifold
o PVCBD75G - 3/4" PVC Boiler Drain
® PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
o PVCPRV50 - 1/2" PVC Pressure Relief Valve

PVCMK125753C o MBRCL - Manifold Bracket with Cushion Clamps and Bolts
(=3 PVCMK100753C 6 42367 41062 9 13-1/2" Sch. 120 PVC (3) 3/4" & (1) 1/2" 7.9
o PVCM100754 - 1" FIP PVC Manifold
o PVCBD75G - 3/4" PVC Boiler Drain
o PGLBSSNL100 - 2-1/2" S.S. Case - 1/4" Back Mount Liquid Filled Stainless Steel Pressure Gauge (0-100 PSI)
o PVCPRV50 - 1/2" PVC Pressure Relief Valve
PVCMK100753C o MBRCL - Manifold Bracket with Cushion Clamps and Bolts
Manifolds - Stainless Steel and PVC
\?Vsit“:tt%asir::-lgzggteel Order UPC Bar Top Front Overall Drain | Approx.
h No. Code (Qty. 1) Conn. Lateral Tapping | Length Hole(s) |Wt./Lbs.
hex bushing Stainless Steel Manifolds
% SSM12510754 642367 12220 1 (2) 3/4"FIP 1-1/4"MIPx 1"FIP  1/4"FIP  13-5/8" (2)3/4"FIP 2.8
(% SSM12510752 642367 129750 (2)1"FIP 1-1/4"MIPx 1"FIP  1/4"FIP  13-1/2" (2)3/4"FIP 2.8
SSM20010752 % SSM20010752 6 42367 12558 5 (2)1"FIP 2"MIPx 1-1/2"FIP  1/4"FIP  13-1/2" (2)3/4"FIP 4.9
With stainless steel Sch. 120 PVC Manifolds
hex bushing G4 PVCM125754 642367117214 (2) 3/4" FIP 1-1/4" MIP 14" FIP  13-5/8" (2)3/4"FIP 1.2
% PVCM100754 642367 117221 (2) 3/4" FIP 1" FIP 1U4"FIP  13-1/2" (2)3/4"FIP 1.3
PVCM125754
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
PVCM100754 inforr?]tgﬁé gegrg?gmggé%;% rT150(r:6;1 ov as no-lead in the State of California.
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= No-tead MANIFOLD BRACKET

Use only the best when installing a manifold for variable speed pumps
Only Merrill provides all the features/benefits - Clearly the Best

= Rubber Covered
Features/Benefits Manifold Clamps

= OMERRILL

e Only one piece manifold bracket
that supports the entire manifold

e Easy to level for quick
installation
e Doubles as a tool shelf during
installation not possible with
Foam
others Blocks
e Bracket provides silent Edge
installation with foam blocks Protectors
and rubber covered clamps
) Support
e Improved foam blocks thicker Braces
and firmer
e Improved stainless steel
manifold clamps
Manifold Bracket with 2 clamps and bolts
° Edge protectors on front of The only bracket with foam blocks to eliminate vibration/silent installation
bracket for extra safety Order UPC Bar Ctn. [ Approx.
No. Code (Qty. 1) Qty. Wt./Lbs.
(4 MBRCL 6 42367 12442 7 1 33

e Power coated for extra corrosion
protection

Cushion Clamps
Rubber covered stainless steel

Order UPC Bar Bag Approx.
No. Code (Qty. 1) Qty. Wt./Lbs.
4 MBRCL1 6 42367 12334 5 2 0.1
MBRCL1
Complete Set of Bolts and Lag Screws
4 lag screws and 4 sets of bolts with nuts for both 1-1/4" and 2" Manifolds
2 sets of XL bolts for 2" Manifold
Order UPC Bar Bag Approx.
No. Code (Oty. 1) Oty. | Wt./Lbs.
(¢ MBRBOLTS 6 42367 12396 3 1(set) 0.3
WARNING: This product can expose you to WARNING: This product meets Federal
Callforia to catse cancer, bith cefects o g Nnt Ml iy
other reproductive harm. For more s molont i the Stato of Cantamae - MBRBOLTS
information go to www.P65Warnings.ca.gov
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PRESSURE RELIEF VALVE!

(Cold Water) Recommended for all cold water system installations - to protect against damage to piping and
Pressure Relief Valves pressure tanks. PRV's are set at 75 psi or 100 psi. PRV's have a + 15% setting accuracy.
These valves are not T&P valves that
are required with water heaters. There
is the same need for PRV on cold water

pressure tanks.
Note: Warranty void on pressure relief WARNING: All PRV, SSPRYV, and PRVNL valves must be set a minimum of 15 psi above the

valves if used on air systems. typical high of the water system pressure, so valve chatter or rapid open and close will not occur.
Valve chatter can cause failure of the valve and voids warranty.

NOTE: Merrill pressure relief valves may not reseat themselves after pressure relief. Manual
disassembly and reseating of valve may be required. Repeated opening of a pressure relief valve
is beyond intended use and voids warranty.

NOTE: All PRV valves are field adjustable - by removing cap and turning internal disk down to
increase pressure. Field adjustment of valve voids warranty.

NOTE: Valve warranty void after change in adjustment due to possible error.

Stainless Steel Pressure Relief Valves

Order UPC Bar Ctn. Ctn.
No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
% SSPRV50 6 42367 12289 8 12" x 112" 10 3.0
No-Lead Brass % SSPRV75 6 42367 12290 4 374" x 1/2" 10 5.0
Pressure Relief Valve G& SSPRV75775 642367 434199 314" x 3/4" 10 5.2
G%e SSPRV50100 6 42367 12942 2 12" x 1/2" 10 3.0
(%e SSPRV75100 642367 12943 9 314" x 1/2" 10 5.0
(4o SSPRV757100 642367 43420 5 3/4" x 3/4" 10 5.2

o Note: Valves set at 100 psi

No-Lead Brass Pressure Relief Valves

Order UPC Bar Ctn. Ctn.

— No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
Stalnless Steal «£»PRVNL50 6 42367 08885 9 12" x 112" 10 35
Pressure Relief Valve £ PRVNL75 6 42367 08886 6 3/4" x 1/2" 10 3.8
% PRVNL757 6 42367 41251 7 3/4" x 3/4" 10 3.9
¢4 PRVNL50100 6 42367 12471 7 1/2" x 1/2" 10 35
% PRVNL75100 6 42367 12472 4 304" x 1/2" 10 35
(4 PRVNL757400 6 42367 12473 1 304" x 3/4" 10 4.0

® Note: Valves set at 100 psi

Brass Pressure Relief Valves
Not Approved for use with Drinking Water in USA

B B Reliof Order UPC Bar Ctn. Ctn.
rass T:Ii:pe elie No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
/A\* PRV50 6 42367 02251 8 1/2" x 1/2" 10 35

* A perfect companion to Merrill Galvanized Tank Tees 1X, 100X, 102X, and 125X.

PVC Pressure Relief Valve (Dark Gray)

Ordenr UPC Bar Ctn. Ctn.
No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
@* PVCPRV50 6 42367 11391 9 1/2" MIP x 1/2" FIP 1 .20

* A perfect companion to Merrill PVC Tank Tees 100C, 100CS, 100CSF, and 1025CSF.

PVC Pressure Relief Valve

WARNING: This product can expose you to Pressure Relief Valves - Reflects 3/4" Valve

lead, which is known to the State of
California to cause cancer, birth defects or

other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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HEAVY-DUTY PRESSURE RELIEF VALVES

(Cold Water)
Pressure Relief Valves
These are not T&P valves that are
required with water heaters. There is the
same need for PRVHDNL's on cold water

pressure tanks.

Note: Warranty void on pressure relief
valves if used on air systems.

Recommended for all cold water system installations - to protect against damage to piping and
pressure tanks. PRVHDNL's are factory set at 75 psi. PRVHDNL's have a + 15% setting
accuracy.

NOTE: Merrill pressure relief valves may not reseat themselves after pressure relief. Manual
disassembly and reseating of valve may be required. Repeated opening of a pressure relief valve
is beyond intended use and voids warranty.

WARNING: All PRVHDNL valves must be set a minimum of 15 psi above the typical high of the
water system pressure, so valve chatter or rapid open and close will not occur. Valve chatter can
cause failure of the valve and voids warranty.

NOTE: All PRVHDNL's valves are field adjustable - by removing cap and turning internal disk down
to increase pressure. Field adjustment of valve voids warranty.
NOTE: Valve warranty void after change in adjustment due to possible error.

Heavy-Duty No-Lead Pressure Relief Valves

Order UPC Bar Ctn. Ctn.

No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
(% PRVHDNL75 6 42367 41210 4 3/4" x 3/4" 1 1.6
% PRVHDNL100 6 42367 41211 1 1"x 1" 1 2.7
% PRVHDNL125 6 42367 41212 8 1-1/4" x 1-1/4" 1 4.3
% PRVHDNL150 6 42367 412135 1-1/2" x 1-1/2" 1 55
4 PRVHDNL200 6 42367 41214 2 2"x 2" 1 9.3

Merrill PRVHDNL Valves can be factory adjusted to a custom setting upon request at extra cost.
Custom set relief valves are non-cancelable and non-returnable. PRVHDNL's are recommended
for use up to 150 psi on water systems only. Field adjustment of valve voids warranty.

No-Lead Heavy-Duty
Pressure Relief Valve

Domestic Heavy-Duty Pressure Relief Valves
Not Approved for use with Drinking Water in USA

Order UPC Bar Ctn. Ctn.
No. Code (Qty. 1) Inlet x Outlet Qty. Wt./Lbs.
/\ DPRV50 6 42367 09301 3 1/2" x 1/2" 1 2.3
% DPRV75 6 42367 09302 0 3/4" x 3/4" 1 2.3
. . DPRV100 6 42367 09303 7 1"x 1" 1 3.5
Approximate Relief in GPM 0 opy o0 6 42367 09304 4 1-1/4" x 1-1/4" 1 5.0
from the Heavy-Duty /\ DPRV150 6 42367 09305 1 1-1/2" x 1-1/2" 1 6.3
Pressure Relief Valves /\ DPRV200 6 42367 09306 8 2" x 2" 1 11.0
Set Available factory set at 5 psi to 300 psi. DPRV's are set at 75 psi. DPRV's are field adjustable
PSI 8/4" 1" 1-4/4" 1-4/2" 2" and recommended for use up to 300 psi on water systems only. Field adjustment of valve
50 15 25 44 68 132 GPM voids warranty. NOTE: Special order non-stock item.
60 16 28 48 75 145 GPM
70 17 30 52 81 156 GPM MOUNTING POSITION - Pressure relief valves should only be mounted in a vertical upright
80 19 32 55 87 167 GPM position. There is no warranty for a valve that has been installed in any other position. The flanges
90 20 34 59 92 177 GPM and sealing faces of the valve and all connecting piping must be free from dirt, sediment and scale.
100 21 36 62 97 187GPM  Allflange bolts should be drawn evenly to prevent distortion of the valve body and the inlet nozzle.
110 21 36 62 97 187 GPM  INLET PIPING - The inlet piping to the valve should be short and direct from the vessel or
120 23 39 68 106 205 GPM equipment being protected. The connection to the vessel should be provided with a radius to
130 24 41 71 110 213 GPM permit smooth flow to the valve. In no event should the inlet piping be smaller in diameter than the

inlet connection of the valve. Pressure relief valve inlets should not be located where excessive
turbulence is present such as near elbows, tees, bends, orifice plates, or throttling valves.

See Graph on Page 104

The design of the inlet connection shall consider stress conditions induced by reaction force, during
valve operation, by external loading, by vibration and by loads due to thermal expansion of piping.

DISCHARGE PIPING - Alignment of the internal parts of a pressure relief valve is important to
insure proper operation. Care should be taken to insure thermal expansion of piping and support
system does not produce strains in a valve.

Drains should be piped away to prevent injury, as well as the collection of water or corrosive liquid
in the valve body. Attention should be given to the support of the drainage piping.

When two or more valves are piped to discharge into a common header the build-up back pressure
resulting from the opening of one (or more) valve(s) may cause a superimposed back pressure in
the remaining valves unless the bonnet is vented. Under these conditions use of bellows valves
are recommended.

In every case, the nominal discharge pipe size should be as large as, or larger than, the nominal
size of the pressure relief valve outlet flange, in the case of long discharge piping; it sometimes
must be much larger.

-105-

WARNING: This product can expose
you to lead, which is known to the State
of California to cause cancer, birth
defects or other reproductive harm.
For more information go to
www.P65Warnings.ca.gov

WARNING: This product meets
Federal USA Drinking Water
requirements but has not been
specifically tested or approved as
no-lead in the State of California.
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MANUFACTURING

@ No-Lead < CA. Certified

TANK TEE ACCESSORIES

. . L No-Lead Brass & Stainless Steel Sampling Valves
Boiler Drain Specifications (Tee Handle)

Compression Neoprene Seal Disk
Ord UPC Bar Code | Thread | Outlet | A| .| ctn.| A .
3/4" Hose Threaded Outlet raer anode rea | St n-| FpproX

Heavy Iron Handle No. (Qty. 1) _ Size Angle [Wt./Lbs.| Qty.|Lbs./Ctn.
No-Lead Brass Sampling Valves

No-Lead Brass Boiler Drains o BSVNL50 642367412753 1/2"MIP  80° 0.3 10 3.4
Order UPC Bar Code | Thread | Outlet| Approx.| Gtn.] Approx. o BSVNL75 642367412760 3/4"MIP  80° 0.4 10 4.0
No. (Oty. 1) Size | Angle [Wt./Lbs.| Oty.|Lbs./Ctn. Stainless Steel Sampling Valves - 304 Stainless Steel
No-Lead Brass Boiler Drain with Hose Bibb & Stuffing Box o+ SSSV50 642367411589 1/2"MIP  80° 0.3 10 34
(Large Packing Gland) o} sSSV75 642367 411596  3/4" MIP  80° 0.4 10 4.0

+%» BBDNL5OMS 642367 412739 1/2"MIP  90° 0.5 12 56

’:’ BBDNL75MS 6 42367 412746 3/4"MIP ~ 90° 0.5 12 5.7
No-Lead Brass Boiler Drain Hose Bibb Model with Angle Outlet BSVNL75 SSSV75

0:’ BBDNL5OMA 6 42367 412715 1/2"MIP ~ 30° 0.5 12 5.9 -

’:’ BBDNL75MA 6 42367 412722 3/4"MIP  30° 0.5 12 6.1 PVC Sampllng Valves

¢ BBDNL75FA 642367419707 3/4"FIP  30° 05 10 5.0 orden LR UGIRIEG G, SBERCX
No-Lead Brass Boiler Drain Valves with Hose Bibb (Tee Handle) No. (@ty. 1) S”'ze Qty. LU

< BKDNL5OM 642367124748 12'MIP  30° 04 10 4.0 € PVOSVBO0 642367 11234 9 12" MIP ! 13

’:‘ BKDNL75M 642367 124755 3/4"MIP ~ 30° 0.4 10 4.0 @ PVCSV75 642367112332 S/ATMIP 1 13

PVCSV75

Solder No-Lead Brass Unions (Sweat x Sweat)

Order UPC Bar Code Ctn. Approx.
No. (Qty. 1) Size Qty. Wt./Lbs.
BBDNLSOMS  BBDNL75MA BBDNL75FA BKDNL50M #* SBUNL100 642367412234 1 1 0.6
% SBUNL125 642367412227 114 1 0.8
No-Lead Brass, Stainless Steel & PVC Boiler Drains
with Hose Bibbs SBUNL100
Order UPC Bar Code Thread Approx. | Ctn. | Approx. Pi Ni I
No. (Qty. 1) Size Wt./Lbs. | aty. | Lbs./Ctn ipe Nippies
No-Lead Brass - 1/4 Turn Ball Valve Model Stainless Steel, PVC, Galvanized and No-Lead Brass
«» BBDNLSO 642367418748  1/2"MIP 05 12 5.9 :"de" UPc:ar- f°de Size x Lomsth gt“' CVPP:;"'
+* BBDNL75 642367 418755 3/4" MIP 0.5 12 6.1 S‘t’. ol Steel P( ty'N_) 7 izobCongt Ly L
Stainless Steel - 1/4 Turn Ball Valve Model @ ss::;zs eel ripe Tipp'es s . o
% SSBD50 642367122036 12°MIP 05 10 60 2 U0 e — oo . o1
«+| SSBD75 642367122843 3/4" MIP 0.5 10 6.0 oV Soh 86 p?::ﬁ;;?z(: X '
White PVC
¢4 PVCBD75 642367110710  34'MIP 013 1 4g & Ppvonesos 642367 07006 s 1a'x3 ! 0.02
PVC Sch 80 (Gray) (% PVCN1002 642367 07697 9 1"x 2 1 0.05
() PVCBDS0OG 642367125936  12'MIP 013 1 Bl o 2:'2"522'29" Pipe Nipples s 5 -
9 PVCBD75G 642367125043  3/4"MIP 013 1 13 5 anreos Ziig; gzzg; e . b 03
No-Lead Brass - (Tee Handle) X :
’? BKDNL50 6 42367 43926 2 1/2" MIP 0.4 10 4.0 % ﬁ:igg: — 1 . g 22 Sg
9 BKDNL7S 642367430279  3/4'MIP 05 10 50 G Taniois g izzzz gizgi Z = X11" - ”
X g
(% GN1203 6 42367 05377 2 1-1/4" x 3" 25 0.5
(% GN1241 6 42367 05378 9 1-1/4" x 11" 25 1.9
% aN1214 6 42367 01585 5 1-1/4" x 14" 25 2.4
No-Lead Brass Pipe Nipples
@ BNNL2503 6 42367 12536 3 1/4" x 3" 25 0.1
BBDNLS0 SSBDS0 PVCBD75 (4 BNNL7502 642367 43520 2 3/4" x 2" 25 0.1
PVCBD50G BKDNL75
WARNING: This product can expose you to lead, which is known to the State SSN2503 PVCN2503 GN1008 BNNL2503
of California to cause cancer, birth defects or other reproductive harm. For
more information go to www.P65Warnings.ca.gov NOTE: Extra long pipe nipples (8" or longer) in 1" or 1-1/4" available
WARNING: This product meets Federal USA Drinking Water requirements upon request.
but has not been specifically tested or approved as no-lead in the
State of California.
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++ Limited Quantity MANUFACTURING

PRESSURE GAUGES

Not Approved for use with Drinking Water in USA

- Pressure gauges are suitable for water, air, steam, and other pressure applications that will
not deteriorate brass alloys. (Individually boxed.)
- Pressure Gauge Accuracy (+/- 3%, +/- 2%, +/- 3%)

Swivel Test Gauge Adapter - can connect any gauge to adapter

STGAZ25 | Order No. | UPC Bar Code (Qty. 1) | Connection Wt. Each/Lbs.
/\ STGA25 6 42367 11676 7 3/4" Hose Thread to 1/4" NPT Brass .10
Air Test Gauge
Order UPC Bar Dial Pressure PSI Master Wt. Each
PGAT100 No. Code (Qty. 1) Size Inches Range Increments Connection Ctn. Qty. Lbs.
& PGAT100 6 42367 11947 8 2" (Steel Case) 0-100 psi 1# Air Valve Inlet 50 .30
STANDARD GAUGE

Temp Range up to 140°F

Pressure Gauges - Steel Case

PGB100 Order UPC Bar Dial Pressure PSI Master | Wt. Each
No. Code (Qty. 1) | Size Inches | Range Increments Connection Ctn. Qty. Lbs.
/\ PG100 642367 02189 4 2" 0-100 psi 1# 1/4" NPT Brass - (Lower Male) 100 22
&* PGB100 6 42367 05904 0 2" 0-100 psi 1# 1/8" NPT Brass - (Back Mount) 100 .24
PG30 ++&* PGB15160 642367 10759 8 1-1/2" 0-160 psi 2# 1/8" NPT Brass - (Back Mount) 100 .14
& PG30 6 42367 05905 7 2" 0-30 psi 1/2# 1/4" NPT Brass - (Lower Male) 100 .24
/\ PG60 642367 02192 4 2" 0-60 psi 1/2# 1/4" NPT Brass - (Lower Male) 100 .22
PG60
Pressure Gauges - Large Diameter - Steel Case
Order UPC Bar Dial Pressure PSI Master | Wt. Each
PG25200 | No. Code (Oty. 1) | Size Inches | Range Increments Connection Ctn.Oty.| Lbs.
& PG25200 6 42367 07823 2 2-1/2" 0-200 psi 2# 1/4" NPT Brass - (Lower Male) 100 .34
/\ PG460 6 42367 07824 9 4" 0-60 psi 1# 1/4" NPT Brass - (Lower Male) 30 .66
/\ PG4100 642367 07825 6 4" 0-100 psi 1# 1/4" NPT Brass - (Lower Male) 30 .66

PG4100

LIQUID FILLED
For resistance to corrosive atmosphere, vibration and pulsation dampening.
Temp Range -50°F to 200°F

Liquid Filled Pressure Gauge - Steel Case

Order UPC Bar Dial Pressure PSI Master | Wt. Each
No. Code (Qty. 1) | Size Inches |Range Increments Connection Ctn. Qty. Lbs.
pcLe100 YA\ * PGLB100 642367 10036 0 " 0-100 psi 1#  1/4"NPT Brass - (Back Mount) 100 30

Liquid Filled Pressure Gauge - 300 Series Stainless Steel Case

Order UPC Bar Dial Pressure| PSI Master | Wt. Each
PGLB25400 No. Code (Oty. 1) | Size Inches | Range Increments Connection Ctn. Qty. Lbs.
**/\* pGLB25400 642367107574  2-1/2"  0-400 psi 8#  1/4" NPT Brass - (Back Mount) 50 42
WARNING: This product can expose you to * Back Mount Model = Install in vertical

lead, which is known to the State of
California to cause cancer, birth defects or

other reproductive harm. For more
information go to www.P65Warnings.ca.gov

position only
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MANUFACTURING NSF/ANSI/CAN 61 & 372

NO-LEAD PRESSURE GAUGES "™

- No-Lead pressure gauges are suitable for water, air, steam, and other pressure applications that will * gack Mount
not deteriorate brass alloys. (Individually boxed.) Model
- No-Lead Pressure Gauge Accuracy (+/- 3%, +/- 2%, +/- 3%) . .
STANDARD GAUGE - Temp Range up to 140°F = Install in vertical
No-Lead Pressure Gauges - Plastic Case position only
Order UPC Bar Dial Pressure PSI Master | Wt. Each
No. Code (Qty. 1) | Size Inches | Range Increments Connection Ctn. Qty.| Lbs.
(% PGPNL100 6 42367 41402 3 2" 0-100 psi 2# 1/4" NPT NL Brass - (Lower Male) 100 .18
No-Lead Pressure Gauges - Steel Case
PGNL100 Onrder UPC Bar Dial Pressure PSI Master |Wt. Each
No. Code (Qty. 1) [Size Inches | Range Increments Connection Ctn. Qty.| Lbs.
(% PGNL100 6 42367 09652 6 2" 0-100 psi 2# 1/4" NPT NL Brass - (Lower Male) 100 .22
% % PGBNL100 6 42367 41369 9 2" 0-100 psi 2# 1/8" NPT NL Brass - (Back Mount) 100 .24
(% % PGBNL10025 6 42367 413705 2" 0-100 psi 2# 1/4" NPT NL Brass - (Back Mount) 100 .24
(4 %« PGBNL160 642367 43467 0 2" 0-160 psi 4# 1/8" NPT NL Brass - (Back Mount) 100 .18
(3 * PGBNL15160 6 42367 424312  1-1/2" 0-160 psi 4# 1/8" NPT NL Brass - (Back Mount) 100 .20
PGNL200 (4 * PGBNL16025 6 42367 43547 9 2" 0-160 psi 44 1/4" NPT NL Brass - (Back Mount) 100 .15
(% PGNL15 6 42367 41901 1 2" 0-15 psi 1/5# 1/4" NPT NL Brass - (Lower Male) 100 .22
(+ PGNL30 6 42367 41365 1 2" 0-30 psi 1/2# 1/4" NPT NL Brass - (Lower Male) 100 .22
(4 PGNL6G0 6 42367 09746 2 2" 0-60 psi 1/2# 1/4" NPT NL Brass - (Lower Male) 100 .22
(% PGNL160 6 42367 41366 8 2" 0-160 psi 4# 1/4" NPT NL Brass - (Lower Male) 100 .22
(% PGNL200 6 42367 09653 3 2" 0-200 psi a# 1/4" NPT NL Brass - (Lower Male) 100 .22
(x; PGNL300 6 42367 09978 7 2" 0-300 psi 5# 1/4" NPT NL Brass - (Lower Male) 100 .22
PGNL300 No-Lead Pressure Gauges - Large Diameter - Steel Case
Onrder UPC Bar Dial Pressure PSI Master | Wt. Each
No. Code (Qty. 1) | Size Inches |Range Increments Connection Ctn. Qty.| Lbs.
(= PGNL25100 6 42367 41367 5 2-1/2" 0-100 psi 2# 1/4" NPT NL Brass - (Lower Male) 100 .34
@ PGNL25200 642367 413682  2-1/2" 0-200 psi A# 1/4" NPT NL Brass - (Lower Male) 100 .34
LIQUID FILLED - Temp Range -50°F to 200°F
For resistance to corrosive atmosphere, vibration and pulsation dampening.
PGNL25100 No-Lead Liquid Filled Pressure Gauges - Steel Case
Order UPC Bar Dial Pressure PSI Master |Wt. Each
No. Code (Qty. 1) | Size Inches | Range Increments Connection Ctn. Qty.| Lbs.
(s = PGLNL1002 6 42367 41401 6 2" 0-100 psi 2# 1/4" NPT NL Brass - (Lower Male) 100 .30
(% % —PGLBNL100 6 42367 413750 2" 0-100 psi 2# 1/4" NPT NL Brass - (Back Mount) 100 .30
PGLBNL100 No-Lead Liquid Filled Pressure Gauges - 300 Series Stainless Steel Case
Order UPC Bar Dial Pressure PSI Master |Wt. Each
No. Code (Qty. 1) | Size Inches |Range Increments Connection Ctn. Oty.| Lbs.
(% =PGLNL30 6 42367 41371 2 2-1/2" 0-30 psi 1/2# 1/4" NPT NL Brass - (Lower Male) 50 A2
@ =PGLNL60 6 42367 41372 9 2-1/2" 0-60 psi 1# 1/4" NPT NL Brass - (Lower Male) 50 42
(% —PGLNL100 6 42367 09661 8 2-1/2" 0-100 psi 2# 1/4" NPT NL Brass - (Lower Male) 50 42
(% =PGLNL160 642367096625  2-1/2" 0-160 psi 5# 1/4" NPT NL Brass - (Lower Male) 50 42
(5 —PGLNL200 6 42367 09663 2 2-1/2" 0-200 psi 2# 1/4" NPT NL Brass - (Lower Male) 50 42
(% =PGLNL300 6 42367 09664 9 2-1/2" 0-300 psi 5# 1/4" NPT NL Brass - (Lower Male) 50 42
4 —PGLNLG00 6 42367 43322 2 2-1/2" 0-600 psi 10# 1/4" NPT NL Brass - (Lower Male) 50 .40
PGLNL200 No-Lead Liquid Filled Pressure Gauges - 300 Series Stainless Steel Case - Back Mount
Order UPC Bar Dial Pressure PSI Master |Wt. Each
No. Code (Qty. 1) |Size Inches|Range Increments Connection Ctn. Qty.| Lbs.
(=3* —PGLBNL25100 6 42367 41373 6 2-1/2"  0-100 psi 2# 1/4" NPT NL Brass - (Back Mount) 50 .40
@* —PGLBNL25200 642367414009  2-1/2"  0-200 psi A# 1/4" NPT NL Brass - (Back Mount) 50 .45
(=% —PGLBNL25300 642367432492  2-1/2"  0-300 psi 5# 1/4" NPT NL Brass - (Back Mount) 50 .45
Stainless Steel Connection Liquid Filled Pressure Gauges - 304 Stainless Steel Case
Order UPC Bar Dial s|Pr'essur-e PSI Master |Wt. Each
PGLBNL25100 No. Code (Qty. 1) |Size Inches|Range Increments Connection Ctn. Qty| Lbs.
(] —PGLSSNL30 642367432225 2-1/2" 0-30 psi 1/2#  1/4" MIP Stainless Steel-(Lower Male) 50 .43
@ —PGLSSNL100 642367432232 2-1/2" 0-100 psi 2# 1/4" MIP Stainless Steel-(Lower Male) 50 43
e —PGLSSNL160 642367432249 2-1/2" 0-160 psi A# 1/4" MIP Stainless Steel-(Lower Male) 50 43
(3 * —PGLBSSNL100 6 42367 432256 2-1/2"  0-100 psi 2# 1/4" MIP Stainless Steel-(Back Mount) 50 43
WARNING: This product can expose you to lead, which is known to the State WARNING: This product meets Federal USA Drinking Water requirements I
PGLSSNL100 of California to cause cancer, birth defects or other reproductive harm. For but has not been specifically tested or approved as no-lead in the
more information go to www.P65Warnings.ca.gov State of California.
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OMERRILL

Certified to

NSF/ANSI/CAN 61 & 372

MANUFACTURING

« No-Lead < CA. Certified
PRESSURE SWITCHES  *®"
LISTED
Quality Benefits No Lead Pressure Switches
® |ndividually boxed Order UPC Bar Preset On Preset Off Ctn. | Approx.
® Captive nut on NEMA 1 No. Code (Qty. 1) (PSI) (PSI) Qty. | Wt./Lbs.
switch cover +»MPS2040 642367 090678 ON @ 20 psi (138 kPa) OFF @ 40 psi (276 kPa) 50 0.96
® DPressure switch pipe ’z’MPSSOSO 642367090685 ON @ 30 psi (207 kPa) OFF @ 50 psi (345 kPa) 50 0.96
connection 1/4" female NPT *%* MPS4060 6 42367 09069 2 ON @ 40 psi (276 kPa) OFF @ 60 psi (414 kPa) 50 0.96
(] Adjustment instructions are ‘:’MPS5070 642367 12559 2 ON @ 50 pSI (345 kPa) OFF @ 70 pSI (483 kPa) 50 0.96
inside top cover
® Contact points open on . Pressure Switches with Pulsation Plug on Inlet
cut-out pressure - switch off ’:’MPSP2040 642367 095925 ON @ 20 pSI (138 kPa) OFF @ 40 pSI (276 kPa) 50 0.96
® Points close on cut-in or **MPSP3050 642367095932 ON @ 30 psi (207 kPa) OFF @ 50 psi (345 kPa) 50 0.96
pressure drop - switch on ’:’MPSP4°GO 642367 095949 ON @ 40 psi (276 kPa) OFF @ 60 psi (414 kPa) 50 0.96
® Each turn of the adjustment
screw = 2 PSI Pressure Switches with Manual Lever
® cCustom molded hame ’:’MPSM1204° 642367 422172 ON @ 20 psi (138 kPa) OFF @ 40 psi (276 kPa) 50 1.0
oh cover available with **MPSM13050 642367 123758 ON @ 30 psi (207 kPa) OFF @ 50 psi (345 kPa) 50 1.0
onders of 500 minimum  “*MPSM14060 642367123765 ON @ 40 psi (276 kPa) OFF @ 60 psi (414 kPa) 50 1.0
Low Water Cut-Off Pressure Switch - Manual Lever - Auto Cut Off
*PMPSM42040 642367 423926 ON @ 20 psi (138 kPa) OFF @ 40 psi (276 kPa) 50 1.0
*MPSM43050 642367 095826 ON @ 30 psi (207 kPa) OFF @ 50 psi (345 kPa) 50 1.0
<*MPSM44060 642367 123413 ON @ 40 psi (276 kPa) OFF @ 60 psi (414 kPa) 50 1.0
“*MPSMA45070 642367123390 ON @ 50 psi (345 kPa) OFF @ 70 psi (483 kPa) 50 1.0

Auto Start, Manual Start Range

off lever

Low Water Cut-Off
Benefits
® Shuts off at approximately 10

psi below cut-in pressure
® Auto start - manual start or

Or Off Lever - Adjustment
/ Screw

Differential Adjustment Screw

2 Ground Screws

Silver Contacts

/-

Phillips and
Straight Slot
Screws

NOTE: Factory set pressure range settings are +/- 8 psi. A mechanical pressure switch
factory set can not be more accurate and field adjustments may be needed. (This is not
a defect). The maximum operating pressure of pump and system the switch is to be used
with, must be a minimum of 12 psi above the switch shut off setting. Use of this switch
outside of the noted parameters will not be warranted. NOTE: Pressure switches

overheated or burned up inside due to rapid cycling will not be warranted.

Pulsation Plug - Fits inside 1/4" switch pipe connection

other reproductive harm. For more
information go to www.P65Warnings.ca.gov

Order UPC Bar Code Approx.
No. (Qty. 1) Description Wt./Lbs.
(= PP25 6 42367 43677 3 Nylon Pulsation Plug .01 PP25
Two Pole Electrical Ratings " ) . . .
Voltage | Single |Polyphase 1/4" NPT Swivel Union - No need to spin switch case
Phase AC AC Order UPC Bar Code Ctn. Approx.
115 1-1/2 HP 2 HP No. (Qty. 1) Female x Male Description Wt./Lbs.
230 2 HP 3 HP (=3 MPS25UTS 642367 12138 9 1/4" NPT x 1/4" NPT  Stop Turn Screw 0.15
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved MPS25UTS

as no-lead in the State of California.
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U.S. Patent #

D 881,817,
7 M — R R I I I 77 D 949,795 and D1,071,865S

MANUFACTURING s No-Lead

HEAVY-DUTY (Build) STANDARD PRESSURE SWITCHES

Mervrill Quality Benefits

1) Rated at 240 volt - 2HP

2) Heavy fiber board bracket for movement of contacts - stronger
and withstands more heat

3) Extra large silver contacts for longer service life

4) Heavy brass wire connections with stainless set screws inside
brass tube - can hold No. 8 wire

5) Hex stainless steel screws

6) Hex wrench included and storable inside the base of the switch

7) Pressure switch connection - Std. 1/4" female NPT

8) Individually boxed - captive nut on NEMAL switch cover

9) Adjustment instructions for switch inside top cover

Certified to
NSF/ANSI/CAN 61 & 372

Heavy-Duty (Build) Standard Pressure Switches

Order UPC Bar Preset Preset Ctn. | Approx.
No. Code (Qty.1) On (psi) Off (psi) Qty. | Wt./Lbs.
% MPSHD2040 642367 439316 On @ 20psi (138 kPa)  Off @ 40psi (276 kPa) 1 0.90
(% MPSHD3050 642367 12997 2 On @ 30psi (207 kPa)  Off @ 50psi (345 kPa) 1 0.90
(% MPSHD4060 642367 117801 On @ 40psi (276 kPa)  Off @ 60psi (414 kPa) 1 0.90
(3 MPSHDB080 642367 117085 On @ 60psi (414 kPa)  Off @ 80psi (552 kPa) 1 0.90
Pressure Switches with Manual Lever
% MPSHDM13050 6 42367 454265 On @ 30psi (207 kPa)  Off @ 50psi (345 kPa) 1 0.90
(% MPSHDM14060 6 42367 454272 On @ 40psi (276 kPa)  Off @ 60psi (414 kPa) 1 0.90
Low Water Cut-Off Pressure Switches - Manual Lever - Auto Cut Off
(5 MPSHDMA43050 6 42367 454227 On @ 30psi (207 kPa)  Off @ 50psi (345 kPa) 1 0.90
(5 MPSHDMA44060 6 42367 454234 On @ 40psi (276 kPa)  Off @ 60psi (414 kPa) 1 0.90

Heavy brass wire connections
with stainless steel set screws inside
brass tube - can hold No. 8 wire

Two Pole Electrical Ratings

Heavy fiberboard bracket for
movement of contacts - stronger
- withstands more heat

Extra large silver contacts
for longer service life

Single Polyphase
Voltage Phase AC AC
115 1-1/2 HP 2 HP
230 2 HP 3 HP

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Hex wrench included and storable
inside the base of the switch
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& No-Lead

OMERRILL

MANUFACTURING

EXTRA HEAVY-DUTY PRESSURE SWITCHES

10

i pt=>

N

Extra Tall Heavy-Duty Pressure Switches with Extra Tall Cover and Extra Large 1" Knock Out Hole

MPSXHDT4060
MPSXHDTG6080

6 42367 44402 0
6 42367 44403 7

Extra Heavy-Duty Control Switch
Pressure Switch U.S. Patent #
Tt U.S. Patent # 10,197,051
ertified to
NSF/ANSI/CAN 61 & 372 D1,071,865S
3
Quality Benefits
1) Extra heavy-duty pressure switch in all parts
/ Merrill - 3 Ibs. vs. Competitor 2 Ibs.
2) Switch extra large case for easy wiring Merrill
5.75" x 5.3" (30.5 sq. in.) vs. Competitor 3.7" x 3.4"
(12.6 sq. in.) NEMA 1 case rating 5
3) Heavy brass wire connections (hold No. 4 wire)
with set screws inside brass tube - wires will not
slip off screw
4) 3/4" conduit size knock outs for heavy wire (4 places)
/ NEW Extra Tall Model (MPSXHDT) - 1" Knock Out
5) Adjustment instructions for switch inside top cover 8
6) Contacts open (switch off) at cut-off pressure
Points close (switch on) at cut-in or pressure drop
7) Heavy fiber board bracket for movement of
/ contacts much stronger and more heat resistant
8) Extra large silver contact for longer service life
9) Individually boxed - captive nut on switch cover 11
10) 1/4" swivel union so switch case does not need
to pivot to install (set screw to stop swivel)
11) Raised grounding lug for easy connection -
holds two wires
12) NEW Extra Tall Model (MPSXHDT) more room
for heavy wires (double height) - 6" Tall
Heavy-Duty Electrical Ratings \ 12
Voltage Single Polyphase
Phase AC AC
115 1/2 HP to 2 HP 3 HP
230 1/2 HP to 3 HP 5 HP
460-600 5 HP 5 HP
Extra Heavy-Duty Pressure Switches
Order UPC Bar Preset Preset Ctn. Approx.
No. Code (Qty.1) On (psi) Off (psi) Qty. Wt./Lbs.
MPSXHD3050 6 42367 43618 6 On @ 30psi Off @ 50psi 1 3.0
MPSXHD4060 6 42367 43334 5 On @ 40psi Off @ 60psi 1 3.0
MPSXHD6080 6 42367 43335 2 On @ 60psi Off @ 80psi 1 3.0
MPSXHD80100 6 42367 43628 5 On @ 80psi Off @ 100psi 1 3.0

On @ 40psi
On @ 60psi

Off @ 60psi
Off @ 80psi

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

1 3.3
1 3.3

Heavy-Duty Switch Ratings
® 240 volt single phase 3 HP Pump
® 240/600 volt three phase 5 HP Pump
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MCSHD CONTROL SWITCHES

MeErRILL

U.S. Patent #

10,197,051 ’

Canadian Patent #
2,922,833

MANUFACTURING
% No-Lead

1/2HP and 3/4HP - 3 Wire Pumps
(wired example)

Extra Large Case for
Easy Wiring

Differential
Screw

Adjustment Screw

Pump Yellow Run Capacitor and

Wire (T1) Pump
Black Wire (T2)
Power Wire
(L1) Power Black Wire
(L2)
Pump Incoming
Wires Power Lines
Ground Wires Power
Pump Red and Pump
Wire to
Capacitor Heavy-Duty

Run Capacitor

NOTE: This photo included inside each control switch

Heavy-Duty Control Switches (230 volt)

1HP, 1-1/2HP, 2HP, 3HP, 5HP (with circuit reset)

38 Wire Pumps (wired example)
NOTE: Shrink tubing

supplied. To be used :
O\F/’gr yellow wire o Differential Adjustment  Extra Large Case for
circuit reset. Screw Screw Easy Wiring

Run Capacitor
and Pump
Black Wire (T2)

Pump Yellow Wire
(T1)

Power Wire (L1) Power Black Wire

Wire from Circuit (L2)
Reset (Already Incoming
Connected) Power Lines
Pump
Wires

Ground Wires
Power and Pump

Pump Red Wire
to

Capacitor Heavy-Duty

Run Capacitor

NOTE: This photo included inside each control switch

Order UPC Bar Motor Preset Preset Run Approx.
No. Code (Qty.1) HP On (psi) Off (psi) Capacitor Wt./Lbs.
(>3 MCSHD.53050 6 42367 44223 1 1/2 On @ 30psi Off @ 50psi 20 3.2
% MCSHD.54060 6 42367 43326 0 1/2 On @ 40psi Off @ 60psi 20 3.2
(% MCSHD.56080 6 42367 43327 7 1/2 On @ 60psi Off @ 80psi 20 3.2
(¢ MCSHD.753050 6 42367 44225 5 3/4 On @ 30psi Off @ 50psi 25 3.3
3 MCSHD.754060 6 42367 43328 4 3/4 On @ 40psi Off @ 60psi 25 3.3
(5 MCSHD.756080 6 42367 43329 1 3/4 On @ 60psi Off @ 80psi 25 3.3
(% * MCSHD1.3050 6 42367 44226 2 1to 1-1/2 On @ 30psi Off @ 50psi 40 3.4
(% * MCSHD1.4060 6 42367 43330 7 1to 1-1/2 On @ 40psi Off @ 60psi 40 34
(% ¥+ MCSHD1.6080 6 42367 43331 4 1to 1-1/2 On @ 60psi Off @ 80psi 40 3.4
(4 ¥ MCSHD2.3050 642367 44227 9 2 On @ 30psi Off @ 50psi 60 35
(% + MCSHD2.4060 6 42367 43674 2 2 On @ 40psi Off @ 60psi 60 3.5
(% + MCSHD2.6080 6 42367 44204 0 2 On @ 60psi Off @ 80psi 60 35
Extra Tall Cover Switch Supplied with 3HP and 5HP
(% * MCSHDT3.4060 6 42367 44413 6 3 On @ 40psi Off @ 60psi 80 4.2
(% *x MCSHDT3.6080 6 42367 44414 3 3 On @ 60psi Off @ 80psi 80 4.2
% x* MCSHDT5.4060 6 42367 44415 0 5 On @ 40psi Off @ 60psi 120 4.3
% * MCSHDT5.6080 6 42367 44416 7 5 On @ 60psi Off @ 80psi 120 4.3
% Includes circuit reset inside pressure switch for 1 HP, 1-1/2 HP, 2 HP, 3 HP and 5 HP
Heavy-Duty Control Switches (115 volt)
Order UPC Bar Motor Preset Preset Run Approx.
No. Code (Qty.1) HP On (psi) Off (psi) Capacitor Wt./Lbs.
(% MCSHD3050 6 42367 44228 6 1/2 On @ 30psi Off @ 50psi 40 3.2
(% MCSHD4060 6 42367 43424 3 1/2 On @ 40psi Off @ 60psi 40 3.2
(% MCSHDG080 6 42367 434250 1/2 On @ 60psi Off @ 80psi 40 3.2
WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
) othc—;r reproductive harm. For more
information go to Wi PRRWAMINGS.ca.gov = Note: Main component for the Control Switch
Certified to

WARNING: This product meets Federal
USA Drinking Water requirements but has

NSF/ANSI/CAN 61 & 372

is the MPSXHD which is ALS certified.

not been specifically tested or approved
as no-lead in the State of California.
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& No-Lead

OMERRILL

MANUFACTURING

CONTROL SWITCHES

Heavy-Duty Control Switch Parts

Circuit Reset 35A Reset
MCSHDT Button Button
Extra Tall
Case

Extra Large
1" Knock Out Hole

Order UPC Bar Code Approx.
No. (Qty. 1) Description Wt./Lbs.
(>3 AMCAP 6 42367 43080 1 1/2 HP Capacitor 0.18
(% AMCAP25 6 42367 43283 6 3/4 HP Capacitor 0.20
= AMCAP40 6 42367 43284 3 1 and 1-1/2 HP Capacitor 0.30
Also 1/2 HP (115 Volt)
(% AMCAP50 6 42367 43542 4 1 HP Capacitor (Deep Set) 0.37
@3 AMCAPG0 6 42367 43543 1 2 HP Capacitor 0.41
(= AMCAP70 6 42367 43544 8 2 HP Capacitor (Deep Set) 0.50
(> AMCAP80 6 42367 44161 6 3 HP Capacitor 0.60
(>3 AMCAP120 6 42367 44162 3 5 HP Capacitor 0.70
= MPS1140G 6 42367 43206 5 Thermal Reset (15 AMP) 1-1/2HP 0.02
(= MPSRESET20A 6 42367 44297 2 Thermal Reset (20 AMP) 2HP 0.02
(% MPSRESET25A 6 42367 43708 4 Thermal Reset (25 AMP) 3HP 0.02
(=3 MPSRESET35A 6 42367 43709 1 Thermal Reset (35 AMP) 5HP 0.02
AMCAP AMCAP25 AMCAP40 AMCAP50 AMCAPG0 AMCAP70 AMCAPS80 AMCAP120
WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov 1/ " NPT Swivel Union Inc'_UdEd on
Switch Inlet

WARNING: This product meets Federal No need to Spin switch case

USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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dM=nRnILL

MANUFACTURING 10,197,051
Canadian Patent #

CONTROL SWITCHES

Proven Better Way Vs. Traditional Control Box
Save Time - Less Work - Lower Cost

Merrill Extra
Heavy-Duty Merrill Control Switch
Pressure 1) Extra heavy duty pressure switch on
Switch Control Box page 111
N i N 2) Includes heavy-duty run capacitor
- replaces the extra traditional parts in a
control box - relay and start capacitor
Y Merrill run capacitor is sized to start the
motor and continues to help run the motor
- reduces motor amp. draw by 10+%
Y Merrill run capacitor easily changeable for
From Power To Pump From Power To Pump larger HP

38) Circuit reset button included for 1 HP
and larger

each control switch to make it easy

H.D. Pressure Switch

Instruction for cross reference of WIRE COLORS for USA Domestic/60 HZ. Motors and Foreign/50 HZ. Motors
(European or Asian color codes)

How To Be Wired to Mernrill Control Switch

Motor Wire Colors Motor Wire Colors
USA Domestic/60HZ. Foreign/50HZ.
Start windings RED = BROWN
Main windings BLACK = YELLOW
Line Wire YELLOW = BLUE or GRAY
Ground GREEN = GREEN with YELLOW STRIP

Wire colors for 3 wire motors single phase (60 or 50 HZ) - 115 or 230 volt

Wires Incoming Wires To USA

Power Pump Motor

RED L1 Pressure Switch RED Red wire nut on capacitor wire

BLACK L2 Pressure Switch BLACK M2 with Blue capacitor wire

GREEN Grounding lug of Switch  YELLOW M1 (1/2 and 3/4 HP) Pressure Switch or (1 and 1-1/2 HP)

Yellow crimp terminal on circuit overload reset that is already
wire, to M1 on pressure switch
GREEN Ground lug of Switch

Merrill Control Switch has Run the Motors for the Below List of Pump Companies

Company From Company From Company From
A.Y. McDonald USA  Goulds Water Technology, a Xylem Brand ~ USA Stairs Industrial Co. Ltd. Asia
AA Rotating Apparatus Corp.(Aurora Motors) USA  Grundfos USA Submersibles and Electric Inc. USA
ABB, Inc. USA Hitachi America, Ltd. USA Sumoto Srl Europe
Alstra Industries USA  Hydroflo Pumps USA, Inc. USA SunPumps Inc. (Solar) USA
American West Windmill & Solar USA  Karlington USA Teco-Westinghouse USA
American-Marsh Pumps USA  National Pump Company USA Unitra, Inc. USA
BMR USA Inc. USA  Nidec Motor Corporation USA Vansan Makina San ve Tic A.S. Europe
C.R.l. Pumps (PVT) Ltd. Asia Pentair Flow Technologies USA Varuna Pumps Asia
Central Water Pump Inc. USA  Rentzel Energy Equipment Co. (RPM) USA Weber Industries Inc. (Webtrol Pumps) USA
DAB Pumps, Inc. USA  Robbco Pumps USA Well Pumps S.A. Europe
Flint & Walling USA  Ruhrpumpen USA Wellmate and American Plumber by Pentair USA
Flowserve USA  SME-USAInc. USA Wilo USALLC Europe
Franklin Electric USA  Shakti Pumps USALLC Asia Wolf Pump USA
GenPro Energy Solutions (Solar) USA  Solar Power & Pump Company (Solar) USA Yaskawa America Inc. Asia
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MANUFACTURING

'A

& No-Lead LISTED
Quality Benefits Switch for Pumping Applications
e Class 9013 Preset Cut Out Approx.
e Diaphragm Actuated Order UP(? Bar ) Se(ttin)gs Range Adjustable Approx.
— No. Code (Oty. 1 PSl PsSl Differential (PSI) Wt./Lbs.
° Stand.allfd Action: Contacts Open % FSG220 7 85901 55924 5 20/40 20-65 15-30 0.85
on Rising Pressure % FSG230 785901 07721 3 30/50 20-65 15-30 0.85
e Connection: 1/4" NPSF Internal 5 FSG240 7 85901 55930 6 40/60 20-65 15-30 0.85
e Individually Boxed =5+ FSG2M120 785901 56237 5 20/40 20-65 15-30 0.90
(T FSG2M130 785901 209515 30/50 20-65 15-30 0.90
4+ = FSG2P20 7 85901 55932 0 20/40 20-65 15-30 0.85
(=x FSG2P30 7 85901 56109 5 30/50 20-65 15-30 0.85
Type (* FSG2P40 7 85901 56110 1 40/60 20-65 15-30 0.85
Fsg (4® FSG2M420 785901 56238 2 20/40 34-65 15-30 0.90
andFyg & ® FSG2M430 785901 06618 7 30/50 34-65 15-30 0.90
® FSG2M440 785901 45868 5 40/60 34-65 15-30 0.90
5 FYG220 7 85901 55956 6 20/40 25-80 20-30 0.85
5 FYG230 7 85901 20958 4 30/50 25-80 20-30 0.85
3® FYG2M430 785901 39907 O 30/50 39-80 20-30 0.95
>3 ® FYG2M440 785901 753322 40/60 29-80 20-30 0.95
Type + Includes manual cut-out lever - Form M1 @ Includes low pressure cut-off - Form M4
GSG * Includes Pulsation Plug - Form P
andGHG  gyitch for Heavy Duty Pumps & Air Compressors
Preset Cut Out Approx.
Order UPC Bar Settings Range Adjustable Approx.
No. Code (Qty. 1) (PSI) PSI Differential (PSI) Wt./Lbs.
(>3 GSG230 785901 31977 1 30/50 20-80 15-30 2.00
Type (4 GSG240 7 85901 56002 9 40/60 20-80 15-30 2.00
DG (= GHG260 7 85901 56022 7 60/80 65-200 20-40 2.00
= GHG280 7 85901 55965 8 80/100 65-200 20-40 2.00
Float Switch for Open Tank or Sump Applications
Force Force Wt. Supported
9043 FSG Two Pole Electrical Ratings Order UPC Bar Up to Down | w/Compensating | Approx.
Single Control No. Code (Oty. 1) Trip to Trip Spring Wt./Lbs.
Voltage | Phase | Polyphase | Circuit pc |® DG2 7 85901 57521 4 9 Oz. 8 Oz. 60 Lbs. 1.20
AC AC Rating Contacts close on liquid rise
115 1-1/2HP  2HP A600 1/4 HP* (3 DG2FORMR 7 85901 57643 3 8 Oz. 8 Oz. 60 Lbs. 1.20
230 2 HP 3HP A600 1/4HP*  Contacts open on liquid rise
32 A600 1/4HP*  Plug, Collar and Rod
* DC rating does not apply to Form M4 Order UPC Bar Approx.
9013 FYG Two Pole Electrical Ratings _ LNo. Code (Oty. 1) Description Wt./Lbs.
or e 3 1530S6G1 6 42367 12812 8 Nylon Pulsation Plug .01
o (>3 14SSSC 6 42367 41954 7 1/4" Stainless Steel Collar .10
Voltage | Phase | Polyphase | Circuit DC N " .
. o Rating (>3 14036SSRTOE 6 42367 41952 3 36" Length x 1/4" Rod Diameter 0.9
115 > HP 3 HP 2600 1/2 AP+ 9 14048SSRTOE 642367 41953 0 48" Length x 1/4" Rod Diameter L2
230 3 HP 5 HP A600 1/2 HP*+ Range
32 AB00  1/4 HP* Spring Class 9013,
* DC rating does not apply to Form M4 Pressure Switch \ Type FSG
+ 1/4 HP with Form M1 interior showing Interior
Ground Screws. showing
9013 GSG & GHG Two Pole Electrical Ratings This feature Range and
Single Control standard on all Differential
Voltage | Phase | Polyphase | Circuit DC Type F swithces. Differential / Springs.
AcC Ac Rating Ground Screws Spring
115 2 HP 3 HP A600 1HP
230 3HP  5HP  A600  LHP 1/4" NPT Swivel Union - No need to spin switch case
460-575 5HP 5HP A600 Order UPC Bar Code Ctn. | Approx
2 AB00  1/2HP No. (Qty. 1) Female x Male Description | Qty. |Wt./Lbs
(=% MPS25UTS 6 42367 121389 1/4" NPT x 1/4" NPT Stop Turn Screw 1 0.15
WARNING: This product can expose you to lead, which is known to the WARNING: This product meets Federal USA Drinking Water
State of California to cause cancer, birth defects or other reproductive requirements but has not been specifically tested or approved
harm. For more information go to www.P65Warnings.ca.gov as no-lead in the State of California.

Form No. 2028.18
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SPLICE KIT TUBING/CRIMP CONNECTORS

Bulk Precut Lengths Heat Shrink Tubing
Standard Black Tubing
Order UPC Bar Bag Tubing Wire Bag
No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
(4 1214383.5 6 42367 00116 2 50 3/8" x 3" #10-12-14 0.19
Standard Black Tubing 3 1214383 6 42367 00115 5 100 3/8" x 3" #10-12-14 0.36
% 814503.5 6 42367 00668 6 50 1/2" x 3" #8-10-12 0.31
814503 (= 814503 6 42367 00667 9 100 1/2" x 3" #8-10-12 0.58
Extra Heavy Black Tubing
Order UPC Bar Bag Tubing Wire Bag
No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
@ BSTEH5030 6 42367 00938 0 100 1/2" x 3" #10-12-14 0.89
Extra Heavy Black Tubing (3 BSTEH5035 6 42367 00939 7 50 1/2" x 3" #10-12-14 0.50
Standard Clear Tubing
Order UPC Bar Bag Tubing Wire Bag
No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
(=3 CST383 6 42367 01038 6 100 3/8" x 3" #10-12-14 0.52
(= ©ST383.5 6 42367 01039 3 50 3/8" x 3" #10-12-14 0.27
Standard Clear Tub|ng @ CST503 6 42367 01041 6 100 1/2" x 3" #8-10-12 0.59
(=3 CST503.5 642367 01042 3 50 1/2" x 3" #8-10-12 0.31
CST383 Extra Heavy Clear Tubing
Order UPC Bar Bag Tubing Wire Bag
No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
@3 CSTEH5030 6 42367 06027 5 100 1/2" x 3" #10-12-14 0.87
Extra Heavy Clear Tubing 3 CSTEH5035 6 42367 06028 2 50 1/2" x 3" #10-12-14 0.44
Crimp Connectors Crimp Connectors - Seamless and Center Sto
Order UPC Bar Bag Wire Bag
No. Code (Qty. 1) Qty. Sizes Wt./Lbs.
= 1014.5 6 42367 00068 4 50 #10-12-14 0.29
. G5 1044 6 42367 00067 7 100 #10-12-14 0.50
1014 Crimp Connector = SK825 6 42367 02438 3 25 #8 0.21
(=% SK8100 6 42367 43197 6 100 #8 0.84
5 SKei2 6 42367 02436 9 12 #6 0.22
3 SKe100 6 42367 43198 3 100 #6 0.88
) =% SK406 6 42367 02434 5 6 #4 0.16
SK825 Crimp Connector 2 gxa100 6 42367 43199 0 100 #4 0.64
SK825 3 SK206 6 42367 02433 8 6 #2 0.26
Multi-Size Wire Connectors
Ordenr UPC Bar Wire Qty. of Allen Shrink Approx.
No. Code (Qty. 1) Sizes Connectors Wrenches Sleeves Wt./Lbs.
% MWC04124 642367 43430 4 (#4 or #6) to (#10 or #12) 4 2MM and 4MM (4) 3/4" (4) 3/8" 0.3
(% MWGC04084 642367 43538 7 (#4 or #6) to (#8, #10, #12 or #14) 4 2MM and 4MM (4) 3/4" (4) 3/8" 0.3
3 MWC04121 642367 43577 6 (#4 or #6) to (#10 or #12) 1 2MM and 4MM (1) 3/4" (1) 3/8" 0.1
% MWC04081 642367 43578 3 (#4 or #6) to (#8, #10, #12 or #14) 1 2MM and 4MM (1) 3/4" (1) 3/8" 0.1
(% MWCOBODY 6 42367 43579 0 Nickel Plated Body Only 1 with Set Screws and Wrenches(2MM & 4MM)  0.05
* Heavy brass nickel plated body WARNING: This product can expose you to
« Two set screws to hold wires lead, which is known to the State of
. California to cause cancer, birth defects or
« Allen (hex) wrenches for set screws included other reproductive harm. For more
2MM (OI‘ 5/64") and 4MM (OI‘ 5/32..) information go to www.P65Warnings.ca.gov
* Two heat shrink sleeves included for each WARNING: This product meets Federal
(3/4" ID for Iarge wire end) USA Drinking Water requirements but has
R not been specifically tested or approved
(3/8" ID for small wire end) as no-lead in the State of California.
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Mevrrill Quality Feature Tubing Seals Underwater/Underground Electrical Splices

Inside Adhesive Bonds To Wire Standard Clear Tubing Kits
Shrink tube bonds to splice and can Order UPC Bar Tube | Tubing |Crimp |Crimp Wire Approx.
not be slid down off splice like some No. Code (Qty. 1) | Qty. Size Qty. |Conn. Sizes | Wt./Lbs.
competitors' shrink tubing. % CSK3832 642367 010300 2 3/8"x3" 2 1014 #10-12-14  0.03
4 CSKC3832 642367042981 2 3/8" x 3" 3 1014 #10-12-14 0.03
Mervrill Tubes Have Adhesive (= ©SK383 642367010294 3 3/8"x3" 3 1014 #10-12-14  0.04
Not Just Sealant 4 * CSK3834 642367010317 3 3/8" x 3" 4 1014 #10-12-14 0.04
The correct quantity of adhesive you 4 * CSK38344 642367042851 4 318"x3" 4 1014 #10-12-14  0.05

need, not just a glob of sealant at the 5 CSK38312 642367042868 12  3/8"x3" 12 1014 #10-12-14 0.14

end of the tube like others. % CSK50310 642367 033415 3 1/2"x3" 3 1014 #10-12-14 0.04
(5% CSK503104 642367042882 4  1/2"x3" 4 1014 #10-12-14 0.05

Mervrill's Clear Tubing 3 CSK50312 642367042875 12  1/2"x3" 12 1014 #10-12-14 0.14
Allows visual inspection during and ¢4 CSK5032 642367010331 2  1/2'x3" 2 8 #8-10 0.04
after installation plus bonds to wire. % CSK503 642367010324 3  1/2"x3" 3 8 #38-10 0.04
(s * CSK5034 642367010348 3  1/2"x3" 4 8 #8-10 0.06

Extra Heavy Wall Thickness G4 x CSK50344 642367042479 4  1/2"x3" 4 8 #8-10 0.07
For those installations or contractors & CSK7542 642367042899 2 34" x 4" 2 6 #6-8 0.07
that require an extra heavy shrink tube. ¢ csk754 642367042905 3  3/4"x4" 3 6 #6-8 0.10
(% x CSK7544 642367042912 3  3/4"x4" 4 6 #6-8 0.11

(4 x CSK75444 642367042929 4  3/4"x4" 4 6 #6-8 0.13

* New Splice Kits for 4 Wire NEC Code for Submersible Pump Motors.

Extra Heavy Clear Tubing Kits

CSK503 CSK38312 Order UPCBar |Tube | Tubing |Crimp|Crimp Wire | Approx.
No. Code (Qty. 1) | Qty. Size Qty. | Conn. Sizes Wt./Lbs.
@ CSKEH5032 642367 060176 2 1/2" x 3" 2 1014 #10-12-14 0.03
@ * CSKEH5034 642367 060190 3 1/2" x 3" 4 1014 #10-12-14 0.05
@ * CSKEH50344 642367060206 4 1/2" x 3" 4 1014 #10-12-14 0.06
(% CSKEH50312 642367060213 12 1/2"x 3" 12 1014 #10-12-14 0.18

CSKEH5032 CSKEH50344 (3 CSKEH50338 642367060220 3 1/2"x3" 3 8 #8 0.05
Customized Splice Kits (% CSKEH50348 642367060237 4  1/2'x3" 4 8 #8 0.06
Available with Distributor Name or Logo & * CSKEH754446 642367065676 4  3/4"x4" 4 6 #6-8 0.16
and Distributor Part Number (% » CSKEH754444 642367065669 4  3/4"x4" 4 4 #4 0.20

(No extra cost). * New Splice Kits for 4 Wire NEC Code for Submersible Pump Motors.

Standanrd Clear Tubing - Bulk Lengths

Order UPC Bar Tubing Wire Approx.
No. Code (Qty. 1) | Diameter & Length Sizes Wt./Lbs.
8  csT3802 6 42367 01037 9 3/8" x 24" #10-12-14 0.03
% CcST5002 6 42367 01040 9 1/2" x 24" #8-10-12 0.05
@ CST7502 6 42367 04295 0 3/4" x 24" #6-8 0.07
Extra Heavy Clear Tubing - Bulk Lengths
Order UPC Bar Tubing Wire Approx.
- No. Code (Qty. 1) | Diameter & Length Sizes Wt./Lbs.
12 Pack Zipper Seal Package 3 csteHso02 6 42367 06024 4 172" x 24" #10-12-14 0.07
Available in Standard Black, Extra 5 CSTEH7502 642367 06025 1 3/4" x 24" #4-6 0.10
Heavy Black, Standard Clear and Extra
Heavy Clear Heat Shrink Tubing.
A popular package with contractors. : -
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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ECONOMY CLEAR SHRINK TUBE SPLICE KITS

. . Economy Standard Clear Tubing Kits
Mel“l"l“ Quallty Features Order UPC Bar Tube | Tubing | Crimp |Crimp Wire Approx.
. . i No. Code (Qty. 1) | Qty. Size Qty. |Conn. Sizes | Wt./Lbs.
Inside Adhesive Bonds To Wire G4 ICSK3832 642367111724 2  3/8'x3" 2 1014 #10-12-14 _ 0.03
Shrink tube bonds to splice and can & jcskeasa2 642867111731 2 3/8"x3" 3 1014 #10-12-14 0.03
not be slid down off splice like some % ICSK383 642367111748 3  3/8'x3" 3 1014 #10-12-14  0.04
competitors' shrink tubing. (% ICSK3834 642367111755 3 3/8"x3" 4 1014 #10-12-14 0.04
(%5 * ICSK38344 642367 111762 4 3/8" x 3" 4 1014 #10-12-14 0.05
Merrill Tubes Have Adhesive (% 1CSK38312 642367 111779 12 3/8"x3" 12 1014 #10-12-14 0.14
Not Just Sealant 5 ICSK50310 642367111786 3  1/2'x3" 3 1014 #10-12-14  0.05
The correct quantlty of adhesive you @* ICSK503104 642367 11179 3 4 1/2" x 3" 4 1014 #10-12-14 0.05
need, not just a glob of sealant at the (= ICSK50312 642367 111809 12 1/2"x 3" 12 1014 #10-12-14 0.14
end of the tube like others. (= ICSK5032 642367 111816 2 1/2" x 3" 2 8 #8-10 0.04
(= ICSK503 642367 111823 3 1/2" x 3" 3 8 #8-10 0.04
- . (% % ICSK5034 642367 111830 3 1/2"x3" 4 8 #8-10 0.06
Merrill's Clear Tubing , G4 % ICSK50344 642367111847 4 1/2'x3" 4 8 #8-10 0.07
Allows visual inspectionduringand & jogK7542 642367111854 2  3/4"x4" 2 6 #6-8 0.07
after installation plus bonds to wire. G4 10SK754 642367111861 3  3/4"x4" 3 6 #6-8 0.10
(6% ICSK7544 642367 111878 3 3/4" x 4" 4 6 #6-8 0.11
Extra Heavy Wall Thickness (5% ICSK75444 642367111885 4  3/4"x4" 4 6 #6-8 0.13
For those installations or contractors Economy Extra Heavy Clear Tubing Kits
that require an extra heavy shrink tube. Order UPC Bar Tube | Tubing | Crimp|Crimp Wire Approx.
No. Code (Qty. 1)| Qty. Size Qty. |Conn. Sizes Wt./Lbs.
G4 ICSKEH5032 642367 111908 2 1/2" x 3" 2 1014 #10-12-14 0.03
(% ICSKEH5033 642367 111915 3 1/2" x 3" 3 1014 #10-12-14 0.04
(% x ICSKEH5034 642367 111922 3 1/2" x 3" 4 1014 #10-12-14 0.05
(s * ICSKEH50344 6 42367 111939 4 1/2" x 3" 4 1014 #10-12-14 0.06
ICSK5032 ICSK50312 (5 ICSKEH50312 642367111946 12 1/2"x3" 12 1014 #10-12-14 0.18
(5 ICSKEH50338 642367111953 3  1/2"x3" 3 8 #8 0.05
(5 * ICSKEH50348 642367111960 4  1/2"x3" 4 8 #8 0.06
(% % ICSKEH75446 6 42367 11197 7 4 1/2"x4" 4 6 #6-8 0.16
(% ICSKEH75444 642367 11198 4 1/2"x 4" 4 4 #4 0.20
Economy Clear Tubing - Bulk Lengths
Standard Clear Tubing Order UPC Bar Tubing Wire Approx.
No. Code (Qty. 1) |Diameter & Length Sizes Wt./Lbs.
=% 1CST3802 6 42367 11126 7 3/8" x 24" #10-12-14 0.03
% 1CST5002 642367 11128 1 1/2" x 24" #8-10-12 0.05
Economy Extra Heavy Clear Tubing - Bulk Lengths
Order UPC Bar Tubing Wire Approx.
ICSKEH5034 ICSKEH50312 No. Code (Qty. 1) |Diameter & Length Sizes Wt./Lbs.
(% ICSTEH5002 642367 111359 1/2" x 24" #10-12-14 0.07
Economy Standanrd Clear Tubing - Pre-Cut
Order UPC Bar Tube Tubing Wire Approx.
No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
5 1CST383 6 42367 111250 100 3/8" x 3" #10-12-14 0.32
% 1CST503 6 42367 11127 4 100 1/2" x 3" #8-10-12 0.60
Extra Heavy Clear Tubing Economy Extra Heavy Clear Tubing - Pre-Cut
* New Splice Kits for the 4 Wire NEC Order UPC Bar Tube Tubing Wire Approx.
Code for Submersible Pump Motors. No. Code (Qty. 1) Oty. Size Sizes Wt./Lbs.
G4 ICSTEH5080 642367 11134 2 100 1/2" x 3" #10-12-14 0.88
- =5 ICSTEH5035 642367 112028 50 1/2" x 3" #10-12-14 0.44
YA e which s known to he Stateof | Clear Shrink Tubing Splice Kit
Calionia o cavse cance, b cefecs o | ["Grer Gty. [ Approx.
information gpo to www.P65Warnings.ca.gov No. Code (Qty. 1) | Kit Contains 117 Total| Wt./Lbs.
i SKBC383503 6 42367 45424 1 No. 1014 Crimp Connectors Qty. 50 0.75
WARNING: This product meets Federal (#10-12-14 Gauge Wire)
Unscﬁgg:]k'snge\cl}/f?ct;rlﬁg‘s’t'fe%”ger“;;;‘gﬁ/ggs No. 8 Crimp Connectors (#8 Gauge Wire) Qty. 25
as no-lead in the State of California. Clear 3/8" x 3" Long Shrink Sleeves  Qty. 30
Clear 1/2" x 3" Long Shrink Sleeves  Qty. 12

Form No. 2111.12

-118-



OM=ERRILL

MANUFACTURING

“** BLACK SHRINK TUBE SPLICE KITS
Standard Black Tubing Kits o Splice Kits
- Merrill tubes have adhesive and sealant inside tubes Content of Merrill 1214K38344 Splice Kit
Order UPC Bar Tube | Tubing [Crimp| Crimp Wire Approx.
No. Code (Qty. 1) | Qty. Size Qty. | Conn. Sizes Wt./Lbs.
(% 1214K3832 642367001186 2  3/8"x3" 2 1014 #10-12-14  0.02
5 1214KC3832 642367031169 2 3/8"x3" 3 1014 #10-12-14 0.03
(5 1214K383 642367001179 3  3/8"x3" 3 1014 #10-12-14  0.03
(4 * 1214K3834 642367001193 3  3/8"x3" 4 1014 #10-12-14 0.04
5% 1214K38344 642367042776 4  3/8"x3" 4 1014 #10-12-14  0.04
5 1214K38312 642367042783 12 3/8"x3" 12 1014 #10-12-14 0.16 (4) - 3/8" x 3" Black Shrink Tubes
3 814K50310 642367006754 3  1/2"x3" 3 1014 #10-12-14  0.04
% 814K503 642367006723 3  1/2"x3" 3 8 #8-10 0.04
% * 814K5034 642367006747 3 1/2"x3" 4 8 #8-10 0.05
% 504K08 642367003302 3 1/2"x4" 3 8 #8 0.06
3 754K06 642367006488 3  3/4"x4" 3 6 #6-8 0.15
(5 * 754K064 642367042813 4  3/4"x4" 4 6 #6-8 0.16
%+ 754K044 642367042820 4  3/4"x4" 4 4 #4 0.19
@ 100K02 6 42367 04187 8 3 1" x 6" 3 2 #2 0.33
* New Splice Kits for 4 Wire NEC Code for Submersible Pump Motors.
Extra Heavy Black Tubing Kits _
- Merrill tubes have adhesive and sealant inside tubes (4) - 1014 Crimp Connectors
Order UPC Bar Tube | Tubing |Crimp| Crimp Wire Approx.
No. Code (Qty. 1) | Oty. Size Qty. | Conn. Sizes Wt./Lbs.
(5 BSKEH5032 642367009342 2 1/2"x3" 2 1014 #10-12-14  0.03
(5 * BSKEH5034 642367009366 3 1/2"x3" 4 1014 #10-12-14  0.05
(5 x BSKEH50344 642367042219 4  1/2"x3" 4 1014 #10-12-14  0.06
% BSKEH50812 642367042226 12 1/2"x3" 12 1014 #10-12-14 0.18 1214K383 754K044
(% BSKEH50338 642367038991 3 1/2"x3" 3 8 #8-10-12 0.06
6 x BSKEH50348 642367042844 4  1/2"x3" 4 8  #8-10-12  0.08
(% * BSKEH754446 642367062057 4  3/4"x4" 4 6 #6-8 0.16
(5 * BSKEH754444 642367061999 4  3/4"x4" 4 4 #4-6 0.20
(5 * BSKEH104442 6 42367062002 4 1"x 4" 4 2 #2-4 0.32 BSKEH5032 BSKEH104442
* New Splice Kits for 4 Wire NEC Code for Submersible Pump Motors. Compl‘ession Splice Kit
Standard Black TUbing - Bulk Lengths Quick, economical, splice for the
Order UPC Bar Tubing Wire Approx. pump installer who must make
No. Code (Qty.1) | Diameter & Length Sizes Wt./Lbs. waterproof splices. Hand tight
(=% 3802B 6 42367 00205 3 3/8" x 24" #10-12-14 0.03 waterproof splice can be easily
% 5002B 6 42367 00310 4 1/2" x 24" #8-10-12 0.04 achieved. The MERRILL
% 7502B 6 42367 00646 4 3/4" x 24" #4-8 0.09 Compression Splice Kit is available in
(=% 10002B 6 42367 00061 5 1" x 24" #2-4 0.11 both two, three, and four wire kits.
Extra Heavy Black Tubing - Bulk Lengths
Order UPC Bar Tubing Wire Approx.
No. Code (Qty. 1) Diameter & Length Sizes Wt./Lbs.
% BSTEH5002 6 42367 00937 3 1/2" x 24" #10-12-14 0.07
) BSTEH7502 642367 03975 2 3/4" x 24" #4-6 0.11
3 BSTEH10002 642367 041816 1" x 24" #2-4 0.22
WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov Orden UPCBar | Comp. | Crimp | Wire Bags
. No. Code (Qty. 1) | Fittings| Conn. | Sizes |Wt./Lbs.
WARNING: This product meets Federal
USA Drinking Water requirements but has @ MCSK2 642367018818 2  (2)-1014 10to14 0.16
not been specifically tested or approved @ MCSKS3 642367018825 3 (3)-1014 10to14 0.24
as no-lead in the State of California. (5 MoSK4 642367051037 4 (411014 101014 032
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Tubing Seals Economy Standard Black Tubing Kits
Underwater/Underground Order UPC Bar Tube | Tubing |Crimp| Crimp Wire Approx.
Electrical Splices No. Code (Qty. 1) | Qty. Size Qty. | Conn. Sizes | Wt./Lbs.
(=% IBSK3832 642367 112103 2 3/8"x3" 2 1014 #10-12-14  0.02
(= IBSKC3832 642367 112110 2  3/8"x3" 3 1014 #10-12-14  0.03
(=% IBSK383 642367 112127 3 3/8"x3" 3 1014 #10-12-14  0.03
(=% * IBSK3834 642367 112134 3 3/8"x3" 4 1014 #10-12-14 0.04
(% * IBSK38344 642367 112141 4  3/8"x3" 4 1014 #10-12-14  0.04
(=% IBSK38312 642367 112158 12 3/8"x 3" 12 1014 #10-12-14 0.16
@ IBSK503 6 42367 11218 9 3 1/2" x 3" 3 8 #8-10 0.04
(4) - 3/8" x 3" Black Shrink Tubes (% x IBSK5034 6 42367 11219 6 3 1/2" x 3" 4 8 #8-10 0.05
(s * IBSK50344 642367 112202 4  1/2"x3" 4 8 #8-10 0.06
(% IBSK50312 642367 112219 12 1/2"x 3" 12 8 #8-10 0.17
@ IBSK504 6 42367 11222 6 3 1/2" x 4" 3 8 #8 0.06
(> IBSK75406 642367 112233 3 3/4"x4" 3 6 #6-8 0.15
@ % IBSK754064 642367 112240 4 3/4" x 4" 4 6 #6-8 0.16
@ * IBSK754044 6 42367 11226 4 4 3/4" x 4" 4 4 #4 0.19
Economy Extra Heavy Black Tubing Kits
Order UPC Bar Tube | Tubing |Crimp| Crimp Wire Approx.
No. Code (Qty. 1) | Qty. Size Qty. | Conn. Sizes | Wt./Lbs.
) (=3 IBSKEH5032 642367 112035 2  1/2"x3" 2 1014 #10-12-14  0.03
(4) - 1014 Crimp Connectors (% IBSKEH5033 642367112042 3 1/2"x3" 3 1014 #10-12-14 0.04
- - - (% * IBSKEH5034 642367112059 3  1/2"x3" 4 1014 #10-12-14  0.05
* New Splice Kits for the 4 Wire NEC (4 * IBSKEH50344 642367112066 4  1/2"x3" 4 1014 #10-12-14  0.06
Code for Submersible Pump Motors. (% IBSKEH50312 642367112073 12 1/2"x3" 12 1014 #10-12-14 0.18
(% *x IBSKEH50348 642367112097 4  1/2"'x3" 4 8 #8-10-12 0.08
Economy Standanrd Black Tubing - Bulk Lengths
Order UPC Bar Tubing Wire Approx.
No. Code (Qty. 1) Size Sizes Wt./Lbs.
IBSK3832 IBSK754064
4 IBST3802 642367 11121 2 3/8" x 24" #10-12-14 0.03
% 1BST5002 6 42367 11123 6 1/2" x 24" #8-10-12 0.04
@ IBST7502 6 42367 11124 3 3/4" x 24" #4-8 0.09
Economy Extra Heavy Black Tubing - Bulk Lengths
) Order UPC Bar Tubing Wire Approx.
Standard Black Tubing No. Code (Qty. 1) Size Sizes Wt./Lbs.
% IBSTEH5002 6 42367 11133 5 1/2" x 24" #10-12-14 0.07
Economy Standard Black Tubing - Pre-Cut
Order UPC Bar Tube Tubing Wire Approx.
No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
IBSKEHS033 IBSKEH50312 (4 |BsT383.6 642367112271 50  3/8'x3"  #10-12-14 0.18
% 1BST383 6 42367 11120 5 100 3/8" x 3" #10-12-14 0.36
(= IBST503 642367 11122 9 100 1/2" x 3" #8-10-12 0.55
Economy Extra Heavy Black Tubing - Pre-Cut
Order UPC Bar Tube Tubing Wire Approx.
) No. Code (Qty. 1) Qty. Size Sizes Wt./Lbs.
Extra Heavy Black Tubing G4 IBSTEH5030 642367111328 100  1/2"x3"  #10-12-14 0.94
% IBSTEH5035 642367 11230 1 50 1/2" x 3" #10-12-14 0.47
WARNING: This product can expose you to H H H H
lead, which is known to the State of Black Shrink TUblng Spllce Kit
California to cause cancer, birth defects or Order UPC Bar Qty. Approx.
other reproductive harm. For more ) .
information gpo to www.P65Warnings.ca.gov No. Code (Qty. 1) | Kit Contains 117 Total| Wt./Lbs.
i SKBB383503 6 42367 454258 No. 1014 Crimp Connectors Qty. 50 0.76
WARNING: This product meets Federal (#10-12-14 Gauge Wire)
USA Drinking Water requirements but has No. 8 Crimp Connectors (#8 Gauge Wire) Qty. 25

not been specifically tested or approved

as no-lead in the State of California. Black 3/8" x 3" Long Shrink Sleeves  Qty. 30

Black 1/2" x 3" Long Shrink Sleeves  Qty. 12
_120_ Form No. 2111.12
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SURGE PROTECTION LIGHTNING ARRESTORS

LA500/LAS00HV

LA5003/LA5003HV

LAT500/LAT500HV

LAT5003/LAT5003HV

LAHD550/LAHD550HV

LAHD5503/LAHD5503HV

LAHDT550/LAHDT550HV

LAHDT5503/LAHDT5503HV

Economy and Heavy-Duty Models (Single or Three Phase Power - Below 300 Volt or 600 Volt Models)

® (MOV) Varistors used for positive discharge of high voltage surges

® 120/ 240 volt single phase or three phase installations

® For surges of 300+ or 600+ volts - high voltage directed to ground wire
® Heavy duty models have threads and nut to attach to electrical panel

® Application: Surge protection lightning arrestor can be used with a variety of enclosed motor controls.

® L ocation Options:

Including: WELL PUMP CONTROLS (2 wire or 3 wire motors)

1. PRESSURE SWITCH
3. BOTH THE PRESSURE SWITCH AND CONTROL BOX (BEST)
NOTE: If only one surge protection lightning arrestor is used, the pressure switch arrestor location offers an

economical water system protection.

In either pressure switches or control boxes, attach a black lead of the arrestor to each incoming power connection.
Control box connections are marked “L1 and L2". For control box installation, put the black lead wires of the surge
protection lightning arrestor under the control box terminals “L1 and L2”. MERRILL & Telemecanique Sensor pressure
switch connections are both marked “LINE”. The white arrestor lead is connected to the ground terminal or screw in
either control box or pressure switch. Complete the installation by grounding the control box and pressure switch with

2. CONTROL BOX

Surge Protection Lightning Arrestors
- below 300 volts or HV models below 600 volts

Order UPC Bar Wire Lead Approx.
No. Code (Qty. 1) Description Length| Wt./Lbs.
LA500 6 42367 04311 7 Economy model for single phase below 8" 0.1
300 volt electrical connection
LA5003 6 42367 07295 7 Economy model for three phase below 8" 0.2
300 volt electrical connection
LAT500 6 42367 07296 4 Economy model, terminal lugs incl., for 8" 0.2
single phase below 300 volt electrical connection
LAT5003 6 42367 07297 1 Economy model, terminal lugs incl., for 8" 0.2
three phase below 300 volt electrical connection
LAHD550 6 42367 07298 8 Heavy duty model for single phase below 30" 0.2
300 volt electrical connection
LAHD5503 6 42367 07299 5 Heavy duty model for three phase 30" 0.3
below 300 volt electrical connection
LAHDT550 6 42367 07300 8 Heavy duty model, terminal lugs incl., for 30" 0.3
single phase below 300 volt electrical connection
LAHDT5503 6 42367 07301 5 Heavy duty model, terminal lugs incl., for 30" 0.3
three phase below 300 volt electrical connection
High Voltage Models - for systems below 600 volts
LA500HV 6 42367 12598 1 Economy model for single phase below 8" 0.1
600 volt electrical connection
LA5003HV 6 42367 12599 8 Economy model for three phase below 8" 0.2
600 volt electrical connection
LAT500HV 6 42367 12600 1 Economy model, terminal lugs incl., for 8" 0.2
single phase below 600 volt electrical connection
LAT5003HV 6 42367 12601 8 Economy model, terminal lugs incl., for 8" 0.2
three phase below 600 volt electrical connection
LAHD550HV 6 42367 12602 5 Heavy duty model for single phase below 30" 0.2
600 volt electrical connection
LAHD5503HV 642367 12603 2 Heavy duty model for three phase 30" 0.3
below 600 volt electrical connection
LAHDT550HV 6 42367 12604 9 Heavy duty model, terminal lugs incl., for 30" 0.3
single phase below 600 volt electrical connection
LAHDT5503HV 6 42367 12605 6 Heavy duty model, terminal lugs incl., for 30" 0.3

three phase below 600 volt electrical connection
Installation - 120 volt 240 volt or HV model for 480 volt system

No. 12 wire or larger, to the best possible earth ground. In order of preference they are as follows:

WARNING: This product can expose you to lead, which is known to the State
of California to cause cancer, birth defects or other reproductive harm. For
more information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal USA Drinking Water requirements
but has not been specifically tested or approved as no-lead in the
State of California.

a s~ wN PP

. Well casing - metal only
. Copper ground rod

. Galvanized rod or pipe driven into MOIST ground at least 6 feet
. Copper plumbing if connected to good earth ground
. Electrical aluminum conduit if connected to good earth ground

-121-
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Deluxe Torque Arrestor
® |nstalled directly above submersible pump. Protects pump from starting torque damage.
® Clamps to 1" or 1-1/4" drop pipe and adjusts to fit 4" thru 8" well casing.
® Two piece construction.
Order UPC Bar Ctn. | Approx.
No. Code (Qty. 1) Description Length | Oty. | Wt./Lbs.
(% STA48C 642367 02736 0 All Stainless Steel Clamps Included 11-1/2" 20 15
Code Approved Material
STA48C / STA4SCI G4 STA48CI 642367110161 All Stainless Steel Clamps Included 11-1/2" 20 15
Economy Theroplastic Rubber
3 sSTA48 6 42367 027353 Torque Arrestor Only - No Clamps  11-1/2" 20 1.3
Code Approved Material
Submersible Pump Guide
Order UPC Bar Fits Outside Drop Approx.
No. Code (Qty. 1) Casing I.D. Dia. Pipe Size | Wt./Lbs.
% SPG5041 6 42367 04309 4 5-3/16" to 5-5/8" 4-3/4" 1" 0.6
SPG501/ SPGE0L (- SPGE01 642367 043100 6" 5-3/4" 1" 0.9
Submersible Cable Guard
® Keeps submersible wire from scraping against well casing, wire can be
shapped into holder from outside or strung through openings.
® Finished in 6" size, tabs may be cut for 4" and 5" casing and can be used on
1" or 1-1/4" drop pipe.
* CG100 used for 1" pipe size only. Wrap around design.
Order UPC Bar Casing Ctn. Approx.
No. Code (Qty. 1) 1.D. Qty. Wt./Lbs.
= ©CG46 6 42367 01013 3 4"-6" 100 0.1
cG46/0a100 (=4 * CG100 6 42367 09673 1 4"-6" 100 0.1
Cable Ties
® For tying, bundling applications.
Order UPC Bar Pipe Pcs./ Approx.
No. Code (Qty. 1) Size Length Pkg. Lbs./Pkg.
(3 CT66505 642367 010430 1/4" - 1-1/4" 8" 100 0.3
(= CT66507 6 42367 01044 7 1"-3" 14-1/2" 100 0.4
Safety Rope
® Rope on plastic spool.
® Safety—yellow color, 1/4" polypropylene rope exceeds 1000 Ib. test.
CT66505 / CT66507 Order UPC Bar Rope Footage Approx.
No. Code (Qty. 1) Type Size On Spool | Lbs./Spool
(>3 SSR500T 6 42367 02733 9 Twisted 1/4" 600' 9.4
(% SSR1200T 6 42367 02730 8 Twisted 1/4" 1200' 16.9
(5 SSR38600T 6 42367 10007 O Twisted 3/8" 600' 17.0
(3 SSR381200T 642367 11003 1 Twisted 3/8" 1200' 32.0
(>3 SSR500B 6 42367 02732 2 Braided 1/4" 500' 5.0
(% SSR1000B 6 42367 02729 2 Braided 1/4" 1000 7.7
(>3 SSR3000B 6 42367 02731 5 Braided 1/4" 3000 30.5
%  SSR516500B 642367 02734 6 Braided 5/16" 500 9.0
SSR500T / SSR1000B WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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The most commonly used lube in the U.S. oil drilling industry.

Copper‘ Lube - Amore reasonably priced option than Jet-Lube® Kopr-Kote®

® Better price than Kopr-Kote®

® Several container sizes available

® High quality compound, use to -49°F
® Extreme pressure additives included
® No-Lead/No-Zinc/high copper content

Lube Brush & Pail Opener

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Order UPC Bar Container Case Approx.
No. Code (Qty. 1) Size Qty. Wt./Lbs.
% cLGi 6 42367 09624 3 1 gal. 1 10.0
p b (% CLG2 6 42367 09625 0 2 gal. 1 20.0
opper Lube % CLGS 6 42367 09626 7 5 gal. 1 50.0
Copper 31 - Amore reasonably priced option than Jet-Lube 21°
® Better price than Jet-Lube 21°
® Several container sizes available .
® High quality compound, use to +15 F
® No-Lead/No-Zinc/high copper content
Order UPC Bar Container Case Approx.
No. Code (Qty. 1) Size Qty. Wt./Lbs.
3 ©31G1 6 42367 09627 4 1gal. 1 10.0
% c31G2 6 42367 45493 7 2 gal. 1 20.0
Copper 31 &% ©31G5 6 42367 09629 8 5 gal. 1 50.0
Lube Brush & Pail Openenr
Order UPC Bar Item Approx.
No. Code (Qty. 1) Description Qty. Wt./Lbs.
G4 LB1 6 42367 09974 9 Lube Brush 1 0.4
% LPO 6 42367 09975 6 Pail Opener 1 0.7
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PIPE COUPLINGS / INSERT FITTINGS FOR PUMPS

Drop Pipe Couplings

- for threaded pipe to submersible pump or other threaded pipe coupling needs
o Chamfered ends - quick, easy starting of threads

e Tapered pipe threads for positive, watertight connection

Order UPC Bar Pipe |Length Ctn. | Approx.
No. Code (Qty. 1) Size | Inches Material Qty. | Wt./Lbs.
Galvanized Drop Coupling - NPT Threads
GDC125 (> GDC100 6 42367 05400 7 1" 2" Galvanized Steel 25 0.4
(% GDC125 642367 054014 1-1/4" 2-1/16" Galvanized Steel 25 0.5

PVC Drop Coupling - NPT Threads - 100% USA Made - AIS Compliant
% PDC100 6 42367 02087 3 1" 2-3/4" PVC Heavy Sch. 80 10/Bag 0.1
(= PDC125 642367 020897 1-1/4" 2-3/4" PVC Heavy Sch. 80 (gray) 10/Bag 0.2

PVC Drop Pipe
Coupling PVC Extra-Heavy Drop Coupling - NPT Threads - 100% USA Made - AIS Compliant
% PDCH100 6 42367 03630 0 1" 2-3/4" PVC Extra Heavy Sch. 120 10/Bag 0.2
(% PDCH125 642367036317 1-1/4" 2-3/4" PVC Extra Heavy Sch. 120 10/Bag 0.2
(% PDCH150 642367 04336 0 1-1/2" 3-3/16" PVC Extra Heavy Sch. 120 10/Bag 0.2
3 PDCH200 6 42367 043377 2" 3-3/16" PVC Extra Heavy Sch. 120 10/Bag 0.3
Stainless Steel Drop Coupling - NPT Threads
@ SSDC100 6 42367 09649 6 1" 2-1/2" Stainless Steel 10 0.6
PDCH125 (% SSDC125 642367096502 1-1/4" 2-1/2" Stainless Steel 10 0.9
(=% SSDC150 642367 109226 1-1/2" 2-1/2" Stainless Steel 10 11
(5 SSDC200 642367 10923 3 2" 2-1/2" Stainless Steel 10 1.0
SSDC125 Stainless Steel Extra-Heavy Drop Coupling - NPT Threads
(= SSDCHD100 6 42367 42028 4 1" 2-1/2" Stainless Steel Extra Heavy 10 0.7
(% SSDCHD125 642367420291 1-1/4" 2-1/2" Stainless Steel Extra Heavy 10 1.0
(s SSDCHD150 642367 420307 1-1/2" 2-1/2" Stainless Steel Extra Heavy 10 1.2
(3 SSDCHD200 6 42367 42031 4 2" 2-1/2" Stainless Steel Extra Heavy 10 13
SSDCH200 Standanrd Stainless Steel Merchant Coupling with NPT Threads
(% SSMC100 642367 416720 1" 1-5/8" Stainless Steel 1 0.2
(>3 SSMC125 642367416737 1-1/4" 1-7/8" Stainless Steel 1 0.5
(% SSMC150 642367 102180 1-1/2" 2" Stainless Steel 1 0.8
(>3 SSMC200 642367 10219 7 2" 2-1/4" Stainless Steel 1 11
SSMC150 PVC Meter Coupling
- for FIP x SLIP (glue end)
MIP = Male Iron Pipe o Chamfered ends for quick, easy starting of threads
FIP = Female Iron Pipe e Tapered pipe threads for positive, watertight connection
SLIP = PVC Pipe Slip e One end has deep socket for an easy glued connection
Glued Connection =
Order UPC Bar Pipe | Length Ctn. | Approx.
No. Code (Qty. 1) | Size | Inches Material Qty. | Wt./Lbs.

(>3 PMCH100 642367576660 1" 3-1/4" PVC Extra Heavy Sch. 120 10/Bag 0.2
(=% PMCH125 642367417161 1-1/4" 3-1/4" PVC Extra Heavy Sch. 120 10/Bag 0.2
Drive Coupling
- for threaded pipe to drive well points
o Recessed threads o Heavy duty wall e NPT Threads

Order UPC Bar Pipe | Length Ctn. | Approx.
PVC Meten No. Code (Qty. 1) | Size | Inches Material Qty. | Wt./Lbs.
Coupling Drive Coupling (% DRCOUP125 642367011406 1-1/4" 2-3/4" Galvanized Steel 50 0.9
(>3 DRCOUP200 6 42367 01142 0 2" 3-3/8" Galvanized Steel 12 18
WARNING: This product can expose you to No-Lead Bronze Rope Adapters
lead, which is known to the State of _ . PR .
California to cause cancer, birth defects or for coiled plastic pipe to submersible pump
~ other reproductive harm. For more Order UPC Bar MIP Insert | Ctn. | Approx.
information go to www.PEsWarnings.ca.gov No. Code (Qty. 1) | Size x Size | Qty. | Wt./Lbs.
) No-Lead Bronze Rope Adapters (Includes eyelet for safety rope)
WARNING: This product meets Federal o wy g
USA Drinking Water requirements but has %¢* RBLANL100 642367 12507 3 1"x1 10 0.5
not been specifically tested or approved +%» RBLANL2510 6 42367 12509 7 1-1/4" x 1" 10 0.6
as no-lead in the State of California. Rope Adapter «% RBLANL125 642367 12508 0 1-1/4" x 1-1/4" 10 0.7
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WELL POINTS / PIPE LENGTHS

Drive Well Points

Merrill Quality Features

. . Order UPC Bar Code Pipe Pipe Approx
Drive We“, POIntS . No. (Oty. 1) Size Length Gauze Wt./Lbs
* Can be driven into all types of soil. ¢4 pwp1252460s 642367 01370 7 1-1/4" 24" 60 6.5
* Jacket over gauze construction is (< DWP1253060S 6 42367 01372 1 1-1/4" 30" 60 6.7
brazed to a perforated steel pipe. 3 DWP1253660S 6 42367 01375 2 1-1/4" 36" 60 8.4
; fndivically boxed. G oweissssers  siseronms  ruw e 50 122
. : ; ;) - :
All V‘fe.” pkomts Zave stainless (% DWP1253080S 642367013738 1-1/4" 30" 80 7.3
steel jacket and gauze. % DWP1253680S 6 42367 01376 9 1-1/4" 36" 80 9.9
* Other Sizes Available - call for (4 DWP1254880S 64236701380 6 1-1/4" 48" 80 11.2
pricing % DWP1256080S 6 42367 01382 0 1-1/4" 60" 80 12.2
Drive Couplings (4 DWP2003060S 6 42367 01390 5 2" 30" 60 12.0
*Exvaheaw gahanzed couping  § Duedooesce  simessts B s 8 b
Dd_esngged for driving well points. 4 DWP2006060S 6 42367 01396 7 2" 60" 60 19.1
rive Gaps ) % DWP2003080S 6 42367 01391 2 7 30" 80 12.0
* Malleable alloy for high strength, (4 pwP2003680s 642367 01393 6 2" 36" 80 13.9
needed to drive well points. (% DWP2004880S 6 42367 01395 0 2" 48" 80 17.5
® Inside space of cap prevents Drive Couplings
damage to pipe threads. Order UPC Bar Code Pipe | Coupling Ctn. | Approx.
® Small vent hole in top of cap for air No. (Qty. 1) Size Length Material Qty. Wt./Lbs.
flow during driving (3 DRCOUP125 6 42367 01140 6 1-1/4" 2-3/4"  Galv. Steel 50 0.9
Threaded Pipe Lengths (% DRCOUP200 6 42367 01142 0 2 3-3/8"  Galv. Steel 12 1.8
® All threaded lengths have Drive Caps
protectors on bothends. T — T ————
. i J - .
Threaded lengths in stock for ¢ DRCAP200 S 2k LB 0 o 3.0

immediate shipment.

Standard Schedule 40 Galvanized Pipe - Threaded Lengths

Slot Size Order UPC Bar Pipe Nominal *Length Approx.
030020 015 012 010 009 008 007 006 No. Code (Oty.1) 0.D. Size size In Feet Wt./Lbs.
. . . ...-... @ GP37536 6 42367 43091 7 .675 3/8" 3 1.8
20 30 40 50 60 70 80 90 100 % GP37548 6 42367 43092 4 675 3/8" 4 2.4
Gauze / Mesh Equivalent 3 GP37560 6 42367 43093 1 675 3/8" 5 3.0
Mervrill Order No. Breakdown (% GP37572 6 42367 43094 8 675 3/8" 6' 3.4
@ GP37584 6 42367 43095 5 .675 3/8" 7 4.2
El @ El El (4 GP37596 6 42367 43096 2 675 3/8" 8 5.3
D-Drive ~ Well  125=1-L4" . Gauze  Stainless % GP375120 6 42367 43097 9 675 3/8" 10' 6.0
Point 200=2' Size Steel
Pipe Jacket g GP50036 6 42367 01594 7 .840 1/2" 3 2.5
Drive Well Point 4  GP50048 6 42367 03974 5 .840 1/2" 4 3.3
NOTE: Approx. water yield 9 GP50060 642367 05159 4 840 12" 5 45
3 gallons per minute/per & GP50072 6 42367 12775 6 .840 1/2" 6' 5.1
square inch of screen ¢ aP50084 6 42367 43098 6 .840 /2" 7 6.5
area. & GP50096 6 42367 43099 3 840 1/2" g 6.9
@ GP500120 6 42367 43100 6 .840 1/2" 10 8.6
Drive @ GP10036 6 42367 01587 9 1.315 1" 3 4.8
Coupling @ GP10048 6 42367 01588 6 1.315 1" 4 6.8
@ GP10060 6 42367 01589 3 1.315 1" 5' 8.3
@ GP10072 6 42367 04381 0 1.315 1" 6' 9.9
@ GP10084 6 42367 43101 3 1.315 1" 7 12.1
@ GP10096 6 42367 43102 0 1.315 1" 8' 13.4
Drive 4 @GP100120 6 42367 43103 7 1.315 1" 10' 16.3
Cap 6 @pP12536 6 42367 01590 9 1.660 1-1/4" 3 6.8
@ GP12548 6 42367 01591 6 1.660 1-1/4" 4' 9.1
@ GP12560 6 42367 01592 3 1.660 1-1/4" 5' 11.1
* Length may vary by 1/4" 4 @Pi2572 6 42367 01593 0 1.660 1-1/4" 6 13.6
less than even foot on g GP12584 6 42367 06119 7 1.660 1-1/4" 7 15.8
: 4 GP12596 6 42367 06120 3 1.660 1-1/4" 8' 18.6
threaded pipe lengths. (% GP125120 642367 105556 1.660 1-1/4" 10 pr
WARNING: This product can expose you to 1" Heavy Wall Galvanized Pipe - Threaded Lengths
lead, which is known to the State of Order UPC Pipe Nominal *Length Approx.
CalifoLnia to ca(tjjset_canﬁer, bi'gh defects or No. Bar Code 0.D. Size Size In Feet Wt./Lbs. |
___other reproductive harm. For more % GPH10036 6 42367 43104 4 1.315 1" 3 6.6
information go to www.P65Warnings.ca.gov %3 GPH10048 5/ s 1315 1" e 8.8
WARN_IN_G: This product_ meets Federal @ GPH10060 6 42367 03428 3 1.315 l" 5. 11.0
USA Drinking Water requirements but has | @8 GPH10072 642367 03429 0 1.315 1 6 13.2
not been specifically tested or approved % GPH10084 6 42367 43105 1 1.315 1" 7 15.4
as no-lead in the State of California. @ GPH10096 6 42367 43106 8 1.315 1" 8 17.6
@ GPH100120 6 42367 43107 5 1.315 1" 10' 22.0

Form No. 2033.14
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PIPE LENGTHS, PUMP ROD AND COUPLINGS

Standanrd Black Pipe 4" Thru 8" - Threaded Lengths Pump Rod / Rod Couplings

Order UPC Bar Pipe Nominal | *Length | Approx. :vder‘ c LLPC Bar Size & Pieces R i
No. Code (Oty.d) | 0.D.size | Ssize | InFeet | Wt./Lbs. o Cinlliin i e e e L
(4 BP40012 642367431082  4.50 4" 1.0 10.8 PLAIN END - STAINLESS STEEL
(5 BP40024 6 42367 43109 9 4.50 4" 2.0 21.6 (5 71612PE 642367452391 7/16"x 12' - -
(i BP40036 6 42367 42126 7 4.50 4" 3.0 32.4 PLAIN END - GALVANIZED
G5 BP40042 642367 43110 5 4.50 4" 3.5' 37.8 (3 88018PE 642367 001995 3/8"x 18 15 102
(4 BP40048 642367 43111 2 4.50 4" 4.0 43.2 (=3 71618PE 642367006396 7/16" X 18' 11 101
(4 BP40054 642367431129 450 4" 4.5 48.6 (% 88021PE 642367002022 3/8"x 21’ 13 103
4 BP40060 642367098834  4.50 4 5.0 540 (3 71624PE 642367006426 7/16"x21' 10 107
(i BP40066 642367 43113 6 4.50 4 5.5 59.4 (% 12021PE 642367043797 1/2"x21' 7 08
© Shaoore SameTiiis Ao S0 %S G soee cowmus Seor s a0
@; BP40084 6 42367 43116 7 450 4" 7.0 75.6 THREADED BOTH ENDS - STA'NL"ESS ?’TEEL
(i BP40096 642367431174  4.50 4 8.0' g86.4 (% 71612TBE 642367452407 7/16"x 12 g g
3 BP50012 642367 12005 4 5.56 5" 1.0 14.6 THREADED BOTH ENDS - GALVANIZED
(i BP50024 642367 10890 8 5.56 5" 2.0' 29.2 (% 88018TBE 642367 002008 3/8"x 18' 10 68
(4 BP50036 6 42367 10459 7 5.56 5" 3.0 43.8 (% 71618TBE 642367006402 7/16" x 18' 10 92
(<i BP50042 642367 43118 1 5.56 5" 3.5 51.1 (3 38024TBE 642367 002039 3/8"x 21' 10 79
(% BP50048 642367 10458 0 5.56 5" 40 58.4 (4 71624TBE 642367 006433 7/16" x 21' 10 107
4 BP50054 642367 431198 5.56 5" 4.5 65.7 (% 12024TBE 642367043803 1/2"x 21’ 7 98
4 BP50060 642367104603 5.6 > 2.0 73.0 3 58021TBE 642367065249 5/8"x 21’ 5 110
© ovsoore ouerisiis s v co o TMEADEDANDOOURLD-GAWANZED
¢4 BP50078 642367 431228 5.56 S 6.5 94.9 (5 71618TC 642367 00641 9 7/16"X 18' 10 94
(% BP50084 642367 431235 5.56 5" 7.0 102.2 > X 19
(i BP50096 642367431242 556 5" 80 1168 0 38021TC 642367002046 3/8"x21' 10 2
G4 BPEO012 642367 120115 6.63 6" 10' 19.0 (9 71621TC 642367006440 7/16"x 21 10 109
@ BP60024 6 42367 09559 8 6.63 6" 2.0 38.0 @ 12024TC 642367054205 1/2"x 21’ 7 103
9 BPG0036 642367 431259 6.63 6" 3.0 57.0 @9 58024TC 642367065287 5/8"x 21 5 11
i BPG0042 642367 43126 6 6.63 6" 3.5 66.5 - Solid steel pump rod, uniform smooth finish of heavy
(% BP60048 642367 10018 6 6.63 6" 4.0 76.0 electro galvanizing.
() BPE0054 642367 43127 3 6.63 6" 4.5' 85.5 - Galvanized hexagon shaped rod couplings made from
@ BP60060 6 42367 09558 1 6.63 6" 5.0’ 95.0 solid bars of cold rolled steel.
(<i BPG0066 642367 43128 0 6.63 6" 5.5' 104.5 - In stock for immediate shipment.
g BP60072 6 42367 09591 8 6.63 6" 6.0' 114.0
i BP60078 642367 43129 7 6.63 6" 6.5' 123.5
G4 BPG0084 642367431303  6.63 6" 70 133.0 Threaded Threaded
% BPGO096 642367102814  6.63 6" 80 1520 & Coupled
9 BP80012 642367 431310 8.63 8" 1.0’ 28.6
*i BP80024 642367 09560 4 8.63 8" 2.0' 57.2
g BP80036 642367 431327 8.63 8" 3.0 85.8
i BP80042 642367 431334 8.63 8" 3.5 100.1 : .
% BP80048 642367 43134 1 8.63 8" 4.0 114.4  7638RCN Rod Couplings - continued
@ BP80054 6 42367 43135 8 8.63 8" 45 128.7 Order Thread & UPC | Size Overall [Ctn.|Approx.
@ BPS800B0 6 42367 43136 5 8.63 g" 5.0' 143.0 No. Bar Code (Oty1) [Hex & Length |Qtv. Wt./Lbs.
¢4 BPB00BE 642367431372  8.63 8" 5.5' 157.3  7658RC % 746RCN  7/16"x 7/16"N.C. 5/8"x 1-3/4" 100 0.10
% BPB0072 642367431389 8.63 8" 6.0' 171.6 No Bar Code Label
3 BP80078 642367 43139 6 8.63 8" 6.5' 185.9 (% 7638RCN  7/16" x 3/8" N.C. 5/8"x 1-3/4" 100 0.10
9 BP80084 642367431402  8.63 8" 7.0 200.2 1276RC No Bar Code Label
*i BP80096 642367 43141 9 8.63 8" 8.0’ 228.8 (% 7658RC 7/16" x 5/8" N.C. 7/8"x2-1/8" 50 0.20
* Length may vary by 1/4" less than even foot on threaded pipe lengths 6 42367 06568 3
Rod Couplings 120RC 4 1976RC  1/2"x 7/16" N.C. 11/16"x 1-3/4" 50 0.12
Order Thread & UPC | Size Overall |[Ctn.|Approx. 6 42367 06187 6
No. Bar Code (aty1) |Hex & Length |oty.|wt./Lbs. S80RC (% 120RC 1/2"x 1/2" N.C. 11/16"x 1-3/4" 50  0.12
GALVANIZED 642367054212 §
3sorc &9 380RC 3/8"x 3/8"N.C. 5/8"x1-3/4" 100 0.12 3 580RC SR (e e U LR
6 42367 00206 0 5812RC 642367031435 :
% 380RCN  3/8"x 3/8"N.C. 5/8 x1-3/4" 100 0.12 ¢4 B812RC  5/8"x1/2'NC. 7/8"x2-1/8" 50 0.17
716RC No Bar Code Label 6 42367 06632 1
&% 716RC 7/16" x 7/16" N.C. 5/8"x 1-3/4" 100 0.10 716rcNHD _ HEAVY-DUTY GALVANIZED
6 42367 00645 7 (% 746RCNHD 7/16" x 7/16" N.C. 5/8"x 1-3/4" 50  0.10
WARNING: This product can expose you to lead, which is known to the State 642367 43299 7
of California to cpause cancer, bpirth dyefects or other reproductive harm. For @ 7658RCNHD 7/16" x 5/8" N.C.  7/8" x 1-3/4" 50 0.40
more information go to www.P65Warnings.ca.gov 7658RCNHD 6 42367 43536 3
WARNING: This product meets Federal USA Drinking Water requirements @ 120RCNHD 1/2"x 1/2"N.C. 11/16"x 1-3/4" 50 0.12
but has not been specifically tested or approved as no-lead in the 6 42367 43297 3
State of California. 120RCNHD
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++ Limited Quantity

CUP AND VALVE LEATHERS/PITCHER PUMP

Merrill Quality/Benefits

Cup Leathers No. 711 Waterproof

o Original cast iron pump

e Indent spout for pail handle

e Cap adjustable for handle positions
o Shallow well application Max. lift 25 to 30 ft.

Soft pliable waterproof leathers (A) (B)
precisiOﬂ formed - for easy Order UPC Bar Cyl. Size Hole (C) Ctn. | Approx.
installation and proper seal No. Code (Qty. 1) In. 1.D. Dia. Height | oty. | Lbs./ctn.
Top edge of cup beveled to insure  ™7317611125 6 42367 00608 2 1-1/8" 3/8" 1/2" 6 .06
seal of cup in cylinder at low (% 711CL1250 6 42367 00609 9 1-1/4" 3/8" 1/2" 6 .06
pressure - for best operationinall .. 71101125058 642367 00611 2 1-1/4" 5/8" 1/2" 6 .06
applications (% 711CL1375 6 42367 00612 9 1-3/8" 3/8" 5/8" 6 12
For industrial and water system % 711CL1500 6 42367 00613 6 1-1/2" 3/8" 5/8" 6 18
applications - Merrill quality allows , , & 241 c1150p 6 42367 00615 0 1-1/2" NONE 5/8" 6 18
its use for demanding installations ., ¢ 713cL1688 6 42367 00617 4 1-11/16" 1" 5/8" 6 12
< A > (% 7441CL175058 6 42367 00619 8 1-3/4" 5/8" 11/16" 6 12
G4 7110L18483 6 42367 00620 4 1-13/16"  1-3/16" 3/4" 6 18
(4 741CL1875 6 42367 00621 1 1-7/8" 1-3/16" 3/4" 6 12
% 711CL2000 6 42367 00625 9 2" 1-5/16" 3/4" 6 18
B C (3 711CL200058 6 42367 00626 6 2" 5/8" 3/4" 6 18
3 711CL2250 6 42367 00628 0 2-1/4" 1-1/2" 3/4" 6 24
(% 711CL2500 6 42367 00630 3 2-1/2" 1-5/8" 13/16" 6 24
G4 711CL2750 6 42367 00632 7 2-3/4" 1-7/8" 13/16" 6 24
(5 711CL3000 6 42367 00633 4 3" 2" 13/16" 6 .30
@ 711CL3500 6 42367 00634 1 3-1/2" 2-1/2" 1" 6 42
Valve Leathers No. 700 Universal - Lower Valve Leather
711CL1500 711CL3000 Order UPC Bar Cyl. Outside | Center | Ctn. | Approx.
Merrill Quality Features No. Code (Qty. 1) Size In. Dia. In. Hole Qty. | Lbs./Ctn.
® Uniform heavy stock with natural ++ 3 700LL200 6 42367 00601 3 2" 2-1/2" YES 12 .36
finish ++ (5 700LL300 6 42367 00602 0 2-1/2" 3" YES 12 48
(% 700LL350 6 42367 00603 7 3" 3-1/2" YES 12 72
700LL350 (% 700LL400 6 42367 00605 1 3-1/2" 4" YES 12 .96
Pitcher Pump
PUMP125 (Original Design) and PUMPHD125 (Better Internal Pump)
Order UPC Bar Code | Type of Base Cylinder Valve Height | Approx.
No. (Qty. 1) Spout Tapped Size Leather Inches | Wt./Lbs.
(%5 PUMP125 6 42367 05196 9 Open 1-1/4" FIP 3" 3" x 13/16" 15-3/8" 16.4

o Individually boxed

Order UPC Bar Code |Type of Base Cylinder Valve Height | Approx.
No. (Qty. 1) Spout | Tapped Size Leather Inches | Wt./Lbs.
PUMP125 (= PUMPHD125 6 42367 43377 2 Open  1-1/4" FIP 2-3/4" Rubber Flapper 15" 10.3
e Cast iron body with internal pump cyclinder e Replaceable internals o Molded rubber flapper seal
e Molded rubber cup seal o Max. lift 25 to 30 ft. o Individually boxed
PUMPHD125 e Longer life pump cyclinder components
Repair Parts
Order UPC Bar Code
No. (Qty. 1) Part For Model
711CL3000 PUMPHDCS (4 711CL3000 6 42367 00633 4 Cup Leather PUMP125
(% 700LL350 6 42367 00603 7 Valve Leather PUMP125
% PUMPHDCS 6 42367 43380 2 Rubber Cup Seal PUMPHD125
PUMPHAND (% PUMPHDF 6 42367 43379 6 Rubber Square Flapper PUMPHD125
(= PUMPHAND 642367433789 Cast Iron Handle PUMPHD125
700LL350
PUMPHDF WARNING: This product can expose you to WARNING: This product meets Federal

FIP= Female Iron Pipe

lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more

information go to www.P65Warnings.ca.gov

USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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WHOLE HOUSE SEDIMENT FILTERS

SPIN-DOWN™MODELS
e Reusable polyester or stainless steel filter screens with
several mesh sizes available
e Sediment is visible through clear cover and quickly
removed by opening ball valve at bottom of filter cover
@ Clear cover easily removed for total cleaning (No tools
required - use of tools voids warranty, hand tighten only)
o Flow capacity for entire system
e Max. operating pressure 150 psi at 73°F
BODY- PVC material in 1", 1-1/2", 2" sizes with SLIP x SLIP
connections.
Recommended Flow Rates
Pipe Size Minimum Maximum Ball Valve for
1 2 gpm 20 gpm Flushing
1-1/2" 10 gpm 50 gpm
2" 18 gpm 100 gpm
Unit with | Unit with Unit with Unit with Stainless
Polyester| Polyester Stainless Stainless Polyester Steel
Element Element Steel Steel Replacement | Replacement
Order UPC Bar Element UPC Bar Pipe | Mesh |Micron | Opening Element Element
No. Code (Qty. 1) | Order No. | Code (Qty.1) | Size | Size | Size Size Length | Width| Order No. Order No.
% 1-24-F 6 42367 07617 7 1" 24 711 0.028"  8-3/8" 5" FSi-24 e
(=% 1-80-F 642367 076184 1-30-FSS 642367100612 1" 30 533 0.021"  8-3/8" 5" FS1-30 FS1-30SS
G4 1-40-F 6 42367 07619 1 1 40 381 0.015"  8-3/8" 5" FS1-40 -
(% 1-60-F 642367076207 1-60-FSS 642367100841 1" 60 254 0.010"  8-3/8" 5" FS1-60 FS1-60SS
@ 1-100-F 642367076214 1-100-FSS 6 42367 09180 4 1" 100 152 0.006" 8-3/8" 5" FS1-100 FS1-100SS
(% 1-140-F 642367076221 1-140-FSS 642367 10086 5 1" 140 104 0.004" 8-3/8" 5" FS1-140 FS1-140SS
3 1-250-F 642367076238 1" 250 61 0.0024" 8-3/8" 5" FS1-2560 -
3 1,5-24-F 642367076245 1-1/2" 24 711 0.028" 12" 5-1/2" FS1.5-24 -
@ 1.5-80-F 642367076252 1.5-80-FSS 642367100926 1-1/2" 30 533 0.021" 12" 5-1/2" FS1.5-30 FS1.5-30SS
3 1.5-40-F 642367 07626 9 1-1/2" 40 381 0.015" 12" 5-1/2" FS1.5-40 -
@ 1.5-60-F 642367076276 1.5-60-FSS 642367100957 1-1/2" 60 254 0.010" 12" 5-1/2" FS1.5-60 FS1.5-60SS
(% 1.5-100-F 642367076283 1.5-100-FSS 642367088330 1-1/2" 100 152 0.006" 12" 5-1/2" FS1.5-100 FS1.5-100SS
(=% 1.5-140-F 642367076290 1.5-140-FSS 642367100919 1-1/2" 140 104 0.004" 12" 5-1/2" FS1.5-140 FS1.5-140SS
(% 1.5-250-F 642367 07630 6 1-1/2" 250 61 0.0024" 12" 5-1/2" FS1.5-2560 -
5 2-24-F 642367 07631 3 2" 24 711 0.028" 15" 6" Fs2-24 -
% 2-30-F 642367 076320 2-30-FSS 642367 100582 2" 30 533 0.021" 15" 6" FS2-30 FS2-30SS
(% 2-40-F 6 42367 07633 7 2" 40 381 0.015" 15" 6" FS2-40 -
(=% 2-60-F 642367 076344 2-60-FSS 642367 100964 2" 60 254 0.010" 15" 6" FS2-60 FS2-60SS
(=% 2-100-F 642367076351 2-100-FSS 642367101015 2" 100 152 0.006" 15" 6" FS2-100 FS2-100SS
@ 2-140-F 642367076368 2-140-FSS 6 42367 10098 8 2" 140 104 0.004" 15" 6" FS2-140 FS2-140SS
(>4 2-250-F 642367076375 2" 250 61 0.0024" 15" 6" FS2-250 -
(No tools required - use of tools voids warranty, hand tighten only)
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov

_128_ Form No. 2087.10



. OMERRILL

MANUFACTURING

WHOLE HOUSE SEDIMENT FILTERS
SEDIMENT TRAPPER MODELS

e Larger reservoir for more sediment

e Centrifuge spin-down type sediment separation

e Unique element design traps sediment in lower reservoir of clear cover

o Reusable polyester or stainless steel filter screens with several mesh
sizes available

o Sediment is visible through clear cover and quickly removed by
opening ball valve at bottom of filter cover

o Clear cover easily removed for total cleaning (No tools required

- use of tools voids warranty, hand tighten only)

o Flow capacity for entire system

e Max. operating pressure 150 psi at 73°F

& No-Lead

BODY- PVC Recommended Flow Rates
material in 1",  Pipe Size Minimum  Maximum
1-1/2", 2" sizes 1" 2 gpm 20 gpm
with SLIP x SLIP  1-1/2" 10 gpm 50 gpm
connections. 2" 18 gpm 100 gpm Polyester Replacement =
Elements
Unit with Unit with Unit with Unit with Stainless
Polyester Polyester Stainless Stainless Polyester Steel
Element Element Steel Steel Replacement |Replacement
Order UPC Bar Element UPC Bar Pipe [Mesh|Micron|Opening Element Element
No. Code (Qty. 1) | Order No. | Code (Qty.1) | Size | Size | Size Size | Length| Width| Order No. Order No.
5 1-24ST-F 642367 07638 2 1" 24 711 0.028" 11-1/2" 5" FS1-24ST = -
(% 1-30ST-F 642367076399 1-30ST-FSS 642367 100629 1" 30 533 0.021" 11-1/2" 5" FS1-30ST FS1-30STSS
(% 1-40ST-F 642367 076405 1" 40 381 0.015" 11-1/2" 5" FS1-40ST = -
(% 1-60ST-F 642367076412 1-60ST-FSS 642367100855 1" 60 254  0.010" 11-1/2" 5" FS1-60ST FS1-60STSS
@ 1-100ST-F 642367 076429 1-100ST-FSS 6 42367 088453 1" 100 152 0.006" 11-1/2" 5" FS1-100ST FS1-100STSS
(% 1-140ST-F 642367076436 1-140ST-FSS 642367088873 1" 140 104 0.004" 11-1/2" 5" FS1-140ST FS1-140STSS
------------- 1" 200 74  0.0029" 11-1/2" 5" -------------  FS1-200STSS
(% 1-250ST-F 642367 07644 3 1" 250 61 0.0024" 11-1/2" 5" FS1-250ST  --—-----------
(% 1.5-24ST-F 642367 076450 1-1/2" 24 711  0.028" 12" 5-1/2" FS1.5-24ST =~ -
@ 1.5-30ST-F 642367 07646 7 1.5-30ST-FSS 642367 100933 1-1/2" 30 533 0.021" 12" 5-1/2" FS1.5-30ST FS1.5-30STSS
(% 1.5-40ST-F 642367 07647 4 1-1/2" 40 381 0.015" 12"  5-1/2" FS1.5-40ST = --—----------
(% 1.5-60ST-F 642367076481 1.5-60ST-FSS 642367 100940 1-1/2" 60 254  0.010" 12"  5-1/2" FS1.5-60ST FS1.5-60STSS
% 1.5-100ST-F 6 42367 07649 8 1.5-100ST-FSS 6 42367 44406 8 1-1/2" 100 152  0.006" 12"  5-1/2" FS1.5-100ST FS1.5-100STS
@ 1.5-140ST-F 6 42367 07650 4 1.5-140ST-FSS 6 42367 444075 1-1/2" 140 104 0.004" 12" 5-1/2" FS1.5-140ST FS1.5-140STS
------------- 1-1/2" 200 74  0.0029" 12" 5-1/2"  ------------- FS1.5-200STS
(% 1.5-250ST-F 6 42367 07651 1 1-1/2" 250 61  0.0024" 12"  5-1/2" FS1.5-260ST = -------------
(% 2-24ST-F 642367 07652 8 2" 24 711  0.028" 15" 6" FS2-24ST =~ -
(5 2-30ST-F 642367076535 2-30ST-FSS 642367100599 2" 30 533  0.021" 15" 6" FS2-30ST  FS2-30STSS
(% 2-40ST-F 642367 07654 2 2" 40 381 0.015" 15" 6" FS2-40ST =~ -
@ 2-60ST-F 6 42367 076559 2-60ST-FSS 6 42367 10097 1 2" 60 254 0.010" 15" 6" FS2-60ST FS2-60STSS
@ 2-100ST-F 6 42367 07656 6 2-100ST-FSS 6 42367 10100 8 2" 100 152 0.006" 5" 6" FS2-100ST FS2-100STSS
(5 2-140ST-F 642367 07657 3 2-140ST-FSS 642367100995 2" 140 104  0.004" 15" 6" FS2-140ST FS2-140STSS
------------- 2" 200 74  0.0029" 15" 6" -------------  FS2-200STSS
(% 2-250ST-F 642367 07658 0 2" 250 61  0.0024" 15" 6" FS2-250ST = -------------
(No tools required - use of tools WARNING: This product can expose you to WARNING: This product meets Federal
voids warranty, hand tighten only) lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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SEDIMENT FILTERS ¢ No-Lead
10
9
— 8
)
& 7
S 6 - .
9 5 1" FILTER J/' 2 FL[lEFl{
& 1
> 4 / T MIN. FLOW RATES
I 3 LA ILTER |~ {applies to alt models)
v - FOR SPIN-DOWN ACTION
[~ 4 |
& 2 z/ — 1 - 1 GPM
! " 142" — 10 GPM
1 2" - 18 GPM
0
0 10 20 30 40 50 60 70 80 90 100 1o 120 130
FLOW RATE — GPM FOR ALL MODE
CASE QUANTITIES ALL MODELS - 10 PER CASE
MAX. OPERATING PRESSURE 150 PSI AT 73°F (23°C)
Whole House Sediment Filter Parts .
Spin-Down Replacement Elements
Order UPC Bar - (Refer to Spin-Down page)
Filter Body No. Code (Qty. 1) Description Polyester filter screens shown
O-Ring Stainless Steel available
TtSRbOth models 1" Ki Sediment Trapper Replacement Elements
O-Ring & 10 642367 07547 7 't" . (Refer to Sediment Trapper page)
¢4 1.50R 64236707548 4 L Polyester filter screens shown
3 20R 642367 07549 1 2" Kit Stainless Steel available
Filter Body
Both Spin-Down and Sediment Trapper
=5 1B 6 42367 07550 7 1" Slip x Slip
Filter % 1.5B 6 42367 07551 4 1-1/2" Slip x Slip
(5 2B 642367 07552 1 2" Slip x Slip
Filter Cover
O-Ring % 10 6 42367 07556 9 1" Spin-Down
(= 1CST 6 42367 07557 6 1" Sediment Trapper
(% 1.5C 6 42367 07558 3 1-1/2" Spin-Down
2C 6 42367 07559 0 2" Spin-Down
@ p
Flush Valve
Fits Both Models for Cold Water
@ PVCBV50 6 42367 10934 9 1/2" PVC Ball Valve
Filter Cover
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
Flush Valve ~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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MANUFACTURING 205,365

CURB STOP BALL VALVES, RISER PIPE & CAP

Curb Stop Stainless Steel Insert Ball Valves

® Insert barb x insert barb for (PE) pipe ® Adjust flow or positive shutoff
® Full port thru insert ends and ball ® Chrome plated ball

® Teflon® seals ® Valve and handle all 304 Stainless Steel

® Max. Temp.

212°F

Ordenr UPC Bar Insert Insert Ctn. Approx.
No. Code (Qty. 1) Size x Size Qty. Wt./Lbs.
SSVICS75 6 42367 45078 6 3/4" x 3/4" 10 0.7
SSVICS100 6 42367 45079 3 1"x 1" 10 1.1
SsVICSsi25 6 42367 45080 9 1-1/4" x 1-1/4" 5 1.6

Curb Stop Stainless Steel Ball Valves
® Female NPT x Female NPT ® 1000 W.O.G.
® Full port ball
® Valve and handle all 304 Stainless Steel ® Teflon® seals

® Max. Temp. 212° F

® Chrome plated ball ® Adjust flow or positive shutoff

. Order UPC Bar Thread Thread Ctn. Approx.
Telgsc_o ping No. Code (Qty. 1) Size x Size Qty. Wt./Lbs.
esign ¢4 SSVCS75 6 42367 45219 3 314" X 314" 10 16
PN (4 SSVCS100 6 42367 45220 9 1"x1" 2.7
Curb Stop No-Lead Brass Insert Ball Valves
® Insert barb x insert barb for (PE) pipe ® Adjust flow or positive shutoff ® Max. Temp. 212° F
® Full port thru insert ends and ball ® Chrome plated ball
® Teflon® seals ® Valve handle all 304 Stainless Steel
Order UPC Bar Insert Insert Ctn. Approx.
No. Code (Qty. 1) Size x Size Qty. Wt./Lbs.
3 BBVINLCS75 6 42367 450755 3/4" X 3/4" 10 0.7
(4 BBVINLCS100 642367 45076 2 1"x 1" 10 1.1
3 BBVINLCS125 6 42367 45077 9 1-1/4" x 1-1/4" 5 15
Curb Stop No-Lead Brass Ball Valves
Custom Tool with ® Female NPT x Female NPT ® 600 W.O.G. ® Max. Temp. 212° F

MCKADJTOOL ® Full port ball ® Chrome plated ball ® Adjust flow or positive shutoff
attached ® Valve handle all 304 Stainless Steel ® Teflon® seals
Order UPC Bar Thread Thread Ctn. Approx.
No. Code (Qty. 1) Size x Size Qty. Wt./Lbs.
(5 BBVNLCS75 6 42367 45221 6 3/4" x 3/4" 1.5
(% BBVNLCS100 642367 45222 3 1"x 1" 1.9
Curb Stop Wrench
Order UPC Bar Code Valve Bury Ctn. Approx.
No. (Qty. 1) Size Depth Qty. |Wt./Lbs.
Curb Stop Riser Pipe Parts ¢ csrwas 6 42367 45346 6 Any Size 1,2, 3 44
Order UPC Bar Code Ctn. | ¢ CSRWS35 6 42367 45347 3 Any Size 3,4,5 6.1
No. (Qty. 1) oty. | csrRwss 6 42367 45348 0 Any Size 5,6,7,8 8.7
< CSSMC 6 42367 45498 2 1 Curb Stop Riser Pipe and Cap
Stainless Steel Machine Screw with Hex Nut * Adjustable PVC riser pipe for shutoff tool to reach the valve after it is buried
-4 CSBV205R 642367 45499 9 1 ® PV/C riser pipe features telescoping design - with all S.S hose clamp to hold adjustment
Top Cap Riser With Gasket ® Riser pipe Sch. 80 PVC - stainless steel wire form seals riser pipe to valve body
< CSRPW76 6 42367 45500 2 . 1 Order UPC Bar Code Valve Bury Ctn. | Approx.
g;:‘gi;‘iosds' ?L?sgfzg’sgolrjl ilvae . No. (@ty. 1) Size Depth aty. |wt./Lbs.
- Complete S.S. Wire Form for 1" Valve @ CSRP75X1 6 42367 45094 6 3/ : ! : 1.0
= CSRPW125 642367 455026 1 ? CSRP75X23 642367 45095 3 3/ i '2 or 3 . 2.0
— Complete S.S. Wire Form for 1-1/4" Valve @ CSRP75X35 6 42367 45116 5 3/4 3,4'or5 --- 2.5
@ CSRP75X58 6 42367 45117 2 3/4" 5,6, 7 or8 === 4.0
WARNING: This_ product can expose you to @ CSRPiXi1i 6 42367 45138 7 1" 1 — 1.0
Caliomia o causé cancer, bith defects or | &9 CSAPAX28 642367 45139 4 L 2org 20
other reproductive harm. For more (% CSRPiX35 6 42367 45140 0 1" 3,4'or5' - 2.5
information go to www.P65Warnings.ca.gov @ CSRP1iX58 6 42367 45141 7 1" 5 6,7 or 8 i 4.0
WARNING: This product meets Federal ¢ CSRP125X1 642367 45098 4 1-1/4" 1 - 1.0
USA Drinking Water requirements but has (i CSRP125X23 6 42367 45099 1 1-1/4" 2'or3 - 2.0
not been specifically tested or approved  [(-¢; CSRP125X35 6 42367 45118 9 1-1/4" 3,4'or5' 25
as ho-lead in the State of California. | 7 copp1oEXE8 642367 45119 6 1-1/4" 5 6,7 or 8 4.0
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BALL VALVES

VAR
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GEOEXCHANGE'

& No-Lead

Insert No-Lead Brass Ball Valves

® Insert barb x insert barb for (PE) pipe ® Teflon® seals
® Full port thru insert ends and ball
® Adjust flow or positive shutoff

® Chrome plated ball

® Max. Temp. 212° F

Insert No-Lead

Brass

Insenrt Stainless Steel Ball Valves

® Insert barb x insert barb for (PE) pipe ® Teflon® seals
® Full port thru insert ends and ball
® Adjust flow or positive shutoff

Order UPC Bar Insert Insert | Ctn. | Approx.

No. Code (Qty. 1) Size x Size Qty. |Wt./Lbs.
(=% BBVINL75 6 42367 42763 4 3/4" x 3/4" 10 0.7
(% BBVINL10O 642367 42764 1 1"x 1" 10 11
@ BBVINL125 6 42367 427658  1-1/4" x 1-1/4" 5 1.5

® Chrome plated ball

® 304 Stainless Steel

Stainless Steel Ball Valves

® 1000 W.O.G.
® Teflon® seals

® 304 Stainless Steel
® All stainless steel construction

® Full port ball
® Max. Temp. 212° F
® Handle lockable

Order UPC Bar Thread Thread|Ctn. |Approx.

No. Code (Qty. 1) Size x Size | Qty. |Wt./Lbs.
(5 SSBV50 6 42367 41087 2 1/2" x 1/2" 12 0.9
% SSBV75 6 42367 13045 9 3/4" x 3/4" 10 0.8
(% SSBV100 6 42367 12941 5 1"x 1" 6 1.9
(% SSBV125 642367127619  1-1/4"x1-1/4" 4 2.0
(>3 SSBV150 6 42367 130442  1-1/2" x 1-1/2" 1 2.0
% SSBV200 6 42367 12764 0 2"x 2" 2 5.3

Stainless
Steel

Threaded PVC Ball Valves

® Full port ball ® Excellent flow rate
Order UPC Bar Insert Insert | Ctn. | Approx.| ® Threaded * Individually boxed
No. Code (Qty. 1) Siz? X Siz:: Oty. | Wt,/Lbs Order UPC Bar Thread Thread|/Case [Approx.
€& ssvi7s R TR 3/4" = 3'/'4 10 0.8 No. Code (Qty. 1) Size x Size [ Qty. |Wt./Lbs.
€5 8SVIL00 642367 443320 s 100120 G PVoBVB0 | 642367 100349 12 x 1/2° 200 0.2
3 SSVIi25 642367 443337  1-1/4" x 1-1/4 5 1.6 & PVCBV75 6 42367 10935 6 AT AT 50 0.3
5 PVCBV100 642367 10936 3 1"x 1" 100 0.4
Insert @ PVCBV1i25 642367 109370  1-1/4"x 1-1/4" 80 0.6
Stainless Steel % PVCBVi50 642367109387 1-1/2"x 1-1/2" 64 0.9
(% PVCBV200 642367 10939 4 2"x 2" 30 1.5
(% PVCBV300 6 42367 10940 0 3"x 3" 12 4.5
No-Lead Brass Ball Valves % PVCBV400 642367 11068 0 4"x 4 6 8.0
® 600 W.0.G. ® Full port ball
® Teflon® seals ® Chrome plated ball
* Adjust flow or positive shutoff ® Max. Temp. 212° F Threaded
Order UPC Bar Thread Thread| Ctn. | Approx. PvC
No. Code (Qty. 1) Size x Size | Qty. |Wt./Lbs.
% BBVNL50 6 42367 41649 2 1/2" x 1/2" 10 0.5 PVC Ball Valves - Glue On
(% BBVNL75 6 42367 41652 2 3/4" x 3/4" 10 0.7 ® Full port ball ® Excellent flow rate
(% BBVNL100 6 42367 12081 8 1"x 1" 10 0.9 ® Direct glue, no adapters needed ® |ndividually boxed
(% BBVNL125 642367 415716  1-1/4"x 1-1/4" 10 1.6 Order UPC Bar SLIP SLIP |Case| Approx.
(% BBVNL150 642367 415723  1-1/2"x 1-1/2" 4 2.0 No. Code (Qty. 1) Size x Size Qty. | Wt./Lbs,|
(% BBVNL200 6 42367 41573 0 2"x 2" 4 35 % PVCBVS50 6 42367 10941 7 1/2" x 1/2" 200 0.2
% BBVNL300 642367 41574 7 3"x 3" 2 10.4 % PVCBVS75 642367109424  3/4"x3/4" 120 0.3
@ BBVNL400 6 42367 41575 4 4" x 4" 1 175 @ PVCBVS100 6 42367 10943 1 1"x 1" 100 0.4
(% PVCBVS125 642367091590 1-1/4"x 1-1/4" 80 0.6
(% PVCBVS150 642367109448 1-1/2"x1-1/2" 64 0.9
No-Lead Brass (% PVCBVS200 642367 109455 2"x 2" 30 15
@ PVCBVS300 6 42367 10946 2 3"x3" 12 4.5
(% PVCBVS400 642367 11069 7 4" x 4" 6 8.0
WARNING: This product can expose you to lead, which is known to the State
of California to cause cancer, birth defects or other reproductive harm. For
more information go to www.P65Warnings.ca.gov PVC

WARNING: This product meets Federal USA Drinking Water requirements
but has not been specifically tested or approved as no-lead in the
State of California.

-132-

Form No. 2089.24



. OM=RRILL

MANUFACTURING

& No-Lead FLOW CONTROL VALVES

Special Order - Stainless Steel Available FRGA
UPC Inlet/ |Overall | Flow [Threshold
Order Bar Code Outlet | Length | Rate |Pressure |Approx
No. (Qty.1) NPT |(Inches) |in GPM| (PSI) t./Lbs.

@ FRGA380413 642367 115098  3/8"F 1.75 .13 15-25 0.2
@ FRGAB380419 6 42367 430788  3/8"F 1.75 .19 15-25 0.2
@ FRGA38025 642367 114206  3/8"F 1.75 .25 15-25 0.2
@ FRGAB38035 642367 114213  3/8"F 1.75 .35 15-25 0.2
@ FRGA38050 6 42367 114220  3/8"F 1.75 .50 15-25 0.2

@ FRGA38075 642367 114237 3/8"F 1.75 .75 15 - 25 0.2
FRGA38013 FRGA38025 (% FRGA3810 642367114244 3/8"F 175 1.0 15-25 0.2
For General Purpose, FRGY
Industrial, O.E.M. and Irrigation Applications U Inlet/ |Overall| Flow [Threshold
Order Bar Code Outlet | Length | Rate |Pressure|Approx
No. (Qty.1) NPT |[(Inches)|inGPM| (PSI) [Wt./Lbs.
@ FRGY7510 642367074494 3/4"MxF 1.50 1.0 25-30 0.3
@ FRGY7515 642367074500 3/4"MxF 1.50 1.5 25-30 0.3
@ FRGY7520 642367074517 3/4"MxF 1.50 2.0 25-30 0.3
1.50 (% FRGY7525 642367074524 3/4"MxF 150 25 25-30 0.3
=1 @ FRGY7530 642367074531 3/4"MxF 1.50 3.0 25-30 0.3
— (% FRGY7535 642367074548 3/4'MxF 1.50 35 25-30 0.3
FRGY7510 — (4 FRGY7540 642367074555 3/4"MxF 150 40  25-30 0.3
@ FRGY7550 642367074579 3/4"MxF 150 5.0 25-30 0.3
GY Senies Flow Regulators @ FRGY7555 642367074586 3/4"MxF 1.50 55 25-30 0.3
Commonly used with impact sprinklers @ FRGY7560 642367074593 3/4"MxF 1.50 6.0 25-30 0.3
@ FRGY7570 642367074609 3/4"MxF 1.50 7.0 25-30 0.3
@ FRGY7580 642367074616 3/4"MxF 1.50 8.0 25-30 0.3
@ FRGY75100 642367 074630 3/4"MxF 1.50 10.0 25-30 0.3
FRGB
UPC Inlet/ |Overall | Flow [Threshold
Order Bar Code Outlet | Length | Rate |Pressure |JApprox.
No. (Qty.1) NPT |(Inches) [inGPM| (PSI) |Wt./Lbs,|
@ FRGB5010 642367073800 1/2"F 1.94 1.0 15-25 0.2
@ FRGB5015 642367073817 1/2"F 1.94 1.5 15-25 0.2
FRGBS010 FRGBS035 @ FRGB5020 6 42367 07384 8 1/2"F 1.94 2.0 15-25 0.2
@ FRGB5025 642367073855 1/2"F 1.94 25 15-25 0.2
@ FRGB5030 6 42367 07386 2 12" F 1.94 3.0 15-25 0.2
@ FRGB5035 642367073879 1/2"F 1.94 35 15-25 0.2
@ FRGB5040 6 42367 07388 6 12" F 1.94 4.0 15-25 0.2
@ FRGB5050 642367073909 1/2"F 1.94 5.0 15-25 0.2
@ FRGB5060 6 42367 07392 3 12" F 1.94 6.0 15-25 0.2
FRGC
UPC Inlet/ |Overall | Flow [Threshold
Order Bar Code Outlet | Length | Rate |Pressure |Approx.
FRGC7520 FRGC7590 No. (Qty.1) NPT |(Inches)|inGPM| (PSI) [Wt./Lbs.
@ FRGC7510 642367073657 3/4"F 2.28 1.0 15-25 0.5
NOTE: Flow regulators are recommended for (% FRGC7515 642367073664 3/4'F 228 15 15-25 05
potable water below 180° F, flow tolerance of valve % FRGC7520 _6 42367 07367 1 3;4:: F_ 228 20 15-25 05
£155, and maimum sysem pressue 200 p. () mecrees Stmmome SEamag ek s
@ FRGC7535 642367073701 3/4"F 2.28 35 15-25 0.5
- Thi d @ FRGC7540 642367073718 3/4"F 2.28 4.0 15-25 0.5
WARNING: This product cart expose you to (4 FRGC7545 642367073725 3/4'F 228 45 15-25 05
Californ’ia to cause cancer, birth defects or @ FRGC7550 642367073732 3/4"F 2.28 5.0 15-25 0.5
~ other reproductive harm. For more (% FRGC7555 642367073749 3/4"F 228 55 15-25 0.5
informafion go to www.PESWarnings.ca.gov (% FRGC7560 642367073756 3/4'F 228 60 15-25 05
. @ FRGC7570 642367073763 3/4"F 2.28 7.0 15-25 0.5
U‘g’ﬁ%’;‘iL’}‘(ﬁ;ﬁ;gﬁggﬁ}rg}i‘zﬁggﬂﬂgs (% FRGC7580 642367073770 3/4"F 228 80 15-25 05
not been specifically tested or approved @ FRGC7590 642367073787 3/4"F 2.28 9.0 15-25 0.5
as no-lead in the State of California. (% FRGC75100 642367073640  3/4"F 2.28 10.0 15-25 0.5
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FLOW CONTROL VALVES

.

@ No-Lead

G Series Flow Regulators are designed to deliver a constant volume of water flow output over a wide

pressure drop range. The controlling mechanism consists of a flexible orifice engineered to vary its effective
area inversely to the applied pressure. At pressures above the threshold pressure the orifice distorts reducing

the opening size to maintain the output flow rate to within £15% up to pressure drops of 125 psi.

Special Order - Stainless Steel Available

FRGX1015 FRGX1060

NOTE: Flow regulators are recommended for potable
water below 180° F, flow tolerance of valve + 15%, and
maximum system pressure of 200 psi.

OPERATING PRINCIPLE:

FLOW @
AT LOW
52 PRESSURE
FLOW % AT HIGH
i % PRESSURE

FRGX
UPC Inlet/ |Overall| Flow [Threshold

Ordenr Bar Code Outlet | Length | Rate |Pressure |Approx.

No. (Qty.1) NPT |(Inches)|inGPM| (PSI) Wt./Lbs.
(4 FRGX1010 642367073930 1"'F  2.75 10 15-25 0.8
@ FRGX1015 642367073947 1"F 2.75 15 15-25 0.8
(3 FRGX1020 642367073954 1"F 2.75 2.0 15- 25 0.8
@ FRGX1025 642367073961 1"F 2.75 25 15-25 0.8
@ FRGX1030 642367073978 1"F 2.75 3.0 15-25 0.8
@ FRGX1035 642367073985 1"F 2.75 35 15-25 0.8
(4 FRGX1040 642367072889 1"F 275 40  15-25 0.8
@ FRGX1045 642367073992 1"F 2.75 4.5 15-25 0.8
@ FRGX1050 642367072896 1"F 2.75 5.0 15-25 0.8
@ FRGX1055 642367074005 1"F 2.75 5.5 15-25 0.8
(% FRGX1060 642367074012 1"F  2.75 60 15-25 0.8
@ FRGX1070 642367074029 1"F 2.75 7.0 15-25 0.8
@ FRGX1080 642367074036 1"F 2.75 8.0 15-25 0.8
@ FRGX1090 642367074043 1"F 2.75 9.0 15-25 0.8
(3 FRGX10100 642367074050 1'F 275  10.0 15-25 0.8
@ FRGX10120 642367 075897 1"F 2.75 12.0 15-25 0.8
@ FRGX101435 642367076603 1"F 2.75 13.5 15-25 0.8
@ FRGX10150 642367 075934 1"F 2.75 15.0 15-25 0.8
(% FRGX10200 642367072902 1"F 275 200 15-25 0.8
@ FRGX10250 642367 075842 1"F 2.75 25.0 15-25 0.8
@ FRGX10300 642367076146 1"F 2.75 30.0 15-25 0.8

Series
GA
GY
GB
GC
GX

3/4"Mx 3/4"F

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Inlet/Outlet

3/8"F

1/2"
3/4"

F
F

1"F
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o notens PLASTIC INSERT FITTINGS
For Flexible (Polyethylene) Plastic Pipe
Quality Since 1983
Male Adapters Insert Plugs
Plastic Pipe to Male Iron Pipe (MIP) Plastic Pipe Insert Plugs
Order UPC Bar Insert Ctn. Est.
Onrder UPC Bar Insert x MIP | Ctn. Est. No. Code (Qty.1) Size Qty. | Lbs./Ctn.
No. Code (Oty.1) Size __ Size Oty. | Lbs./Ctn. POLY
POLY (% PPL125 6 42367 02246 4 1-1/4" 10 0.50
% PMAS50 6 42367 02237 2 1/2" x 1/2" 10 0.20 3 PPL150 6 42367 06320 7 1-1/2" 10 0.80
(5 PMA75 6 42367 06158 6 3/4" x 3/4" 10 0.25 (% PPL200 6 42367 06321 4 2" 10 1.30
% PMA100 6 42367 06159 3 1"x 1" 10 0.50 PVC
% PMA125 642367 022242  1-1/4"x 1-1/4" 10 0.80 (% PVCPL50 6 42367 02249 5 1/2" 10 0.10
(4 PMA150 642367022280  1-1/2" x 1-1/2" 5 0.40 (% PVCPL75 6 42367 02250 1 3/4" 10 0.20
% PMA200 6 42367 02232 7 2"x 2" 5 0.70 (4% PVCPL100 6 42367 02245 7 1" 10 0.40
NYLON (% PVCPL125 6 42367 06306 1 1-1/4" 10 0.50
(4 NMA50 6 42367 01970 9 1/2" x 1/2" 10 0.30 (4 PVCPL150 642367 02247 1 1-1/2" 5 0.40
(4 NMA75 6 42367 01971 6 3/4" x 3/4" 10 0.40 (% PVCPL200 642367 02248 8 2" 5 0.65
(5 NMA100 6 42367 01966 2 1" x 1" 10 0.50
% NMA125 642367019679  1-1/4"x 1-1/4" 10 0.80
(% NMA150 64236701968 6  1-1/2"x 1-1/2" 10 1.00
% NMA200 6 42367 01969 3 2"x 2" 10 1.50 H
e Reducing Male Adapters
@ PVCMAS50 6 42367 06263 7 1/2" x 1/2" 10 0.40 Plastic P|pe to Male Iron P|pe (MlP)
(% PVCMA75 6 42367 02239 6 3/4" x 3/4" 10 0.40
(% PVCMA100 6 42367 02220 4 1"x1" 10 0.50
@ PVCMA125 642367 062781 1-1/4" x 1-1/4" 10 0.80 Order UPC Bar Insert x MIP | Ctn. Est.
9 PVCMA150 642367062798  1-1/2"x1-1/2" 5 0.40 No. Code (Oty.1) | Size Size | Oty. [Lbs./Ctn.
3 PVCMA200 6 42367 06280 4 2"x 2" 5 0.55 POLY
(% PVCMAS00 6 42367 02235 8 3" x3 1 050 {5 PMA7550 642367022419  1/2"x 3/4" 10 030
9 PVCMA400 6 42367 02236 5 4"x 4 1 080 (4 PMA1075 642367022235  3/4"x 1" 10 040
(% PMA12575 642367022273  3/4"x 1-1/4" 10 1.00
@ PMA12510 6 42367 02225 9 1" x 1-1/4" 10 0.60
% PMA15040 6 42367 02229 7 1" x 1-1/2" 10 0.80
Female Adapters % PMA15012 642367022303 1-1/4"x 1-1/2" 10 0.80
. . % PMA20045 642367022334  1-1/2"x 2" 10 1.40
Plastic Pipe to Female Iron Pipe (FIP) NYLON
% NMA7550 6 42367 06215 6 1/2" x 3/4" 10 0.30
i NMA1075 6 42367 06216 3 3/4" x 1" 10 0.50
3:?'3" c:dzc(g:: 9 ';isz:" xs::: g:"": Lb:j;'tn_ G4 NMA12575 642367062170  3/4"x 1-1/4" 10  0.60
PVGC (% NMA12510 6 42367 06218 7 1" x 1-1/4: 10 0.70
GSPVCFABO 642367 02173 3 1/2" x 1/2" 10 0.30 % NMA15010 642367065447 1"x1-1/2" =10 ——
\ . 3 NMA15012 642367062194 1-1/4" x 1-1/2 10 0.90
(% PVCFA75 6 42367 02174 0 3/4" x 3/4 10 0.50 5 NMA20015 642367 06220 0 G 0 T
¢ PVCFA100 642367 02169 6 1"x 1" 10 0.80 PVC :
EPVCFA125 642367021702 1.1/ 4,, x1-1/ 4,, 10 1.00 % PUCMA7550 6 42367 06281 1 1/2" x 3/4" 10 0.30
(*3PVCFA150 642367021719 1-1/2"x 1-1/2 10 1.30 @ PVOMAL075 6 42367 06282 8 34" % 1" 10 0.40
(5 PVCFA200 642367 021726 2" x 2" 10 2.30 :
3 PVCMA12575 642367062835  3/4" x 1-1/4" 10 1.00
MIP = Male Iron Pipe (% PVCMA12510 6 42367 06284 2 1"x 1-1/4" 10 0.60
FIP = Female Iron Pipe (% PVCMA15010 642367062859  1"x 1-1/2" 5 0.40
(% PVCMA15012 642367062866 1-1/4"x1-1/2" 5 0.40
WARNING: This product can expose you to (¢ PVCMA20015 6 42367 06287 3 1-1/2" x 2" 10 1.40
ol o e & pvoMaSolo saiows Ll 10 049
other reproductive harm. For more % PVCMABO75 6 42367 02238 9 3/4" x 1/2" 10 0.40
information go to www.P65Warnings.ca.gov 3 PVCMA7510 6 42367 02240 2 1" x 3/4" 10 0.50
(s PVCMA10125 6 42367 02221 1 1-1/4" x 1" 10 0.90
WARNING: This product meets Federal (>3 PVCMA10150 6 42367 02222 8 1-1/2"x 1" 5 0.40
USA Drinking Water requirements but has (% PVCMA12515 642367022266 1-1/2"x 1-1/4" 5 0.70
“Oésbﬁgf}esfficr']ﬂtﬁ'éttaeféii graﬁfo%ﬁ’;’ed (% PVCMA15020 642367022310 2" x 1-1/2" 5 0.80

Form No. 2037.21
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PLASTIC INSERT FITTINGS

For Flexible (Polyethylene) Plastic Pipe

Quality Since 1983

Elbows
Plastic Pipe to Plastic Pipe
Order UPC Bar Insert x Insert | Ctn. Est.
No. Code (Qty.1) Size Size Qty. | Lbs./Ctn.
POLY
(- PEP50 6 42367 02151 1 1/2" x 1/2" 10 0.30
(% PEP75 6 42367 02152 8 3/4" x 3/4" 10 0.40
(4 PEP100 6 42367 02143 6 1"x1" 10 0.60
(=3 PEP125 642367 021450  1-1/4" x 1-1/4" 5 0.45
(s PEP150 64236702146 7 1-1/2"x1-1/2" 10 1.10
(% PEP200 6 42367 02148 1 2"x 2" 5 1.00
NYLON
(% NEP50 6 42367 01958 7 1/2" x 1/2" 10 0.30
(i NEP75 6 42367 01959 4 3/4" x 3/4" 10 0.50
(% NEP100 6 42367 01954 9 1"x 1" 10 0.70
(5 NEP125 642367 019556  1-1/4" x 1-1/4" 10 1.20
(4 NEP150 642367019563  1-1/2"x 1-1/2" 10 1.50
(¢ NEP200 6 42367 01957 0 2"x2" 5 1.15
PVC
% PVCEP50 6 42367 06292 7 1/2" x 1/2" 10 0.30
3 PVCEP75 642367 06293 4 3/4" x 3/4" 10 0.40
5 PVCEP100 6 42367 06261 3 1" x1" 10 0.60
(6 PVCEP125 642367062941 1-1/4" x 1-1/4" 5 0.45
(% PVCEP150 642367 062958 1-1/2"x 1-1/2" 5 0.55
(% PVCEP200 6 42367 06296 5 2"x2" 5 0.50
Couplings
Plastic Pipe to Plastic Pipe
Order UPC Bar Insert x Insert | Ctn. Est.
No. Code (Oty.1) Size _ Size Oty. | Lbs./Ctn.
POLY
% PCP50 642367020644  1/2"x 1/2" 10 0.10
3 PCP75 6 42367 06161 6 3/4" x 3/4" 10 0.30
(=3 PCP100 6 42367 02047 7 1"x 1" 10 0.40
% PCP125 64236702050 7 1-1/4"x 1-1/4" 10 0.60
(% PCP150 642367 020538  1-1/2" x 1-1/2" 5 0.40
(% PCP200 6 42367 02057 6 2" x 2" 5 0.70
NYLON
% NCP50 642367 019525  1/2"x 1/2" 10 0.20
3 NCP75 642367019532  3/4" x 3/4" 10 0.30
3 NCP100 6 42367 01948 8 1" x 1" 10 0.50
% NCP125 642367019495 1-1/4"x1-1/4" 10 0.80
(% NCP150 642367019501 1-1/2"x 1-1/2" 10 1.10
(3 NCP200 6 42367 01951 8 2"x 2" 10 1.50
PVC
(5 PVCCP50 642367 06288 0 1/2" x 1/2" 10 0.10
(% PVCCP75 642367 02065 1 3/4" x 3/4" 10 0.40
(% PVCCP100 6 42367 06260 6 1"x 1" 10 0.40
(% PVCCP125 642367062897  1-1/4" x 1-1/4" 10 0.60
(4 PVCCP4150 642367062903 1-1/2" x 1-1/2" 5 0.40
(% PVCCP200 6 42367 06291 0 2" x 2" 5 0.55
(% PVCCP300 6 42367 02061 3 3"x 3" 1 0.40
(= PVCCP400 6 42367 02063 7 4" x 4" 1 0.69

@ No-Lead
Reducing Couplings
Plastic Pipe to Plastic Pipe
Order UPC Bar Insert xInsert | Ctn. Est.
No. Code (Oty.1) Size _ Size Qty. |Lbs./Ctn.
POLY
(% PCP7550 6 42367 02066 8 3/4" x 1/2" 10 0.30
(>3 PCP1050 6 42367 02048 4 1" x 1/2" 10 0.30
=% PCP1075 6 42367 02049 1 1" x 3/4" 10 0.30
(>3 POP12575 642367020521  1-1/4" x 3/4" 10 0.50
(% PCP12510 6 42367 02051 4 1-1/4" x 1" 10 0.40
(% PCP15075 642367020569  1-1/2" x 3/4" 10 0.50
(4 PCP15010 6 42367 02054 5 1-1/2" x 1" 10 0.60
(4 PCP15012 642367 020552  1-1/2" x 1-1/4" 5 0.25
(% PCP20010 6 42367 02058 3 2" x 1" 5 0.40
(3 PCP20012 642367020590 2" x 1-1/4" 5 0.40
(% PCP20015 6 42367 02060 6 2" x 1-1/2" 5 0.65
NYLON
(% NCP7550 6 42367 06221 7 3/4" x 1/2" 10 0.30
(% NCP1050 6 42367 06222 4 1" x 1/2" 10 0.40
(% NCP1075 642367 06223 1 1" x 3/4" 10 0.40
3 NCP12575 642367062248  1-1/4" x 3/4" 10 0.60
% NCP12510 6 42367 06226 2 1-1/4" x 1" 10 0.60
3 NOCP15075 642367062255  1-1/2" x 3/4" 10 0.70
% NCP15010 6 42367 06227 9 1-1/2" x 1" 10 0.60
% NCP15012 642367 062293  1-1/2" x 1-1/4" 5 0.45
% NCP20010 6 42367 06228 6 2"x 1" 5 0.60
(% NCP20012 6 42367 06230 9 2" x 1-1/4" 5 0.60
(5 NCP20015 6 42367 06231 6 2" x 1-1/2" 5 0.65
PVC
% PVCCP7550 6 42367 10377 4 3/4" x 1/2" 10 0.40
% PVCCP1050 6 42367 10718 5 1" x 1/2" 10 0.40
(% PVCCP1075 6 42367 10719 2 1" x 3/4" 10 0.40
Reducing Elbows
Plastic Pipe to Plastic Pipe
Ordenr UPC Bar Insert x Reducing| Ctn. Est.
No. Code (Oty.1) Size _Size Qty. | Lbs./Ctn.
PVC
(4 PVCEP7550 6 42367 02153 5 3/4" x 1/2" 10 0.50
(5 PVCEP1075 6 42367 02144 3 1" x 3/4" 10 0.50
(5 PVCEP2510 642367021498  1-1/4"x 1" 5 0.60
(6 PVCEP1525 642367021474  1-1/2" x 1-1/4" 5 1.25
MIP = Male Iron Pipe
FIP = Female Iron Pipe
WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov
WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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o otead PLASTIC INSERT FITTINGS
For Flexible (Polyethylene) Plastic Pipe
Quality Since 1983
Combination Elb Insert Tees
ombination OWS Plastic Pipe to Plastic Pipe
Plastic Pipe to Male Iron Pipe (MIP)
Order UPC Bar Lateral x Riser |Ctn. Est.
Order UPC Bar Insert x MIP | Ctn. Est. No. Code (Qty.1) Insert Insert | Oty. | Lbs./Ctn.
No. Code (Qty.1) Size  Size Qty. | Lbs./Ctn. POLY
POLY &4 PTP50 642367 02344 7 1/2" x 1/2" x 1/2" 10 0.40
¢4 PHE50 642367021993  1/2"x 1/2" 10 040  (H5PTP75 642367023461  3/4"x3/4"x3/4" 10  0.60
(% PHE75 6 42367 02200 6 3/4" x 3/4" 10 0.50 (% PTP100 6 42367 02316 4 1"x1"x 1" 10 1.00
% PHE100 6 42367 02195 5 1"x1t 10 0.70 (4 PTP125 642367023225 1-1/4"x 1-1/4" x 1-1/4" 10 1.60
4 PHE125 642367021962  1-1/4"x 1-1/4" 10 120 (4 PTPi50 642367023294 1-1/2"x1-1/2"x1-1/2" 5 1.00
(% PHE150 642367 021979  1-1/2" x 1-1/2" 5 0.70 (% PTP200 6 42367 02337 9 2"x2"x2" 5 1.90
NYLON NYLON
% NHE50 6 42367 01964 8 1/2" x 1/2" 10 030 | (ANTP50 642367019761  1/2"x 1/2"x 1/2" 10 0.40
4 NHE75 6 42367 01965 5 3/4" x 3/4" 10 050 (4NTP75 642367019778 3/4" x 3/4"x 3/4" 10 0.50
% NHE100 6 42367 01960 0 1"x1" 10 0.70 | (3 NTP100 642367019723 1"x 1"x 1" 10 0.80
4 NHE125 642367 019617  1-1/4"x 1-1/4" 10 1.40 % NTP125 642367019730 1-1/4"x 1-1/4" x 1-1/4" 10 1.30
% NHE150 642367 019624  1-1/2" x 1-1/2" 5 0.80 (4 NTP150 642367 01974 7 1-1/2"x 1-1/2" x 1-1/2" 10 1.50
PVC (% NTP200 6 42367 01975 4 2"x 2" x 2" 5 1.15
(5 PVCEM75 642367103781  3/4" x 3/4" 10 0.80
(3 PHE200 6 42367 02198 6 2"x 2" 10 2.90
Combination and Reducing Combination and
Elbows Reducing Tees
Plastic Pipe to Female Iron Pipe (FIP) Plastic Pipe to Female Iron Pipe (FIP)
Order UPC Bar Insert x FIP | Ctn. Est.
No. Code(Oty.i) | Size Size | Oty. |Lbs./Ctn. Order UPC Bar Lateral x FIP  |Ctn.| Est.
PVC No. Code (Qty.1) Size Size Qty.|Lbs./Ctn.|
% PVCEF50 6 42367 02136 8 1/2" x 1/2" 10 0.60 PVC
(% PVCEF5075 642367021399  3/4" x 1/2" 10 0.60 @SPVCTFS0 642367023126 1/2"x1/2"x1/2" 10 070
(: PVCEF5010 6 42367 02137 5 1" x 1/2" 10 0.80 (% PVCTF7550 642367 023140  3/4" x 3/4" x 1/2" 10 0.90
(% PVCEF50425 642367021382  1-1/4"x1/2" 10 130 GPVCTF75 642367023133  3/4"x3/4"x3/4" 10 110
(5 PVCEF7550 642367433420  1/2" x 3/4" 10 0.60 @3 PVCTF1050 6 42367 02289 1 Lol x1/2 10 1.20
% PVCEF75 6 42367 02140 5 3/4" x 3/4" 10 0.80 % zxglzigf 2 4;227 gg;gg 7 11 X 11 X 314 ig 128
5 PVCEF7510 6 42367 02141 2 1" x 3/4" 10 1.00 3 42367 4 "x1"x 1" -
(% PVCEF75125 6 42367 02142 9 1-1/4" x 3/4" 5 0.60 @ PVCTF12550 6 42367 02297 6 1-1/4"x 1-1/4"x 1/2" 5 0.65
(% PVCEF100 6 42367 02128 3 1" x 1" 10 1.40 (8 PVCTF12575 6 42367 022983 1-1/4" x 1-1/4"x 3/4" 5 0.65
(5 PVCEF10125 6 42367 02129 0 1-1/4" x 1" 10 1.60 % PVCTF12510 642367 022945 1-1/4"x 1-1/4"x1" 5 1.00
(% PVCEF10150 6 42367 02130 6 1-1/2" x 1" 10 2.00 9 PVCTF125 642367 02293 8 1-1/4" x 1-1/4" x 1-1/4" 5 1.40
(5 PVCEF125 642367 021313  1-1/4" x 1-1/4" 5 1.00 % PVCTF15050 642367 023058 1-1/2"x 1-1/2"x 1/2" 5 1.25
(% PVCEF12545 642367021320 1-1/2"x 1-1/4" 10 2.40 (3 PVCTF15075 6 42367 02306 5 1-1/2" x 1-1/2" x 3/4" 5 1.40
(% PVCEF150 642367 021337  1-1/2" x 1-1/2" 5 1.40 % PVCTF15010 642367 023003 1-1/2"x 1-1/2"x1" 5 1.40
(% PVCEF15020 6 42367 02134 4 2" x 1-1/2" 5 1.75 8 PVCTF15042 6 42367 02301 0 1-1/2" x 1-1/2" x 1-1/4" 5 1.25
(% PVCEF200 642367 02135 1 2" x 2" 5 1.90 (% PVCTFA50 642367 02299 0 1-1/2" x 1-1/2" x 1-1/2" 5 1.90
% PVCTF20050 6 42367 02310 2 2" x 2" x 1/2" 5 1.25
MIP = Male Iron Pipe (6 PVCTF20075 6 42367 02311 9 2" x 2" x 3/4" 5 150
FIP = Female Iron Pipe (% PVCTF20010 6 42367 02308 9 2"x2"x 1" 5 175
(% PVCTF20045 642367023096  2"x2"x 1-1/2" 5 125
WARNING: This product can expose you to (% PVCTF200 6 42367 02307 2 2"x 2" x 2" 5 2.65
ol which Is known o the State of (4 PVCTF75505 642367023157  3/4"x 1/2"x1/2" 20 180
alifornia to cause cancer, birth defects or " . N
other reproductive harm. For more (5 PVCTF10755 642367022914 1" x 3/4" x 1/2 10 1.10
information go to www.P65Warnings.ca.gov (% PVCTF10757 6 42367 02292 1 1" x 3/4" x 3/4" 10 1.10
(5 PVCTF12515 642367022952  1-1/4"x 1"x1/2" 10  1.10
. This product meets Federa 4 PVCTF15025 6 42367 023034 1-1/2"x 1-1/4" x 1/2" .
WARNING: This product meets Federal % PVCTF1502 1-1/2"x 1-1/4"x 1/2" 5 1.15
USA Drinking Water fequirements but has (4 PVCTF15027 642367023041 1-1/2"x 1-1/4"x 3/4" 5  0.90
RS oot I s Stete of Canfmia, % PVCTF15024 642367023027 1-1/2"x 1-1/4"x1" 5  1.15
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MANUFACTURING

PLASTIC INSERT FITTINGS o orend
Quality Since 1983
Reducing Insenrt Tees
Plastic Pipe to Plastic Pipe Bullhead Tees
Plastic Pipe to Plastic Pipe
Order UPC Bar Lateral x Riser |Ctn.| Est. Onrder UPCBar | Lateral x Riser | Ctn.| Est.
No. Code (Oty.1) Size _ Size Qty.|Lbs./Ctn.| | No. Code (Oty.1) | Insert _Insert | Oty. | Lbs./Ctn.
POLY PVC
% PTP75505 642367063146  3/4"x 1/2"x1/2" 10 0.60 (% pVCTP7510 642367 023478 3/4" x 3/4" x 1" 10 1.50
4 PTP7550 642367023485  3/4"x3/4"x1/2" 10  0.80 (4 PVCTP10425 642367023171 1"x 1"x 1-1/4" 5 0.55
% PTP1050 6 42367 06315 3 1" x 1" x 1/2" 10 1.10
4 PTP1075 6 42367 02319 5 1" x 1" x 3/4" 10  0.80
3 PTP10755 642367063160  1"x3/4"x1/2" 15 1.95
(4 PTP10757 642367063177  1"x3/4"x3/4" 10  1.10
3 PTP15050 642367063184 1-1/2"x 1-1/2"x1/2" 10  1.30
5 PTP15075 642367023362 1-1/2"x 1-1/2"x 3/4" 10  1.30
% PTP15010 642367023300 1-1/2"x1-1/2"x1" 10 1.40
3 PTP20075 642367 06319 1 2" x 2" x 3/4" 5 1.15
% PTP20010 642367 06766 3 2"x 2" x 1" 5 1.15 Insert Cross
PVC Plastic Pipe to Plastic Pipe
% PVCTP7550 642367063030 3/4"x3/4"x1/2" 10  0.80 P P
% PVCTP1050 6 42367 02318 8 1"x 1" x 1/2" 20 2.20
(% PVCTP1075 6 42367 06304 7 1" x 1" x 3/4" 10  0.80
(3 PVCTP12550 642367023270 1-1/4"x 1-1/4"x1/2" 5  0.75 Order UPC Bar Lateral x Lateral |Ctn.| Est.
% PVCTP12575 642367023287 1-1/4"x 1-1/4"x3/4" 5  0.90 No. Code (Oty.1 Insert Insert |Oty.]Lbs./Ctn.
&3 PVCTP12510 642367023232 1-1/4"x 1-1/4"x1" 5  0.65 & PvC .
(4 PVCTP15050 642367023355 1-1/2"x1-1/2"x1/2" 5  1.10 & PVCIC76 642367022099 3/4" X 3/4"x 3/4"x 3/4" 10 1.30
(% PVCTP15040 642367063078 1-1/2"x1-1/2"x1" 5 070 ¢9PVCIC100 642367022082  1"x1"x1"x1 10 140
(% PVCTP15042 6 42367 02331 7 1-1/2" x 1-1/2" x 1-1/4" 5 1.40
@3 PVCTP20050 6 42367 02341 6 2" x 2" x 1/2" 5 1.25
% PVCTP20075 6 42367 02343 0 2" x 2" x 3/4" 5 1.15
3 PVCTP20010 6 42367 02338 6 2"x2"x 1" 5 1.15
% PVCTP20012 642367023393  2"x 2" x 1-1/4" 5 1.50
% PVCTP20045 642367023409 2" X 2" x 1-1/2" 5 2.00
4% PVCTP75505 642367023492  3/4"x 1/2"x 1/2" 20  1.20
% PVCTP10755 642367023201  1"x3/4"x1/2" 20  2.60
i PVCTP10757 642367023218  1'x3/4"x3/4" 20 2.20 :
@3 pPVCTP12517 642367023263  1-1/4"x1"x3/4" 10  1.30 Cut Oﬂ: Nlpples
4% pVCTP12544 642367023249  1-1/4"x 1" x 1" 5 075
% PVCTP15027 642367023348 1-1/2" x 1-1/4" x 3/4" 5  0.90
3 PVCTP15021 642367023324 1-1/2"x1-1/4"x1" 5 1.25 Orden UPC Ban Ctn. Est.
@ PVCTP15022 642367 023331 1-1/2" x 1-1/4" x 1-1/4" 5 1.25 No. Code (Qty.1) Size x Len_gth Qty. | Lbs./Ctn.
(% PVCTP20055 642367023423 2"x 1-1/2" x 1-1/2" 5 1.90 poLY
(% PCN50 6 42367 02045 3 1/2" x 6" 25 1.50
(% PCN75 6 42367 02046 0 3/4" x 6" 25 1.50
Combination Tees
Plastic Pipe to Male Iron Pipe (MIP) MIP = Male Iron Pipe
FIP = Female Iron Pipe
Ordenr UPC Bar Lateral x MIP Ctn. Est. WARNING: This product can expose you to
No. Code (Oty.1) Insert __ Size Qty. |Lbs./Ctn. lead, which is known to the State of
PVC California to cause cancer, birth defects or
(4 PVCHTB0 642367062972  1/2"x1/2"x1/2" 10  0.60 oo o o o oy
(% PVCHT75 6 42367 06298 9 3/4" x 3/4" x 3/4" 10 0.60
(6 PVCHT100 6 42367 06299 6 1"x1"x 1" 10 170 WARNING: This product meets Federal
i PVCHT125 6 42367 063009 1- x 1- x 1- . USA Drinking Water requirements but has
1-1/4" x 1-1/4" x 1-1/4" 10  2.20 Ve
(4 PVCHTA50 642367063016 1-1/2"x 1-1/2" x 1-1/2" 5 1.65 not beeﬂl Sp(fF'f'%a"yStesteﬂ x f.‘pprf?"ed
(%3 PVCHT200 6 42367 06302 3 2" x 2" x 2" 5 315 as no-lead in the State of California.
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orores STEEL INSERT FITTINGS
(Zinc plated) for Flexible Steel Couplings - Plastic Pipe to Plastic Pipe
. . Order UPC Bar Insert Insert Ctn. Approx.
(Polyethylene) Plastic Pipe No. Code (Qty. 1) Size X_Size Qty. Lbs./Ctn.
MIP= Male Iron Pipe @ SCP50 6 42367 02415 4 1/2" x 1/2" 25 4.0
FIP= Female Iron Pipe =% SCP75 6 42367 02416 1 3/4" x 3/4" 25 5.0
(= SCP100 6 42367 02403 1 1"x 1" 20 6.0
@ SCPi25 6 42367 02406 2 1-1/4" x 1-1/4" 20 10.0
(5 SCP150 6 42367 02409 3 1-1/2" x 1-1/2" 10 6.2
% SCP200 6 42367 02411 6 2"x 2" 10 8.8
= SCP300 6 42367 02413 0 3"x 3" 4 13.6
(>3 SCP400 6 42367 02414 7 4" x 4" 2 11.6
SCP100 Steel Male Adapters - Plastic Pipe to Male Iron Pipe (MIP)
Order UPC Bar Insert MIP Ctn. Approx.
No. Code (Oty. 1) Size X Size Oty. Lbs./Ctn.
%  SMA50 6 42367 02454 3 1/2" x 1/2" 25 35
@ SMA75 6 42367 02456 7 3/4" x 3/4" 25 5.0
3 SMA100 6 42367 02439 0 1"x 1" 20 6.0
% SMA125 6 42367 02443 7 1-1/4" x 1-1/4" 20 10.0
SMAL00 (% SMA150 6 42367 02446 8 1-1/2" x 1-1/2" 10 6.8
= SMA200 6 42367 02450 5 2"x 2" 10 8.6
3 SMA300 6 42367 02452 9 3"x 3" 4 10.6
@ SMA400 6 42367 02453 6 4" x 4" 2 8.7
Steel Reducing Male Adapters - plastic Pipe to Male Iron Pipe (MIP)
Order UPC Bar Insert MIP Ctn. Approx.
No. Code (Oty. 1) Size X Size Qty. Lbs./Ctn.
SMAL075 = SMA7550 6 42367 02458 1 3/4" x 1/2" 10 1.8
= SMA1075 6 42367 02442 0 1" x 3/4" 10 3.0
Steel Extra Long Male Adapters - Plastic Pipe to Male Iron Pipe (MIP)
Order UPC Bar Insert MIP Ctn. Approx.
No. Code (Oty. 1) Size X Size Qty. Lbs./Ctn.
3 SMA100XL 6 42367 02440 6 1"x 1" 20 10.0
@ SMA125XL 6 42367 02445 1 1-1/4" x 1-1/4" 10 7.5
SMA100XL Steel Female Adapters - piastic Pipe to Female Iron Pipe (FIP)
Order UPC Bar Insert FIP Ctn. Approx.
No. Code (Oty. 1) Size X Size Qty. Lbs./Ctn.
& SFA75 6 42367 02430 7 3/4" X 3/4" 25 6.5
% SFA100 6 42367 02425 3 1"x 1" 20 7.2
% SFA125 6 42367 02426 0 1-1/4" x 1-1/4" 20 11.0
% SFA150 6 42367 02427 7 1-1/2" x 1-1/2" 10 4.4
(=% SFA200 6 42367 02428 4 2"x 2" 10 9.0
SFA75 Steel Venturi Female Adapter - Piastic Pipe to Female Iron Pipe (FIP)
Order UPC Bar Insert FIP Ctn. Approx.
No. Code (Qty. 1) Size x Size Length Qty. Lbs./Ctn.
&3 SVFA1006 6 42367 42734 4 1"x 1" 6" 1 0.6
@ SVFA1256 6 42367 42735 1 1-1/4" x 1-1/4" 6" 1 0.8
Steel Venturi Male Adapter - Piastic Pipe to Male Iron Pipe (MIP)
SVFA1256 | Order UPC Bar Insert MIP Ctn. Approx.
No. Code (Oty. 1) Size x_Size Length Oty. Lbs./Ctn.
(# SVMA1006 642367 02754 4 1"x 1" 6" 1 0.6
(% SVMA1256 642367 027551 1-1/4" x 1-1/4" 6" 1 0.8
(i SVMA1008 642367 06150 0 1"x 1" 8" 1 0.9
(= SVMA1258 6 42367 06051 0 1-1/4" x 1-1/4" 8" 1 1.1
Steel Well Seal Ell - Piastic Pipe to Plastic Pipe
SVMA1006 | Order UPC Bar Insert Insert Ctn. Approx.
No. Code (Oty. 1) Size x_Size Ooty. Lbs./Ctn.
5 SWSE100 6 42367 02763 6 1" x 1" 1 1.8
- T (3 SWSE125 6 42367 02764 3 1-1/4" x 1-1/4" 1 3.1
= WARNING: This product can expose you to WARNING: This product meets Federal
&5 lead, which is known to the State of USA Drinking Water requirements but has
= California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
SWSE100 information go to www.P65Warnings.ca.gov
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STAINLESS STEEL INSERT FITTINGS

For Flexible (Polyethylene) Plastic Pipe - All Made of 304 Stainless Steel

SSFA100
SSRMA100

Stainless Steel Female Adapters
Plastic Pipe to Female Iron Pipe
* Full length set of insert barbs
* Rounded shoulders

Stainless Steel Male Adapters - Round Body

Plastic Pipe to Male Iron Pipe * Solid pipe for strength and economy

* Full length set of insert barbs * Solid pipe for strength and economy
« Rounded shoulders Order UPC Bar Ins_:ert " F_IP Ctn. |Approx.
Orden UPC Bar insert __MIP [Ctn] Approx. No. Code (Oty. 1) Slze" SI..Ze Oty. [Wt./Lbs. |
— Code (Qty. 1) | size * size | oty wt./Lbs. (% SSFA75 6 42367 41225 8 3/4" X 3./.4 25 0.3
¢4 SSRMAB0 Gam67alzas7 U2 x 12 25 02 & SSFA100 LSOt PSR ——
5 SSRMA7550 642367433499  3/4"x1/2' 10 02 ¢ SSFA125 ga2367412272 L LUA X LA 20 05
¢ SSRMA75 6 42367 11394 0 34" x 3/4" o5 02 (% SSFA150 642367 412289 1-1/2"x 1-1/2" 10 0.5
(% SSRMA1075 642367 43238 6 1" x 3/4" 25 03 | & ssFA200 642367 41229 6 2'x2" 1o 18
(% SSRMA100 6 42367 11393 3 1"x 1" 20 0.3
(3 SSRMA1025 642367 12984 2 1" x 1-1/4" 20 0.4 SSRCP75
(% SSRMA2510 642367 433505 1-1/4" x 1" 20 0.4
(% SSRMA125 642367 113957 1-1/4"x 1-1/4" 20 0.4
3 SSRMA150 642367 11396 4 1-1/2" x 1-1/2" 10 0.8 Stainless Steel Insert Couplings
% SSRMA200 6 42367 11397 1 2"x 2" 10 11 Plastic Pipe to Plastic Pipe

* Full length set of insert barbs
* Rounded shoulders

* Solid pipe for strength and economy

Order UPC Bar Insert Insert |Ctn.| Approx.
SSMAL25 No. Code (Oty. 1) | Size X Size |oty.| Wt./Lbs.
(3 SSRCP50 642367 412494  1/2" x 1/2" 25 0.2
. . (% SSRCP75 642367113988  3/4"x 3/4" 25 0.2
g:gi'cngﬁesz 3.tpevﬁt'h“ﬁ'§'e Adapters with Hex & SSRCP100 6 42367 11399 5 1"x 1" 20 0.3
* Full length set of insert barbs ¢ Solid casting for strength and economy (6 SSRCP125 642367 114008  1-1/4"x 1-1/4" 20 0.5
* Large hex for wrench (% SSRCP150 642367 114015 1-1/2"x 1-1/2" 10 0.8
Order UPC Bar Insert MIP [Ctn.| Approx. | (i SSRCP200 6 42367 11402 2 2"x 2" 10 1.0
No. Code (Qty.1) | Size X Size [oty.|Wt./Lbs.
(>3 SSMA50 6 42367 06148 7 1/2" x 1/2" 25 0.2
(% SSMA75 64236705946 0  3/4" x 3/4" 25 0.2 SSUN100
+* SSMA100 6 42367 05947 7 1"x 1" 20 0.4 . . . .
< SSMA125 642367050507 1-1/4"x1-1/4" 20 05 &tﬁglgﬂzfﬁiiﬁgﬁlnﬂ‘e'ﬁg ‘Ff‘i":h O-Ring
o SSMA1025 642367059491  1"x1-1/4" 20 0.4 P P
% SSMA150 642367434090 1-1/2"x1-1/2" 10 0.9 Order LEGC Ban Gtn.| Approx. |
G SSMA200 6 42367 43410 6 oy o 5 1.2 No. Code (Oty. 1) FIP x FIP Oty.| Wt./Lbs.
(% SSUN100 6 42367 41855 7 1"x 1" 50 0.7
(3 SSUN125 642367 418564 1-1/4"x 1-1/4" 30 0.8
SSMA1025XL
SSVAL100

Stainless Steel Extra Long Male Adapters
Plastic Pipe to MIP with Hex

* Extra long length of insert barbs
e Large hex for wrench

Stainless Steel Venturi Adapters with Rope Lug

 Solid casting for strength and economy
Plastic Pipe to Male Iron Pipe (MIP)

Order UPC Bar Insert  MIP |Ctn.|Approx. Order UPC Bar In;ert MIP Ctn.|Approx.
No. Code (Oty. 1) | Size X size | oty. |Wt./Lbs. No. Code (Oty. 1) | Size X Size | Length|Oty.|Wt./Lbs.
9 SSMA100XL 6 42367 09588 8 1"x 1" 20 0.4 (% SSVAL100 6 42367 43351 2 1"x 1" 6.5" 48 0.9
@ SSMA125XL 642367 09587 1 1-1/4" x 1-1/4" 10 0.5 @ SSVAL125 642367 433529 1-1/4"x 1-1/4" 6.5" 30 1.3
(>3 SSMA1025XL 6 42367 09590 1 1" x 1-1/4" 10 0.5
. SSVMA1006
MIP = Male Iron Pipe
FIP = Female Iron Pipe
- — Stainless Steel Venturi Male Adapters
WARNING: This product can expose you to lead, which is known to the « Plastic Pipe to Male Iron Pipe (MIP) « Extra long body
State of California to cause cancer, birth defects or other reproductive
harm. For more information go to www.P65Warnings.ca.gov Order UPC Bar Insert _ MIP Ctn.|Approx.
i iz g
WARNING: This product meets Federal USA Drinking Water S Code (Oty. 1) Slze“ S £ Len"th Oty.|Wt./Lbs.
requirements but has not been specifically tested or approved &9 SSVMA1006 6 42367 41496 2 1"x1 6 60 0.8
as no-lead in the State of California. (5 SSVMA1256 642367 414979 1-1/4"x 1-1/4" 6" 40 0.8

Form No. 2079.23
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MANUFACTURING

STAINLESS STEEL INSERT FITTINGS

SSHE1000

Stainless Steel Hydrant Elbows
Plastic Pipe to Male Iron Pipe (MIP)
* Full length set of insert barbs * Solid casting for strength and economy

For Flexible (Polyethylene) Plastic Pipe - All Made of 304 Stainless Steel

SSTEL100

Stainless Steel Street Elbows
Female Iron Pipe (FIP) to Male Iron Pipe (MIP)

requirements but has not been specifically tested or approved
as no-lead in the State of California.

Order UPC Bar Ctn.| Approx.
Order UPCBar  |Insert ~ MIP |Ctn.|Approx. No. Code (Qty. 1) | FPxmIP |oty.|wt./Lbs.
No. Code (Qty.1) | Size "~ Size|Qty. [Wt./Lbs. | 2 ssTELS0 642367455187 1/2" x 1/2" 200 0.2
+ SSHE7S5 642367411602  3/4"x3/4" 10 0.5 3 SSTEL75 642367455644  3/4"x 34" 60 03
0:0 SSHE100 6 42367 12119 8 1" x 3/4" 10 0.7 @ SSTEL100 6 42367 41859 5 1" x 1" 50 0.6
#» SSHE1000 642367 12117 4 1"x1" 10 06 (4 SSTEL125 642367418601 1-1/4"x1-1/4" 20 1.0
*%* SSHE1025 6 42367 43281 2 1-1/4" x 1" 5 0.8
‘:’ SSHE125 642367 121150 1-1/4"x 1-1/4" 5 0.9
SSDT75
SSFE100 )
Stainless Steel Insert Tees
Stainl Steel C binati Elb Plastic to Plastic to Plastic
alniess eel Combpination OWS
Plastic Pipe to Female Iron Pipe (FIP) Onrder UPC Bar Insert Insert Insert|Ctn.|Approx.
o el = A No. Code (Oty. 1) Size x Size x Size _|Oty.|Wt./Lbs.
N" er cod Qa" o | 1 Qt"‘ wpp[zx. (4 SSDT75 642367443375  3/4"x3/4"x3/4" 10 0.4
X S;;E:I.OO - "232( ty(;o)g "sf""t ’1‘ ;V' t(')/ s S:| (4 SSDT7510 642367 44338 2 1"x 3/4" x 1" 10 05
o SSFE125 42367 454 517 X T i (%3 SSDT100 6 42367 44339 9 1"x1"x 1" 10 05
* 642367454616 1-/4a7x 1- : < SSDT125 642367443405 1-1/4"x1-1/4"x1-1/4" 5 1.0
SSDE100
SSHT100
Stainless Steel Elbows .
Plastic Pipe to Plastic Pipe Stainless Steel Hydrant Tees
* Full length set of insert barbs ¢ Solid casting for strength and economy Plastic to Male Iron Pipe (MIP) to Plastic
Order UPC Bar Insert Insert| ctn.| Approx. Order UPC Bar Insert MIP Insert | Ctn. | Approx.
No. Code (Qty. 1) | Size * Size | oty.| wt./Lbs. No. Code (Qty. 1) | Size x Size x Size |Qty. |Wt./Lbs.
(% SSDE75 6 42367 44335 1 3/4" x 3/4" 10 0.3 +%* SSHT75 6 42367 41871 7 3/4" x 3/4" x 3/4" 10 0.5
«% SSDE100 6 42367 12810 4 1" x 1" 10 0.6 +%* SSHT7510 642367 418724 1" x 3/4" x 1" 10 0.6
ofo SSDE125 642367128111 1-1/4"x1-1/4" 5 0.9 «» SSHT100 642367418731 1"x1"x 1" 10 0.7
@ SSDE1025 6 42367 44336 8 1-1/4" x 1" 10 0.8 0:0 SSHT10125 6 42367 45458 6 1-1/4" x 1" x 1-1/4" 5 0.7
SSEL100
SSHB12510
Stainless Steel 90 Degree Elbows
Female Iron Pipe (FIP) to Female Iron Pipe (FIP) Stainless Steel Hex Bushings
Order UPC Bar Ctn. | Approx. Male Iron Pipe (MIP) to Female Iron Pipe (FIP)
* Large hex for wrench * Solid casting for strength and economy
No. Code (Qty. 1) FIPXFIP | Oty.|Wt./Lbs.
(% SSEL100 6 42367 41857 1 T x1" 100 0.4 Order UPC Bar Ctn.| Approx.
(% SSEL125 642367418588 1-1/4"x 1-1/4" 70 0.7 S Code(Oty.1) | MIPxFIP | Oty.[Wt./Lbs.
‘ &9 SSHB7525 642367129293  3/4"x1/4" 200 0.1
MIP = Male Iron Pipe % SSHB7550 642367124540  3/4"x1/2" 200 0.1
FIP = Female Iron Pipe (% SSHB10025 6 42367 41526 6 1"x1/4" 200 0.3
WARNING: This product can expose you to lead, which is known to the @ SSHB10050 6 42367 12563 9 1" x1/2" 200 0.3
State of California to cause cancer, birth defects or other reproductive (=3 SSHB10075 6 42367 41525 9 1" x 3/4" 250 0.3
harm. For more information go to www,P6SWarnings.ca.gov (3 SSHB12510 642367061845  1-1/4"x1" 120 03
WARNING: This product meets Federal USA Drinking Water (>3 SSHB12575 642367 121747  1-1/4"x 3/4" 120 0.3
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OM=RRILL (=

MANUFACTURING

& No-Lead

NO LEAD BRASS INSERT FITTINGS

< CA. Certified

FOR FLEXIBLE (POLYETHYLENE) PLASTIC PIPE

No-Lead Brass Male Adapters
Plastic Pipe to Male Iron Pipe (MIP)

Quiality Fittings Since 1980

No-Lead Brass Solder Adapters
Plastic Pipe to Copper Tube

el il Insert MIP [ Ctn. | Approx. Order UPCBar |[Insert Sweat |Ctn. | Approx
. No. Code (Qty. 1) Size x Size Qty. |Lbs./Ctn.| \gvaNL125 No. Code (Qty. 1)| size xsize |oty. [Lbs./otn
0:0 IBMANL50 642367412777  1/2" x 1/2" Hex 10 1.9 5 IBSANLBO 642367 41947 9 12" % 1/2" 10 0.7
0:0 IBMANL75 642367412784  3/4"x 3/4"Hex 10 2.3 P IBSANL7S 642367410486 3/4" X 3/4" 10 16
. Wy qn
’: IBMANL7610 6 42367 41279 1 3/‘?' x1 'I'?ound 10 3.0 3 IBSANL7510 642367419493 1" x 3/4"or 1" 10 25
::: ::m:::jgzs 642367 412807 11 X f/‘:'? He); ig 2‘9‘ 4% IBSANL100 642367 41950 9 1" x 1" 10 2.0
.:’ IHEMANL100 642367 41281 4 1?.( i gun 10 4'0 IHBMANLloo’:’ IBSANL125 642367416516 1-1/4"x 1-1/4" 10 2.5
X 642367 41282 1 X ex . u D 7
o IBMANL2510 642367412838 1-1/4"x 1" Hex 10 5.0 % :::::t:zg 042307421465 1-1/2,, X 1:1/2 > L
o . . 6 42367 07603 0 2"x 2 5 2.2
%* IBMANL1025 642367412845 1"x 1-1/4"Hex 10 5.0
o3 IBMANL125 642367412852 1-1/4" x 1-1/4" Hex 10 4.1 No-Lead Brass Hydr\ant Elbows
#* IBMANL150 642367412869 1-1/2"x 1-1/2" Hex 5 3.1 IBSANL50 i DR ;
M = Plastic Pipe to Male Iron Pipe (MIP)
%* IBMANL200 642367 412876 2" x 2" Hex 5 5.7
Onrder UPC Bar Insert MIP |Ctn. |Approx.
No-Lead Brass Extra Long Male No. Code (Oty. 1) | Size x Size | Oty. [Lbs./Ctn,
Adaptehs IBHENL75 ‘E‘ IBHENL75 642367 42105 2 3/4" x 3/4" 10 4.0
R X 4 " "
Plastic Pipe to Male Iron Pipe (MIP) with Hex < el 1o 0
ord PGB I e o A ** IBHENL1000 6 42367 42106 9 1" x 1" 10 6.0
rder ap nsenrt tn.| Approx.
No. Code (Qty. 1) | Size x Size |Qty. Lbs./thJ
3 IBMANL10OXL 6 42367 42108 3 1"x 1" 10 5.0 No-Lead Brass Hydhant Tees
3 IBMANL125XL 642367421090 1-1/4"x1-1/4" 10 60 .. . Plastic Pipe to Male Iron Pipe (MIP)
Order UPC Bar Insert MIP |Ctn. |Approx.
No-Lead Brass Female Adapter\s A No. Code (Oty. 1) | Size x Size |Qty. |Lbs./Ctn.
Plastic Pipe to Female Ir‘on Pipe (FIP) ** IBHTNL7510 6 42367 42103 8 1" x 3/4" 10 6.0
Order UPC Bar Insert FIP [Ctn. |Approx.| 'BHTNL7510 p L —— 10 7.0
No. Code (Qty. 1) Size x Size |Qty. |Lbs./Ctn.| No-Lead B T
4 IBFANL50 6 42367 41291 3 1/2" x 1/2" 10 2.8 o- _ea_ rass lees i
% IBFANL75 642367412020  3/4"x3/4" 10 3.7 Plastic Pipe to Female Iron Pipe (FIP)
#* IBFANL10O 642367 41293 7 1"x 1" 10 5.4 Order UPC Bar Insert FIP |Ctn.|Approx.
% IBFANL125 642367412044 1-1/4"x 1-1/4" 10 5.9 IBFANL100 No. Code (Oty.1)| Size xSize | Oty. |Lbs./Ctn
(4 BTFNL75 6 42367 41321 7 3/4" x 3/4" 10 6.0
No-Lead Brass Couplings 4 BTFNL1075 642367413231  1"x 3/4" 6 45
Plastic Pipe to Plastic Pipe @3 BTFNL100 642367 41322 4 1"x1" 6 5.0
Order UPCBar | Insert Insert | Ctn.]| Approx. (4 BTFNL125 642367413248 1-1/4"x1-1/4" 4 6.0
No. Code (Qty. 1) Size x Size Qty.|Lbs./Ctn BTENL100
‘E‘ IBCPNL50 642367412883 1/2"x 1/2"Hex 10 1.0 No-Lead Brass Tees
*%* IBCPNL75 642367412890 3/4"x 3/4"Hex 10 1.8 Plastic Pipe to Plastic Pipe
< "y 1n
: IBCPNL100 642367 41290 6 1 x 1 Hex 10 2.0 Order UPC Bar Lateral Riser |Ctn. Approx.
*°* IBCPNL125 642367413033 1-1/4" x 1-1/4" Hex 10 3.4 No Code (Qty. 1) Size x Size | 0tylLbs./Ctn
% IHBCPNL150 6 42367 41304 0 1-1/2: X 1'-'1/2" Hex 5 2.7 3 BTPNLL075 642367 42140 3 1" x 1" x 3/4" 10 73
hl/lTscpl\l:lecl’o B ;?367 4132?; _ 2 T 2| He’;_ 5 43 BIPNL1075GH BTPNL2510 642367421410 1-1/4" x 1-1/4"x 1" 10 10.9
= Male Iron Pipe = Female Iron Pipe
WARNING: This product can expose you to
lead, which is known to the State of No-Lead Brass Tees
California to cause cancer, birth defects or . . . i
~ other reproductive harm. For more Plastic Pipe to Plastic Pipe
information go to www.P65Warnings.ca.gov S oo UPC Ban Lateral Riser|Ctn. | Approx.
WARNING: This product meets Federal ) No. Code (Qty. 1) |Insert x Insert| Qty. |Lbs./Ctn.
USAbDrinking V\/f';\telrI requiredments but hzs ** IBDTNL75 642367421014 3/4" x 3/4" x 3/4" 10 4.5
not been specifically tested or approve K2 " " "
as no-lead in the State of California. %*IBDTNL100 642367 42102 1 1"x1"x1 10 6.6
IBDTNL75
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Quality Fittings
Since 1980

- OM=RRIL

& No-Lead < CA. Certified MANUFACTURING

NO-LEAD BRONZE INSERT FITTINGS
FOR FLEXIBLE (POLYETHYLENE) PLASTIC PIPE

RBMANL100

RBCPNL100

No-Lead Bronze Male Adapters

No-Lead Bronze Couplings Plastic Pipe to Male Iron Pipe (MIP) with Hex

Plastic Pipe to Plastic Pipe with Hex order UPC Bar Insert MIP | Ctn.| Approx.

Order UPC Bar Insert Insert | Ctn.| Approx. No. Code (Qty. 1) Size x Size Qty. |Lbs./Ctn
No. Code (Qty.1) | SizexSize | Oty.|Lbs./Ctn{ « RBMANL50 642367124878  1/2" x 1/2" 10 1.6
‘:‘ RBCPNL50 6 42367 12476 2 1/2" x 1/2" 10 1.6 Q:Q RBMANL75 6 42367 12488 5 3/4" x 3/4" 10 2.2
’:’ RBCPNL75 6 42367 12477 9 3/4" X 3/ P 10 2.2 0:0 RBMANL7510 642367 128838 3/4" X l" 10 30
’:’ RBCPNL7510 6 42367 12478 6 3/4" x 1" 10 3.7 0:0 RBMANL1075 642367 12489 2 1" X 3/4" 10 28
+* RBCPNL100 6 42367 12479 3 1" x 1" 10 34 +* RBMANL100 642367 122935 1" x 1" 10 4.2
% RBCPNL1025 642367124809  1"x1-1/4" 10 6.2  « RBMANL2510 642367124915  1-14"x1" 10 52
+* RBCPNL125 642367 124816 1-1/4"x 1-1/4" 10 6.1 +* RBMANL1025 6 42367 12292 8 1" x 1-1/4" 10 45
% RBCPNL150 642367124823 1-1/2"x1-1/2" 5 29 «» RBMANL125 642367124939 1-1/4"x1-1/4" 10 55
#* RBCPNL200 642367 124830 2"x2" 5 4.0 «» RBMANL150 642367124946 1-1/2"x1-1/2" 5 3.4
+%* RBMANL200 642367 12495 3 2" x 2" 5 5.7

RBCPNL150XL
RBMANL100L

No-Lead Bronze Extra Long Couplings

Plastic Pipe to Plastic Pipe with Hex No-Lead Bronze Long Insert Barb Male Adapters

Plastic Pipe to Male Iron Pipe (MIP)

Order UPC Bar Insert Insert |Ctn.| Approx.

No. Code (Oty.1) | Sizex Size | Qty.|Lbs./Ctn{ | Order UPC Bar Insert MIP | Ctn.| Approx.
*+ RBCPNL10OXL 6 42367 12484 7 1"x 1" 10 5.9 No. Code (Qty. 1) | Size x Size | Qty.|Lbs./Ctn
%+ RBCPNL125XL 642367 124854 1-1/4" X 1-1/4" 5 5.3 % RBMANL10OL 642367 42380 3 1"x 1" 10 6.0
4+ RBCPNL150XL 642367 412500 1-1/2" x 1-1/2" 5 5.3 < RBMANL1025L 642367423810 1"x1-1/4" 10 6.5
+» «RBCPNL200XL 6 42367 12486 1 2"x 2" 5 8.8 Total Barb Length 9 Barbs

* Extra Long Insert Barbs

RBMANL100XL
RBCPNL200XLU
No-Lead Bronze Extra Long Male Adapters
No-Lead Br-onz_e Extr-a_ Long _Inser-t Coupling Order UPC Bar Insert MIP | Ctn.| Approx.
% P'pevl\?’ég;'r(s)-cg:lnte ';\J/Igcliggas'l No. Code (Qty. 1) | Size x Size | Oty. |Lbs./Ctn.
i i ily o VT
Plastic Pipe to Plastic Pipe with Hex *:* * RBMANLL1OOXL 6 42367 12503 5 1"x 1 10 6.5
¢ » RBMANL1025XL 642367 125042 1"x 1-1/4" 10 25
IR LF UPCBar insert Insert)Ctn.|ApProX. | % . ppMANL125XL 642367 125059 1-1/4"x 1-1/4" 10 7.2
‘%*N°' Code (Qty. 1) S'z‘f L SI'Ize QOty.[Lbs./Ctn.| & . REMANLLSOXL 642367 415235 1-1/2"x 1-1/2" 5 5.0
. RBCPNL10OXLU 6 42367 45369 5 1"x 1 5 50 %, RBMANL20OXL 6 42367 12506 6 oy " 5 70
o 14" x 1-1/4"
4 RBCPNL126XLU 642367453701 1-1/4"x 1-1/4" 4 —— * Extra Long Insert Barbs - Total Barb Length 12 Barbs
4**RBCPNL200XLU 6 42367 43711 4 2"x 2" 2 2.0
* Extra Long Insert Barbs with O-Ring Union
BUANL100
BHBNL12510
No-Lead Bronze Union Adapters
. Plastic Pipe to Male Iron Pipe (MIP) with Hex
No-Lead Bronze Hex Bushing Approx.
Male Iron Pipe (MIP) to Female Iron Pipe (FIP) O UPC Bar Insert MIP [Ctn.| Lbs./
Order UPC Bar Ctn. | Approx. No. Code (Oty. 1) | Size x Size |Oty.| Ctn.
No. Code (Qty.1) | MIPxFIP _ |Oty. |Lbs./Ctn.| +» BUANL100 642367 41361 3 1"x 1" 10 85 ORI119
3 BHBNL12510 6 42367 44404 4 1-1/4"x 1" 1 0.37 <% BUANL125 642367413606 1-1/4"x 1-1/4" 10 125 OR218

WARNING: This product can expose you to lead, which is known to the
State of California to cause cancer, birth defects or other reproductive
harm. For more information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal USA Drinking Water
requirements but has not been specifically tested or approved
as no-lead in the State of California.

Form No. 2036.19
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Since 1980

&3 No-Lead

ey e Q) MIERIRIL_ L

MANUFACTURING

NO-LEAD BRONZE INSERT FITTINGS

+ CA. Certified

CRBMANL50
. RBHENL1000
No-Lead Bronze Male Adapters (Light Duty Model)
Plastic Pipe to Male Iron Pipe (MIP) with Hex No-Lead Bronze Hydrant Elbows

Order UPC Bar Insert MIP |Ctn.| Approx. Plastic Pipe to Male Iron Pipe (MIP)

iz Code (Qty. 1) slllze X ?/';e Qltg Lbsl./ gtn. Order UPC Bar Insert MIP |Ctn.| Approx.
% gRBMANLSO 6 42367 42239 4 i X —_ " 2'5 No. Code (Qty. 1) Size x Size Qty.|Lbs./Ctn.
& CRBMAN"7§ 642367 422400 o X3/4" 0 a0 o RBHENL75 642367125202 3/4"x 314" 10 4.0
& RBMANL1075 6 42367 42243 1 1"X v 0 a0 < RBHENL100 642367125219  1"x 3/4" 10 44
& CREBMANLIQO 642367 42242 4 . 1/4)_(_ - : «»+ RBHELNL100 642367 12522 6 1" x 3/4" 10 57
o CRBMANL2510 6 42367 42246 2 1 . 1/4-- 1O 2.9 & RBHENL1000 642367 12523 3 17y 1 10 51
@ CREMAGIEIOZbRCE daiisesslb 1 1/4)f| '1 Ua 13 4'2 o+« RBHELNL1000 6 42367 12524 0 1"x 1" 10 6.0
@ gRBMAN"ﬂs 6 42367 42297 4 1'1 o X 1'1 e 2' 8 #* RBHENL125 642367125257 1-1/4"x1-1/4" 5 4.3

RBMANLESORS 623602208l b eiits 87" & RBHENL1025 642367125264  1-1/4"x1" 5 4.4
% CRBMANL200 642367 42299 8 2"x 2 5 43 * Extra Long Insert Barbs
RBLANL125 o0
RBFENLL1
No-Lead Bronze Rope Adapters

O UPC Ban Insert MIP |Ctn.| Approx. No-Lead Bronze Combination Elbows

No. Code (Qty. 1) Size x Size Qty.|Lbs./Ctn. Plastic Pipe to Female Iron Pipe (FIP)
+%* RBLANL100 6 42367 12507 3 1"x 1" 10 6.5 Order UPC Bar Insert FIP Ctn.| Approx.
? RBLANL125 642367 125080 1-1/4"x 1-1/4" 10 7.5 No. Code (Qty.1) | Size xSize  |Qty.|Lbs./Ctn.
%' RBLANL2510 6 42367 12509 7 1" x 1-1/4" 10 6.5 +* RBFENL100 6 42367 12527 1 1"x 1" 10 7.8

0:0 RBFENL125 642367 125295 1-1/4" x 1-1/4" 5 4.6
RBFANL100
No-Lead Bronze Female Adapters
Plastic Pipe to Female Iron Pipe (FIP RBDTNL100

Order UPC Bar Insert FIP Ctn.| Approx.

No. Code (Qty. 1) Size x Size Qty.|Lbs./Ctn. Pﬁ;}bg%?ag:g%n;aes}fgs
o " " pe
+» RBFANL50 6 42367 12510 3 1/2" x 1/2 10 2.8
«» RBFANL75 642367125110  3/4"x3/4" 10 2.8 izl UPCBar et insert Insert [t APProx.
o RBFANL100 642367 125127 1"x 1" 10 51 LNe Code (Oty. 1) [ size x Size x Size |GtyLbs,/Otn;
o RBFANL2510 642367 45572 9 1-1/4" x 1" 10 54 « RBDTNL75 6 42367 12530 1 3/4" X 3/4" X 3./.4 10 4.3
o RBFANLI25 642367125134 1-1/4"x 1-1/4" 10 5.6 @ RBDTNL7510 6 42367 41524 2 1" x 3/4"x 1 10 7.0

. Wy Ay An
< RBFANL150 642367125141 1-1/2'x1-1/2" &5 38 & RBDTNL100 642367125318 ~  1'x1'x1" 10 58
« RBFANL200 642367 12515 8 oy o 5 6.3 +* RBDTNL125 642367 125325 1-1/4" x 1-1/4" x 1-1/4" 5 5.3
(% RBDTNL10125 6 42367 451462 1-1/4"x1"x 1-1/4" 5 3.0
RBDENL75
RBHTNL7510
No-Lead Bronze Elbows
Plastic Pipe to Plastic Pipe No-Lead Bronze Hydrant Tees
Plastic to Plastic to Male Iron Pipe (MIP

Order UPC Bar Insert Insert |Ctn.| Approx. pe ( )

No. Code (Oty. 1) Size x Size__|Oty.|Lbs./Ctn. Order UPCBar | . wMP Insert|Cth-|Approx.
+* RBDENL75 6 42367 12516 5 3/4" x 3/4" 10 3.6 No. Code (Qty. 1) | size x Size x Size |Oty.[Lbs./Ctn
+%* RBDENL100 6 42367 12517 2 1"x 1" 10 4.5 +% RBHTNL75 642367 125332 3/4" x 3/4" x 3/4" 10 4.8
#* RBDENL125 642367125189 1-1/4"x 1-1/4" 10 9.0 ¢ RBHTNL7510 642367125349  1"x3/4"x 1" 10 6.0
«* RBDENL1025 642367 12519 6 1-1/4" x 1" 10 8.4 +* RBHTNL1000 6 42367 12535 6 1"x1"x1" 10 6.6
(3 BDENL150 642367 424688  1-1/2x1-1/2" 10  15.0

WARNING: This product can expose you to lead, which is known to the WARNING: This product meets Federal USA Drinking Water
State of California to cause cancer, birth defects or other reproductive requirements but has not been specifically tested or approved
harm. For more information go to www.P65Warnings.ca.gov as no-lead in the State of California.
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WMeERRILL

MANUFACTURING &Lead

RED BRASS GEO THERMAL FITTINGS

Not Approved for use with Drinking Water in USA

- For Flexible (Polyethylene) Plastic Pipe

Quality Fittings
- All Models are equipped with a port for a Pete's Plug®

Since 1980

Red Brass Geo Thermal Union Adapters

Plastic Pipe to Male Iron Pipe (MIP) with 1/4" Tapping and O-Ring
Order UPC Bar Insert MIP Ctn. Approx.
No. Code (Qty. 1) Size x Size Qty. Lbs./Ctn.
/\ RGSEU7525 6 42367 13010 7 3/4" x 3/4" 5 3.9
/\ RGSEU10025 6 42367 13011 4 1" x 1" 5 5.3
/\ RGSEU12525 6 42367 13012 1 1-1/4" x 1-1/4" 5 7.3
/\ RGSEU751025 6 42367 41679 9 1" x 3/4" 5 4.0
/\ RGSEU1001225 642367 41678 2 1-1/4"x 1" 5 5.4
RGSEU12525
Red Brass Ground Source Elbows
Plastic Pipe to Male Iron Pipe (MIP) with 1/4" Tapping

Order UPC Bar Insert MIP Ctn. Approx.

No. Code (QOty. 1) Size x Size Qty. Lbs./Ctn.
/\ RGSE7525 6 42367 06082 4 3/4" x 3/4" 10 4.1
& RGSE10725 6 42367 06083 1 1" x 3/4" 10 4.8
/\ RGSE10025 6 42367 06084 8 1"x1" 10 6.2
& RGSE12525 6 42367 12102 0 1-1/4" x 1-1/4" 5 4.3

RGSE10025
Red Brass Ground Source Couplings
Male Iron Pipe (MIP) to Female Iron Pipe (FIP) with 1/4" Tapping

Order UPC Bar MIP FIP Ctn. Approx.

No. Code (Qty. 1) Size x Size Qty. Lbs./Ctn.
/\ RBGSC75 6 42367 43239 3 3/4" x 3/4" 10 4.0
/\ RBGSC100 6 42367 43240 9 1"x 1" 5 6.0

RBGSC100

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

Form No. 2036.26
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—
D Me=RILL =
MANUFACTURING
STAINLESS STEEL USA CLAMPS "~
MERRILL USA CLAMPS MG62P Series - USA Clamps
. ) Mevrrill Clamp Dia. English (IN.) Clamp Dia. Metric (MM) Lbs. Master
Merrill M62P Series Part No. Min. Max. Min. Max. Per 100 | Gtn. Qty.
P = Premium 3 M62602P 7/32" 5/8" 5.6 16 2 1000
® 5/16" Wide Band 4 M62606P 7/16" 25/32" 1 20 2 1000
® 300 Series Stainless Steel Band G Me2mosP 1/2" 29/32" 13 23 2 500
and Housing M62M Senri
: ies - USA Clamps
®300 Series 1/4" Hex Head = - - P - -

. Merrill Clamp Dia. English (IN.) Clamp Dia. Metric (MM) Lbs. Master
Stainless Steel Screw Part No Min Max Min Max Per 100 | Ctn. Oty
Mervrill M62M Series @ Me2602 7/32" 5/8" 5.6 16 2 1000

®5/16" Wide Band 5 M62606 7/16" 25/32" 1 20 2 1000
300 Series Stainless Steel Band & M62M08 12" 29/32" 13 23 2 500
i @ Me2M1i2 11/16" 1-1/4" 17 32 2 500
and Housing
® 400 Series 1/4" Hex Head @ Me2Mi6 15/16" 1-1/2" 24 38 2 500
Stainless Steel Screw =% M62M20 1-3/16" 1-3/4" 30 44 2 500
A @ Me2m24 1-7/16" 2" 37 51 2 500
2 7Y 5 mMe2M36 2-3/16" 2-3/4" 56 70 3 500
rﬁ'% M67-1 and M677 Series - USA Clamps
= Merrill Part No.
' M67-1 M677 |Clamp Dia. English (IN.) | Clamp Dia. Metric (MM)| Lbs. Master
Senries Senries Min. Max. Min. Max. Per 100 [Ctn. Oty.
@ M6706-1@M67067 7/16" 25/32" 11 20 4 200
) ] ¢% me708-1:5me7087  1/2" 29/32" 13 23 4 200
Merrill M67-1 Series @ Me710-169M67107  9/16" 1-1/16" 14 27 4 500
® 1/2" Wide Band % Me712-16M67127  11/16" 1-1/4" 17 32 5 500
300 Series Stainless Steel Band ¢4 mg716-169Me7167  13/16" 1-1/2" 21 38 5 500
and Housing i} & Me720-1G3M67207  13/16" 1-3/4" 21 44 5 500
® 400 Series 5/16" Hex Head @ Me724-15M67247  1-1/16" 2" 27 51 6 500
Stainless Steel Screw % Me728-1GiM67287  1-5/16" 2-1/4" 33 57 6 500
Merrill M677 Series @5 M6732-1(:3M67327 1-9/16" 2-1/2" 40 64 6 500
® 1/2" Wide Band < M6736-1:6M67367  1-13/16" 2-3/4" 46 70 6 500
o 300 Series Stainless Steel Band g M6740-1¢:4M67407  2-1/16" 3 52 76 6 200
and Housing } M6744-1(5M67447  2-5/16" 3-1/4" 59 83 6 200
@ 300 Series 5/16" Hex Head @ M6748-1@M67487 2-9/16" 3-1/2" 65 89 6 200
Stainless Steel Screw ¢3 Me752-1G5M67527 2-13/16"  3-3/4" 71 95 7 100
e Marine Grade Quality Clamp & M6756-1(63M67567  3-1/16" 4 78 102 7 100
meets demands for underground ' M6760-1 3-5/16" 4-1/4" 84 108 7 100
and underwater app“catlons @ M6764'1@ M67647 3-9/16" 4-1/2" 91 114 7 100
e UPC approved 3 Me772-165Me7727  1-7/8" 5" 48 127 8 100
® IAPMO listed “ Me780-1G4M67807  2-1/2" 5-1/2" 64 140 8 100
@ M6738-1@ M67887 3-1/8" 6" 79 152 9 100
@ M6796-1@ M67967 3-5/8" 6-1/2" 92 165 10 100
(%] M6799-1(5 M67997 4-1/8" 7" 105 178 10 100
Stainless Steel Hose Clamps Kit
Information on Sizes Not Shown - Merrill UPC Bar Clamp Dia. English (IN.) | Clamp Dia. Metric (MM)| Qty.
Available on Request Part No. Code (Qty. 1) Min. Max. Min. Max. 49 Total
@ HCB671602 6 42367 454135
Kit Contains -
WARNING: This product can expose you to M6716-1 13/16" 1-1/2" 21mm 38mm Qty. 4
c l!?ad! vvthich is known to Lhethséatfe otf M6712-1 11/16" 1-1/4" 17mm 32mm Qty. 5
allfornia to cause cancer, DIr erects or " "
other reproductive harm. For more M6710-1 9/16" 1'1/16” 14mm 27mm Qty. 10
information go to www.P65Warnings.ca.gov M6706-1 7116 25/32 11mm 20mm Qty. 10
M62602 7/132" 5/8" 6mm 12mm Qty. 20
WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Form No. 2069.13
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STAINLESS STEEL CLAMPS

All 304 Stainless Steel - Band - Housing and Screw

MG69 Series DUO-LOC MG69 Series
® [For extra tough installations design Merrill Clamp Dia. English (IN.) | Clamp Dia. Metric (MM)| Length Length
provides double locking security Part No. Min. Max. Min. Max. (IN.) (MM)
and high band tension for higher  ¢& M6912 11/16" 1-1/4" 17 32 4.8" 122
sealing pressure &5 M6920 11/16" 1-3/4" 17 45 6.4" 163
e Simplified Inventory - one size ex. & M6932 11/16" 2-5/8" 17 67 8.9" 226
M6932 will handle 1/2" thru 2" pipe. ¢ M6972 1-3/4" 5" 45 127 16.3" 414
DUO-LOC comes flat easy to stock, &  Me9104 4" 7-1/4" 101 184 23.3" 592
easy to store. ADUO-LOC user is
never without the right size clamp.
e Thickness of band material is about
DOUBLE that of the competitor.
Stronger construction + better
price.
0 1/2" Wide Band 300 Series
Stainless Steel
- Merrill Band DOUBLE Thickness of Competitor
- Merrill Stronger Construction + Better Price
M64 Series MG64 Series
" Meprrill Clamp Dia. English (IN.) Clamp Dia. Metric (MM) Lbs.
3/ Hex Head Al Part No. Min. Max. Min. Max. Per 100
304 Stainless Steel 5 M64087 1/2" 1" 13 26 4
Screw 5 Me4107 9/16" 1-1/16" 14 27 4
® 1/2" Wide Band 300 Series G Mea127 11/16" 1-1/4" 17 32 5
Stainless Steel @ Meaie7 11/16" 1-1/2" 17 38 5
® 300 Series Stainless Steel High G4 Me4207 13/16" 1-3/4" 21 45 5
Torque Housing =4 Me4247 1" 2" 26 51 6
® 300 Series Stainless Steel 3/8" Hex G4 Me4a287 1-1/4" 2-1/4" 32 57 6
Head Screw % Me4as27 1-1/2" 2-1/2" 38 64 6
® Marine Grade Quality Clamp for 3 Me4a367 1-3/4" 2-3/4" 45 70 6
undergound - underwater (% M64407 2" 3" 51 76 6
applications G4 Meaa47 2-1/4" 3-1/4" 57 83 6
o M64 Series is Quality - no 4 Mea487 2-1/2" 3-1/2" 64 89 6
magnetic attraction like found in % Mea527 2-3/4" 3-3/4" 70 95 7
clamp of competitor 4 Me4567 3" 4" 76 102 7
4  Me4607 3-1/4" 4-1/4" 82 108 7
% Meaea7 3-1/2" 4-1/2" 89 114 7
@ mea727 4" 5" 102 127 8
&% M6e4807 4-1/2" 5-1/2" 114 140 8
. ) % Me4a887 5" 6" 127 152 9
- Merrill Better Material G4 Me4967 5-1/2" 6-1/2" 140 165 10
- Stronger Construction Clamp to Flexible Pipe Size Guide
+ Better Price |_CIamp Fits Fits Fits Fits Clamp Dia.
. Size No. 80# 100# 125# 160# Min. __Max.
Always ask for Merrill 06 Small Hose and Tube 3/8 718
Clamps 08 1/2 1/2 1/2 7116 1
10 12 34 | 12 34 12 34 3/4 12 1-1/8
i 12 12 34 | 12 34 12 3/4 3/4 12 114
YA A aiich 1 known (o the Siate o 6| 1 ya_ 1 | 34 1 1| ya 110
California to cause cancer, birth defects or 20 1 1-1/4 1 1-1/4 1 1-1/4 1-1/4 3/4 1-3/4
other reproductive harm. For more 24 |14 1-12 |1-14 112 | 1-1/4 1-1/2 | 1-1/4  1-1/2 1 2
information go to www.P65Warnings.ca.gov 28 |1-1/2 1-1/4 112 | 1-1/4 112 | 1-1/4 1-1/2 | 1-5/16 2-1/4
32 2 1-12 2 1-9/16  2-1/2
WARNING: This product meets Federal 36 1-1/2 2 1-1/2 2 1-1/2 2 I8 2-3/4
USA Drinking Water requirements but has 40 2-1/2 2-1/2 1-1/8 3
not been specifically tested or approved 52 3 3 1-7/18  3-3/4
as no-lead in the State of California. 72 4 4 3-1/8 5
104 6 6 5 7
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Hy-Gear 9/16" Bands

All Hy-Gear clamps feature full size 9/16" band width with one

piece housing, and interlocked construcﬁ_on plus your choice of MERRILL/IDEAL® Part No. Clamp Diameters
3/8" or 5/16" hex head screw. lts versatility makes Hy-Gear Enslish G -
) . o 68 50 63 64 nglish (in.) Metric (mm)
one of our most popular clamps in a wide range of applications.
Series Series Series Series Min. I Max. Min. I Max.
5/16" Hex-Head Screw (3++6806 (si++5006 (3++6306 (GH++6406 3/8 7/8 10 22
50 Senies (3++6308 G4++6408  7/16 1 1 25
Stainless steel band and housing. Zinc-plated, yellow €5++6812 (G++6312 (G++6412 1/2 1-1/4 13 32
(3++6424 1 2 25 51
chromate, carbon steel screw. (++5028 e e 3 57
% . @++ 6332 1-1/2 2-1/2 38 64
63 Series . G4++6436  1-3/4 234 44 70
300 series stainless band, housing and screw. A (3++5040 (G++6340 2 3 51 76
marine-grade quality clamp designed for corrosive Ga++6448 212 3-1/2 64 89
environments. High nickel alloy stainless steel meets the G+ 6352 2304 3-3/4 70 5
demands of inground and underwater applications. Gai++ 6356 3 4 76 102
. (G++6460  3-1/4 4-1/4 83 108
68 Series _ G4++6864 B++6364 (A++6464  2-12 412 64 114
Stainless steel band, housing and (B5++5072 GH++6372 3 5 76 127
SCI’EW._ (Stainle_ss steel screw is subject to @++ 6380 @ ++6480 3-1/2 5-1/2 89 140
magnetic attraction.) @ ++6488 4 6 102 152
" (G++6396 (4 ++6496  4-12 6-12 114 165
3/8" Hex-Head Screw (4++68116 534  7-3/4 146 197

64 Series
Stainless steel band, housing and

SCIrew. (Stainless steel screw is subject to
magnetic attraction.)

Micro-Gear

1/4" Hex-Head Screw
Tiny - Tough - Precision Engineered.
Seals with only 10 inch-pounds of screw torque. One piece

housing. No spot welds. Easy to install in confined areas. 5/16" MERRILL™/IDEAL® .
band width. SAE Part No. Clamp Diameters
Equiv. 62P 62M English (in.) Metric (mm)
62M Sebnies Size Series @Ser-ies M;n. | Max. Min. | Max.
: - . 08 ++62M08  3/8 1 10 25
zgg 2;3::; marine-grade band housing i GatieaMI2 172 174 A 3
44 @++62P44 2-1/4 3-1/4 57 83
62P Series
Stainless steel band and housing.
Zinc-plated, yellow chromate, carbon

steel screw.

Clamp to Flexible Pipe Size Guide

Clamp Fits Fits Fits Fits Clamp Dia.
Size No. 80# 100# 125# 160# Min. Max.
06 Small Hose and Tube 3/8 718
08 1/2 1/2 1/2 7116 1
10 172 3/4 1/2 3/4 1/2 3/4 3/4 1/2 1-1/8
12 1/2  3/4 1/2 3/4 1/2 3/4 3/4 1/2 1-1/4
CThi 16 1 3/4 1 3/4 1 1 3/4 1-1/2
WARNING: This product car} expose you to 20 1 o1wa| 1 tua | 1 1wa |1 1am 34 134
California to cause cancer, birth defects or 24 1-1/4 1-1/2 | 1-1/4 1-1/2 1-1/4 1-1/2 1-1y4  1-1/2 1 2
other reproductive harm. For more 28 1-1/2 114 112 | 114 112 |14 112 1-5/16  2-1/4
information go to www.P65Warnings.ca.gov 32 2 1-1/2 1-9/16  2-1/2
36 1-12 2 1-1/2 2 1-1/2 2 718 2-3/4
WARNING: This product meets Federal 40 2-1/2 2-1/2 1-1/8 3
USA Drinking Water requirements but has 52 3 3 1-7/8 3-3/4
not been specifically tested or approved 72 4 4 3-1/8 5
as no-lead in the State of California. 104 6 6 4 7
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MERRILL"/IDEAL® CLAMPS
Srl_\kaplock - 1/2" Bands
Unlike sta_ndarc_i worm drive clamps, 5/16" Hex-Head Screw
Snaplock is quickly opened and closed. 67-1 Seni
Installation is easier, especially in "closed" -1 Series ) .
systems where the clamp must be opened Nickel bearing stainless steel band, housing
to be applied and screw. (Stainless steel screw is subject to magnetic
' attraction.)
56 Series 57 Seni
Stainless steel band and housing, zinc- 7 series _ _ ,
plated, yellow chromate, carbon steel bridge Nickel bearing stainless steel band and housing. Zinc-plated, yellow
and 5/’16" Sscrew. ' chromate, carbon steel screw.
28 .Sle"ies | band. housing. brid 438 MERRILL™/IDEAL® Part No. Clamp Diameters
tainless steel band, housing, bridge an " SCrew. (Stainless steel T -
screw is subject to magnetic attraction.) 67-1 57 English (in.) Metric (mm)
Series Series Min. | Max. Min. | Max.
Clamps are shipped disengaged. Sizes 128 and up are available in bulk 4++6706-1 3/8 718 10 22
only. Information on special sizes available on request. (=5++5708 7/16 1 u 25
@++5710 1/2 1-1/16 13 27
MERRILL™IDEAL® r+6712-1 5712 1/2 1-1/4 13 32
Part No Clamp Diametens (++6716-1 11/16  1-112 17 38
: — - (H+6724-1  (++5724 1 2 25 51
56 58 English (in.) Metric (mm) (a3++5732 1-1/2 2.1/2 38 64
Series | Series Min. | Max. Min. | Max. 5+ +6736-1 1-3/4 2.3/4 44 70
(4++5820 3/4 1-3/4 19 44 (B++5740 2 3 51 76
(#5++5688 2 6 51 152 (t+6744-1 2-1/4 3-1/4 57 83
4++56104 1-3/4 7 44 178 (G++6748-1 212 312 64 89
(G++6752-1 2:3/4  3-3/4 70 95
(Br+6756-1  (H++5756 3 4 76 102
@F+6760—1 3-1/4 4-1/4 83 108
(+6772-1  RH+5772 3 5 76 127
. ) . + - + = =
Swivel-action locking of 1 {9++6780-1 %Lg;gg E }1/2 = élz 19(;)2 1‘51(2’
screw to band makes disomonged 2 S o
Snaplock a truly po Slip band Snap 6796-1 4-1/2 6-1/2 114 165
X around through down and (++57104 5 7 127 178
versatile clamp. object housing tighten
Lox-On
"
5/16" Hex-Head Screw MERRILL™
69 Series /IDEAL® Clamp Diameters Length
300 §eries stainless band, Part No. | English (in.) Metric (mm) English  Metric
housing and screw. 69Series | Min. | Max. Min. | Max. (in.) (mm)
For extra-tough installations. G++6972 1-3/4 5 44 127 16-5/16 414

Unique design provides double- Clamps shipped flat

locking security and high band

tension for high sealing pressures.
Simplified Inventory - just one size, #6972 will
handle from 1-3/4" through 5" pipe. Lox-On

comes flat - easy to stock, easy to store. A
Lox-On user is never without the right size
clamp.

Note: We recommend a minimum all 300 grade

Performance graph shows

sealing results of all stainless Lox-On
compared to average of four brands
of all stainless worm drive clamps on
1" polyethylene pipe over a 0.985"

stainless steel clamp for marine applications smooth plug.

(IDEAL® 63 Series). For application directly over
galvanized steel we recommend the use of an
intermediate layer of non-conductive material such
as vinyl electrical tape.

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov
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WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.
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MA SERIES FROST PROOF WALL FAUCETS

Merrill MA Series Frost Proof Wall Faucets provide frost MA Series
proof water supply plus Order UPC Bar Approx. | Ctn.| Approx. Ctn.
ANTI-SIPHON and SELF-DRAINING protection. No. Code (Qty. 1) [ Length | wt./Lbs. | oty.| wt./Lbs.

.0‘ "
| FEATURES/BENEFITS - (R T T R R T

(1) Adjustable Packing Nut - with rubber packing, instead of M .
ashestos packing used by other companies. :’ MAD8 642367017897 8 1.4 24 34.0
(2) Metal Handle - for strength and long life. »* MAD10 642367 01784 2 10" 14 24 34.0
(8) End Connection - allows easy installation and no need for % MAD1i2 642367017859 12" 15 24 36.0
oversized hole cut in wall. «* MAD14 64236701787 3 14" 1.6 24 39.0
(4) Top Stamped - on inlet end of wall faucet, indicates outlet % MAT12 642367 034832 12" 1.6 24 39.0
direction on outside of building when making connection on inside »,| MADNLS 6 42367 12436 6 g" 1.4 24 34.0
(8) Chrome Plated - for corrosion protection and better appearance o, MADNLL06 42367 12440 3 10" 1.4 24 34.0
for easy sales. o MADNL126 42367124410 12" 15 24 36.0

(6) Anti-Siphon - dual safety with air check at both nozzle and Model "D" end connection - 1/2" MIP and 1/2" Copper Sweat

@ Zth'Oﬁ if‘ds(:()l;]r:;ECII_(J':]' h hut off It  drains itself Model "T" end connection - 3/4" MIP and 1/2" FIP Double Thread
utomatic Self-Draining - when shut off, wall faucet drains itse -
& MAP Series

and open end hose due to air check above nozzle.

(8) All Wall Faucets are individually boxed Order UPC Bar Approx. | Ctn.|Approx. Ctn.
No. Code (Qty. 1) | Length | Wt./Lbs.| Qty.| Wt./Lbs.
WA&?L?&%???J:I: \:g:gnitf E‘e’éiz?ﬁta"e" & MAP6 642367118518 6" 1.2 24 29.0
P P i & MAP8 642367118525 8" 1.3 24 31.0
S\fgjg';d <“—Torgm—Higher |  MIP=Male Iron Pipe ~ %* MAP10 642367118532 10" 1.4 24 34.0
Wall Thickness f FIP= Female Iron Pipe 020 MAP12 6 42367 11854 9 12" 1.5 24 36.0
o MAPi4 642367 118556 14" 1.5 24 36.0
\ < MAPNL8S 642367124663 8" 1.3 24 31.0
/! bomustHave %% MAPNL10 642367 124670 10" 1.4 24 34.0
This End Lowen —C' rard Pite «» MAPNLi2 642367124687 12" 15 24 36.0
NOTE: Wall " * be installed with d PEX - Model "P" end connection - PEX FITTING (ASTM F1807 Standard)
H all Taucet must be Installead wi own- end connection = =
ward slope from inlet to outlet to drain and hose (ASTM F1807 St;ndard) MA Semes Parts List
must not have shutoff valve on end or must be Pant UPC Bar
removed, so faucet can drain completely. No Code (Qty. 1) Description
¢4 MADW 6 42367 01790 3 Beveled Wedge
&4 MASO1 6 42367 09980 0 Handle Screw
4 MASO02 6 42367 09981 7 Handle Washer
% MAS03 6 42367 09982 4 Handle

&4 MAS04 6 42367 09984 8 Bonnet Nut

MASO05 6 42367 09985 5 Packing Washer
MAS25 MASO06 6 42367 09986 2 Packing
~ < MASO07 6 42367 09987 9 Flat Washer
< MAS10 6 42367 09989 3 Spring
MAS24 MAS1i 6 42367 09990 9 O-Ring
MAS23 Sold As MAS12 6 42367 09991 6 No Lead Bras_s Seat
Assembly MASi3 6 42367 09992 3 Seat Packing
MAS22 | Only MASi4 6 42367 09993 0 Seat Washer
Part No. MAS15 6 42367 09994 7 Bibb Washer
MAS21 \ MASVBPK MASi6 6 42367 09995 4 Bibb Washer Screw
s MAS25 642367 09999 2 VB Cap
MASO01 MAS02 MAS03 MAS04 MASO5 MAS06 MASO07 N/A &4 MASVBPK 6 42367 10001 8 VB Assembly
Includes MAS21 (VB Plunger), MAS22 (VB Packing),
MAS23 (VB O-Ring), MAS24 (VB Bonnet)
Fa -
i:‘?f r NA  MASI0. MASiL MASIZ MASLI MAS1S MASIS MASe
L a[r\
MADW WARNING: This product can expose you to WARNING: This product meets Federal
Beveled Wedge lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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Quality Heavy-Duty Check Valves
for Drop Pipe Installations

Water wells need a check valve installed above the pump between lengths of
drop pipe. The valve must hold the weight - and a heavy-duty (thick walled)
check valve is the answer.

Merrill 950 Series No Lead Bronze Check Valves (See page 152)

CVAHDNL100 - 1" Heavy-Duty
CVAHDNL125 - 1-1/4" Heavy-Duty

Mervrill Heavy-Duty (HD) Check Valves
Have DOUBLE the wall thickness of competitors standard check valves

Why Take A Chance!
Dropping a pump and pipe down the well by hanging your reputation
on a standard wall valve.

Tapered Pipe Thread for

Extra Thick Wall to / Watertight Seal

Hold More Weight
Abrasion Resistant

O-Ring into Tapered
Ribs on Outside for / Self-Cleaning Valve Seat
— Strength and Wrench

Delrin® Guide Bearing

_——_ for Long Poppet Stem

No Lead Bronze Body Life
— and Poppet for Long
Life \ Stainless Steel Spring,
Cup Washen, and Lock
Nut

_151_ Form No. 2107.8
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NO-LEAD BRONZE CHECK AND FOOT VALVES

« Valve body and poppet are cast Merrill 850 Series No-Lead Bronze Check Valves (No-Spin Poppet)
with no-lead bronze Onrder UPC Bar Pipe Ctn. Approx. Master
« Abrasion resistant O-ring is No. Code (Oty. 1) Size Oty. Wt./Lbs. Ctn. Oty.
precision f|tted to the poppet for a ’;’ CVANL50 6 42367 41452 8 1/2" 1 0.5 100
positive seal into a tapered ’:‘ CVANL75 6 42367 41453 5 3/4" 1 0.6 80
self-cleaning valve seat ‘:‘ CVANL100 6 42367 41454 2 1" 1 0.9 60
. . %* CVANLi125 6 42367 41455 9 1-1/4" 1 1.2 40
* Check valve has Delrin® guide 4  cvaNL150 6 42367 41456 6 1-1/2" 1 15 30
bearing for the poppet stem, «* CVANL200 6 42367 41457 3 P 1 25 20
assures smooth, noise-free, and +* GVANL300 6 42367 41494 8 3" 1 8.6 6
long-life valve operation NOTE: Merrill 850 Series Check Valves are rated for a maximum weight of 1000Ibs. in tension (down pull.)
« Corrosion resistant - stainless Merrill 950 Series No-Lead Heavy-Duty Bronze Check Valves(No-Spin Poppet)j
steel spring and stainless steel Order UPC Bar Pipe Ctn. Approx. Master
lock nut No. Code (Oty. 1) Size Oty. Wt./Lbs. Ctn. Oty.
« Can be used in both vertical 0:0 CVAHDNL100 642367 424121 1" 5 11 60
and horizontal positions «» CVAHDNL125 642367 424138 1-1/4" 5 1.7 40
« Merrill check and foot valves NOTE: Merrill 950 Series Check Valves are rated for a maximum weight of 1000Ibs. in tension (down pull.)
individually boxed Merrill 850 Series No-Lead Bronze Check Valves (No-Spin Poppet)
Order UPC Bar Pipe | Dia. | Length |Ctn. | Approx.| Master |[App. Master
No. Code (Qty. 1) Size | In. In. Qty. | Wt./Lbs.| Ctn. Qty.| Ctn. Wt.
o Male x Female
4*¢ CVMXLNL100 6 42367 12427 4 1" 163 425 10 1.0 60 60.0
#*¢ CVMXLNL125 642367124281 1-1/4" 2.00 4.63 5 2.0 40 80.0
+ Extra Long Body at Discharge
CVAHDNL100  ¢%+CVXLDNL100 6 42367 12429 8 1" 175 3.70 10 1.1 60 66.0
CVANL100 0:0+ CVXLDNL125 6 42367 12430 4 1-1/4" 2.25 4.30 5 1.5 40 60.0
NOTE: Merrill 850 Series Check Valves are rated for a maximum weight of 500Ibs. in tension (down pull.)
Merrill 860 Series No-Lead Bronze Foot Valves
Order UPC Bar Pipe Ctn. Approx. Master
No. Code (Qty. 1) Size Qty. Wt./Lbs. Ctn. Qty.
+» FVANL50 6 42367 41705 5 1/2" 1 0.3 100
ozo FVANL75 6 42367 41706 2 3/4" 1 0.4 80
CVMXLNLi00 %* FVANL100 6 42367 41458 0 1" 1 0.6 60
+* FVANL100125 642367414771 1"FIP & 1-1/4"MIP 1 0.6 60
CVXLDNL100 +* FVANL125 6 42367 41567 9 1-1/4" 1 1.0 40
«* FVANL1251 642367414788 1-1/4" 1 0.9 50
(1-15/16" Diameter) Stainless Steel Strainer
+* FVANL150 6 42367 41568 6 1-1/2" 1 1.2 30
«* FVANL200 6 42367 41569 3 2" 1 2.2 20
+* FVANL300 6 42367 41570 9 3" 1 7.0 8
“* FVANL400 6 42367 41707 9 4" 1 13.3 4
CVMNLL25 FVANLL00 No-Lead Bronze Submersible Check Valves (No-Spin Poppet)
Order UPC Bar MIP x FIP Ctn. Approx. Master
No. Code (Qty. 1) Size Qty. Wt./Lbs. Ctn. Qty.
CVTNL1002 «% CVMNLi00 642367 089412 1"x 1" 1 1.0 60
’:’ CVMNL125 6 42367 41476 4 1-1/4" x 1" 1 0.8 60
One Tapping on Inlet No-Lead Bronze Double Tap Check Valves (No-Spin Poppet)
One Tapping on Outlet Order UPC Bar Pipe Dia. | Length | Tap Tap | Ctn. | Approx.
Custom tapping available upon request No. Code (Oty. 1) | Size In. In. Inlet | Outlet | Oty. | Wt./Lbs.
o CVTNL1002 642367 414702 1 1.75 325 1/8" 1/4" 5 0.95
% CVTNL1252 642367414719 1-1/4" 2.25 3.87 1/8" 1/4" 5 1.27
CVCNL100 o CVTNL1502 642367414726 1-1/2" 2.50 4.25 1/8" 1/4" 5 1.79
o CVTNL2002 642367 414733 2" 312 500 1/8"  1/4" 4 2.79
Three or Four Tappings No-Lead Bronze Control Center Check Valves (No-Spin Poppet)
Inlet Side - One 1/8" Order UPC Bar Pipe | Dia. | Length | Tapping Tapping Ctn. | Approx.
Outlet Side - One 1/8" and One or Two 1/4" | No. Code (Oty. 1) Size In. In. Inlet Outlet Oty. | Wt./Lbs.
Custom tapping available upon request % CVTNL1003 6 42367 41852 6 1" 1.75 3.25 1/8" 1/8" & 1/4" 5 1.02
MIP = Male Iron Pipe (% CVTNL1253 642367418533 1-1/4" 2.25 3.87 1/8" 1/8" & 1/4" 5 1.38
FIP= Female Iron Pipe o» CVCNL100 642367 414740 1" 1.75 3.25 1/8" 1/8" & (2)1/4" 5 0.98
o CVCNL125 642367414757 1-1/4" 225 3.75 1/8" 1/8" & (2)1/4" 5 1.47
WARNING: This product can expose you to lead, which is known to the State WARNING: This product meets Federal USA Drinking Water requirements
of California to cause cancer, birth defects or other reproductive harm. For but has not been specifically tested or approved as no-lead in the
more information go to www.P65Warnings.ca.gov State of California.

Form No. 2149.9
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TAPPED CHECK VALVES / CONTROL CENTER

e Finished valve body and poppet assembly are cast from no-lead bronze.

e Abrasion resistant O-ring is precision fitted to the poppet for a positive seal into the
tapered self-cleaning valve seat.

e Check valve has Delrin® guide bearing for the poppet stem, assures smooth,
noise-free valve operation.

e Corrosion resistant materials - stainless steel spring, no-lead bronze castings,
and stainless steel lock nut.

e Can be used in both vertical and horizontal positions.

e Merrill check valves are individually cartoned.

Control Center

Control Center with Pressure
Gauge, Nipple, Pressure Switch,
Air Valve and Pipe Plug.

CORRECT VALVE INSTALLATION

PIPE SEALANT

Double Tap
No-Lead Bronze Double Tap Check Valves (No-Spin Poppet)

Order UPC Bar Pipe | Dia. | Length | Tap Tap Ctn. | Approx.

No. Code (Qty. 1) Size In. In. Inlet | Outlet | Oty. | Wt./Lbs.
#* CVTNL1002 642367 41470 2 1" 1.75 3.25 1/8" 1/4" 5 0.95
#* CVTNL1252 642367 414719 1-1/4"  2.25 3.87 1/8" 1/4" 5 1.27
% CVTNL1502 642367 414726 1-1/2" 2.50 4.25 1/8" 1/4" 5 1.79
¢ CVTNL2002 642367 41473 3 2" 3.12 5.00 1/8" 1/4* 4 2.79

One Tapping on Inlet
One Tapping on Outlet
Custom tapping available upon request

No-Lead Bronze Control Center Check Valves (No-Spin Poppet)

Order UPC Bar Pipe | Dia. | Length | Tapping Tapping Ctn. | Approx.

No. Code (Qty. 1) Size In. In. Inlet Outlet Qty. | Wt./Lbs.
3 CVTNL1003 642367 41852 6 1" 1.75 3.25 1/8" 1/8" & 1/4" 5 1.02
% CVTNL1253 642367418533 1-1/4" 225 3.87 1/8" 1/8" & 1/4" 5 1.38
% CVCNL100 642367 414740 1" 1.75 3.25 1/8" 1/8" & (2)1/4" 5 0.98
% CVCNL125 642367414757 1-1/4" 225 3.75 1/8" 1/8" & (2)1/4" 5 1.47

Three or Four Tappings

Inlet Side - One 1/8"

Outlet Side - One 1/8" and One or Two 1/4"
Custom tapping available upon request

NOTE: All Merrill check valves and foot valves, water, oil or gas, working pressure 200 PSI,
maximum operating temperature 190° F (87° C).

WRONG INSTALLATION METHOD VOIDS WARRANTY

| 1) USE PIPE SEALANT
PASTE COMPATIBLE |
WITH PIPE. f
2} PUTWREMNCH ON
END OF VALVE
AND PIPE, BOTH
ENDS SEPARATELY.
3} TURNM PIPE 12270
1 TURK MAXIMUM
PAST HAND TIGHT.

/
b

WRENCHES

WARNING: This product can expose you to

lead, which is known to the State of

California to cause cancer, birth defects or

other reproductive harm. For more

information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

::L:’IESN“UT W ONLY ON P
A PIPE (B DS) NOT O
couruing | | WILL

CAUSE S ACKS

&

E,

THIS IS A
VALVE NOT
A PIPE
COUPLING
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MANUFACTURING

< CA. Certified

NO-LEAD BRASS CHECK AND FOOT VALVES

e Valve body and poppet are cast with no-lead brass
e Abrasion resistant O-ring is precision fitted to the poppet for a positive
seal into a tapered self-cleaning valve seat
e Check valve has Delrin® guide bearing for the poppet stem, assures smooth,
noise-free, and long-life valve operation
e Corrosion resistant - stainless steel spring and stainless steel lock nut
e Can be used in both vertical and horizontal positions
CVNL100 e Check valves and foot valves individually boxed
Mevrrill 700 Series No-Lead Brass Check Valves
(No-Spin Poppet)
Order UPC Bar Pipe Ctn. Approx. Master
No. Code (Qty. 1) Size Qty. Wt./Lbs. Ctn. Oty.
#* CVNL50 6 42367 07713 6 1/2" 1 0.5 100
< CVNL75 6 42367 07714 3 3/4" 1 0.6 80
<* CVNL100 6 42367 07715 0 1" 1 0.9 60
<* CVNL125 6 42367 07716 7 1-1/4" 1 1.0 40
CVMNL1252 #* CVNL150 6 42367 07717 4 1-1/2" 1 15 30
#* CVNL200 6 42367 07718 1 2" 1 25 20
«* CVNL300 6 42367 12407 6 3" 1 8.3 6
+* CVNL400 6 42367 12408 3 4" 1 17.6 3
NOTE: Merrill 700 Series Check Valves are rated for a maximum weight of 500 Ibs. in
tension (down pull).
Mevrrill 700 Series No-Lead Brass Submersible Check Valve
No-Spin Poppet)
Order UPC Bar MIP x FIP Ctn. Approx. Master
No. Code (Qty. 1) Size Qty. Wt./Lbs. Ctn. Qty.
FVNL100 % CVMNL1252 642367089429  1-1/4"x 1-1/4" 1 1.4 40
«* CVMRNL100 642367 41469 6 1"x 1" 1 0.8 60
Merrill 710 Series No-Lead Brass Foot Valves
Order UPC Bar Pipe Ctn. Approx. Master
No. Code (Qty. 1) Size Qty. Wt./Lbs. Ctn. Qty.
+* FVNL50 6 42367 07880 5 1/2" 1 0.3 100
+*» FVNL75 6 42367 07881 2 3/4" 1 0.4 80
+* FVNL100 6 42367 07882 9 1" 1 0.6 60
«* FVNL125 6 42367 07883 6 1-1/4" 1 1.0 50
CVRTNL1252 +* FVNL150 6 42367 07884 3 1-1/2" 1 1.5 30
+* FVNL200 6 42367 07885 0 2" 1 2.2 20
* FVNL300 6 42367 12409 0 3" 1 7.0 6
< FVNL400 6 42367 12410 6 4" 1 13.3 3
Side Tapped No-Lead Brass Check Valves (No-Spin Poppet)
Order UPC Bar Pipe Number of Ctn. Approx. |Master
No. Code (Qty. 1) Size Tappings Qty. Wt./Lbs. Qty.
o» CVRTNL1002 642367 41467 2 1" 2 1 1.0 5
o+ CVRTNL1252 642367414689  1-1/4" 2 1 1.2 5
One Tapping on Inlet - One Tapping on Outlet
Custom tapping available upon request
Check Valve Foot Valve MIP = Male Iron Pipe FIP= Female Iron Pipe
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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@ No-Lead

CHECK AND FOOT VALVE REPLACEMENT PARTS

Every Merrill Check Valve is Hand Tested
by Air Pressure Underwater.
Hand testing of every valve assures you of the dependability and
quality you expect from Merrill Manufacturing.

Stainless Steel Strainenr, End Cap and Screw
for FVANL, FVNL and FVS Foot Valves
Order UPC Bar Foot Valve Top Bottom Approx.
No. Code (Qty. 1) Size O.D. Length O.D. Wt./Lbs.
(= FVSC50 6 42367 01482 7 1/2" 0.90 2.00 0.94 0.023
(=5 FVSC75 6 42367 01483 4 3/4" 0.90 2.00 1.10 0.025
(% FVSC100 642367 01477 3 1" 1.05 3.00 1.40 0.044
(% FVSC125 6 42367 014780 1-1/4" 1.30 3.25 1.70 0.063
(% FVSC150 642367 01479 7 1-1/2" 1.60 3.87 2.00 0.069
(% FVSC200 642367 01480 3 2" 2.00 4.75 2.60 0.125
(# FVSC300 642367 014810 3" 3.35 5.50 3.85 0.800
% FVSCA400 64236703410 8 4" 4.50 8.75 5.00 1.500

Stainless Steel Strainenr, End
Cap and Screw

Stainless Steel Spring

for CVANL, CVNL, CVS, FVANL, FVNL and FVS Valves
Order UPC Bar Valve Approx.
No. Code (Qty. 1) Size Wt./Lbs.
% CVSP50 6 42367 01074 4 1/2" 0.01
% CVSP75 6 42367 01075 1 3/4" 0.01
% C©VSP100 6 42367 01070 6 1" 0.01
% cvspPi25 6 42367 01071 3 1-1/4" 0.01
3 CVSP150 6 42367 01072 0 1-1/2" 0.01
% cVvsP200 6 42367 01073 7 2" 0.01
Stainless & cvsP300 6 42367 06559 1 3" 0.04
Steel Spring 4 cvsP400 6 42367 06560 7 4 0.04

Pressure Loss - Merrill 800 Series Check Valves

= 127 34" 1" 414" 1-1/2" 2 3 4
o

u>L 7 J / 16.1
g 6 / / / 13.8
25 / / ‘/ 152
‘:’ 4 I / / / y /l/ 92 g
5, [ LS 1/ y / / 69
z V44D 4 5 = o
oo / > / 46

2 1 ‘ r - I -

% % 2.3

o -

(s

0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 180 200 220 240 260 280 300 320
FLOW RATE—GALLONS PER MINUTE

WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
~other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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STAINLESS STEEL CHECK AND FOOT VALVES

Water wells need a check valve installed above the pump between lengths of drop pipe. The NO-SPIN POPPET is very important and the valve
must hold the weight and be corrosion resistant. A stainless steel check valve (with no-lead) is the answer.
Why pay more for a no-lead brass valve! BUY - Stainless Steel * More strength * Corrosion resistant

Mervrill 1000 Series Stainless Steel Check Valves (No-Spin Poppet)

Order UPC Bar Pipe Ctn. Approx. Master E .
No. Code (Qty.1) Size Qty. Wt./Lbs. Ctn.Oty. | , eSao:cliJ?zflss;ainless steel
.? CVS50 6 42367 57673 8 1/2" 10 0.4 100 construction
’:’ CVS75 6 42367 05791 6 3/4" 10 0.5 80 * Individually boxed
> CVSi00 64236705127 3 1 10 0.7 60 ® Stainless steel check valves are
*%* CVsi2s5 6 42367 05792 3 1-1/4" 5 1.2 40 rated for a maximum weight
** cvsi50 6 42367 57682 0 1-1/2" 5 1.4 30 of 2000Ibs. in tension (down pull)
* cvs200 6 42367 57683 7 2" 5 25 20 ® All parts stainless steel - spring,
** cvs300 6 42367 07200 1 3" 1 7.4 6 lock nut on poppet, and nut
+* cvs400 6 42367 07201 8 4" 1 15.0 3 retaining cup locks spring to nut
% CVMS1025 64236706042 8 1" FIP x 1-1/4" MIP 10 0.8 60 ¢ Guide bearing of Delrin® around
@ ovMs200 642367122683 2"FIP x 2" MIP 5 25 20 ESZE;EOS;‘*;;O;;?]E&; wear
*%* * CVSE375 6 42367 43710 7 3/8" 10 0.4 100 . ) .
% ovetes o mererenes s SO SIiGom * 5P poppetor demering
% * CVSE75 6 42367 57676 9 3/4" 10 0.5 80 submersible pump
#* * CVSE100 6 42367 57678 3 1" 10 0.7 60 * Ideal for Ag chemical
% * CVSE125 6 42367 57680 6 1-1/4" 5 1.2 40 applications - WARNING - Not to
+* * CVSE150 6 42367 57684 4 1-1/2" 5 1.4 30 be used with anhydrous
% * CVSE200 6 42367 57686 8 2" 5 25 20 ammonia
** * CVSE300 6 42367 07251 3 3" 1 7.4 6 ¢ Only require 1.5 psi to open
% * CVSE400 6 42367 07252 0 4 1 15.0 3 CVSE - has a VITON O-ring
% * CVUMSE1025 642367 070670 1" FIP x 1-1/4" MIP 1 0.8 3 Eea' :‘0 ﬁre".e”tl drain back "
4 * CUMSE200 642367 124069 2" FIP x 2" MIP 5 25 60 . Rao itirggzsfm’;f nments
@ Exclusive to Merrill Manufacturing Temp. Ratings
% Includes VITON O-ring for your environmental needs ® Max Temp. for CVS & FVS
190°F(87°C
Double Tap Check Valves (No-Spin Poppet) . Temp.(Rang;e for CVSE &
Order UPC Bar Pipe Tap Tap Ctn. Approx. FVSE with VITON O-ring
No. Code (Qty. 1) Size Inlet Outlet Qty. Wt./Lbs. -4°F(-20°C) to 392°F(200°C)
% CVST1002 6 42367 12804 3 1" 1/8" 1/4" 10 1.0 liquid
0:0 CVST1252 6 42367 12805 0 1-1/4" 1/8" 1/4" 5 1.3

=

® One Tapping on Inlet - One Tapping on Outlet ® Custom tapping available upon request

Mervrill 1100 Series Stainless Steel Foot Valves
For all your jet pump and centrifugal applications, use the best - a stainless steel foot valve.

Extremely durable and corrosion resistant. A stainless steel foot valve (with no-lead) is the answer.

Order UPC Bar Pipe Ctn. Approx. Master :
No. Code (Qty. 1) Size Qty. Wt./Lbs. Ctn. Qty. ﬂ
o FVS50 6 42367 12412 0 1/2" 10 0.3 100 ="
** FVS75 6 42367 12413 7 3/4" 10 0.5 80
*? FVS100 6 42367 57688 2 1" 10 0.6 60
** FVSi25 6 42367 57690 5 1-1/4" 5 0.8 50
** FVS150 6 42367 12416 8 1-1/2" 5 15 30
0, "
. +%* FVS200 6 42367 12417 5 2 5 2.3 20 CVST1002
o * FVSE50 6 42367 12420 5 1/2" 10 0.3 100
o * FVSE75 6 42367 12421 2 3/4" 10 0.5 80
o * FVSE100 6 42367 07253 7 1" 10 0.6 60
o * FVSE125 6 42367 07254 4 1-1/4" 5 0.8 50
o * FVSE150 6 42367 12423 6 1-1/2" 5 15 30 MIP = Male Iron Pipe
< * FVSE200 6 42367 12424 3 2 5 2.3 20 FIP = Female Iron Pipe

* Includes VITON O-ring for your environmental needs

WARNING: This product can expose you to lead, which is known to the State

WARNING: This product meets Federal USA Drinking Water requirements

but has not been specifically tested or approved as no-lead in the
State of California.

more information go to www.P65Warnings.ca.gov

I| of California to cause cancer, birth defects or other reproductive harm. For

Form No. 2094.14
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VFC VARIABLE FLOW CHECK VALVES

Small Flow Rate Medium Flow Rate Full Flow Rate

T )

U.S. Patent No.
11,306,839

Examples of VFC Double Poppet 3 Flow Ranges

No Lead Bronze or
304 Stainless Steel
Valve Body

Time-Proven
/ Components
(used for years)
O-Ring Precision
Fitted
DELRIN® Guide
Stainless Steel Bearing for
Springs / Poppet Stem
_—

Stainless Steel Nut

e

Internal Design of
Valve Body Can Be
Installed Vertical or
Horizontal

Stainless Steel Cup on
Nut for No-Spin Poppets
(Small and Large)

Stainless Steel Ring NPT Threads on
Welded on Legs of Large Inlet + Outlet
Poppet No-Spin and Can Checked To Be

Not Come Apant Correct
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& No-Lead

VFC VARIABLE FLOW CHECK VALVES

Improve Pump or VFD Performance
2000 Series 304 Stainless Steel

Merrill 2000 Series Stainless Steel VFC Variable Flow Check Valves

U.S. Patent No.
11,306,839

Mervrill VFC

. Order UPC Bar Code Pipe Ctn. Approx.
Advanced DeSlgn No. (Qty.) Size Qty. Wt./Lbs.
- Eliminate valve chatter (% CVSVF100 6 42367 45311 4 1" 1 1.10
- Increases flow capacity % CVSVF125 6 42367 45169 1 1-1/4" 1 1.30

% CVSVF150 6 42367 45332 9 1-1/2" 1 2.10
) Greatly reduce pressure % CVSVF200 6 42367 45179 0 2" 1 2.90
loss ) Merrill 2000 Series VFC Stainless Steel Check Valves are rated for a weight of 2,000 Ibs. in tension

- Flow at consistent - (down pull).

Mervrill 2100 Series No Lead Bronze VFC Variable Flow Check Valves

pressure
- Stainless steel poppet Order UPC Bar Code Pipe Ctn. Approx.
components No. (Qty.) Size Qty. Wt./Lbs.
- Delrin® guide bearing G4 CVAVFNL100 6 42367 45520 0 1" 1 1.10
for poppet ¥ CVAVFNL125 6 42367 45528 6 1-1/4" 1 1.40
. @ CVAVFNL150 6 42367 45521 7 1-1/2" 1 2.68
No Spin poppets small @ CVAVFNL200 6 42367 45522 4 2" 1 3.20
+ Iarge Merrill 2100 Series VFC No Lead Bronze Check Valves are rated for a weight of 1,000 Ibs. in

- Working pressure 200psi

- Max. operating
temperature 190°F (87°C)

- Made of proven
components used for
years combined for
complete flow range

tension - (down pull).

Stainless Steel VFC
with stainless steel
poppet components

No Lead Bronze VFC
with stainless steel
poppet components

Greatly reduced pressure drop across the check valve
Eliminate valve chatter - plus big increase in valve flow capacity (GPM)

Pressure Drop (PSI) Across Check Valve Valve Capacity (GPM) with 1 PSI Pressure Drop
25 2.15 45 Higher is Better 398
1.88 40 (Valve Capacity) :
2178 35
— T o" VFD Valve
s 15 Competitive 20
- Lower is Better = 2
; 1 v (Valve Pressure Loss) ® 20 127
% s Merrill CVSVF200 ol 1(5) 3.
0.20 0.22 . s 5 e 2" VFD valve
0 0 Compem\\l
0 5 10 15 20 25 0 5 10 15 20 25
Flow Rates in GPM at 41 to 45 PSI Flow Rates in GPM at 41 to 45 PSI

Mervrill CVSVF200 Mervrill CVSVF200
2" = Pressure loss @ 8 GPM 2" = Valve capacity @ 41 to 45 PSI

(0.22 psi vs. 1.88 psi) 850% Less (17.3 gpm vs. 5.8 gpm) 298% More
Independent Flow Tests Done By A Major U.S. University

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov

WARNING: This product meets Federal
USA Drinking Water requirements but has
not been specifically tested or approved
as no-lead in the State of California.

Form No. 2160.3
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NO-SPIN POPPET CHECK VALVES

MERRILL No-Lead Bronze, No-Lead Brass, Stainless Steel
and High Strength Malleable Iron Check Valves

Include No-Spin Poppet and Stainless Steel Internal Parts for Longest Life

¢ NO-SPIN POPPET
For Demanding Installations

e DELRIN® GUIDE BEARING
Around Poppet Stem for Straight Poppet
Operation and Eliminates Wear

e STAINLESS STEEL PARTS
Spring, Locknut on Poppet, and Nut
Retaining Cup Locks Spring to Nut

Water Flow . .
Pattern Abrasion Resistant Tapered Self-Cleaning
O-Ring For Seal Valve Seat

DELRIN®Guide Bearing
Submensible No-Spin For Stabilized Straight
Pump Spring Leg Poppet Operation

/ Poppet Guide Bar

Stainless Steel Across Valve Adds

Cup For Spring /Str'ength
\ /No-Spin Spring Leg

Stainless Steel
Hex Retaining/ TT———_Stainless Steel Nut
Cup For Nut

OMERRILL

MANUFACTURING

-159-
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++ Limited Quantity

@

@ No-Lead

HIGH STRENGTH MALLEABLE IRON CHECK VALVES

Quality Benefits
(1) No spin poppet design for demanding installations
(2) Heavy/thick seal disk for years of service
swiniess steel| (3) Seal backed by 300 series stainless steel washer
(4) Stainless steel lock nut and bolt to insure reliability
Seal (5) Stainless steel spring does not allow poppet to spin
/ (6) Zinc plated body outside and inside for better corrosion resistance
(7) Heavier wall thickness than competitors
—snsn [ —All Lead-Free Materials And Corrosion Resistant—
Rib
) NOTE: Merrill 500 Series Check Valves are rated for a maximum weight of 1000lbs.
e in tension (down pull.)
MERRILL 500 Series High Strength
| Lead Free Check Valves (No-Spin Poppet)
: Order UPC Bar Pipe Dia. Length Approx.
No. Code (Qty.1) Size Inches Inches Wt./Lbs.
++ (% CVI100 6 42367 09080 7 1" 1.87 3.6 0.9
++ (4 CVI150 6 42367 09082 1 1-1/2" 2.64 4.6 2.3
++ (& CVI200 6 42367 09083 8 2" 3.02 5.3 2.9
++ G+ CVIHD200 6 42367 09084 5 2" 3.02 5.3 3.3
* Heavy-Duty Plated Malleable Iron Poppet & Stainless Steel Spring & Washer
Single Tap Check Valves (No-Spin Poppet)
One 1/8" NPT Tapping On Inlet Side
CVIii25 Order UPC Bar Pipe Dia. Length Inlet Approx.
No. Code (Qty.1) Size Inches | Inches | Tapping | Wt./Lbs.
++ G5 CVIT1004 6 42367 09085 2 1" 1.87 3.6 1/8" 0.9
++ (3  CVITi501 642367090876  1-1/2" 2.64 4.6 1/8" 2.3
++ GG CVIT2004 6 42367 09088 3 2" 3.02 5.3 1/8" 2.9
++ (3 CVIHDT2001 642367 09089 0 2" 3.02 5.3 1/8" 3.2
Double Tap Check Valves (No-Spin Poppet)
One 1/8" NPT Tapping On Inlet Side - One 1/4" NPT On Outlet Side
CVii251 Order UPC Bar Pipe Dia. Length Inlet Outlet | Approx.
No. Code (Qty.1) Size | Inches | Inches | Tapping | Tapping | Wt./Lbs.
++ 5 CVIT1002 6 42367 09090 6 1" 1.87 3.6 1/8" 1/4" 0.9
++Gi  CVITA602 642367090920 1-1/2"  2.64 4.6 1/8" 1/4" 23
++ G4 CVIT2002 642367 09093 7 2" 3.02 5.3 1/8" 1/4" 2.9
++ (% CVIHDT2002 6 42367 09094 4 2" 3.02 5.3 1/8" 1/4" 3.2
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
CVii252 other reproductive harm. For more as no-lead in the State of California.

information go to www.P65Warnings.ca.gov
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MANUFACTURING
@ No-Lead

MERRILL CHECK VALVES & FOOT VALVES

® Non-corrosive check valve
® Nose cone design reduces turbulence
® Works in any position, vertical-horizontal
® |ndividually pressure tested
® Molded of polymer materials
® (All Spring Loaded)
Merrill 100 Series Check Valves

Merrill Check Valve Onrdenr UPC Bar Pipe Approx. Carton Approx.
No. Code (Qty. 1) Size Wt./Lbs. Qty. Lbs./Ctn.
% CVB75 6 42367 12606 3 3/4" 0.1 12 1.2
% ©VB100 642367 12607 0 1 0.2 24 438
@ CvBi25 6 42367 12608 7 1-1/4" 0.3 24 7.2
@ CVvB1i50 6 42367 12609 4 1-1/2" 0.4 12 4.8
Merrill 100 Series Check Valves (no spring)
Merrill Check Valve with Viton O-Ring Order UPC Bar Pipe Approx. Carton Approx.
No. Code (Qty. 1) Size Wt./Lbs. Qty. Lbs./Ctn.
(% CVB75NS 642367 10850 2 3/4" 0.1 12 1.2
With Viton O-Ring For Your Environmental Needs
Order UPC Bar Pipe Approx. Carton Approx.
No. Code (Qty. 1) Size Wt./Lbs. Qty. Lbs./Ctn.
% CVBE75 64236708018 1 3/4" 0.1 12 1.2
% CVBEL100 642367 078515 1 0.2 24 48
@ CVBE150 642367 078799 1-1/2" 0.4 12 4.8
Mervrill 110 Series Foot Valves
Order UPC Bar Pipe Approx. Carton Approx.
Merrill Foot Val No. Code (Qty. 1) Size Wt./Lbs. Qty. Lbs./Ctn.
errill Foot Valve % FVB75 6 42367 12610 0 3/4" 0.2 12 2.4
% FVB100 642367126117 1" 0.2 24 48
@ FVB125 642367126124 1-1/4" 0.3 24 7.2
NOSE CONE G4 FVB150 642367126131 1-1/2" 0.6 12 7.2
Head Loss For MERRILL 100 Series Check Valves (Spring Loaded)
9
POPPET ——M 8 7 184
SEALING RING ——nw—— L7 // / 161
SEAT c:' 6 ‘/ // 138 §
g 3/4" 1" g
E 5 / / 115 é
4 4 &
g 4 / 92 3
° 5
Z 3 / // — 69 %
2 1-1/4" § 2@
I 2 // ....--{" ___ii/i 46
e
1 ] ?._;_:; ﬁ 23
T 1 T L) T 1
0 5 10 15 20 25 30
STRAINER Flow Rate — Gallons Per Minute
WARNING: This product can expose you to WARNING: This product meets Federal
lead, which is known to the State of USA Drinking Water requirements but has
California to cause cancer, birth defects or not been specifically tested or approved
Mervrill Foot Valve ~ other reproductive harm. For more as no-lead in the State of California.
information go to www.P65Warnings.ca.gov
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MULTI-SIZE FOOT VALVE and
SUMP PUMP CHECK VALVES

@ No-Lead

Muilti-Size Foot Valve
® Rugged CELCON® Material
® Environmentally Safe / Lead Free
® Fits 4 Different Pipe Sizes
® Cut Off Threads to the Size Needed

Order UPC Bar Approx.
No. Code (Qty. 1) Pipe Connection Wt./Lbs.
@ FVU75150 642367 08836 1 3/4" x 1" x 1-1/4" x 1-1/2" 0.3
Quality Sump Pump Check Valves
Multi-Size Foot Valve

® Compression (SLIP) Connections, Complete with Clamps for Easy Installation
® Fully Repairable in the Field

® Full Flow Positive Sealing Design

® Heavy Duty for Long Life

® Eliminates Backflow

® Durable Thermoplastic Body

® For Vertical Installation

Order UPC Bar Approx.
No. Code (Qty. 1) SLIP Connection Wt./Lbs.
@ CVBSPi25 6 42367 08958 0 1-1/4" SLIP x 1-1/4" SLIP 1.3
@ CVBSP150 6 42367 08959 7 1-1/2" SLIP x 1-1/2" SLIP 1.7
@ CVBSP200 6 42367 08879 8 2" SLIP x 2" SLIP 2.3
Quality Sump Pump Check Valve
Economy Sump Pump Check Valves
® Durable Thermoplastic Body
® Flapper Design for High Flow
® Eliminates Backflow
® Sonic Welded Parts
Order UPC Bar MIP X SLIP or Approx.
No. Code (Qty. 1) Insert Connection Wt./Lbs.
@ SPCV125 6 42367 08964 1 1-1/4" MIP x 1-1/4" or 1-1/2" SLIP 0.2
@ SPCVi125B 6 42367 089658  1-1/4" MIP x 1-1/4" BARB or 1-1/2" SLIP 0.2
=% SPCV150 6 42367 09101 9 1-1/2" MIP x 1-1/2" BARB or 2" SLIP 0.2
Sump Pump Check Valves
Sump Pump Hose Kits
® 1-1/2" x 24' discharge hose for use with sump pumps.
® Complete with male PVC barbed and threaded adapter & hose clamp.
Order UPC Bar Ctn. Approx.
No. Code (Oty. 1) Size Length Oty. Wt/Lbs.
3 *SPHK125SPC 6 42367 10753 6 1-1/2" 24 8 1.9
* Included insert adapter for 1-1/4" male pipe to hose
% SPHK150 6 42367 09634 2 1-1/2" 24" 6 3.3

WARNING: This product can expose you to
lead, which is known to the State of
California to cause cancer, birth defects or
other reproductive harm. For more
information go to www.P65Warnings.ca.gov
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WARNING: This product meets Federal
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not been specifically tested or approved
as no-lead in the State of California.

Sump Pump Hose Kit
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MANUFACTURING

WATER SYSTEMS HANDBOOK AND MEMBERSHIP

THE INDUSTRY’S BEST WATER WELL
WATER SYSTEMS HANDBOOK

The one complete book to stock and sell to the public for answers on water well - water system
installation. A detailed manual on what is needed to install your pump, pressure tank, and
accessory items, along with all appropriate fittings and electrical controls.

A complete guide on water well
- total system designh, operation,
and maintainance.

Handbook
Order UPC Bar
No. Code (Qty. 1)
WwscCi 6 42367 09665 6

THE “HOW-TO” BOOK
FOR WATER WELL

National Programs Office
1101 30th Street N.W., Suite 500
Washington, DC 20007

Phone: 202-625-4387

Fax: 202-625-4363 ¢

www.watersystemscouncil.org

WSC is a national
nonprofit organization
dedicated to promoting
the wider use of wells
as modern and
affordable safe drinking

join the wellcare Well Owners Network

®

More than 42 million people in the U.S. rely on
private wells to supply drinking water for their
families. These wells tap into groundwater
supplies stored beneath the earth’s surface.

If you have a private water well, learn more about
how you can ensure it will provide safe drinking
water for years to come by joining Water Systems
Council's wellcare® Well Owners Network.

The wellcare® Well Owners Network is a new
resource for well owners. As a member of the
network, you will have easy access to information
that is critical to maintaining a safe supply of
drinking water for you and your family.

Join the network today!
Call 1-888-395-1033 or visit

wWwWw. sy

il.org

water systems and to
protecting groundwater
resources nationwide.
It is the only national
organization focused
solely on individual
water wells and other
private well-based
water systems.
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TWO EXAMPLES
OF WATER WELL 2 * NeED s TORPPE
COMPONENTS

GALV. PRESSURE TANK,
NOT NEEDED WITH
PRE-CHARGED TANK.

@' BETWEEN. USED WITH

®

@ BFE ® CHECK VALVES AND
@ FROST - PROOF @ COMBINATION TORQUE ARRESTORS
WC SERIES YARD HYDRANT ELBOW SHOULD BE SPACED
AT THE WELL WATERTIGHT CAP WCO SERIES (INSTALL ON WALL ABOUT EVERY 150’
PUMP CONTROL WATERTIGHT CAP  SEPARATE PIPE FAUCET
PITLESS UNIT NOT PIPE FROM X CABLE GUARDS
WELL) SHOULD BE SPACED
ABOUT EVERY 50’

gy

PRESSURE
GROUND TANK
LEVEL

RBHENL
HYDRANT ELL

@

PRESSURE

SP PITLESS RBMANL
uNIT MALE ADAPTER 1 FOOT HOLE SWITCH
INSERT FITTING FILL WITH PEA @ NIPPLE
GRAVEL
PGNL
(NOT SAND) @ PRESSURE
@ STAINLESS STEEL GAUGE
STAINLESS PIPE CLAMPS | RBDENL
RBHENL STEEL NO LEAD
HYDRANT PIPE ELBOW
cLAmMpPs LT BBVINL
| = BALL
VALVE
MBNL piTLESS BRICK ORROCK ~ BLACK POLY N\
| ADAPTER  (FORGROUND  PLASTIC PIPE
SETTLING)
| U4 | RBLANL
o ROPE ADAPTER RBDTNL RBMANL
PLASTIC OR / oo INSERT FITTING NOLEAD MALE ADAPTER
poLy TEE INSERT FITTING
STEEL WELL PLASTIC BLACK POLY
CASING PInE PLASTIC PIPE
L x CG100 NIPPLE
@ i CABLE GUARD
B0 PLASTIC OR
GALVANIZED / BLEEDER L STEEL WELL CASING SHUT OFF
TEE ORIFICE ADAPTER == VALVE
ELECTRICAL INSERT
g Ve BonER PRVNL

’ o FITTING PRESSURE
ELECTRICAL o
CABLE “ STAINLESS STEEL e
@ 1 PIPE CLAMPS REvEr
PVC PIPE / N ¢pos |

BLEEDER B GHECK VALVE L E pT

\ o p I
GALVANIZED / ORIFICE \( u C c
RBMANL

TEE
MALE ADAPTER
INSERT FITTING

THREADED COUPLING 4
(OTHER COUPLINGS
AVAILABLE)

i)
@\ﬂh
i

PROFESSIONAL
WELL PRODUCTS

1. Submersible Pitless Units
2. FrostProof Yard Hydrants
3. Tank Tees - No Lead Brass, Galvanized Cast Iron, and Stainless Steel
@ 4. Insert Fittings for Plastic Pipe - No Lead Brass, No Lead Bronze, Galvanized,
Steel, PVC, Nylon, Poly, and Stainless Steel
PDCH PIPE — 5. Stainless Steel Clamps for Pipe
COUPLING 6. Check Valves - No Lead Brass, No Lead Bronze, Plastic, and Stainless Steel
N STA48C TORQUE Foot Valves - No Lead Brass, No Lead Bronze, Plastic, and Stainless Steel
/ @ ARRESTOR 7. Torque Arrestors (FDA Approved Material)
ESTA48C TORQUE 8. Cable Guards
ARRESTOR 9. Pitless Adapters (Well Code Approved)
STAINLESS STEEL 10. Well Caps (Well Code Approved)
/@ PIPE OLAMPS ii. Pipe Couplings - No Lead Brass, PVC, and Galvanized Steel
@ ECVMNL @ 12. Waterproof Electrical Splice Kits
SUBMERSIBLE ~ WATERPROOF 13. Bleeder Orifices
CHECK VALVE WATER- SPLICE KIT 14. Safety Rope
PROOF W CVMNL 15. Wall Faucets
s‘:(l'll.f.:E ¢ SUBMERSIBLE 16. Pressure Switches
CHECK VALVE 17. Nipples
SUBMERSIBLE 18. Pressure Gauges
PUMP . SUBMERSIBLE 19. Boiler Drains
PUMP 20. Pressure Relief Valves
21. Ball Valves - Shut Off Valves

22, At the Well Pump Control Pitless Unit
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Approximate Weight of Water and Pipe Per Foot

Nominal Approx. Wt. Approx. Wt. Approx. Wt. Type
Size Pipe of Water of Pipe Total of
of Pipe 1.D. Per Ft. Per Ft. Wt. Per Ft. Pipe
1" 1.049" .38 Ibs. .20 Ibs. 58 Ibs. 195 psi
1-1/4" 1.380" 65 Ibs. 33 Ibs. 98 Ibs. ps!
Polyethylene
1" 1.049" .38 Ibs. .26 Ibs. .64 Ibs. 160 bsi
1-1/4" 1.380" 65 Ibs. 43 Ibs. 1.08 Ibs. ps!
Polyethylene
1" 957" 31 1bs. 40 Ibs. .71 Ibs.
1-1/4" 1.278" 56 Ibs. 55 Ibs. 1.11 Ibs.
1-1/2" 1.500" 77 Ibs. 66 Ibs. 1.43 Ibs. S%'\*/-C 80
2" 1.939" 1.28 Ibs. .92 Ibs. 2.20 Ibs.
1" 1.049" .38 Ibs. 1.68 lbs. 2.06 Ibs.
1-1/4" 1.380" .65 Ibs. 2.28 lbs. 2.93 Ibs. Steel
1-1/2" 1.610" 88 Ibs. 2.73 Ibs. 3.61 Ibs. Pt.ee
2" 2.067" 1.45 Ibs. 3.68 Ibs. 5.13 lbs. Ipe
3" 3.060" 3.20 Ibs. 7.58 lbs. 10.78 Ibs.
4" 4.020" 5.51 Ibs. 10.79 Ibs. 16.30 Ibs.
6" 6.060" 12.52 Ibs. 18.97 Ibs. 31.49 Ibs.
1 Cu. Ft. of Water = 62.4 Ibs.
1 Cu. In. of Water =.036 lbs.
Friction Loss in psi/100 Foot
Type (K) Copper Tube
Flow /2" 3/4" 1" 1-1/4" 1-1/2"
GPM 527 745 995 1.245 1.481
1 1.30 25 .07
2 4.40 85 23 07
3 9.00 1.70 45 15 .06
4 15.00 2.80 75 25 10
5 22.00 4.20 1.10 36 16
6 31.00 5.80 1.50 50 22
7 40.00 7.50 2.00 65 28
8 50.00 9.30 2.50 .80 36
9 62.00 11.00 3.10 1.00 44
10 79.00 14.00 3.70 1.30 52
15 160.00 30.00 7.40 2.50 1.10
20 50.00 13.00 4.20 1.80
Plastic Pipe
Flow 1/2" 3/4" 1" 1-1/4" 1-1/2"
GPM 622 824 1.05 1.38 1.61
1 65 14 .04
2 2.20 49 13 .04
3 4,55 1.04 26 .08 .04
4 7.71 1.65 44 14 07
5 11.26 2.43 62 20 .10
6 15.59 3.25 84 28 13
8 26.41 5.20 1.38 45 22
10 39.89 7.93 2.12 .69 33
15 18.10 4.38 1.43 67
20 7.15 2.38 1.10
Steel Pipe
Flow 1/2" 3/4" 1" 1-1/4" 1-1/2"
GPM 62 824 1.04 1.38 1.61
1 91
2 3.20 83
3 6.85 1.77 54
4 11.70 3.03 93 22 11
5 17.75 454 41 35 17
10 63.65 16.46 4.79 1.32 61
15 34.65 10.83 2.81 1.30
20 58.90 18.19 4.80 2.25



Merrill Supports the Industry

2026 NEW PRODUCTS

Hydrant Sleeve 2 Piece Cap
+ O-Ring

The Answer for......
® Concrete Around a Yard Hydrant
® Clay Soil Needing a Drain Space
® Never Digging Up A Yard Hydrant Again
® Universal For Any Yard Hydrant PVC Pipe
® PVC Pipe Included - All Bury Depths

(Special Coupling)

Stainless Steel
Parts

Variable Flow Check Valves - TRUE VFC for VFD's

To cut check valve pressure loss with no cost increase

Eliminate valve chatter and increased flow capacity

Perfect match for VFD

Can be installed vertical or horizontal position

CVSVF 304 Stainless Steel (with s.s. advanced double poppet design) S 506,89
CVAVFNL No Lead Bronze (with s.s. advanced double poppet design)

Sizes available 1", 1-1/4", 1-1/2", 2"

Ductile Iron Variable Flow Check Valves

® Double Coated Outside - Galvanized Inside

e Coming Summer 2026
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